FEDERAL OPERATING PERMIT

A FEDERAL OPERATING PERMIT IS HEREBY ISSUED TO
Lyondell Chemical Company

AUTHORIZING THE OPERATION OF
Channelview Plant
Lyondell Chemical Channelview Plant
All Other Basic Organic Chemical Manufacturing

LOCATED AT
Harris County, Texas
Latitude 29° 48’ 51”7 Longitude 95° 6’ 4”
Regulated Entity Number: RN100633650

This permit is issued in accordance with and subject to the Texas Clean Air Act (TCAA), Chapter 382 of
the Texas Health and Safety Code and Title 30 Texas Administrative Code Chapter 122

(30 TAC Chapter 122), Federal Operating Permits. Under 30 TAC Chapter 122, this permit constitutes
the permit holder’s authority to operate the site and emission units listed in this permit. Operations of the
site and emission units listed in this permit are subject to all additional rules or amended rules and orders
of the Commission pursuant to the TCAA.

This permit does not relieve the permit holder from the responsibility of obtaining New Source Review
authorization for new, modified, or existing facilities in accordance with 30 TAC Chapter 116, Control of
Air Pollution by Permits for New Construction or Modification.

The site and emission units authorized by this permit shall be operated in accordance with
30 TAC Chapter 122, the general terms and conditions, special terms and conditions, and attachments
contained herein.

This permit shall expire five years from the date of issuance. The renewal requirements specified in

30 TAC § 122.241 must be satisfied in order to renew the authorization to operate the site and emission
units.

Permit No: 01387 Issuance Date:

For the Commission
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General Terms and Conditions

The permit holder shall comply with all terms and conditions contained in 30 TAC § 122.143 (General
Terms and Conditions), 30 TAC 8§ 122.144 (Recordkeeping Terms and Conditions), 30 TAC § 122.145
(Reporting Terms and Conditions), and 30 TAC § 122.146 (Compliance Certification Terms and
Conditions).

In accordance with 30 TAC § 122.144(1), records of required monitoring data and support information
required by this permit, or any applicable requirement codified in this permit, are required to be
maintained for a period of five years from the date of the monitoring report, sample, or application unless
a longer data retention period is specified in an applicable requirement. The five year record retention
period supersedes any less stringent retention requirement that may be specified in a condition of a
permit identified in the New Source Review Authorization attachment.

If the permit holder chooses to demonstrate that this permit is no longer required, a written request to void
this permit shall be submitted to the Texas Commission on Environmental Quality (TCEQ) by the
Responsible Official in accordance with 30 TAC § 122.161(e). The permit holder shall comply with the
permit’'s requirements, including compliance certification and deviation reporting, until notified by the
TCEQ that this permit is voided.

The permit holder shall comply with 30 TAC Chapter 116 by obtaining a New Source Review
authorization prior to new construction or modification of emission units located in the area covered by
this permit.

All reports required by this permit must include in the submittal a cover letter which identifies the following
information: company name, TCEQ regulated entity number, air account number (if assigned), site name,
area name (if applicable), and Air Permits Division permit number(s).

Special Terms and Conditions:
Emission Limitations and Standards, Monitoring and Testing, and Recordkeeping and Reporting
1. Permit holder shall comply with the following requirements:

A. Emission units (including groups and processes) in the Applicable Requirements
Summary attachment shall meet the limitations, standards, equipment specifications,
monitoring, recordkeeping, reporting, testing, and other requirements listed in the
Applicable Requirements Summary attachment to assure compliance with the permit.

B. The textual description in the column titled “Textual Description” in the Applicable
Requirements Summary attachment is not enforceable and is not deemed as a substitute
for the actual regulatory language. The Textual Description is provided for information
purposes only.

C. A citation listed on the Applicable Requirements Summary attachment, which has a
notation [G] listed before it, shall include the referenced section and subsection for all
commission rules, or paragraphs for all federal and state regulations and all subordinate
paragraphs, subparagraphs and clauses, subclauses, and items contained within the
referenced citation as applicable requirements.

D. When a grouped citation, notated with a [G] in the Applicable Requirements Summary,
contains multiple compliance options, the permit holder must keep records of when each
compliance option was used.

E. Emission units subject to 40 CFR Part 63, Subparts F, G, H, EEE, PPP, FFFF, ZZZZ or
DDDDD as identified in the attached Applicable Requirements Summary table are
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subject to 30 TAC Chapter 113, Subchapter C, § 113.110, § 113.120, § 113.130, §
113.620, § 113.730, §113.890, § 113.1090 or § 113.1130 respectively, which incorporate
the 40 CFR Part 63 Subparts by reference.

For the purpose of generating emission reduction credits through 30 TAC Chapter 101,
Subchapter H, Division 1 (Emission Credit Banking and Trading), the permit holder shall
comply with the following requirements:

0] Title 30 TAC § 101.302 (relating to General Provisions)

(i) Title 30 TAC § 101.303 (relating to Emission Reduction Credit Generation
Certification)

(iii) Title 30 TAC § 101.304 (relating to Mobile Emission Reduction Credit Generation
and Certification)

(iv) Title 30 TAC § 101.309 (relating to Emission Credit Banking and Trading)

(v) The terms and conditions by which the emission limits are established to
generate the reduction credit are applicable requirements of this permit

The permit holder shall comply with the following 30 TAC Chapter 101, Subchapter H,
Division 3 (Mass Emission Cap and Trade Program) Requirements:

0] Title 30 TAC § 101.352 (relating to General Provisions)

(ii) Title 30 TAC § 101.353 (relating to Allocation of Allowances)

(i) Title 30 TAC § 101.354 (relating to Allowance Deductions)

(iv) Title 30 TAC § 101.356 (relating to Allowance Banking and Trading)
(v) Title 30 TAC § 101.359 (relating to Reporting)

(vi) Title 30 TAC 8§ 101.360 (relating to Level of Activity Certification)

(vii) The terms and conditions by which the emission limits are established to meet or
exceed the cap are applicable requirements of this permit

The permit holder shall comply with the following 30 TAC Chapter 101, Subchapter H,
Division 6 (Highly Reactive Volatile Organic Compound Emissions Cap and Trade
Program) requirements:

0] Title 30 TAC § 101.393 (relating to General Provisions)

(i) Title 30 TAC § 101.394 (relating to Allocation of Allowances)

(iii) Title 30 TAC § 101.396 (relating to Allowance Deductions)

(iv) Title 30 TAC § 101.399 (relating to Allowance Banking and Trading)

(v) Title 30 TAC § 101.400 (relating to Reporting)

(vi) The terms and conditions by which the emission limits are established to meet or
exceed the cap are applicable requirements of this permit
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The permit holder shall comply with the following sections of 30 TAC Chapter 101 (General Air
Quality Rules):

A. Title 30 TAC § 101.1 (relating to Definitions), insofar as the terms defined in this section
are used to define the terms used in other applicable requirements

B. Title 30 TAC § 101.3 (relating to Circumvention)

C. Title 30 TAC § 101.8 (relating to Sampling), if such action has been requested by the
TCEQ

D. Title 30 TAC § 101.9 (relating to Sampling Ports), if such action has been requested by
the TCEQ

E. Title 30 TAC § 101.10 (relating to Emissions Inventory Requirements)

F. Title 30 TAC § 101.201 (relating to Emission Event Reporting and Recordkeeping

Requirements)

G. Title 30 TAC § 101.211 (relating to Scheduled Maintenance, Start-up, and Shutdown
Reporting and Recordkeeping Requirements)

H. Title 30 TAC § 101.221 (relating to Operational Requirements)

l. Title 30 TAC § 101.222 (relating to Demonstrations)

J. Title 30 TAC § 101.223 (relating to Actions to Reduce Excessive Emissions)
Permit holder shall comply with the following requirements of 30 TAC Chapter 111

A. Visible emissions from stationary vents with a flow rate of less than 100,000 actual cubic
feet per minute and constructed after January 31, 1972 that are not listed in the
Applicable Requirements Summary attachment for 30 TAC Chapter 111, Subchapter A,
Division 1, shall not exceed 20% opacity averaged over a six-minute period. The permit
holder shall comply with the following requirements for stationary vents at the site subject
to this standard:

0] Title 30 TAC § 111.111(a)(1)(B) (relating to Requirements for Specified Sources)
(i) Title 30 TAC § 111.111(a)(1)(E)
(iii) Title 30 TAC § 111.111(a)(1)(F)(i), (ii), (iii), or (iv)

(iv) For emission units with vent emissions subject to 30 TAC § 111.111(a)(1)(B),
complying with 30 TAC 8§ 111.111(a)(1)(F)(ii), (iii), or (iv), and capable of
producing visible emissions from, but not limited to, particulate matter, acid gases
and NOx, the permit holder shall also comply with the following periodic
monitoring requirements for the purpose of annual compliance certification under
30 TAC § 122.146. These periodic monitoring requirements do not apply to
vents that are not capable of producing visible emissions such as vents that emit
only colorless VOCs; vents from non-fuming liquids; vents that provide passive
ventilation, such as plumbing vents; or vent emissions from any other source that
does not obstruct the transmission of light. Vents, as specified in the “Applicable
Requirements Summary” attachment, that are subject to the emission limitation
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of 30 TAC § 111.111(a)(1)(B) are not subject to the following periodic monitoring
requirements:

(1)

(@)

®3)
(4)

(5)

An observation of stationary vents from emission units in operation shall
be conducted at least once during each calendar quarter unless the
emission unit is not operating for the entire quarter.

For stationary vents from a combustion source, if an alternative to the
normally fired fuel is fired for a period greater than or equal to

24 consecutive hours, the permit holder shall conduct an observation of
the stationary vent for each such period to determine if visible emissions
are present. If such period is greater than 3 months, observations shall
be conducted once during each quarter. Supplementing the normally
fired fuel with natural gas or fuel gas to increase the net heating value to
the minimum required value does not constitute creation of an alternative
fuel.

Records of all observations shall be maintained.

Visible emissions observations of emission units operated during daylight
hours shall be conducted no earlier than one hour after sunrise and no
later than one hour before sunset. Visible emissions observations of
emission units operated only at night must be made with additional
lighting and the temporary installation of contrasting backgrounds.

Visible emissions observations shall be made during times when the
activities described in 30 TAC § 111.111(a)(1)(E) are not taking place.
Visible emissions shall be determined with each stationary vent in clear
view of the observer. The observer shall be at least 15 feet, but not
more than 0.25 mile, away from each stationary vent during the
observation. For outdoor locations, the observer shall select a position
where the sun is not directly in the observer’s eyes. When condensed
water vapor is present within the plume, as it emerges from the
emissions outlet, observations must be made beyond the point in the
plume at which condensed water vapor is no longer visible. When water
vapor within the plume condenses and becomes visible at a distance
from the emissions outlet, the observation shall be evaluated at the outlet
prior to condensation of water vapor. A certified opacity reader is not
required for visible emissions observations.

Compliance Certification:

(@) If visible emissions are not present during the observation, the
RO may certify that the source is in compliance with the
applicable opacity requirement in 30 TAC § 111.111(a)(1) and

(@)(L)(B).

(b) However, if visible emissions are present during the observation,
the permit holder shall either list this occurrence as a deviation
on the next deviation report as required under
30 TAC § 122.145(2) or conduct the appropriate opacity test
specified in 30 TAC § 111.111(a)(1)(F) as soon as practicable,
but no later than 24 hours after observing visible emissions to
determine if the source is in compliance with the opacity
requirements. If an opacity test is performed and the source is
determined to be in compliance, the RO may certify that the
source is in compliance with the applicable opacity requirement.
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However, if an opacity test is performed and the source is
determined to be out of compliance, the permit holder shall list
this occurrence as a deviation on the next deviation report as
required under 30 TAC 8§ 122.145(2). The opacity test must be
performed by a certified opacity reader.

(c) Some vents may be subject to multiple visible emission or
monitoring requirements. All credible data must be considered
when certifying compliance with this requirement even if the
observation or monitoring was performed to demonstrate
compliance with a different requirement.

For visible emissions from a building, enclosed facility, or other structure; the permit
holder shall comply with the following requirements:

0]
(if)
(iii)

Title 30 TAC § 111.111(a)(7)(A) (relating to Requirements for Specified Sources)

Title 30 TAC § 111.111(a)(7)(B)(i) or (ii)

For a building containing an air emission source, enclosed facility, or other
structure containing or associated with an air emission source subject to

30 TAC § 111.111(a)(7)(A), complying with 30 TAC § 111.111(a)(7)(B)(i) or (ii),
and capable of producing visible emissions from, but not limited to, particulate
matter, acid gases and NOx, the permit holder shall also comply with the
following periodic monitoring requirements for the purpose of annual compliance
certification under 30 TAC § 122.146:

1)

()
®3)

An observation of visible emissions from a building containing an air
emission source, enclosed facility, or other structure containing or
associated with an air emission source which is required to comply with
30 TAC § 111.111(a)(7)(A) shall be conducted at least once during each
calendar quarter unless the air emission source or enclosed facility is not
operating for the entire quarter.

Records of all observations shall be maintained.

Visible emissions observations of air emission sources or enclosed
facilities operated during daylight hours shall be conducted no earlier
than one hour after sunrise and no later than one hour before sunset.
Visible emissions observations of air emission sources or enclosed
facilities operated only at night must be made with additional lighting and
the temporary installation of contrasting backgrounds. Visible emissions
shall be determined with each emissions outlet in clear view of the
observer. The observer shall be at least 15 feet, but not more than 0.25
mile, away from each emissions outlet during the observation. For
outdoor locations, the observer shall select a position where the sun is
not directly in the observer's eyes. When condensed water vapor is
present within the plume, as it emerges from the emissions outlet,
observations must be made beyond the point in the plume at which
condensed water vapor is no longer visible. When water vapor within the
plume condenses and becomes visible at a distance from the emissions
outlet, the observation shall be evaluated at the outlet prior to
condensation of water vapor. A certified opacity reader is not required
for visible emissions observations.
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(4)

Compliance Certification:

(@)

(b)

If visible emissions are not present during the observation, the
RO may certify that the source is in compliance with the
applicable opacity requirement in 30 TAC § 111.111(a)(7) and

@)(7)(A).

However, if visible emissions are present during the observation,
the permit holder shall either list this occurrence as a deviation
on the next deviation report as required under 30 TAC

§ 122.145(2) or conduct the appropriate opacity test specified in
30 TAC § 111.111(a)(7)(B) as soon as practicable, but no later
than 24 hours after observing visible emissions to determine if
the source is in compliance with the opacity requirements. If an
opacity test is performed and the source is determined to be in
compliance, the RO may certify that the source is in compliance
with the applicable opacity requirement. However, if an opacity
test is performed and the source is determined to be out of
compliance, the permit holder shall list this occurrence as a
deviation on the next deviation report as required under 30 TAC
§ 122.145(2). The opacity test must be performed by a certified
opacity reader.

For visible emissions from all other sources not specified in 30 TAC § 111.111(a)(1), (4),
or (7); the permit holder shall comply with the following requirements:

0)
(if)
(iii)

Title 30 TAC § 111.111(a)(8)(A) (relating to Requirements for Specified Sources)

Title 30 TAC § 111.111(a)(8)(B)()) or (i)

For a source subject to 30 TAC § 111.111(a)(8)(A), complying with

30 TAC § 111.111(a)(8)(B)(i) or (ii), and capable of producing visible emissions
from, but not limited to, particulate matter, acid gases and NOx, the permit holder
shall also comply with the following periodic monitoring requirements for the
purpose of annual compliance certification under 30 TAC § 122.146:

(1)

(@)
3)

An observation of visible emissions from a source which is required to
comply with 30 TAC § 111.111(a)(8)(A) shall be conducted at least once
during each calendar quarter unless the source is not operating for the
entire quarter.

Records of all observations shall be maintained.

Visible emissions observations of sources operated during daylight hours
shall be conducted no earlier than one hour after sunrise and no later
than one hour before sunset. Visible emissions observations of sources
operated only at night must be made with additional lighting and the
temporary installation of contrasting backgrounds. Visible emissions
shall be determined with each source in clear view of the observer. The
observer shall be at least 15 feet, but not more than 0.25 mile, away from
each source during the observation. For outdoor locations, the observer
shall select a position where the sun is not directly in the observer’s
eyes. When condensed water vapor is present within the plume, as it
emerges from the emissions outlet, observations must be made beyond
the point in the plume at which condensed water vapor is no longer
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visible. When water vapor within the plume condenses and becomes
visible at a distance from the emissions outlet, the observation shall be
evaluated at the outlet prior to condensation of water vapor. A certified
opacity reader is not required for visible emissions observations.

(4) Compliance Certification:

€) If visible emissions are not present during the observation, the
RO may certify that the source is in compliance with the
applicable opacity requirement in 30 TAC § 111.111(a)(8) and

(@)(8)(A)

(b) However, if visible emissions are present during the observation,
the permit holder shall either list this occurrence as a deviation
on the next deviation report as required under
30 TAC § 122.145(2) or conduct the appropriate opacity test
specified in 30 TAC § 111.111(a)(8)(B) as soon as practicable,
but no later than 24 hours after observing visible emissions to
determine if the source is in compliance with the opacity
requirements. If an opacity test is performed and the source is
determined to be in compliance, the RO may certify that the
source is in compliance with the applicable opacity requirement.
However, if an opacity test is performed and the source is
determined to be out of compliance, the permit holder shall list
this occurrence as a deviation on the next deviation report as
required under 30 TAC § 122.145(2). The opacity test must be
performed by a certified opacity reader.

Certification of opacity readers determining opacities under Method 9 (as outlined in
40 CFR Part 60, Appendix A) to comply with opacity monitoring requirements shall be
accomplished by completing the Visible Emissions Evaluators Course, or approved
agency equivalent, no more than 180 days before the opacity reading.

For emission units with contributions from uncombined water, the permit holder shall
comply with the requirements of 30 TAC § 111.111(b).

Emission limits on nonagricultural processes, except for the steam generators specified
in 30 TAC § 111.153, shall comply with the following requirements:

0) Emissions of PM from any source may not exceed the allowable rates as
required in 30 TAC § 111.151(a) (relating to Allowable Emissions Limits)

(i) Sources with an effective stack height (he) less than the standard effective stack
height (He), must reduce the allowable emission level by multiplying it by [he/He]?
as required in 30 TAC § 111.151(b)

(iii) Effective stack height shall be calculated by the equation specified in 30 TAC §
111.151(c)

Outdoor burning, as stated in 30 TAC § 111.201, shall not be authorized unless the
following requirements are satisfied:

0] Title 30 TAC § 111.205 (relating to Exception for Fire Training)
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(i) Title 30 TAC § 111.207 (relating to Exception for Recreation, Ceremony,
Cooking, and Warmth)

(iii) Title 30 TAC § 111.219 (relating to General Requirements for Allowable Outdoor
Burning)

(iv) Title 30 TAC § 111.221 (relating to Responsibility for Consequences of Outdoor
Burning)

For storage vessels maintaining working pressure as specified in 30 TAC Chapter 115,
Subchapter B, Division 1: Storage of Volatile Organic Compounds, the permit holder shall
comply with the requirements of 30 TAC § 115.112(e)(1).

For industrial wastewater specified in 30 TAC Chapter 115, Subchapter B, the permit holder shall
comply with the following requirements:

A. Title 30 TAC § 115.145 (relating to Approved Test Methods)
For industrial wastewater specified in 30 TAC Chapter 115, Subchapter B, the permit holder shall

comply with the following requirements for wastewater drains, junction boxes, lift stations and
weirs:

A. Title 30 TAC § 115.142 (relating to Control Requirements)

B. Title 30 TAC § 115.142(1)(A) - (D) (relating to Control Requirements)

C. Title 30 TAC § 115.142(1)(E) and (F) (relating to Control Requirements)

D. Title 30 TAC § 115.142(1)(G) and (H) (relating to Control Requirements)

E. Title 30 TAC § 115.144(1), (5), and (6) (relating to Inspection and Monitoring
Requirements)

F. Title 30 TAC § 115.145 (relating to Approved Test Methods)

G. Title 30 TAC § 115.146 (relating to Recordkeeping Requirements)

H. Title 30 TAC § 115.147(2) (relating to Exemptions), for streams with an annual VOC

loading of 10 megagrams (11.03 tons) or less

l. Title 30 TAC § 115.148 (relating to Determination of Wastewater Characteristics)

Permit holder shall comply with the following 30 TAC Chapter 115, Subchapter C requirements:

A. When filling stationary gasoline storage vessels (Stage 1) for motor vehicle fuel
dispensing facilities, constructed prior to November 15, 1992, with transfers to stationary
storage tanks located at a facility which has dispensed no more than 10,000 gallons of
gasoline in any calendar month after January 1, 1991, the permit holder shall comply with

the following requirements specified in 30 TAC Chapter 115, Subchapter C:

0) Title 30 TAC § 115.222(3) (relating to Control Requirements), as it applies to
liquid gasoline leaks, visible vapors, or significant odors

(i) Title 30 TAC § 115.222(6) (relating to Control Requirements)

Renewal- Draft Page 8



(iii)

(iv)

Title 30 TAC 8§ 115.224(1) (relating to Inspection Requirements), as it applies to
liquid gasoline leaks, visible vapors, or significant odors

Title 30 TAC § 115.226(2)(B) (relating to Recordkeeping Requirements)

8. The permit holder shall comply with the following requirements of 30 TAC Chapter 115,
Subchapter F, Division 3, Degassing of Storage Tanks, Transport Vessels and Marine Vessels:

A.

For degassing of stationary VOC storage tanks, the permit holder shall comply with the
following requirements:

(i)
(ii)

(iii)

(iv)
(v)
(vi)

(vii)

(viii)

(ix)

)

(xi)

(xii)

(xiii)

(xiv)

Title 30 TAC § 115.541(a) - (c) (relating to Emission Specifications)

Title 30 TAC § 115.541(f) (relating to Emission Specifications), for floating roof
storage tanks

Title 30 TAC § 115.542(a) and (a)(1), (a)(2), (a)(3) or (a)(4) (relating to Control
Requirements). Where the requirements of 30 TAC Chapter 115, Subchapter F
contain multiple compliance options, the permit holder shall keep records of
when each compliance option was used.

Title 30 TAC § 115.542(b) - (d), (relating to Control Requirements)
Title 30 TAC 8§ 115.543 (relating to Alternate Control Requirements)

Title 30 TAC § 115.544(a)(1) and (a)(2) (relating to Inspection, Monitoring, and
Testing Requirements), for inspections

Title 30 TAC § 115.544(b) (relating to Inspection, Monitoring, and Testing
Requirements), for monitoring

Title 30 TAC § 115.544(b)(1) and (b)(2) (relating to Inspection, Monitoring, and
Testing Requirements), for monitoring of control devices

Title 30 TAC § 115.544(b)(2)(A) - (J) (relating to Inspection, Monitoring, and
Testing Requirements), for monitoring (as appropriate to the control device)

Title 30 TAC § 115.544(b)(3), (b)(4) and (b)(6) (relating to Inspection, Monitoring,
and Testing Requirements), for VOC concentration or lower explosive limit
threshold monitoring

Title 30 TAC § 115.544(c), and (c)(1) - (c)(3) (relating to Inspection, Monitoring,
and Testing Requirements), for testing of control devices used to comply with 30
TAC § 115.542(a)(1)

Title 30 TAC § 115.545(1) - (7), (9) - (11) and (13) (relating to Approved Test
Methods)

Title 30 TAC § 115.546(a), (a)(1) and (a)(3) (relating to Recordkeeping and
Notification Requirements), for recordkeeping

Title 30 TAC 8§ 115.546(a)(2) and (a)(2)(A) - (J) (relating to Recordkeeping and

Notification Requirements), for recordkeeping (as appropriate to the control
device)
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10.

11.

(xv) Title 30 TAC § 115.546(a)(4) (relating to Recordkeeping and Notification
Requirements), for recordkeeping of testing of control devices used to comply
with 30 TAC § 115.542(a)(1)

(xvi)  Title 30 TAC § 115.546(b) (relating to Recordkeeping and Notification
Requirements), for notification

(xvii)  Title 30 TAC § 115.547(4) (relating to Exemptions)

The permit holder shall comply with the following requirements for units subject to any subpart of
40 CFR Part 60, unless otherwise stated in the applicable subpart:

A. Title 40 CFR 8 60.7 (relating to Notification and Recordkeeping)

B. Title 40 CFR § 60.8 (relating to Performance Tests)

C. Title 40 CFR 8 60.11 (relating to Compliance with Standards and Maintenance
Requirements)

D. Title 40 CFR § 60.12 (relating to Circumvention)

E. Title 40 CFR § 60.13 (relating to Monitoring Requirements)

F. Title 40 CFR § 60.14 (relating to Modification)

G. Title 40 CFR § 60.15 (relating to Reconstruction)

H. Title 40 CFR § 60.19 (relating to General Notification and Reporting Requirements)

The permit holder shall comply with the following requirements for units subject to any subpart of
40 CFR Part 61, unless otherwise stated in the applicable subpart:

A. Title 40 CFR § 61.05 (relating to Prohibited Activities)

B. Title 40 CFR § 61.07 (relating to Application for Approval of Construction or Modification)

C. Title 40 CFR § 61.09 (relating to Notification of Start-up)

D. Title 40 CFR § 61.10 (relating to Source Reporting and Request Waiver)

E. Title 40 CFR 8 61.12 (relating to Compliance with Standards and Maintenance
Requirements)

F. Title 40 CFR 8 61.13 (relating to Emissions Tests and Waiver of Emission Tests)

G. Title 40 CFR § 61.14 (relating to Monitoring Requirements)

H. Title 40 CFR 8 61.15 (relating to Modification)

l. Title 40 CFR § 61.19 (relating to Circumvention)

For facilities where total annual benzene quantity from waste is greater than or equal to
10 megagrams per year and subject to emission standards in 40 CFR Part 61, Subpart FF, the
permit holder shall comply with the following requirements:
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12.

13.

Title 40 CFR § 61.342(c)(1)(i) - (iii) (relating to Standards: General)

Title 40 CFR § 61.342(e)(1) (relating to Standards: General)

Title 40 CFR 8 61.342(e)(2)(i) - (ii) (relating to Standards: General)

Title 40 CFR 8 61.342(f)(1), and (2) (relating to Standards: General)
Title 40 CFR 8 61.342(g) (relating to Standards: General)

Title 40 CFR 8 61.350(a) and (b) (relating to Standards: Delay of Repair)

Title 40 CFR 8 61.355(a)(1)(iii), (a)(2), (a)(6), (b), and (c)(1) - (3) (relating to Test
Methods, Procedures, and Compliance Provisions)

Title 40 CFR § 61.355(k)(2) - (6), and (7)(i) - (iv) (relating to Test Methods, Procedures,
and Compliance Provisions), for calculation procedures

Title 40 CFR § 61.356(a) (relating to Recordkeeping Requirements)

Title 40 CFR § 61.356(b), and (b)(1) (relating to Recordkeeping Requirements)
Title 40 CFR § 61.356(b)(4) (relating to Recordkeeping Requirements)

Title 40 CFR § 61.356(b)(5) (relating to Recordkeeping Requirements)

Title 40 CFR § 61.356(c) (relating to Recordkeeping Requirements)

Title 40 CFR § 61.357(a), (d)(1), (d)(2) (d)(6) and (d)(8) (relating to Reporting
Requirements)

Title 40 CFR § 61.357(d)(5) (relating to Reporting Requirements)

Waste generated by remediation activities at these facilities are subject to the
requirements identified under 40 CFR 8§ 61.342 for treatment and management of waste

For facilities with containers subject to emission standards in 40 CFR Part 61, Subpart FF, the
permit holder shall comply with the following requirements:

A.

B.

C.

D.

Title 40 CFR § 61.345(a)(1) - (3), (b), and (c) (relating to Standards: Containers)

Title 40 CFR § 61.355(h) (relating to Test Methods, Procedures and Compliance
Provisions)

Title 40 CFR § 61.356(qg) (relating to Recordkeeping Requirements)

Title 40 CFR 8 61.356(h) (relating to Recordkeeping Requirements)

For facilities with individual drain systems subject to emission standards in 40 CFR Part 61,
Subpart FF, the permit holder shall comply with the following requirements:

A.

Title 40 CFR 8 61.346(a)(1)(1)(A), (B), (ii), (2), and (3) (relating to Standards: Individual
Drain Systems)
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14.

15.

16.

17.

18.

19.

B. Title 40 CFR § 61.346(b)(1), (2), (2)(i), (3), (4)(i) - (iv), and (5) (relating to Standards:
Individual Drain Systems)

C. Title 40 CFR 8 61.346(b)(2)(ii)(A) (relating to Standards: Individual Drain Systems), for
junction boxes

D. Title 40 CFR 8 61.346(b)(2)(ii)(B) (relating to Standards: Individual Drain Systems), for
junction boxes

E. Title 40 CFR 8 61.355(h) (relating to Test Methods, Procedures and Compliance
Provisions)

F. Title 40 CFR 8 61.356(g) (relating to Recordkeeping Requirements)

G. Title 40 CFR 8 61.356(h) (relating to Recordkeeping Requirements)

The permit holder shall comply with the requirements of 30 TAC Chapter 113, Subchapter C,
§ 113.100 for units subject to any subpart of 40 CFR Part 63, unless otherwise stated in the
applicable subpart.

For the chemical manufacturing process specified in 40 CFR Part 63, Subpart F, the permit
holder shall comply with 40 CFR § 63.103(a) (relating to General Compliance, Reporting, and
Recordkeeping Provisions) (Title 30 TAC Chapter 113, Subchapter C, 8 113.110 incorporated by
reference).

For the chemical manufacturing facilities subject to provisions in 40 CFR Parts 260 - 272, the
permit holder shall comply with the following requirements:

A. Title 40 CFR 8 63.110(e)(2)(i) (relating to Applicability), for 40 CFR Part 63, Subpart G
applicability to Group 1 or 2 Wastewater Streams

For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 1 or Group 2
wastewater streams that are also subject to 40 CFR Part 61, Subpart FF, the permit holder shall
comply with the following requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120
incorporated by reference):

A. Title 40 CFR § 63.110(e)(1) (relating to Applicability), for 40 CFR Part 63, Subpart G
applicability to Group 1 or 2 Wastewater Streams

For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 2 wastewater
stream, the permit holder shall comply with (Title 30 TAC Chapter 113, Subchapter C, § 113.120
incorporated by reference):

A. Title 40 CFR § 63.132(a), (a)(1), and (a)(1)(i) (relating to Process Wastewater
Provisions - General)
B. Title 40 CFR § 63.146(b)(1) (relating to Process Wastewater Provisions - Reporting)
C. Title 40 CFR § 63.147(b)(8) (relating to Process Wastewater Provisions - Recordkeeping)

For the transfer of Group 1 wastewater streams or residuals from Group 1 wastewater streams
the permit holder shall comply with the following requirements:

A. Title 40 CFR 8 63.132(g) (relating to Process Wastewater Provisions - General)
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20.

21.

22.

B.

Title 40 CFR § 63.152(b)(5) and (c)(4)(iv) (relating to General Reporting and Continuous
Records)

For the chemical manufacturing facilities subject to leak detection requirements in
40 CFR Part 63, Subpart G, the permit holder shall comply with the following requirements (Title
30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by reference):

A.

General Leak Detection Requirements:
0] Title 40 CFR 8 63.148(d)(1) - (3), and (e) (relating to Leak Inspection Provisions)

(i) Title 40 CFR 8 63.148(c), (9), (9)(2), (h), and (h)(2) (relating to Leak Inspection
Provisions), for monitoring and testing requirements

(iii) Title 40 CFR 88 63.148(g)(2), (h)(2), ()(1) - (2), (i)(4)(i) - (viii), (i)(5), and
63.152(a)(1) - (5), for recordkeeping requirements

(iv) Title 40 CFR 88 63.148(j), 63.151(a)(6)(i) - (iii), (b)(1) - (2), ()(1) - (3),
63.152(a)(1) - (5), (b), (b)(2)(i) - (ii), and (b)(4), for reporting requirements

For closed vent system or vapor collection systems constructed of hard piping:

0] Title 40 CFR § 63.148(b)(1)(ii) (relating to Leak Inspection Provisions), for
monitoring and testing requirements

(i) Title 40 CFR § 63.148(i)(6) (relating to Leak Inspection Provisions), for
recordkeeping requirements

For facilities operating flow indicators:

0] Title 40 CFR § 63.148(f)(1) (relating to Leak Inspection Provisions), for
monitoring and testing requirements

(i) Title 40 CFR 8 63.148(f)(1), (i)(3)(i) (relating to Leak Inspection Provisions), for
recordkeeping requirements

(iii) Title 40 CFR 8 63.148(j)(2) (relating to Leak Inspection Provisions), for reporting
requirements

For the chemical manufacturing facilities subject to transfer operations requirements in
40 CFR Part 63, Subpart G, the permit holder shall comply with the following requirements (Title
30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by reference):

A.

Title 40 CFR § 63.126(e)(1) - (2), and (f) (relating to Transfer Operations Provisions
Reference Control Technology)

Title 40 CFR § 63.128(f)(1) - (2) (relating to Transfer Operations Provisions - Test
Methods and Procedures)

Title 40 CFR 8 63.130(e) (relating to Transfer Operations Provisions - Periodic
Recordkeeping and Reporting)

For the chemical manufacturing facilities subject to wastewater operations requirements in
40 CFR Part 63, Subpart G, the permit holder shall comply with the following requirements (Title
30 TAC Chapter 113, Subchapter C, 8§ 113.120 incorporated by reference):
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23.

24,

25.

A. Title 40 CFR § 63.135(a) - (f) (relating to Process Wastewater Provisions - Containers)

B. Title 40 CFR 8 63.136(a) (relating to Process Wastewater Provisions - Individual Drain
Systems)
C. Title 40 CFR 8 63.136(b) - (d) (relating to Process Wastewater Provisions - Individual

Drain Systems)

D. Title 40 CFR 8 63.136(e) - (g) (relating to Process Wastewater Provisions - Individual
Drain Systems)

For miscellaneous chemical process facilities subject to maintenance wastewater requirements
as specified in 40 CFR § 63.2485, Table 7, the permit holder shall comply with the requirements
of 40 CFR § 63.105 (relating to Maintenance Wastewater Requirements) (Title

30 TAC Chapter 113, Subchapter C, § 113.890 incorporated by reference).

For miscellaneous chemical process facilities with Group 2 wastewater streams subject to
wastewater operations requirements in 40 CFR Part 63, Subpart FFFF, the permit holder shall
comply with the requirements of 40 CFR 8§ 63.132(a), (a)(1), (a)(2)(i), and (a)(3) as specified in §
63.2485(a) (Title 30 TAC Chapter 113, Subchapter C, § 113.890 incorporated by reference).

The permit holder shall comply with certified registrations submitted to the TCEQ for purposes of
establishing federally enforceable emission limits. A copy of the certified registration shall be
maintained with the permit. Records sufficient to demonstrate compliance with the established
limits shall be maintained. The certified registration and records demonstrating compliance shall
be provided, on request, to representatives of the appropriate TCEQ regional office and any local
air pollution control agency having jurisdiction over the site. The permit holder shall submit
updated certified registrations when changes at the site require establishment of new emission
limits. If changes result in emissions that do not remain below major source thresholds, the
permit holder shall submit a revision application to codify the appropriate requirements in the
permit.

Additional Monitoring Requirements

26.

Unless otherwise specified, the permit holder shall comply with the compliance assurance
monitoring requirements as specified in the attached “CAM Summary” upon issuance of the
permit. In addition, the permit holder shall comply with the following:

A. The permit holder shall comply with the terms and conditions contained in
30 TAC § 122.147 (General Terms and Conditions for Compliance Assurance
Monitoring).

B. The permit holder shall report, consistent with the averaging time identified in the “CAM

Summary,” deviations as defined by the deviation limit in the “CAM Summary.” Any
monitoring data below a minimum limit or above a maximum limit, that is collected in
accordance with the requirements specified in 40 CFR § 64.7(c), shall be reported as a
deviation. Deviations shall be reported according to 30 TAC § 122.145 (Reporting Terms
and Conditions).

C. The permit holder may elect to collect monitoring data on a more frequent basis and
average the data, consistent with the averaging time or minimum frequency specified in
the “CAM Summary,” for purposes of determining whether a deviation has occurred.
However, the additional data points must be collected on a regular basis. In no event
shall data be collected and used in particular instances in order to avoid reporting
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deviations. All monitoring data shall be collected in accordance with the requirements
specified in 40 CFR § 64.7(c).

The permit holder shall operate the monitoring, identified in the attached “CAM
Summary,” in accordance with the provisions of 40 CFR § 64.7.

The permit holder shall comply with either of the following requirements for any
particulate matter capture system associated with the control device subject to CAM. If
the results of the following inspections indicate that the capture system is not working
properly, the permit holder shall promptly take necessary corrective action:

() Once per year the permit holder shall inspect any fan for proper operation and
inspect the capture system used in compliance of CAM for cracks, holes, tears,
and other defects; or

(i) Once per year, the permit holder shall inspect for fugitive emissions escaping
from the capture system in compliance of CAM by performing a visible emissions
observation for a period of at least six minutes in accordance with
40 CFR Part 60, Appendix A, Test Method 22.

The permit holder shall comply with either of the following requirements for any capture
system associated with the VOC control device subject to CAM. If the results of the
following inspections indicate that the capture system is not working properly, the permit
holder shall promptly take necessary corrective actions:

0] Once a year the permit holder shall inspect the capture system in compliance of
CAM for leaks in accordance with 40 CFR Part 60, Appendix A, Test Method 21.
Leaks shall be indicated by an instrument reading greater than or equal to 500
ppm above background or as defined by the underlying applicable requirement;
or

(ii) Once a month, the permit holder shall conduct a visual, audible, and/or olfactory
inspection of the capture system in compliance of CAM to detect leaking
components.

The permit holder shall comply with either of the following requirements for any bypass of
the control device subject to CAM. If the results of the following inspections or monitoring
indicate bypass of the control device, the permit holder shall promptly take necessary
corrective actions and report a deviation:

0] Install a flow indicator that is capable of recording flow, at least once every fifteen
minutes, immediately downstream of each valve that if opened would allow a
vent stream to bypass the control device and be emitted, either directly or
indirectly, to the atmosphere; or

(i) Once a month, the permit holder shall inspect the valves checking the position of
the valves and the condition of the car seals. Identify all times when the car seal
has been broken and the valve position has been changed to allow a vent stream
to bypass the control device and be emitted, either directly or indirectly, to the
atmosphere.

The permit holder shall comply with the requirements of 40 CFR § 70.6(a)(3)(ii)(A) and
30 TAC § 122.144(1)(A)-(F) for documentation of all required inspections.
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27.

The permit holder shall comply with the periodic monitoring requirements as specified in the
attached “Periodic Monitoring Summary” upon issuance of the permit. Except for, as applicable,
monitoring malfunctions, associated repairs, and required quality assurance or control activities
(including, as applicable, calibration checks and required zero and span adjustments), the permit
holder shall conduct all monitoring in continuous operation (or shall collect data at all required
intervals) at all times that the pollutant-specific emissions unit is operating. The permit holder
may elect to collect monitoring data on a more frequent basis and average the data, consistent
with the averaging time or minimum frequency specified in the “Periodic Monitoring Summary,” for
purposes of determining whether a deviation has occurred. However, the additional data points
must be collected on a regular basis. In no event shall data be collected and used in particular
instances to avoid reporting deviations. Deviations shall be reported according to 30 TAC §
122.145 (Reporting Terms and Conditions).

New Source Review Authorization Requirements

28.

29.

30.

31.

Permit holder shall comply with the requirements of New Source Review authorizations issued or
claimed by the permit holder for the permitted area, including permits, permits by rule, standard
permits, flexible permits, special permits, permits for existing facilities including Voluntary
Emissions Reduction Permits and Electric Generating Facility Permits issued under

30 TAC Chapter 116, Subchapter I, or special exemptions referenced in the New Source Review
Authorization References attachment. These requirements:

A. Are incorporated by reference into this permit as applicable requirements
B. Shall be located with this operating permit
C. Are not eligible for a permit shield

The permit holder shall comply with the general requirements of 30 TAC Chapter 106,
Subchapter A or the general requirements, if any, in effect at the time of the claim of any PBR.

The permit holder shall maintain records to demonstrate compliance with any emission limitation
or standard that is specified in a permit by rule (PBR) or Standard Permit listed in the New Source
Review Authorizations attachment. The records shall yield reliable data from the relevant time
period that are representative of the emission unit’s compliance with the PBR or Standard Permit.
These records may include, but are not limited to, production capacity and throughput, hours of
operation, safety data sheets (SDS), chemical composition of raw materials, speciation of air
contaminant data, engineering calculations, maintenance records, fugitive data, performance
tests, capture/control device efficiencies, direct pollutant monitoring (CEMS, COMS, or PEMS), or
control device parametric monitoring. These records shall be made readily accessible and
available as required by 30 TAC § 122.144. Any monitoring or recordkeeping data indicating
noncompliance with the PBR or Standard Permit shall be considered and reported as a deviation
according to 30 TAC § 122.145 (Reporting Terms and Conditions).

The permit holder shall comply with the following requirements for Air Quality Standard Permits:

A. Registration requirements listed in 30 TAC § 116.611, unless otherwise provided for in an
Air Quality Standard Permit

B. General Conditions listed in 30 TAC § 116.615, unless otherwise provided for in an Air
Quality Standard Permit

C. Applicable requirements of 30 TAC § 116.617 for Pollution Control Projects based on the
information contained in the registration application.
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Compliance Requirements

32.

33.

34.

The permit holder shall certify compliance in accordance with 30 TAC § 122.146. The permit
holder shall comply with 30 TAC 8§ 122.146 using at a minimum, but not limited to, the continuous
or intermittent compliance method data from monitoring, recordkeeping, reporting, or testing
required by the permit and any other credible evidence or information. The certification period
may not exceed 12 months and the certification must be submitted within 30 days after the end of
the period being certified.

Permit holder shall comply with the following 30 TAC Chapter 117 requirements:

A. The permit holder shall comply with the compliance schedules and submit written
notification to the TCEQ Executive Director as required in 30 TAC Chapter 117,
Subchapter H, Division 1:

() For sources in the Houston-Galveston-Brazoria Nonattainment area, 30 TAC §
117.9020:

(1)  Title 30 TAC § 117.9020(2)(A), (C), and (D)

B. The permit holder shall comply with the Initial Control Plan unit listing requirement in 30
TAC § 117.350(c) and (c)(1).

C. The permit holder shall comply with the requirements of 30 TAC § 117.354 for Final
Control Plan Procedures for Attainment Demonstration Emission Specifications and 30
TAC § 117.356 for Revision of Final Control Plan.

Use of Emission Credits to comply with applicable requirements:

A. Unless otherwise prohibited, the permit holder may use emission credits to comply with
the following applicable requirements listed elsewhere in this permit:

0) Title 30 TAC Chapter 115
(ii) Title 30 TAC Chapter 117
(iii) Offsets for Title 30 TAC Chapter 116

B. The permit holder shall comply with the following requirements in order to use the
emission credits to comply with the applicable requirements:

0] The permit holder must notify the TCEQ according to 30 TAC § 101.306(c)-(d)
(i) The emission credits to be used must meet all the geographic, timeliness,
applicable pollutant type, and availability requirements listed in

30 TAC Chapter 101, Subchapter H, Division 1

(iii) The executive director has approved the use of the credit according to 30 TAC §
101.306(c)-(d)

(iv) The permit holder keeps records of the use of credits towards compliance with
the applicable requirements in accordance with 30 TAC 8§ 101.302(g) and
30 TAC Chapter 122
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(v)

Title 30 TAC § 101.305 (relating to Emission Reductions Achieved Outside the
United States)

35. Use of Discrete Emission Credits to comply with the applicable requirements:

A.

Risk Management Plan

Unless otherwise prohibited, the permit holder may use discrete emission credits to
comply with the following applicable requirements listed elsewhere in this permit:

0)

(ii)
(i)
(iv)

Title 30 TAC Chapter 115
Title 30 TAC Chapter 117
If applicable, offsets for Title 30 TAC Chapter 116

Temporarily exceed state NSR permit allowables

The permit holder shall comply with the following requirements in order to use the credit
to comply with the applicable requirements:

(i)
(ii)

(iii)

(iv)

v)

The permit holder must notify the TCEQ according to 30 TAC § 101.376(d)

The discrete emission credits to be used must meet all the geographic,
timeliness, applicable pollutant type, and availability requirements listed in
30 TAC Chapter 101, Subchapter H, Division 4

The executive director has approved the use of the discrete emission credits
according to 30 TAC § 101.376(d)(1)(A)

The permit holder keeps records of the use of credits towards compliance with
the applicable requirements in accordance with 30 TAC § 101.372(h) and
30 TAC Chapter 122

Title 30 TAC § 101.375 (relating to Emission Reductions Achieved Outside the
United States)

36. For processes subject to 40 CFR Part 68 and specified in 40 CFR § 68.10, the permit holder shall
comply with the requirements of the Accidental Release Prevention Provisions in 40 CFR Part 68.
The permit holder shall submit to the appropriate agency either a compliance schedule for
meeting the requirements of 40 CFR Part 68 by the date provided in 40 CFR § 68.10(a), or as
part of the compliance certification submitted under this permit, a certification statement that the
source is in compliance with all requirements of 40 CFR Part 68, including the registration and
submission of a risk management plan.

Protection of Stratospheric Ozone

37. Permit holders at a site subject to Title VI of the FCAA Amendments shall meet the following
requirements for protection of stratospheric ozone:

A.

Any on site servicing, maintenance, and repair on refrigeration and nonmotor vehicle

air-conditioning appliances using ozone-depleting refrigerants or non-exempt substitutes
shall be conducted in accordance with 40 CFR Part 82, Subpart F. Permit holders shall
ensure that repairs on or refrigerant removal from refrigeration and nonmotor vehicle
air-conditioning appliances using ozone-depleting refrigerants are performed only by
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properly certified technicians using certified equipment. Records shall be maintained as
required by 40 CFR Part 82, Subpart F.

B. The permit holder shall comply with the following 40 CFR Part 82, Subpart E
requirements for labeling products using ozone-depleting substances:

() Title 40 CFR § 82.100 (relating to Purpose)

(i) Title 40 CFR § 82.102(a)(1) - (3), (b), (c) (relating to Applicability);

(iii) Title 40 CFR § 82.104 (relating to Definitions)

(iv) Title 40 CFR 8 82.106 - 112 (relating to Warning Statements and Labels)

(v) Title 40 CFR § 82.114 (relating to Labeling Containers of Controlled
[ozone - depleting] Substances)

(vi) Title 40 CFR 8 82.116 (relating to Incorporation of Products Manufactured with
Controlled [0zone-depleting] Substances)

(vii) Title 40 CFR § 82.120 (relating to Petitions)

(viii)  Title 40 CFR 8 82.122 (relating Certification, Recordkeeping, and Notice
requirements)

(ix) Title 40 CFR § 82.124 (relating to Prohibitions)

C. The permit holder shall comply with 40 CFR Part 82, Subpart H related to Halon
Emissions Reduction requirements as specified in 40 CFR § 82.250 - § 82.270 and the
applicable Part 82 Appendices.

Alternative Requirements

38. The permit holder shall comply with the approved alternative means of control (AMOC);
alternative monitoring, recordkeeping, or reporting requirements; or requirements determined to
be equivalent to an otherwise applicable requirement contained in the Alternative Requirements
attachment of this permit. Units complying with an approved alternative requirement have
reference to the approval in the Applicable Requirements summary listing for the unit. The permit
holder shall maintain the original documentation, from the EPA Administrator and TCEQ
Executive Director), demonstrating the method or limitation utilized. Documentation shall be
maintained and made available in accordance with 30 TAC § 122.144.

Permit Location

39. The permit holder shall maintain a copy of this permit and records related to requirements listed
in this permit on site.

Permit Shield (30 TAC § 122.148)

40. A permit shield is granted for the emission units, groups, or processes specified in the attached
“Permit Shield.” Compliance with the conditions of the permit shall be deemed compliance with
the specified potentially applicable requirements or specified potentially applicable state-only
requirements listed in the attachment “Permit Shield.” Permit shield provisions shall not be
modified by the executive director until notification is provided to the permit holder. No later than
90 days after notification of a change in a determination made by the executive director, the
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permit holder shall apply for the appropriate permit revision to reflect the new determination.
Provisional terms are not eligible for this permit shield. Any term or condition, under a permit
shield, shall not be protected by the permit shield if it is replaced by a provisional term or
condition or the basis of the term and condition changes.
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Applicable Requirements Summary
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Note: A “none” entry may be noted for some emission sources in this permit’'s “Applicable Requirements
Summary” under the heading of “Monitoring and Testing Requirements” and/or “Recordkeeping
Requirements” and/or “Reporting Requirements.” Such a notation indicates that there are no
requirements for the indicated emission source as identified under the respective column heading(s) for
the stated portion of the regulation when the emission source is operating under the conditions of the
specified SOP Index Number. However, other relevant requirements pursuant to 30 TAC Chapter 122
including Recordkeeping Terms and Conditions (30 TAC § 122.144), Reporting Terms and Conditions (30
TAC 8§ 122.145), and Compliance Certification Terms and Conditions (30 TAC § 122.146) continue to

apply.
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

BOILER1VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-30

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.

BOILER1VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-8

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

BOILER2VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-29

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

BOILER2VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-9

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

BOILER3VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-10

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver

Process ID No.
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

BOILER3VNT EMISSION N/A R5121-28 30 TAC Chapter 115, Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

CT68240 INDUSTRIAL PROCESS |N/A R5760-1 30 TAC Chapter 115, No changing attributes.

COOLING TOWERS HRVOC Cooling
Towers

CT68540 INDUSTRIAL PROCESS | N/A R5760-1 30 TAC Chapter 115, No changing attributes.

COOLING TOWERS HRVOC Cooling
Towers

D40001 STORAGE N/A R5121-1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5901 STORAGE N/A R5121-3 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5901 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

TANKS/VESSELS Subpart PPP

D5903 STORAGE N/A R5121-4 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5906 STORAGE N/A 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5970 STORAGE N/A R5121-5 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5970 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP

D5975 STORAGE N/A R5121-6 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5975 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP

D5976 STORAGE N/A 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D5987 EMISSION N/A R5121-20 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY Vent Gas Controls
VENTS/PROCESS
VENTS

D5997 STORAGE N/A 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D65630 STORAGE N/A R5121-7 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D67837 STORAGE N/A 61FF-2 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF

D67891 EMISSION N/A R5121-21 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY Vent Gas Controls
VENTS/PROCESS
VENTS
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
D6804 STORAGE N/A R5121-56 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
D6804 STORAGE N/A 61FF-14 40 CFR Part 61, Engineering Calculations = Engineering
TANKS/VESSELS Subpart FF calculations show that the control device is
proven to achieve its emission limitation.
D6804 STORAGE N/A 61FF-15 40 CFR Part 61, Engineering Calculations = Results of
TANKS/VESSELS Subpart FF performance tests are used to demonstrate
that the control device achieves emission
limitation.
D6804 STORAGE N/A 63G-22 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is less than 11.11 psi (76.6 kPa)
D6804 STORAGE N/A 63G-24 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is greater than or equal to 11.11 psi
(76.6 kPa)
D68819A STORAGE N/A R5121-8 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
D68819A STORAGE N/A 60KB-3 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.5 psia but less than 0.75 psia
D68819A STORAGE N/A 60KB-4 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.75 psia but less than 11.1 psia
D68819A STORAGE N/A 61FF-3 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
D68819A STORAGE N/A 63G-22 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
D68819B STORAGE N/A R5121-9 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
D68819B STORAGE N/A 60KB-6 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.5 psia but less than 0.75 psia
D68819B STORAGE N/A 60KB-7 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.75 psia but less than 11.1 psia
D68819B STORAGE N/A 61FF-4 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
D68819B STORAGE N/A 63G-23 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
D68820 WASTEWATER UNITS |N/A R5140-3 30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
D68820 STORAGE N/A 60KB-10 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.75 psia but less than 11.1 psia
D68820 STORAGE N/A 60KB-9 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.5 psia but less than 0.75 psia
D68820 STORAGE N/A 61FF-5 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
D68820 STORAGE N/A 63G-2 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
D68820 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP
D68830 WASTEWATER UNITS [N/A R5140-1 30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
D68830 VOLATILE ORGANIC N/A 61FF-4 40 CFR Part 61, No changing attributes.
COMPOUND WATER Subpart FF
SEPARATORS
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
D68830 VOLATILE ORGANIC N/A 63G-3 40 CFR Part 63, No changing attributes.
COMPOUND WATER Subpart G
SEPARATORS
D68830 WASTEWATER UNITS |N/A 63PPP-1 40 CFR Part 63, No changing attributes.
Subpart PPP
D68846 STORAGE N/A R5121-10 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
D68846 STORAGE N/A 60KB-12 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
2.2 psia but less than 4.0 psia
D68846 STORAGE N/A 60KB-13 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
4.0 psia but less than 11.1 psia
D68846 STORAGE N/A 61FF-6 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
D68846 STORAGE N/A 63G-4 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
D68846 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP
D68860 WASTEWATER UNITS [N/A R5140-4 30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
D68860 STORAGE N/A 60KB-15 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
2.2 psia but less than 4.0 psia
D68860 STORAGE N/A 60KB-16 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
4.0 psia but less than 11.1 psia
D68860 STORAGE N/A 61FF-7 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

D68860 STORAGE N/A 63G-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G

D68870 WASTEWATER UNITS |N/A R5140-5 30 TAC Chapter 115, No changing attributes.

Industrial Wastewater

D68870 STORAGE N/A 60KB-18 40 CFR Part 60, Maximum True Vapor Pressure = True

TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
2.2 psia but less than 4.0 psia

D68870 STORAGE N/A 60KB-19 40 CFR Part 60, Maximum True Vapor Pressure = True

TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
4.0 psia but less than 11.1 psia

D68870 STORAGE N/A 61FF-8 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF

D95671 STORAGE N/A R5121-31 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

D96891 EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

D96891 EMISSION N/A R5121-22 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY Vent Gas Controls
VENTS/PROCESS
VENTS

EBOILER EMISSION N/A R1111-6 30 TAC Chapter 111, No changing attributes.
POINTS/STATIONARY Visible Emissions
VENTS/PROCESS
VENTS

EHPIBALZ EMISSION N/A R5121-58 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY Vent Gas Controls
VENTS/PROCESS
VENTS

Renewal- Draft Page 30



Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
ENGEB2 SRIC ENGINES N/A R7ICI-15 30 TAC Chapter 117, No changing attributes.
Subchapter B
ENGEB2 SRIC ENGINES N/A 632222-7 40 CFR Part 63, No changing attributes.
Subpart Zz2z7
ENGP2AIR1 SRIC ENGINES N/A R7ICI-22 30 TAC Chapter 117, No changing attributes.
Subchapter B
ENGP2AIR1 SRIC ENGINES N/A 6327772-1 40 CFR Part 63, No changing attributes.
Subpart 27277
ENGRADTWR SRIC ENGINES N/A R7ICI-16 30 TAC Chapter 117, No changing attributes.
Subchapter B
ENGRADTWR SRIC ENGINES N/A 60I111-3 40 CFR Part 60, No changing attributes.
Subpart 111
ENGRADTWR SRIC ENGINES N/A 632277-5 40 CFR Part 63, No changing attributes.
Subpart 2277
ENGUT1 SRIC ENGINES N/A R7I1CI-9 30 TAC Chapter 117, No changing attributes.
Subchapter B
ENGUT1 SRIC ENGINES N/A 632277-2 40 CFR Part 63, No changing attributes.
Subpart Zzzz7z7
ENGUT7 SRIC ENGINES N/A R7I1CI-15 30 TAC Chapter 117, No changing attributes.
Subchapter B
ENGUT7 SRIC ENGINES N/A 60I111-1 40 CFR Part 60, No changing attributes.
Subpart 111
ENGUT7 SRIC ENGINES N/A 632277-5 40 CFR Part 63, No changing attributes.
Subpart 227z
F57180 PROCESS N/A RICI7-21 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B
F57180 BOILERS/STEAM N/A 60Dc-004 40 CFR Part 60, No changing attributes.
GENERATORS/STEAM Subpart Dc
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

GENERATING UNITS

F57180 BOILERS/STEAM N/A 63EEE-1 40 CFR Part 63, No changing attributes.
GENERATORS/STEAM Subpart EEE
GENERATING UNITS

F6101 PROCESS N/A R7ICI-16 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F6101 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F6101VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

F6101VNT EMISSION N/A R5121-18 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver

Process ID No.
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F6101VNT EMISSION N/A R5121-37 30 TAC Chapter 115, Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

F6102 PROCESS N/A R7ICI-17 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F6102 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F6102VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

F6102VNT EMISSION N/A R5121-14 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver

Process ID No.
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F6102VNT EMISSION N/A R5121-27 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

F6103 PROCESS N/A R7ICI-17 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F6103 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F6103VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

F6103VNT EMISSION N/A R5121-17 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver

Process ID No.
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F6103VNT EMISSION N/A R5121-35 30 TAC Chapter 115, Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

F6104 PROCESS N/A R7ICI-17 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F6104 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F6104VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

F6104VNT EMISSION N/A R5121-16 30 TAC Chapter 115, Vent Type = Vent gas stream originates

POINTS/STATIONARY

Vent Gas Controls

from a synthetic organic chemical
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Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

VENTS/PROCESS
VENTS

manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F6104VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-41

30 TAC Chapter 115,

Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.

F6105

PROCESS
HEATERS/FURNACES

N/A

R71CI-17

30 TAC Chapter 117,

Subchapter B

No changing attributes.

F6105

PROCESS
HEATERS/FURNACES

N/A

63DDDDD

40 CFR Part 63,
Subpart DDDDD

No changing attributes.

F6105VNT

EMISSION

N/A

R5720-1

30 TAC Chapter 115,

No changing attributes.
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

POINTS/STATIONARY
VENTS/PROCESS
VENTS

HRVOC Vent Gas

F610SVNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-19

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies one of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F6105VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-33

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.
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Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

F64170VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-2

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Control Device Type = Vapor
recovery system, as defined in 30 TAC §
115.10, other than an afterburner, blast
furnace combustion device, boiler, catalytic
or direct flame incinerator, carbon
adsorption system, chiller, flare or vapor
combustor., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F64170VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS

N/A

R5121-25

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

VENTS

classified under the rule., Control Device
Type = Vapor recovery system, as defined
in 30 TAC § 115.10, other than an
afterburner, blast furnace combustion
device, boiler, catalytic or direct flame
incinerator, carbon adsorption system,
chiller, flare or vapor combustor.

F64170VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-3

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., VOC Concentration = VOC
concentration is less than 612 ppmv., Total
Design Capacity = Total design capacity is
greater than or equal to 1,100 tons per
year for all chemicals produced within that
unit., Flow Rate or VOC Concentration =
Flow rate is less than 0.011 scm/min or the
VOC concentration is less than 500 ppmv.,
40 CFR 60 Subpart NNN Requirements =
The distillation unit vent gas stream
satisfies one of the following requirements
of 40 CFR Part 60, Subpart NNN: TRE
index value is greater than 8.0; or TRE
index value is greater than 1.0 without the
use of VOC emission control devices., 40
CFR 60 Subpart RRR Requirements = The
reactor process vent gas stream satisfies
one of the following requirements of 40
CFR Part 60, Subpart RRR: TRE index
value is greater than 8.0; or TRE index
value is greater than 1.0 without the use of
VOC emission control devices., VOC
Concentration/Emission Rate @ Max
Operating Conditions = The VOC
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
concentration or emission rate is less than
the applicable exemption limit at maximum
actual operating conditions and the
alternate recordkeeping requirements of 30
TAC § 115.126(4) are being selected.
F64170VNT EMISSION N/A 63G-1 40 CFR Part 63, Control Device = Catalytic incinerator., By-
POINTS/STATIONARY Subpart G pass Lines = The vent system does not
VENTS/PROCESS contain by-pass lines that can divert the
VENTS vent stream from the control device.
F64170VNT EMISSION N/A 63G-1B 40 CFR Part 63, Control Device = Catalytic incinerator., By-
POINTS/STATIONARY Subpart G pass Lines = The vent system contains by-
VENTS/PROCESS pass lines that can divert the vent stream
VENTS from the control device., Flow Indicator = A
flow indicator is installed and operated at
the entrance of the by-pass line.
F64170VNT EMISSION N/A 63G-2 40 CFR Part 63, Control Device = Thermal incinerator., By-
POINTS/STATIONARY Subpart G pass Lines = The vent system does not
VENTS/PROCESS contain by-pass lines that can divert the
VENTS vent stream from the control device.
F64170VNT EMISSION N/A 63G-2B 40 CFR Part 63, Control Device = Thermal incinerator., By-
POINTS/STATIONARY Subpart G pass Lines = The vent system contains by-
VENTS/PROCESS pass lines that can divert the vent stream
VENTS from the control device., Flow Indicator = A
flow indicator is installed and operated at
the entrance of the by-pass line.
F64175 PROCESS N/A R71CI-6 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B
F65630 PROCESS N/A R7ICI-17A 30 TAC Chapter 117, Fuel Type #1 = Gaseous fuel other than
HEATERS/FURNACES Subchapter B natural gas, landfill gas, or renewable non-

fossil fuel gases., Fuel Type #2 = Natural
gas, Fuel Type #3 = Liquid
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
F65630 PROCESS N/A R7ICI-17B 30 TAC Chapter 117, Fuel Type #1 = Gaseous fuel other than
HEATERS/FURNACES Subchapter B natural gas, landfill gas, or renewable non-
fossil fuel gases., Fuel Type #2 = Natural
gas
F65630 PROCESS N/A R7ICI-17C 30 TAC Chapter 117, Fuel Type #1 = Natural gas, Fuel Type #2
HEATERS/FURNACES Subchapter B = Liquid
F65630 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD
F65630VNT EMISSION N/A R5121-11 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
devices.

F65630VNT EMISSION N/A R5121-26 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule., Combined 24-

Hour VOC Weight = Combined VOC
weight is greater than 100 pounds (45.4
kg)., VOC Concentration = VOC
concentration is greater than or equal to
612 ppmv.

F66850 PROCESS N/A R7ICI-16A 30 TAC Chapter 117, RACT Date Placed in Service = On or

HEATERS/FURNACES Subchapter B before November 15, 1992, Fuel Type #1 =
Gaseous fuel other than natural gas,
landfill gas, or renewable non-fossil fuel
gases., Fuel Type #2 = Natural gas, Fuel
Type #3 = Liquid

F66850 PROCESS N/A R7ICI-16B 30 TAC Chapter 117, RACT Date Placed in Service = On or

HEATERS/FURNACES Subchapter B before November 15, 1992, Fuel Type #1 =
Gaseous fuel other than natural gas,
landfill gas, or renewable non-fossil fuel
gases., Fuel Type #2 = Natural gas

F66850 PROCESS N/A R7ICI-16C 30 TAC Chapter 117, Fuel Type #1 = Natural gas, Fuel Type #2
HEATERS/FURNACES Subchapter B = Liquid

F66850 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F67800 PROCESS N/A R7ICI-17 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F67800 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

F67800VNT EMISSION N/A R5121-32 30 TAC Chapter 115, Vent Type = Title 30 TAC Chapter 115,

POINTS/STATIONARY

Vent Gas Controls

Subchapter B, Vent Gas Control rules are
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

VENTS/PROCESS
VENTS

applicable and the vent is not specifically
classified under the rule.

F67800VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-6

30 TAC Chapter 115,

Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F67830

PROCESS
HEATERS/FURNACES

N/A

R7I1CI-18

30 TAC Chapter 117,

Subchapter B

No changing attributes.

F67830

PROCESS
HEATERS/FURNACES

N/A

63DDDDD

40 CFR Part 63,
Subpart DDDDD

No changing attributes.

F96800

PROCESS

N/A

R71CI-17

30 TAC Chapter 117,

No changing attributes.
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

HEATERS/FURNACES

Subchapter B

F96800

PROCESS
HEATERS/FURNACES

N/A

63DDDDD

40 CFR Part 63,
Subpart DDDDD

No changing attributes.

F96800VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-15

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

F96800VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-31

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Title 30 TAC Chapter 115,
Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

F96890 PROCESS N/A R7ICI-17 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B

F96890 PROCESS N/A 63DDDDD 40 CFR Part 63, No changing attributes.
HEATERS/FURNACES Subpart DDDDD

FO7950VNT EMISSION N/A R5121-1 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Control Device Type = Vapor
recovery system, as defined in 30 TAC §
115.10, other than an afterburner, blast
furnace combustion device, boiler, catalytic
or direct flame incinerator, carbon
adsorption system, chiller, flare or vapor
combustor., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

without the use of VOC emission control

devices.

F97950VNT EMISSION N/A R5121-23 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule., Control Device

Type = Vapor recovery system, as defined
in 30 TAC § 115.10, other than an
afterburner, blast furnace combustion
device, boiler, catalytic or direct flame
incinerator, carbon adsorption system,
chiller, flare or vapor combustor.

F97950VNT EMISSION N/A R5121-3 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., VOC Concentration = VOC
concentration is less than 612 ppmv., Total
Design Capacity = Total design capacity is
greater than or equal to 1,100 tons per
year for all chemicals produced within that
unit., Flow Rate or VOC Concentration =
Flow rate is less than 0.011 scm/min or the
VOC concentration is less than 500 ppmv.,
40 CFR 60 Subpart NNN Requirements =
The distillation unit vent gas stream
satisfies one of the following requirements
of 40 CFR Part 60, Subpart NNN: TRE
index value is greater than 8.0; or TRE
index value is greater than 1.0 without the
use of VOC emission control devices., 40
CFR 60 Subpart RRR Requirements = The
reactor process vent gas stream satisfies
one of the following requirements of 40
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
CFR Part 60, Subpart RRR: TRE index
value is greater than 8.0; or TRE index
value is greater than 1.0 without the use of
VOC emission control devices., VOC
Concentration/Emission Rate @ Max
Operating Conditions = The VOC
concentration or emission rate is less than
the applicable exemption limit at maximum
actual operating conditions and the
alternate recordkeeping requirements of 30
TAC 8§ 115.126(4) are being selected.
FO7950VNT EMISSION N/A 63G-7 40 CFR Part 63, Control Device = Catalytic incinerator.
POINTS/STATIONARY Subpart G
VENTS/PROCESS
VENTS
F97950VNT EMISSION N/A 63G-8 40 CFR Part 63, Control Device = Thermal incinerator.
POINTS/STATIONARY Subpart G
VENTS/PROCESS
VENTS
F97951 PROCESS N/A R7ICI-7 30 TAC Chapter 117, No changing attributes.
HEATERS/FURNACES Subchapter B
FL60730 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL60730VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS
FL60731 FLARES N/A R1111-002 30 TAC Chapter 111, No changing attributes.
Visible Emissions
FL60731 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.

HRVOC Vent Gas
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
FL60731 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL60731 FLARES N/A 60A-1B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL60731 FLARES N/A 60A-1C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL60731 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL60731 FLARES N/A 63A-1B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL60731 FLARES N/A 63A-1C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).
FL60731VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS
FL60731VNT EMISSION N/A R5121-24 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
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Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

POINTS/STATIONARY
VENTS/PROCESS
VENTS

Vent Gas Controls

Subchapter B, Vent Gas Control rules are
applicable and the vent is not specifically
classified under the rule.

FL60731VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-7

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

FL60731VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

63G-3

40 CFR Part 63,
Subpart G

No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
FL6103 FLARES N/A R1111-004 30 TAC Chapter 111, No changing attributes.
Visible Emissions
FL6103 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL6103 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6103 FLARES N/A 60A-2B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6103 FLARES N/A 60A-2C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL6103 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6103 FLARES N/A 63A-2B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6103 FLARES N/A 63A-2C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).
FL6103VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

FL6103VNT EMISSION N/A R5121-1 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10.

FL6103VNT EMISSION N/A R5212-2 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

FL6103VNT EMISSION N/A 63G-1 40 CFR Part 63, No changing attributes.
POINTS/STATIONARY Subpart G
VENTS/PROCESS
VENTS

FL6104 FLARES N/A R1111-004 30 TAC Chapter 111, No changing attributes.

Visible Emissions
FL6104 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL6104 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6104 FLARES N/A 60A-2B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6104 FLARES N/A 60A-2C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3

m/sec) but less than 400 ft/s (122 m/sec).,
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL6104 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6104 FLARES N/A 63A-2B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6104 FLARES N/A 63A-2C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).

FL6104VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS

FL6104VNT EMISSION N/A R5121-40 30 TAC Chapter 115, Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

FL6104VNT EMISSION N/A R5121-48 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies one of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

FL6104VNT

EMISSI

POINTS/STATIONARY
VENTS/PROCESS

VENTS

ON

N/A

R5121-5

30 TAC Chapter 115,
Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.
FL6104VNT EMISSION N/A 63G-4 40 CFR Part 63, No changing attributes.
POINTS/STATIONARY Subpart G
VENTS/PROCESS
VENTS
FL6105 FLARES N/A R1111-002 30 TAC Chapter 111, No changing attributes.
Visible Emissions
FL6105 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL6105 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6105 FLARES N/A 60A-3B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6105 FLARES N/A 60A-3C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL6105 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL6105 FLARES N/A 63A-3B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL6105 FLARES N/A 63A-3C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).
FL6105VNT EMISSION N/A R5121-3 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies one of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

FL6105VNT EMISSION N/A R5121-39 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule., Combined 24-

Hour VOC Weight = Combined VOC
weight is greater than 100 pounds (45.4
kg)., VOC Concentration = VOC
concentration is greater than or equal to
612 ppmv.

FL6105VNT EMISSION N/A R5121-49 30 TAC Chapter 115, Vent Type = Vent gas stream originates
POINTS/STATIONARY Vent Gas Controls from a synthetic organic chemical
VENTS/PROCESS manufacturing industry reactor process or
VENTS distillation operation, as defined in 30 TAC

§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies one of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., Combustion Exhaust = The vent
stream is not from a combustion unit
exhaust or the combustion unit is used as
a control device for a vent stream
originating from a noncombustion source
subject to 30 TAC Chapter 115,
Subchapter B, Division 2., Chapter 115
Division = The vent stream does not
originate from a source for which another
Division in 30 TAC Chapter 115
establishes a control requirement,
emission specification, or exemption for
that source.

FL6105VNT EMISSION N/A 63FFFF-1 40 CFR Part 63, No changing attributes.
POINTS/STATIONARY Subpart FFFF
VENTS/PROCESS
VENTS
FL6105VNT EMISSION N/A 63G-5 40 CFR Part 63, No changing attributes.
POINTS/STATIONARY Subpart G
VENTS/PROCESS
VENTS
FL68491 FLARES N/A R1111-002 30 TAC Chapter 111, No changing attributes.
Visible Emissions
FL68491 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL68491 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3

m/sec) but less than 400 ft/s (122 m/sec).,
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL68491 FLARES N/A 60A-4B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL68491 FLARES N/A 60A-4C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL68491 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL68491 FLARES N/A 63A-4B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL68491 FLARES N/A 63A-4C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).
FL68491VNT EMISSION N/A R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS
FL68491VNT EMISSION N/A R5121-38 30 TAC Chapter 115, |Vent Type = Title 30 TAC Chapter 115,
POINTS/STATIONARY Vent Gas Controls Subchapter B, Vent Gas Control rules are
VENTS/PROCESS applicable and the vent is not specifically
VENTS classified under the rule.

Renewal- Draft Page 58



Unit Summary

Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

FL68491VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

R5121-4

30 TAC Chapter 115,

Vent Gas Controls

Vent Type = Vent gas stream originates
from a synthetic organic chemical
manufacturing industry reactor process or
distillation operation, as defined in 30 TAC
§ 115.10., Total Design Capacity = Total
design capacity is greater than or equal to
1,100 tons per year for all chemicals
produced within that unit., Flow Rate or
VOC Concentration = Flow rate is greater
than or equal to 0.011 scm/min or the VOC
concentration is greater than or equal to
500 ppmv., 40 CFR 60 Subpart NNN
Requirements = The distillation unit vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
NNN: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices., 40 CFR 60 Subpart RRR
Requirements = The reactor process vent
gas stream satisfies neither of the following
requirements of 40 CFR Part 60, Subpart
RRR: TRE index value is greater than 8.0;
or TRE index value is greater than 1.0
without the use of VOC emission control
devices.

FL68491VNT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

N/A

63G-6

40 CFR Part 63,
Subpart G

No changing attributes.

FL68493

FLARES

N/A

R5720-1

30 TAC Chapter 115,

HRVOC Vent Gas

No changing attributes.

FL68493VNT

EMISSION

N/A

R5720-1

30 TAC Chapter 115,

No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
POINTS/STATIONARY HRVOC Vent Gas
VENTS/PROCESS
VENTS
FL68910 FLARES N/A R1111-002 30 TAC Chapter 111, No changing attributes.
Visible Emissions
FL68910 FLARES N/A R5720-1 30 TAC Chapter 115, No changing attributes.
HRVOC Vent Gas
FL68910 FLARES N/A 60A-004 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL68910 FLARES N/A 60A-5B 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL68910 FLARES N/A 60A-5C 40 CFR Part 60, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm)
FL68910 FLARES N/A 63A-004 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
Heating Value of Gas = Heating value is
less than or equal to 1000 Btu/scf (37.3
MJ/scm).
FL68910 FLARES N/A 63A-5B 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A less than 60 ft/s (18.3 m/sec)
FL68910 FLARES N/A 63A-5C 40 CFR Part 63, Flare Exit Velocity = Flare exit velocity is
Subpart A greater than or equal to 60 ft/s (18.3
m/sec) but less than 400 ft/s (122 m/sec).,
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
Heating Value of Gas = Heating value is
greater than 1000 Btu/scf (37.3 MJ/scm).
FUGITIVES FUGITIVE EMISSION N/A R5780-ALL 30 TAC Chapter 115, No changing attributes.
UNITS HRVOC Fugitive
Emissions
FUGITIVES FUGITIVE EMISSION N/A R5352-ALL 30 TAC Chapter 115, No changing attributes.
UNITS Pet. Refinery &
Petrochemicals
FUGITIVES FUGITIVE EMISSION N/A 60VV-ALL 40 CFR Part 60, No changing attributes.
UNITS Subpart VV
FUGITIVES FUGITIVE EMISSION N/A 60VVa-ALL 40 CFR Part 60, No changing attributes.
UNITS Subpart VVa
FUGITIVES FUGITIVE EMISSION N/A 63FFF-1 40 CFR Part 63, No changing attributes.
UNITS Subpart FFFF
FUGITIVES FUGITIVE EMISSION N/A 63H-ALL 40 CFR Part 63, No changing attributes.
UNITS Subpart H
G57001 SRIC ENGINES N/A R7ICI-16 30 TAC Chapter 117, No changing attributes.
Subchapter B
G57001 SRIC ENGINES N/A 60l111-2 40 CFR Part 60, No changing attributes.
Subpart 111
G57001 SRIC ENGINES N/A 632277-8 40 CFR Part 63, No changing attributes.
Subpart 2277
G68002 SRIC ENGINES N/A R7I1CI-15 30 TAC Chapter 117, No changing attributes.
Subchapter B
G68002 SRIC ENGINES N/A 63272727-6 40 CFR Part 63, No changing attributes.
Subpart 227z
GRPALZVENT EMISSION AS66851, AS6701, R5720-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY |AS68023, AS992, AS993, HRVOC Vent Gas
VENTS/PROCESS AS994, AS995, AS996,
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Unit/Group/
Process ID No.

Unit Type

Group/Inclusive Units

SOP Index No.

Regulation

Requirement Driver

VENTS

AS998, AS999,
EB1CABINET, J6402,
J6406, J6501, J6530,
J6601, PVAHG6001,
PVAH68016, PVAH68019,
PVAH68020, PVAH68021,
PVAH682003,
VENT1MTBE,
VENT1POSM1,
VENT1POSMZ,
VENT2BDO,
VENT2MTBE,
VENT3BDO, VENT4BDO

GRPALZVENT

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

AS66851, AS6701,
AS68023, AS992, AS993,
AS994, AS995, AS996,
AS998, AS999,
EB1CABINET, J6402,
J6406, J6501, J6530,
J6601, PVAHG6001,
PVAH68016, PVAH68019,
PVAH68020, PVAH68021,
PVAH682003,
VENT1MTBE,
VENT1POSM1,
VENT1POSM2,
VENT2BDO,
VENT2MTBE,
VENT3BDO, VENT4BDO

R5121-1

30 TAC Chapter 115,
Vent Gas Controls

No changing attributes.

GRPALZVENT2

EMISSION
POINTS/STATIONARY
VENTS/PROCESS
VENTS

AS64010R1, AS64011

R5720-1

30 TAC Chapter 115,
HRVOC Vent Gas

No changing attributes.
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Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPALZVENT2 |EMISSION AS64010R1, AS64011 R5121-1 30 TAC Chapter 115, No changing attributes.
POINTS/STATIONARY Vent Gas Controls
VENTS/PROCESS
VENTS
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, R7ICI-21A 30 TAC Chapter 117, Fuel Type #1 = Gaseous fuel other than
GENERATORS/STEAM |BOILER 3 Subchapter B natural gas landfill gas or renewable non-
GENERATING UNITS fossil fuel gases.
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, R7ICI-21C 30 TAC Chapter 117, Fuel Type #1 = Liquid fuel
GENERATORS/STEAM |BOILER 3 Subchapter B
GENERATING UNITS
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, 60D-2 40 CFR Part 60, D-Series Fuel Type #2 = Nonfossil fuel.,
GENERATORS/STEAM |BOILER 3 Subpart D Gas or Liquid Fuel Only = Burns gaseous
GENERATING UNITS or liquid fossil fuel with potential SOz
emissions rates greater than 0.060
Ib/MMBtu, or other fuels, or uses post
combustion technology to reduce of SOz or
PM, or does not monitor SOz emissions by
sampling or fuel receipts.
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, 60D-4 40 CFR Part 60, Gas or Liquid Fuel Only = Burns only
GENERATORS/STEAM |BOILER 3 Subpart D gaseous or liquid fossil fuel (not residual
GENERATING UNITS oil) with potential SOz emissions rates of
0.060 Ib/MMBLtu or less, does not use post
combustion technology to reduce of SOz or
PM, and monitors SOz emissions by
sampling or fuel receipts.
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, 63EEE-1 40 CFR Part 63, Heating Value = The hazardous waste as-
GENERATORS/STEAM |BOILER 3 Subpart EEE fired heating value is less than 10,000
GENERATING UNITS Btu/lb.
GRPBOILER BOILERS/STEAM BOILER 1, BOILER 2, 63EEE-2 40 CFR Part 63, Heating Value = The hazardous waste as-
GENERATORS/STEAM |BOILER 3 Subpart EEE fired heating value is 10,000 Btu/lb or
GENERATING UNITS greater.
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GRPHONCMPU |CHEMICAL PROALLYL, 63F-1 40 CFR Part 63, No changing attributes.
MANUFACTURING PROBDOHGNT, Subpart F
PROCESS PROEB1, PROEB?2,
PROMTBE, PROPOSM1,
PROPOSM2
GRPHPIBTWR DISTILLATION T6174, T6177 60NNN-1 40 CFR Part 60, Total Design Capacity = 1 gigagram per
OPERATIONS Subpart NNN year or greater., Subpart NNN Control
Device = Flare.
GRPHPIBTWR DISTILLATION T6174, T6177 60NNN-3 40 CFR Part 60, Total Design Capacity = Less than 1
OPERATIONS Subpart NNN gigagram per year., Subpart NNN Control
Device = Boiler or process heater design
heat input capacity less than 44 MW (150
MMBtu/hr).
GRPICEEMR1 SRIC ENGINES G94002, P60551A, R7I1CI-15 30 TAC Chapter 117, No changing attributes.
P60551B, P68485B, Subchapter B
P68485D, SP97972
GRPICEEMR1 SRIC ENGINES G94002, P60551A, 632277-3 40 CFR Part 63, No changing attributes.
P60551B, P68485B, Subpart 2277
P68485D, SP97972
GRPICEEMR2 SRIC ENGINES G61001, G64001, G68001 |R7ICI-15 30 TAC Chapter 117, No changing attributes.
Subchapter B
GRPLDHONG2 [LOADING/UNLOADING |LR60HASRK, R5211-1 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR60SMRK, Loading and Unloading |pressure greater than or equal to 0.5 psia.,
LT57WSFUEL, of VOC Daily Throughput = Daily throughput not
LT60HAS2A, determined since 30 TAC §
LT60HAS2B1, 115.217(a)(2)(A) or 30 TAC §

LT60HASRK, LT60MBA,
LT60SMRK, LT61ACET1,
LT61ACET2, LT61MEK1,
LT61IMEK?2,
LT61IMTBERR,
LT61TBAL, LT61TBA2,

115.217(b)(3)(A) exemption is not utilized.,
Chapter 115 Control Device Type = Vapor
control system with a flare., Control
Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = All liquid and vapor
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LT68RFO lines are equipped with fittings which make
vapor-tight connections that close
automatically when disconnected.

GRPLDHONG2 [LOADING/UNLOADING |LR60HASRK, R5211-2 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR60SMRK, Loading and Unloading |pressure greater than or equal to 0.5 psia.,

LT57WSFUEL, of VOC Daily Throughput = Daily throughput not

LT60HAS2A, determined since 30 TAC §

LT60HAS2B1, 115.217(a)(2)(A) or 30 TAC §

LT60HASRK, LT60MBA, 115.217(b)(3)(A) exemption is not utilized.,

LT60SMRK, LT61ACET1, Chapter 115 Control Device Type = Vapor

LT61ACET?2, LT61MEK1, control system with a flare., Control

LT61MEK2, Options = Vapor control system that

LT61MTBERR, maintains a control efficiency of at least

LT61TBAL, LT61TBA2, 90%., Vapor Tight = Not all liquid and

LT68RFO vapor lines are equipped with fittings which
make vapor-tight connections that close
automatically when disconnected.

GRPLDHONG2 [LOADING/UNLOADING |LR60HASRK, R5211-3 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR60SMRK, Loading and Unloading |pressure less than 0.5 psia.

LT57WSFUEL, of VOC

LT60HAS2A,

LT60HAS2B1,

LT60HASRK, LT60MBA,

LT60SMRK, LT61ACET1,

LT61ACET2, LT61IMEK1,

LT61MEK2,

LT61MTBERR,

LT61TBAL, LT61TBA2,

LT68RFO

GRPLDHONG2 |LOADING/UNLOADING |LR60HASRK, 63G-1 40 CFR Part 63, No changing attributes.
OPERATIONS LR60SMRK, Subpart G
LT57WSFUEL,
LT60HAS2A,
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LT60HAS2B1,

LT60HASRK, LT60MBA,

LT60SMRK, LT61ACET1,

LT61ACET2, LT61MEK1,

LT61MEK2,

LT61MTBERR,

LT61TBAL, LT61TBAZ2,

LT68RFO

GRPLDREG5A LOADING/UNLOADING |[LR57BDORK, R5211-12 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR57VOCRK, Loading and Unloading |pressure greater than or equal to 0.5 psia.,

LT57BDORK, of VOC Daily Throughput = Daily throughput not

LT57VOCRK, LT59VOC, determined since 30 TAC §

LT68VOC 115.217(a)(2)(A) or 30 TAC §
115.217(b)(3)(A) exemption is not utilized.,
Chapter 115 Control Device Type = Vapor
control system with a flare., Control
Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = Not all liquid and
vapor lines are equipped with fittings which
make vapor-tight connections that close
automatically when disconnected.

GRPLDREG5A LOADING/UNLOADING |[LR57BDORK, R5211-13 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR57VOCRK, Loading and Unloading |pressure greater than or equal to 0.5 psia.,
LT57BDORK, of VOC Daily Throughput = Daily throughput not

LT57VOCRK, LT59VOC,
LT68VOC

determined since 30 TAC §
115.217(a)(2)(A) or 30 TAC §
115.217(b)(3)(A) exemption is not utilized.,
Chapter 115 Control Device Type = Vapor
control system with a flare., Control
Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = All liquid and vapor
lines are equipped with fittings which make
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Process ID No.
vapor-tight connections that close
automatically when disconnected.
GRPLDREG5A LOADING/UNLOADING |[LR57BDORK, R5211-14 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LR57VOCRK, Loading and Unloading |pressure less than 0.5 psia.
LT57BDORK, of VOC
LT57VOCRK, LT59VOC,
LT68VOC
GRPLDREG5B |LOADING/UNLOADING |[LT57VOC, LT61VOC, R5211-12 30 TAC Chapter 115, | True Vapor Pressure = True vapor
OPERATIONS LT65VOC, LT97VOC Loading and Unloading |pressure greater than or equal to 0.5 psia.,
of VOC Daily Throughput = Daily throughput not
determined since 30 TAC §
115.217(a)(2)(A) or 30 TAC §
115.217(b)(3)(A) exemption is not utilized.,
Chapter 115 Control Device Type = Vapor
control system with a flare., Control
Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = Not all liquid and
vapor lines are equipped with fittings which
make vapor-tight connections that close
automatically when disconnected.
GRPLDREG5B |LOADING/UNLOADING |[LT57VOC, LT61VOC, R5211-13 30 TAC Chapter 115, | True Vapor Pressure = True vapor

OPERATIONS

LT65VOC, LT97VOC

Loading and Unloading
of VOC

pressure greater than or equal to 0.5 psia.,
Daily Throughput = Daily throughput not
determined since 30 TAC §
115.217(a)(2)(A) or 30 TAC §
115.217(b)(3)(A) exemption is not utilized.,
Chapter 115 Control Device Type = Vapor
control system with a flare., Control
Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = All liquid and vapor
lines are equipped with fittings which make
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Process ID No.
vapor-tight connections that close
automatically when disconnected.
GRPLDREG5B |LOADING/UNLOADING |[LT57VOC, LT61VOC, R5211-14 30 TAC Chapter 115, True Vapor Pressure = True vapor
OPERATIONS LT65VOC, LT97VOC Loading and Unloading |pressure less than 0.5 psia.
of VOC
GRPNNNFLAR | DISTILLATION T57210, T57320, T57330, [60NNN-1 40 CFR Part 60, No changing attributes.
OPERATIONS T57340, T57450, T57460, Subpart NNN
T57480
GRPNNNFUEL |DISTILLATION T6104, T6106, T67810, 60NNN-1 40 CFR Part 60, Subpart NNN Control Device = Boiler or
OPERATIONS T67840, T94340, T94420, Subpart NNN process heater design heat input capacity
T96810 greater than or equal to 44 MW (150
MMBtu/hr).
GRPNNNFUEL |DISTILLATION T6104, T6106, T67810, 60NNN-6 40 CFR Part 60, Subpart NNN Control Device = Boiler or
OPERATIONS T67840, T94340, T94420, Subpart NNN process heater design heat input capacity
T96810 less than 44 MW (150 MMBtu/hr).
GRPSEPFF VOLATILE ORGANIC D66823, D97972, 61FF-1 40 CFR Part 61, Engineering Calculations = PERFORANCE
COMPOUND WATER D97976, SP64964, Subpart FF TEST IS BEING USED TO DETERMINE
SEPARATORS SP97945 COMPLIANCE OF A CONTROL DEVICE
GRPSEPFF&G |WASTEWATER UNITS |[D68800, D68990 R5140-2 30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
GRPSEPFF&G |VOLATILE ORGANIC D68800, D68990 61FF-3 40 CFR Part 61, No changing attributes.
COMPOUND WATER Subpart FF
SEPARATORS
GRPSEPFF&G |VOLATILE ORGANIC D68800, D68990 63G-1 40 CFR Part 63, No changing attributes.
COMPOUND WATER Subpart G
SEPARATORS
GRPTKCVSA STORAGE TK57701A, TK57701B, R5112-E3 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK57704, TK5906 Storage of VOCs pressure is greater than or equal to 1.0
psia but less than 1.5 psia
GRPTKCVSA STORAGE TK57701A, TK57701B, R5121-53 30 TAC Chapter 115, Control Device Type = Flare, True Vapor
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TANKS/VESSELS TK57704, TK5906 Storage of VOCs Pressure = True vapor pressure is greater
than or equal to 1.5 psia
GRPTKCVSA STORAGE TK57701A, TK57701B, 60KB-32 40 CFR Part 60, Storage Vessel Description = Emission
TANKS/VESSELS TK57704, TK5906 Subpart Kb controls not required (fixed roof), Maximum
True Vapor Pressure = True vapor
pressure is greater than or equal to 2.2
psia but less than 4.0 psia
GRPTKCVSA STORAGE TK57701A, TK57701B, 60KB-33 40 CFR Part 60, Storage Vessel Description = Closed vent
TANKS/VESSELS TK57704, TK5906 Subpart Kb system (CVS) with a flare used as the
control device (fixed roof), Maximum True
Vapor Pressure = True vapor pressure is
greater than or equal to 4.0 psia but less
than 11.1 psia
GRPTKCVSA STORAGE TK57701A, TK57701B, 60KB-34 40 CFR Part 60, Storage Vessel Description = Closed vent
TANKS/VESSELS TK57704, TK5906 Subpart Kb system (CVS) with a flare used as the
control device (fixed roof), Maximum True
Vapor Pressure = True vapor pressure is
greater than or equal to 11.1 psia
GRPTKCVSB STORAGE D57670, D57715, R5121-28 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS D60430, D6140, Storage of VOCs
TK57702A, TK57702B,
TK5904A, TK5904B,
TK5905
GRPTKCVSB STORAGE D57670, D57715, 60KB-45 40 CFR Part 60, Storage Vessel Description = Emission
TANKS/VESSELS D60430, D6140, Subpart Kb controls not required (fixed roof), Maximum
TK57702A, TK57702B, True Vapor Pressure = True vapor
TK5904A, TK5904B, pressure is greater than or equal to 0.5
TK5905 psia but less than 0.75 psia
GRPTKCVSB STORAGE D57670, D57715, 60KB-47 40 CFR Part 60, Storage Vessel Description = Closed vent
TANKS/VESSELS D60430, D6140, Subpart Kb system (CVS) with a flare used as the
TK57702A, TK57702B, control device (fixed roof), Maximum True
TK5904A, TK5904B, Vapor Pressure = True vapor pressure is
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TK5905 greater than or equal to 0.75 psia but less
than 11.1 psia
GRPTKCVSB STORAGE D57670, D57715, 60KB-49 40 CFR Part 60, Storage Vessel Description = Closed vent
TANKS/VESSELS D60430, D6140, Subpart Kb system (CVS) with a flare used as the
TK57702A, TK57702B, control device (fixed roof), Maximum True
TK5904A, TK5904B, Vapor Pressure = True vapor pressure is
TK5905 greater than or equal to 11.1 psia
GRPTKCVSC STORAGE D60446, D66812B R5121-54 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKCVSC STORAGE D60446, D66812B 61FF-14 40 CFR Part 61, Engineering Calculations = Engineering
TANKS/VESSELS Subpart FF calculations show that the control device is
proven to achieve its emission limitation.
GRPTKCVSC STORAGE D60446, D66812B 61FF-15 40 CFR Part 61, Engineering Calculations = Results of
TANKS/VESSELS Subpart FF performance tests are used to demonstrate
that the control device achieves emission
limitation.
GRPTKCVSC STORAGE D60446, D66812B 63G-22 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is less than 11.11 psi (76.6 kPa)
GRPTKCVSC STORAGE D60446, D66812B 63G-24 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is greater than or equal to 11.11 psi
(76.6 kPa)
GRPTKFF STORAGE D65625, D66853, 61FF-11 40 CFR Part 61, Control Device Type/Operations = Flare
TANKS/VESSELS D97941, D97962, Subpart FF
D97966, D97990,
SP66850
GRPTKFF STORAGE D65625, D66853, 61FF-13 40 CFR Part 61, Alternate Monitoring Parameters =
TANKS/VESSELS D97941, D97962, Subpart FF Alternate monitoring parameters not

D97966, D97990,
SP66850

requested, Control Device
Type/Operations = Catalytic vapor
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Process ID No.
incinerator with a reduction of organics
being greater than or equal to 95 weight
percent
GRPTKHON1A |[STORAGE D60445, D60447A, R5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS D60447B, D60447C, Storage of VOCs pressure is greater than or equal to 1.0
D66840, TK57639, psia but less than 1.5 psia
TK57743, TK60310A,
TK60310B, TK60310C,
TK60311A, TK60312A,
TK60314, TK60440A,
TK60440B, TK60471,
TK65635
GRPTKHON1A [STORAGE D60445, D60447A, R5121-32 30 TAC Chapter 115, Control Device Type = Flare, True Vapor
TANKS/VESSELS D60447B, D60447C, Storage of VOCs Pressure = True vapor pressure is greater
D66840, TK57639, than or equal to 1.5 psia
TK57743, TK60310A,
TK60310B, TK60310C,
TK60311A, TK60312A,
TK60314, TK60440A,
TK60440B, TK60471,
TK65635
GRPTKHON1A |STORAGE D60445, D60447A, 63G-10 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS D60447B, D60447C, Subpart G is not subject to 40 CFR Part 61, Subpart
D66840, TK57639, Y., Maximum TVP = Maximum true vapor
TK57743, TK60310A, pressure of the total organic HAP in the
TK60310B, TK60310C, liquid is greater than or equal to 11.11 psi
TK60311A, TK60312A, (76.6 kPa)
TK60314, TK60440A,
TK60440B, TK60471,
TK65635
GRPTKHON1A STORAGE D60445, D60447A, 63G-3 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS D60447B, D60447C, Subpart G is not subject to 40 CFR Part 61, Subpart
D66840, TK57639, Y., Maximum TVP = Maximum true vapor
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Process ID No.
TK57743, TK60310A, pressure of the total organic HAP in the
TK60310B, TK60310C, liquid is less than 11.11 psi (76.6 kPa)
TK60311A, TK60312A,
TK60314, TK60440A,
TK60440B, TK60471,
TK65635
GRPTKHONI1A STORAGE D60445, D60447A, 63G-6 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS D60447B, D60447C, Subpart G is subject to 40 CFR Part 61, Subpart Y.,
D66840, TK57639, Maximum TVP = Maximum true vapor
TK57743, TK60310A, pressure of the total organic HAP in the
TK60310B, TK60310C, liquid is less than 11.11 psi (76.6 kPa)
TK60311A, TK60312A,
TK60314, TK60440A,
TK60440B, TK60471,
TK65635
GRPTKHON1B |STORAGE D6496102, D6596602 R5121-49 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKHON1B |STORAGE D6496102, D6596602 63G-12 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
GRPTKHON1C [STORAGE TK60110A, TK60110B, 5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK60114, TK60222, Storage of VOCs pressure is greater than or equal to 1.0
TK60285C, TK60312B, psia but less than 1.5 psia
TK60480, TK60481,
TK60482, TK60791,
TK60810A, TK60810B,
TK6102, TK68632B
GRPTKHON1C [STORAGE TK60110A, TK60110B, R5121-39 30 TAC Chapter 115, Primary Seal = Primary seal not
TANKS/VESSELS TK60114, TK60222, Storage of VOCs determined since 30 TAC 88
TK60285C, TK60312B, 115.117(a)(6), 115.117(a)(7),
TK60480, TK60481, 115.117(b)(6), or 115.117(b)(7)
TK60482, TK60791, exemptions are not utilized, Secondary
TK60810A, TK60810B, Seal = Secondary seal not determined
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Process ID No.
TK6102, TK68632B since 30 TAC 88 115.117(a)(4) or
115.117(b)(4) exemption is not utilized,
True Vapor Pressure = True vapor
pressure is greater than or equal to 1.5
psia
GRPTKHON1C |[STORAGE TK60110A, TK60110B, 63G-14 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS TK60114, TK60222, Subpart G is not subject to 40 CFR Part 61, Subpart
TK60285C, TK60312B, Y., Seal Type = Liquid-mounted seal (as
TK60480, TK60481, defined in 40 CFR § 63.111)
TK60482, TK60791,
TK60810A, TK60810B,
TK6102, TK68632B
GRPTKHON1C [STORAGE TK60110A, TK60110B, 63G-15 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS TK60114, TK60222, Subpart G is subject to 40 CFR Part 61, Subpart Y.,
TK60285C, TK60312B, Seal Type = Liquid-mounted seal (as
TK60480, TK60481, defined in 40 CFR § 63.111)
TK60482, TK60791,
TK60810A, TK60810B,
TK6102, TK68632B
GRPTKHON1C |STORAGE TK60110A, TK60110B, 63G-16 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS TK60114, TK60222, Subpart G is not subject to 40 CFR Part 61, Subpart
TK60285C, TK60312B, Y., Seal Type = Two seals mounted one
TK60480, TK60481, above the other so that each forms a
TK60482, TK60791, continuous closure that completely covers
TK60810A, TK60810B, the space between the wall of the storage
TK6102, TK68632B vessel and the edge of the floating roof
GRPTKHON1C [STORAGE TK60110A, TK60110B, 63G-17 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS TK60114, TK60222, Subpart G is subject to 40 CFR Part 61, Subpart Y.,
TK60285C, TK60312B, Seal Type = Two seals mounted one
TK60480, TK60481, above the other so that each forms a
TK60482, TK60791, continuous closure that completely covers
TK60810A, TK60810B, the space between the wall of the storage
TK6102, TK68632B vessel and the edge of the floating roof

Renewal- Draft Page 73



Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
GRPTKHON1C |STORAGE TK60110A, TK60110B, 63G-18 40 CFR Part 63, NESHAP Subpart Y Applicability = The unit
TANKS/VESSELS TK60114, TK60222, Subpart G is not subject to 40 CFR Part 61, Subpart
TK60285C, TK60312B, Y., Seal Type = Metallic shoe seal (as
TK60480, TK60481, defined in 40 CFR § 63.111)
TK60482, TK60791,
TK60810A, TK60810B,
TK6102, TK68632B
GRPTKHON2A [STORAGE TK57637, TK57747 R5112-2 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS Storage of VOCs emission controls, True Vapor Pressure =
True vapor pressure is less than 1.0 psia
GRPTKHON2A [STORAGE TK57637, TK57747 R5112-6 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS Storage of VOCs emission controls, True Vapor Pressure =
True vapor pressure is greater than or
equal to 1.0 psia but less than 1.5 psia
GRPTKHON2A [STORAGE TK57637, TK57747 R5121-40 30 TAC Chapter 115, Tank Description = Tank using a vapor
TANKS/VESSELS Storage of VOCs recovery system (VRS), Control Device
Type = Flare, True Vapor Pressure = True
vapor pressure is greater than or equal to
1.5 psia
GRPTKHON2A [STORAGE TK57637, TK57747 63G-19 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
GRPTKHON2B [STORAGE TK60220, TK60221, 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK60320, TK60321A, Storage of VOCs
TK60321B, TK60321C,
TK60451, TK60460,
TK60461A/B/C, TK60470,
TK60483, TK68632A
GRPTKHON2B |STORAGE TK60220, TK60221, 63G-20 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS TK60320, TK60321A, Subpart G is not subject to 40 CFR Part 60, Subpart

TK60321B, TK60321C,
TK60451, TK60460,
TK60461A/B/C, TK60470,

Kb.
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Process ID No.
TK60483, TK68632A
GRPTKHON2B |STORAGE TK60220, TK60221, 63G-21 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS TK60320, TK60321A, Subpart G is subject to 40 CFR Part 60, Subpart Kb.
TK60321B, TK60321C,
TK60451, TK60460,
TK60461A/B/C, TK60470,
TK60483, TK68632A
GRPTKHON2C |STORAGE D6496302 R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKHON2C |STORAGE D6496302 63G-19 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is not subject to 40 CFR Part 60, Subpart
Kb.
GRPTKHON2C |STORAGE D6496302 63G-23 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is subject to 40 CFR Part 60, Subpart Kb.
GRPTKHON2D [STORAGE TK60322A, TK60322B, R5112-E1 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS TK60322C, TK60462A, Storage of VOCs emission controls, True Vapor Pressure =
TK60462B, TK60492, True vapor pressure is less than 1.0 psia
TK65637
GRPTKHON2D [STORAGE TK60322A, TK60322B, R5112-E2 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS TK60322C, TK60462A, Storage of VOCs emission controls, True Vapor Pressure =
TK60462B, TK60492, True vapor pressure is greater than or
TK65637 equal to 1.0 psia but less than 1.5 psia
GRPTKHON2D [STORAGE TK60322A, TK60322B, R5121-41 30 TAC Chapter 115, Tank Description = Tank using a vapor
TANKS/VESSELS TK60322C, TK60462A, Storage of VOCs recovery system (VRS), Control Device
TK60462B, TK60492, Type = Other vapor destruction unit, True
TK65637 Vapor Pressure = True vapor pressure is
greater than or equal to 1.5 psia
GRPTKHON2D |[STORAGE TK60322A, TK60322B, R5121-43 30 TAC Chapter 115, Tank Description = Tank using a vapor
TANKS/VESSELS TK60322C, TK60462A, Storage of VOCs recovery system (VRS), Control Device

TK60462B, TK60492,
TK65637

Type = Flare, True Vapor Pressure = True
vapor pressure is greater than or equal to

Renewal- Draft Page 75




Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
1.5 psia
GRPTKHON2D [STORAGE TK60322A, TK60322B, 63G-19 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS TK60322C, TK60462A, Subpart G is not subject to 40 CFR Part 60, Subpart
TK60462B, TK60492, Kb.
TK65637
GRPTKHON2D [STORAGE TK60322A, TK60322B, 63G-23 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS TK60322C, TK60462A, Subpart G is subject to 40 CFR Part 60, Subpart Kb.
TK60462B, TK60492,
TK65637
GRPTKHONZ2E STORAGE TK60631 R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKHONZ2E STORAGE TK60631 63G-20 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is not subject to 40 CFR Part 60, Subpart
Kb.
GRPTKHONZ2E STORAGE TK60631 63G-21 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is subject to 40 CFR Part 60, Subpart Kb.
GRPTKHON2F STORAGE TK60003 R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKHON2F STORAGE TK60003 63G-20 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is not subject to 40 CFR Part 60, Subpart
Kb.
GRPTKHON2F STORAGE TK60003 63G-21 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is subject to 40 CFR Part 60, Subpart Kb.
GRPTKIFR STORAGE TK57705, TK57719A, R5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK57719B, TK60630, Storage of VOCs pressure is greater than or equal to 1.0
TK60830, TK6101, psia but less than 1.5 psia
TK6103
GRPTKIFR STORAGE TK57705, TK57719A, R5121-44 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK57719B, TK60630, Storage of VOCs pressure is greater than or equal to 1.5
TK60830, TK6101, psia
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TK6103
GRPTKIFR STORAGE TK57705, TK57719A, 60KB-55 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS TK57719B, TK60630, Subpart Kb vapor pressure is greater than or equal to
TK60830, TK6101, 0.5 psia but less than 0.75 psia
TK6103
GRPTKIFR STORAGE TK57705, TK57719A, 60KB-56 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS TK57719B, TK60630, Subpart Kb vapor pressure is greater than or equal to
TK60830, TK6101, 0.75 psia but less than 11.1 psia
TK6103
GRPTKKBRKA |STORAGE D5968, TK5907A, 5112-E2 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK5907B, TK5913, Storage of VOCs
TK5916
GRPTKKBRKB |STORAGE TK57721A, TK57721B, R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK57741, TK5902, Storage of VOCs
TK95601, TK97935
GRPTKKBRKC |STORAGE TK57717A, TK57717B, R5112-E3 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK6802, TK68225A, Storage of VOCs
TK68225B, TK68550A,
TK68550B
GRPTKKBRKD |STORAGE TK5910, TK5911, R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK5912, TK5914, Storage of VOCs
TK5915, TK5917
GRPTKKBRKE |STORAGE TK57713A, TK57713B R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKKBRKF |STORAGE TK97920 R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKKBRKG |STORAGE TK57703A, TK57703B, R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK60311B, TK60450 Storage of VOCs
GRPTKNOAPA |STORAGE D65601A, D65601B, 5112-E2 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK60004 Storage of VOCs
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GRPTKNOAPB |STORAGE D6312A, D6312B, 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS D68481, D68482, Storage of VOCs
D68483, SP68516A,
SP68516B, SP68516C,
SP68516D, SP68544A,
SP68544B, SP68544C,
SP68544D, TK40001,
TK57725A, TK57725B,
TK5903, TK68522C,
TK68690
GRPTKNOAPC [STORAGE D57231, D94100, 5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS D95676, SMLTKO08, Storage of VOCs pressure is greater than or equal to 1.0
SMLTKE56, TK57729A, psia but less than 1.5 psia
TK57729B, TK57742,
TK60108, TK60226,
TK64100, TK64305
GRPTKNOAPC [STORAGE D57231, D94100, 5112-E2 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS D95676, SMLTKO08, Storage of VOCs pressure is less than 1.0 psia
SMLTK656, TK57729A,
TK57729B, TK57742,
TK60108, TK60226,
TK64100, TK64305
GRPTKNOAPD |STORAGE TK60001, TK60005 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKNOAPF |STORAGE TK60225, TK60285A, R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS TK60285B Storage of VOCs
GRPTKNOAPG |STORAGE TK11153, TK60006 R5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
GRPTKSMCVS |STORAGE D57173, D57180, R5121-45 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS D6496101, D6496301, Storage of VOCs

D6596601, D94305,
D97960, D97964,
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TK57260, TK57677,
TK57727B, TK57745,
TK65676, TK65677
GRPTKWWA WASTEWATER UNITS |D68880, R68790, R68980 |R5140-6 30 TAC Chapter 115, No changing attributes.
Industrial Wastewater
GRPTKWWA STORAGE D68880, R68790, R68980 |61FF-16 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
GRPTKWWA STORAGE D68880, R68790, R68980 |63G-24 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
GRPTKWWA STORAGE D68880, R68790, R68980 |63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP
GRPTKWWB STORAGE SP68792, TK60897, 5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK60898, TK68784 Storage of VOCs pressure is greater than or equal to 1.0
psia but less than 1.5 psia
GRPTKWWB STORAGE SP68792, TK60897, 5112-E2 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS TK60898, TK68784 Storage of VOCs pressure is less than 1.0 psia
LR60PORK LOADING/UNLOADING |N/A R5211-23 30 TAC Chapter 115, No changing attributes.
OPERATIONS Loading and Unloading
of VOC
LR60PORK LOADING/UNLOADING |N/A 63G-2 40 CFR Part 63, No changing attributes.
OPERATIONS Subpart G
LT60PORK LOADING/UNLOADING |N/A R5211-24 30 TAC Chapter 115, No changing attributes.
OPERATIONS Loading and Unloading
of VOC
LT60PORK LOADING/UNLOADING |N/A 63G-3 40 CFR Part 63, No changing attributes.
OPERATIONS Subpart G
LTHPIB LOADING/UNLOADING |N/A R5211-25 30 TAC Chapter 115, Chapter 115 Control Device Type = No
OPERATIONS Loading and Unloading |control device., Control Options = Vapor
of VOC balance system., Vapor Tight = All liquid
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and vapor lines are equipped with fittings
which make vapor-tight connections that
close automatically when disconnected.
LTHPIB LOADING/UNLOADING |N/A R5211-26 30 TAC Chapter 115, Chapter 115 Control Device Type = No
OPERATIONS Loading and Unloading |control device., Control Options = Vapor
of VOC balance system., Vapor Tight = Not all
liquid and vapor lines are equipped with
fittings which make vapor-tight connections
that close automatically when
disconnected.
LTHPIB LOADING/UNLOADING |N/A R5211-27 30 TAC Chapter 115, Chapter 115 Control Device Type = Vapor
OPERATIONS Loading and Unloading |control system with a flare., Control
of VOC Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = All liquid and vapor
lines are equipped with fittings which make
vapor-tight connections that close
automatically when disconnected.
LTHPIB LOADING/UNLOADING [N/A R5211-28 30 TAC Chapter 115, Chapter 115 Control Device Type = Vapor
OPERATIONS Loading and Unloading |control system with a flare., Control
of VOC Options = Vapor control system that
maintains a control efficiency of at least
90%., Vapor Tight = Not all liquid and
vapor lines are equipped with fittings which
make vapor-tight connections that close
automatically when disconnected.
PROBDOHFRM |CHEMICAL N/A 63FFFF-1 40 CFR Part 63, No changing attributes.
MANUFACTURING Subpart FFFF
PROCESS
PROBIF TREATMENT N/A 61FF-4 40 CFR Part 61, No changing attributes.
PROCESS Subpart FF
PROBIF TREATMENT N/A 63G-2 40 CFR Part 63, No changing attributes.
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PROCESS Subpart G
PRODPWELL TREATMENT N/A 61FF-3 40 CFR Part 61, No changing attributes.
PROCESS Subpart FF
PRODPWELL TREATMENT N/A 63G-1 40 CFR Part 63, No changing attributes.
PROCESS Subpart G
PROGBL CHEMICAL N/A 63F-2 40 CFR Part 63, No changing attributes.
MANUFACTURING Subpart F
PROCESS
PROSTRIP1 TREATMENT N/A 61FF-2 40 CFR Part 61, No changing attributes.
PROCESS Subpart FF
PROSTRIP2 TREATMENT N/A 61FF-1 40 CFR Part 61, No changing attributes.
PROCESS Subpart FF
PROTHF CHEMICAL N/A 63F-3 40 CFR Part 63, No changing attributes.
MANUFACTURING Subpart F
PROCESS
T57215 DISTILLATION N/A 60NNN-13 40 CFR Part 60, TOC Reduction = Compliance is achieved
OPERATIONS Subpart NNN by reducing total organic compound
emissions (less methane and ethane) by
98 weight-percent or to a concentration of
20 ppmv dry basis corrected to 3 percent
oxygen using a VOC emissions non-flare
combustion control device., Subpart NNN
Control Device = Boiler or process heater
design heat input capacity greater than or
equal to 44 MW (150 MMBtu/hr).
T57215 DISTILLATION N/A 60NNN-14 40 CFR Part 60, TOC Reduction = Compliance is achieved
OPERATIONS Subpart NNN by reducing total organic compound
emissions (less methane and ethane) by
98 weight-percent or to a concentration of
20 ppmv dry basis corrected to 3 percent
oxygen using a VOC emissions non-flare
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combustion control device., Subpart NNN
Control Device = Boiler or process heater
design heat input capacity less than 44
MW (150 MMBtu/hr).
T57215 DISTILLATION N/A 60NNN-3 40 CFR Part 60, TOC Reduction = Compliance is achieved
OPERATIONS Subpart NNN through use of a flare or recovery device.,
Subpart NNN Control Device = Flare.
TK40002 STORAGE N/A R5121-12 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK57709 STORAGE N/A 5112-E1 30 TAC Chapter 115, True Vapor Pressure = True vapor
TANKS/VESSELS Storage of VOCs pressure is greater than or equal to 1.0
psia but less than 1.5 psia
TK57709 STORAGE N/A R5121-32 30 TAC Chapter 115, Control Device Type = Flare, True Vapor
TANKS/VESSELS Storage of VOCs Pressure = True vapor pressure is greater
than or equal to 1.5 psia
TK57709 STORAGE N/A 63FFFF-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart FFFF
TK57709 STORAGE N/A 63G-3 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is less than 11.11 psi (76.6 kPa)
TK57709 STORAGE N/A 63G-8 40 CFR Part 63, Maximum TVP = Maximum true vapor
TANKS/VESSELS Subpart G pressure of the total organic HAP in the
liquid is greater than or equal to 11.11 psi
(76.6 kPa)
TK57710 STORAGE N/A R5121-1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK57710 STORAGE N/A 60KB-1 40 CFR Part 60, No changing attributes.
TANKS/VESSELS Subpart Kb
TK57723A STORAGE N/A R5121-13 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
TK57723B STORAGE N/A R5121-14 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK57727A STORAGE N/A R5121-15 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK5908 STORAGE N/A R5121-16 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK5909 STORAGE N/A R5121-17 30 TAC Chapter 115, Tank Description = Tank using a vapor
TANKS/VESSELS Storage of VOCs recovery system (VRS), Control Device
Type = Flare, True Vapor Pressure = True
vapor pressure is greater than or equal to
1.5 psia
TK5909 STORAGE N/A R5121-18 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS Storage of VOCs emission controls, True Vapor Pressure =
True vapor pressure is less than 1.0 psia
TK5909 STORAGE N/A R5121-19 30 TAC Chapter 115, Tank Description = Tank does not require
TANKS/VESSELS Storage of VOCs emission controls, True Vapor Pressure =
True vapor pressure is greater than or
equal to 1.0 psia but less than 1.5 psia
TK5909 STORAGE N/A 60KB-21 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.5 psia but less than 0.75 psia
TK5909 STORAGE N/A 60KB-22 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
0.75 psia but less than 11.1 psia
TK5909 STORAGE N/A 63PPP-1 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart PPP
TK60223 STORAGE N/A R5121-18 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK60223 STORAGE N/A 63G-19 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.

TK60224 STORAGE N/A 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

TK60463 STORAGE N/A R5121-49 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

TK60463 STORAGE N/A 63G-19 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is not subject to 40 CFR Part 60, Subpart

Kb.

TK60463 STORAGE N/A 63G-23 40 CFR Part 63, NSPS Subpart Kb Applicability = The unit
TANKS/VESSELS Subpart G is subject to 40 CFR Part 60, Subpart Kb.

TK60561 STORAGE N/A 5112-E1 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

TK60722 STORAGE N/A R5121-20 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

TK60722 STORAGE N/A 61FF-9 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF

TK6077 STORAGE N/A R5112-57 30 TAC Chapter 115, Control Device Type = Flare
TANKS/VESSELS Storage of VOCs

TK6077 STORAGE N/A R5112-58 30 TAC Chapter 115, Control Device Type = Other vapor
TANKS/VESSELS Storage of VOCs recovery unit

TK6077 STORAGE N/A 60Kb-57 40 CFR Part 60, Storage Vessel Description = Closed vent
TANKS/VESSELS Subpart Kb system (CVS) with a flare used as the

control device (fixed roof)

TK6077 STORAGE N/A 60Kb-58 40 CFR Part 60, Storage Vessel Description = CVS and
TANKS/VESSELS Subpart Kb control device other than a flare (fixed roof)

TK65672 STORAGE N/A R5121-21 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs

TK66845 STORAGE N/A R5121-22 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
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Unit Summary

Unit/Group/ Unit Type Group/Inclusive Units SOP Index No. Regulation Requirement Driver
Process ID No.
TK66845 STORAGE N/A 61FF-10 40 CFR Part 61, No changing attributes.
TANKS/VESSELS Subpart FF
TK66845 STORAGE N/A 63G-2 40 CFR Part 63, No changing attributes.
TANKS/VESSELS Subpart G
TK68407 STORAGE N/A R5121-23 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK68407 STORAGE N/A 60KB-24 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
2.2 psia but less than 4.0 psia
TK68407 STORAGE N/A 60KB-25 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
4.0 psia but less than 11.1 psia
TK68491 STORAGE N/A R5112-E3 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK68492 STORAGE N/A R5121-24 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
TK68492 STORAGE N/A 60KB-28 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
2.2 psia but less than 4.0 psia
TK68492 STORAGE N/A 60KB-29 40 CFR Part 60, Maximum True Vapor Pressure = True
TANKS/VESSELS Subpart Kb vapor pressure is greater than or equal to
4.0 psia but less than 11.1 psia
TK68782 STORAGE N/A R5121-25 30 TAC Chapter 115, No changing attributes.
TANKS/VESSELS Storage of VOCs
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
BOILERLVNT |EP R5121- |VvOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
30 115, Vent Gas | § 115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)
controlled properly with | § 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
BOILER1VNT (EP R5121-8 |VOC 30 TAC Chapter |[§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this | § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) §115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
BOILER2VNT |EP R5121- |VOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
29 115, Vent Gas §115.121(a)(1) affected by §115.126(1) §115.126(1)

Controls

§ 115.122(a)(1)(C)

§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

§115.126(1)(C)
§115.126(2)
** See CAM Summary

§ 115.126(1)(C)
§ 115.126(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
BOILER2VNT | EP R5121-9 [VvOC 30 TAC Chapter |8 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this | § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
BOILER3VNT |EP R5121- |VOC 30 TAC Chapter |[§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
10 115, Vent Gas §115.121(a)(2) affected by §115.126(1) §115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this [ § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
BOILER3VNT | EP R5121- ([VvOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
28 115, Vent Gas §115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)
controlled properly with | 8§ 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
CT68240 EU R5760-1 | Highly 30 TAC Chapter |8 115.761(c)(1) HRVOC emissions at | § 115.764(a)(3) § 115.766(a)(1) § 115.766(i)(2)
Reactive 115, HRVOC § 115.761(c)(3) each site located in [G]8 115.764(a)(6) § 115.766(a)(2)

Renewal- Draft Page 87




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)

VOC Cooling Towers | § 115.766(i) Harris County that is § 115.764(c) § 115.766(a)(3)
subject to this division | 8 115.764(e)(1) § 115.766(a)(5)
or Division 1 of this § 115.766(a)(6)
subchapter must not § 115.766(c)
exceed 1,200 pounds of [G]8 115.766(e)
HRVOCs per one-hour [G]8 115.766(g)
block period from any [G]8 115.766(h)
flare, vent, pressure § 115.766(i)(1)
relief valve, cooling
tower, or any
combination.

CT68540 EU R5760-1 [Highly 30 TAC Chapter |§ 115.761(c)(1) HRVOC emissions at | § 115.764(a)(1) § 115.766(a)(1) § 115.766(i)(2)
Reactive 115, HRVOC §115.761(c)(3) each site located in § 115.764(a)(3) § 115.766(a)(2)
VOC Cooling Towers |8 115.764(a)(1) Harris County that is [G]8 115.764(a)(6) § 115.766(a)(3)
§ 115.766(i) subject to this division |8 115.764(c) § 115.766(a)(5)
or Division 1 of this § 115.766(a)(6)
subchapter must not § 115.766(c)
exceed 1,200 pounds of [G]8 115.766(g)
HRVOCs per one-hour [G]8 115.766(h)
block period from any § 115.766(i)(1)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
D40001 EU R5121-1 [vOC 30 TAC Chapter |8§115.112(e)(1) No person shall place, |[G]§ 115.117 §115.118(a)(5) None

115, Storage of
VOCs

store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of

** See Periodic
Monitoring Summary

§ 115.118(a)(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

this paragraph for crude
oil and condensate.

D5901

EU

R5121-3

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

D5901

EU

63PPP-1

112(B)
HAPS

40 CFR Part 63,
Subpart PPP

§ 63.1432(a)
§ 63.119(a)(2)
§ 63.119(e)

§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.120(e)(4)

For each storage vessel
located at an affected
source, the owner or
operator shall comply
with the HON storage
vessel requirements of
§863.119 through
63.123 and the HON
leak inspection
provisions in §63.148,
with the differences
noted in paragraphs (b)
through (p) of
863.1432.

§ 63.120(e)(1)
§ 63.120(€)(5)

§ 63.123(a)
[G]§ 63.123(1)(2)
§ 63.1432(q)

[G]8 63.120(€)(2)
§ 63.122(c)(2)

[G]§ 63.122(g)(1)
[G]8 63.122(g)(3)

D5903

EU

R5121-4

vOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

D5906

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

D5970

EU

R5121-5

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
D5970 EU 63PPP-1 | 112(B) 40 CFR Part 63, |[§63.1432(a) For each storage vessel | § 63.120(e)(1) § 63.123(a) [G]8§ 63.120(e)(2)
HAPS Subpart PPP §63.119(a)(2) located at an affected | § 63.120(e)(5) § 63.123(f)(1) § 63.122(c)(2)
§63.119(e) source, the owner or [G]& 63.123(f)(2) [G]8§ 63.122(g)(1)
§ 63.119(e)(1) operator shall comply § 63.1432(q) [G]8§ 63.122(9)(3)
§63.119(e)(3) with the HON storage
§63.119(e)(4) vessel requirements of
§ 63.119(e)(5) §863.119 through
§ 63.120(e)(4) 63.123 and the HON
leak inspection
provisions in §63.148,
with the differences
noted in paragraphs (b)
through (p) of
863.1432.
D5975 EU R5121-6 [VOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
115, Storage of |8 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
D5975 EU 63PPP-1 [ 112(B) 40 CFR Part 63, |[8§63.1432(a) For each storage vessel | § 63.120(e)(1) §63.123(a) [G]& 63.120(e)(2)
HAPS Subpart PPP 8 63.119(a)(2) located at an affected 8 63.120(e)(5) 8 63.123(f)(1) §63.122(c)(2)

§ 63.119(e)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.120(€)(4)

source, the owner or
operator shall comply
with the HON storage
vessel requirements of
§863.119 through
63.123 and the HON

[G]§ 63.123(f)(2)
§ 63.1432(q)

[G]§ 63.122(g)(1)
[G]8 63.122(g)(3)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

leak inspection
provisions in §63.148,
with the differences
noted in paragraphs (b)
through (p) of
§63.1432.

D5976

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

D5987

EP

R5121-
20

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(2)(A)
[G]§ 115.122(a)(4)
§ 115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[G]§ 115.125
§ 115.126(2)

§115.126
§ 115.126(2)
§ 115.126(4)

None

D5997

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

D65630

EU

R5121-7

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
D67837 EU 61FF-2 |Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) 8§ 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356(j)(2)
§ 61.349(b) 8§ 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
D67891 EP R5121- ([VvOC 30 TAC Chapter |8 115.127(a)(2)(A) A vent gas stream [G]§ 115.125 §115.126 None
21 115, Vent Gas [G]8 115.122(a)(4) having a combined §115.126(2) § 115.126(2)
Controls §115.127(a)(2) weight of volatile §115.126(4)
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).
D6804 EU R5121- |[VOC 30 TAC Chapter [8§115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
56 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) §115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(C)
§ 60.18

any storage tank unless
the storage tank is
capable of maintaining
working pressure

§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)

Renewal- Draft Page 93




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
D6804 EU 61FF-14 |Benzene |40 CFR Part61, |§ 61.343(a)(1) The owner or operator | § 60.18()(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356(j)(2)
§ 61.349(b) 8§ 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
§ 61.349(f)
§61.349(9g)
D6804 EU 61FF-15 |Benzene |40 CFR Part61, |§ 61.343(a)(1) The owner or operator | § 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) 8§ 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§61.343(a)(1)(i)(B) roof and closed-vent §61.349(a)(1)(1) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
§61.343(d) organic vapors vented | 8§ 61.349(f) § 61.356(q)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
8 61.349(a)(1)(i) control device. 8 61.354(c)(3) § 61.356(j)

§ 61.349(a)(L) i)
§ 61.349(a)(1)(iv)
§ 61.349(b)
§ 61.349(e)
§ 61.349(f)
§ 61.349(q)

[G]§ 61.355(h)

§ 61.356(j)(1)
§ 61.356()(2)
§ 61.356())(3)
§ 61.356())(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
D6804 EU 63G-22 |112(B) 40 CFR Part 63, |8 63.119(e) The owner or operator | § 63.120(e)(1) § 63.123(a) [G]8§ 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a § 63.120(e)(4) [G]8 63.123(f)(2) § 63.122(c)(2)
§63.119(a)(1) closed vent system and | [G]8 63.172(f)(1) [G]& 63.152(a) [G]8§ 63.122(g)(1)
§ 63.119(e)(1) control device (defined |[G]8 63.172(f)(2) [G]8 63.172(k) [G]8§ 63.122(9)(3)
§ 63.119()(3) in § 63.111) to comply | § 63.172(q) [G]8 63.172()) § 63.151(a)(7)
§ 63.119(e)(4) with§63.119(a)(1) or [G]8 63.172(h) § 63.181(a) [G]§ 63.151(b)
§ 63.119(e)(5) (a)(2) shall comply with | [G]§ 63.172(k) [G]§ 63.181(h) [G]§ 63.151())
§ 63.172(a) §63.119(e)(1)-(5). [G]8 63.172(l) § 63.181(c) [G]§ 63.152(a)
[G]8 63.172(h) [G]§ 63.180(b) [G]§ 63.181(d) § 63.152(b)
§ 63.172(i) [G]§ 63.180(d) § 63.181(g) [G]§ 63.152(b)(1)
§ 63.172(m) § 63.181(g)(1)(i) § 63.152(b)(4)
§ 63.181(g)(1)(ii) § 63.152(c)(1)
[G]§ 63.181(g)(2) § 63.152(c)(2)
[G]§ 63.181(g)(3) § 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(h)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
D6804 EU 63G-24 |[112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]8 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(2)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.172(a)
[G]§ 63.172(h)
§ 63.172(i)

§ 63.172(m)

closed vent system and
control device (defined
in § 63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply with
§63.119(e)(1)-(5).

[G8 63.172(f)(1)
[G]§ 63.172(f)(2)
§ 63.172(q)

[G8 63.172(h)
[G]§ 63.172(K)
[G]§ 63.172())
[G]8 63.180(b)
[G]§ 63.180(d)

[G]§ 63.152(a)
[G]8 63.172(K)
[G]8 63.172(l)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(g)

§ 63.181(g)(1)())
§ 63.181(g)(1)(i)
[G]§ 63.181(g)(2)
[G]s 63.181(g)(3)

[G]8 63.122(g)(1)
[G]8 63.122(g)(3)

§ 63.151(a)(7)

[G]§ 63.151(b)

[G]§ 63.151(j)

[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)

§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]8 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]s 63.182(d)
D68819A EU R5121-8 [VOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
115, Storage of |8 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)

capable of maintaining

working pressure

sufficient at all times to

prevent any vapor or

gas loss to the

atmosphere or is in

compliance with the

control requirements

specified in Table 1 of

this paragraph for VOC

other than crude oil and

condensate or Table 2

of subsection (a)(1) of

this paragraph for crude

oil and condensate.

D68819A EU 60KB-3 |VOC 40 CFR Part 60, |8 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)

Subpart Kb

this subpart applies to
vessels with a capacity
greater than or equal to
75 cubic meters
(19,800 gal) used to
store VOLs for which
construction/reconstruct
ion/modification began
after 7/23/84.

§ 60.116b(b)

§ 60.116b(c)

§ 60.116b(d)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]8 60.116b(e)(3)

§ 60.116b(b)
§ 60.116b(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
D68819A EU 60KB-4 |VOC 40 CFR Part 60, |[G]§ 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b § 60.115b
Subpart Kb §60.18 specified in §60.112b(a) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent § 60.116b(e) § 60.116b(b)
system/control device | § 60.116b(e)(1)
are to meet the [G]& 60.116b(e)(3)
specifications of [G]§ 60.485(b)
§60.112b(a)(3)(i)-(ii). ** See Periodic
Monitoring Summary
D68819A EU 61FF-3 |Benzene 40 CFR Part 61, |861.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a 8§ 61.354(c) § 61.356(h)
8 61.349(a)(1)(i) control device. 8 61.354(c)(3) § 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§61.349(a)(1)(iv) 8§ 61.356())(2)
§ 61.349(b) § 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
D68819A EU 63G-22 |[112(B) 40 CFR Part 63, |§63.133(a)(1) A fixed roof shall be None None § 63.146(b)(2)
HAPS Subpart G operated and § 63.146(b)(5)
maintained except that [G]§ 63.151(b)
if the wastewater tank is § 63.151(e)
used for specified § 63.151(e)(1)
purpose, then owner or § 63.151(e)(2)
operator shall comply [G]8 63.151())
with requirements of § [G]8& 63.152(a)
63.133(3)(2). § 63.152(b)
[G]§ 63.152(b)(1)
§ 63.152(c)(1)
§ 63.152(c)(4)(ii)
D68819B EU R5121-9 |VOC 30 TAC Chapter |8 115.112(e)(1) No person shall place, |8 115.115(a) §115.118(a)(4) None

115, Storage of
VOCs

§ 115.112(e)(3)
§ 115.112(e)(3)(C)
§60.18

store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining

§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
D68819B EU 60KB-6 |VOC 40 CFR Part 60, |8 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)
Subpart Kb this subpart applies to | § 60.116b(b) § 60.116b(b)
vessels with a capacity | 8§ 60.116b(c) § 60.116b(c)
greater than or equal to | § 60.116b(d)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]§ 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
D68819B EU 60KB-7 |VOC 40 CFR Part 60, [[G]8 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b §60.115b
Subpart Kb §60.18 specified in 8§60.112b(a) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent 8 60.116b(e) § 60.116b(b)
system/control device | § 60.116b(e)(1)
are to meet the [G]§ 60.116b(e)(3)
specifications of [G]& 60.485(b)
§60.112b(a)(3)(i)-(ii)- ** See Periodic
Monitoring Summary
D68819B EU 61FF-4 [Benzene 40 CFR Part 61, |[8§61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) 8§ 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)()(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§61.343(a)(1)(i)(B) roof and closed-vent §61.349(a)(1)(1) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) 8 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 61.349(a)(1)(i) control device. § 61.354(c)(3) § 61.356())
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356())(2)
§ 61.349(h) § 61.356())(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
D68819B EU 63G-23 |112(B) 40 CFR Part 63, |8 63.133(a)(1) A fixed roof shall be None None §63.146(b)(2)
HAPS Subpart G operated and § 63.146(b)(5)
maintained except that [G]§ 63.151(b)
if the wastewater tank is §63.151(e)
used for specified § 63.151(e)(1)
purpose, then owner or § 63.151(e)(2)
operator shall comply [G]8 63.151())
with requirements of § [G]8 63.152(a)
63.133(a)(2). 8§ 63.152(b)
[G]8 63.152(b)(1)
§ 63.152(c)(1)
§ 63.152(c)(4)(ii)
D68820 EU R5140-3 [vOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater § 115.142(1)(A) the specified control § 115.144(3)(E) § 115.146(2)
§ 115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) §115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(h) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
D68820 EU 60KB-10 | VOC 40 CFR Part 60, Storage vessels § 60.113b(d) § 60.115b §60.115b

Subpart Kb

[G]§ 60.112b(a)(3)
§60.18

specified in §60.112b(a)
and equipped with a
closed vent
system/control device
are to meet the

§ 60.116b(a)

§ 60.116b(b)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]8 60.116b(e)(3)

§ 60.115b(d)(2)
§ 60.116b(a)
§ 60.116b(b)

§ 60.115b(d)(1)
§ 60.115b(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
specifications of [G]& 60.485(b)
860.112b(a)(3)(i)-(ii). ** See Periodic
Monitoring Summary
D68820 EU 60KB-9 [VOC 40 CFR Part 60, |[§ 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)
Subpart Kb this subpart appliesto | § 60.116b(b) § 60.116b(b)
vessels with a capacity | 8§ 60.116b(c) § 60.116b(c)
greater than or equal to | § 60.116b(d)
75 cubic meters 8 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]§ 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
D68820 EU 61FF-5 |Benzene 40 CFR Part 61, |861.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- § 61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) 8 61.356(g)
§ 61.349(a) from the tank to a 8§ 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§61.349(a)(1)(iv) 8§ 61.356())(2)
§ 61.349(b) 8§ 61.356(j)(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§61.349(9g)
D68820 EU 63G-2 112(B) 40 CFR Part 63, |§ 63.133(a)(2)(i) A fixed roof and a § 63.133(f) § 63.133(h) § 63.146(b)(2)
HAPS Subpart G §63.11 closed-vent system that | § 63.133(g) § 63.145(a)(3) § 63.146(b)(5)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)()(B)
[G]§ 63.132(f)

§ 63.133(b)(1)(i)

§ 63.133(f)

§ 63.133(h)

§ 63.139(b)

§ 63.139(c)(3)

§ 63.139(f)

§ 63.140(a)

§ 63.140(b)

routes the organic
hazardous air pollutants
vapors vented from the
wastewater tank to a
control device.

§ 63.133(g)(3)

§ 63.139(d)(3)

§ 63.139(e)

§ 63.143(a)

§ 63.143(e)

§ 63.143(e)(1)

§ 63.143(g)

[G]§ 63.145())

§ 63.148(b)(3)
[G]§ 63.172(f)(1)
[G]8 63.172(F)(2)

[G]8 63.145(a)(4)
§ 63.147(b)

§ 63.147(b)(1)
§ 63.147(b)(2)
§ 63.147(b)(5)
§ 63.147(b)(6)
§ 63.147(b)(7)
§ 63.147(d)

§ 63.147(d)(1)
§ 63.147(f)

§ 63.148(i)(6)

§ 63.146(b)(6)
§ 63.146(b)(7)
[G]§ 63.146(b)(7)(i)
§ 63.146(c)

§ 63.146(e)

§ 63.146(e)(1)
§ 63.146(g)
[G]§ 63.151(b)
§ 63.151(e)

§ 63.151(e)(1)
§ 63.151(€)(2)
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Applicable Requirements Summary

Unit Unit SOP State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.140(c) § 63.172(g) [G]§ 63.152(a) § 63.151(e)(3)
§ 63.144(a) [G]§ 63.172(h) [G]8 63.172(k) [G]8 63.151())
[G]8 63.145(j) [G]8 63.172(k) [G]8 63.172(1) [G]8 63.152(a)
§ 63.172(a) [G]§ 63.172()) § 63.181(a) § 63.152(b)
[G]§ 63.172(h) [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.152(b)(1)
§ 63.172(i) [G]§ 63.180(d) § 63.181(c) [G]§ 63.152(b)(2)
[G]§ 63.181(d) § 63.152(b)(4)
§ 63.181(q) § 63.152(c)(1)
§ 63.181(g)(1)(i) § 63.152(c)(3)
§ 63.181(g)(1)(ii) § 63.152(c)(3)(i)
[G]§ 63.181(g)(2) § 63.152(c)(3)(ii)
[G]§ 63.181(g)(3) § 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
D68820 EU 63PPP-1 40 CFR Part 63, |[G]§ 63.1443(a) Except as specified in | § 63.133(f) § 63.133(h) § 63.1438(c)
Subpart PPP §63.11 §63.1433(c), the owner | § 63.133(Q) §63.143(e)(2) §63.1438(c)(1)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)()(B)
[G]8 63.132(f)

§ 63.133(a)(2)(i)

§ 63.133(b)(L)(ii)

§ 63.133(f)

§ 63.133(h)

§ 63.139(b)

§ 63.139(c)(3)

§ 63.139(f)

§ 63.140(c)

§ 63.144(a)

§ 63.145(j)

or operator of each
affected source shall
comply with the HON
wastewater
requirements in
§863.132 through
63.147 for each
process wastewater
stream originating at an
affected source, the
HON leak inspection
requirements in
863.148, and the HON
requirements in
863.149 for equipment
that is subject to
863.149, with the
differences noted in
§63.1433(a)(1)-(20).
For maintenance

[G§ 63.133(g)(1)
§ 63.133(g)(2)
§ 63.133(g)(3)
§ 63.139(d)(3)
§ 63.139(e)

§ 63.143(a)

§ 63.143(e)

§ 63.143(e)(1)
§ 63.143(€)(2)
§ 63.143()(3)
§ 63.143(f)

§ 63.143(q)

§ 63.1438(c)

§ 63.1438(c)(1)
§ 63.1438(c)(2)
§ 63.1438(d)

§ 63.145(j)

§ 63.143(e)(3)
§ 63.143(f)

§ 63.145(a)(3)
[G]§ 63.145(a)(4)
§ 63.147(b)

§ 63.147(b)(1)

§ 63.147(b)(2)

§ 63.147(b)(5)

§ 63.147(b)(6)

§ 63.147(b)(7)

§ 63.147(d)(1)

§ 63.147(e)

§ 63.147(f)

§ 63.1438(c)(2)
§ 63.1438(d)
§ 63.146(b)(2)
§ 63.146(b)(4)
§ 63.146(b)(5)
§ 63.146(b)(6)
§ 63.146(b)(7)
§ 63.146(c)

§ 63.146(€)

§ 63.146(f)

§ 63.146(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
wastewater
requirements comply
with 863.105(a), as
specified in
§63.1433(h).
D68830 EU R5140-1 [vOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater § 115.142(1)(A) the specified control § 115.144(3)(E) § 115.146(2)
§ 115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) §115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(h) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
D68830 EU 61FF-4 [Benzene 40 CFR Part 61, |§61.347(a)(1) Install, operate, and § 60.18(f)(2) 8§ 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 maintain a fixed-roof | § 61.347(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.347(a)(1)(i)(A) and closed-vent system | § 61.347(b) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.347(a)(1)(i)(B) that routes all organic | § 61.349(a)(1)(i) § 61.356(f)
8 61.347(b) vapors vented from the |§ 61.349(e) 8 61.356(f)(1)
§61.347(c) oil-water separator to a | § 61.349(f) § 61.356(g)
§ 61.349(a) control device. § 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) § 61.354(c)(3) § 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
8§ 61.349(a)(1)(iv) 8§ 61.356(j)(2)
§ 61.349(b) § 61.356(j)(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
D68830 EU 63G-3 |112(B) 40 CFR Part 63, |§63.137(a)(1) A fixed roof and a [G]§ 63.137(e)(1) § 63.147(b) § 63.146(h)(2)
HAPS Subpart G §63.132(a)(2)(i))(A) closed vent system that | § 63.137(e)(2) §63.147(b)(1) 8§ 63.146(b)(5)

§ 63.132(a)(2)()(B)
[G]§ 63.132(f)

§ 63.137(b)(1)(ii)

§ 63.137(d)

routes the organic

hazardous air pollutants
vapors vented from the
oil-water separator to a

§ 63.137(€)(3)

§ 63.139(d)(2)(vi)
§ 63.143(a)

§ 63.145(a)(2)

§ 63.147(d)(3)
[G]§ 63.147(d)(3)(ii)
[G]8 63.152(a)
[G]8 63.172(K)

§ 63.146(b)(6)

§ 63.146(b)(7)

§ 63.146(b)(7)(ii)

§ 63.146(b)(7)(i)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.137(e)(3) control device and [C]8 63.172(f)(1) [G]§ 63.172(1) § 63.146(b)(7)(ii)(B)
§ 63.137(f) which meets [G]& 63.172()(2) § 63.181(a) § 63.146(c)
§ 63.139(h) §63.137(b). § 63.172(g) [G]§ 63.181(h) § 63.146(e)
§ 63.139(c)(2) [G]§ 63.172(h) § 63.181(c) § 63.146(e)(1)
§ 63.139(f) [G]§ 63.172(k) [G]§ 63.181(d) [G]§ 63.151(b)
§ 63.140(a) [G]§ 63.172()) § 63.181(g) § 63.151(e)
§ 63.140(b) [G]§ 63.180(h) § 63.181(g)(1)()) § 63.151(e)(1)
§ 63.140(c) [G]§ 63.180(d) § 63.181(g)(1)(ii) § 63.151(e)(2)
§ 63.144(a) [G]8 63.181(g)(2) § 63.151(e)(3)
§ 63.172(a) [G]§ 63.181(g)(3) [G]§ 63.151(j)
[G]8 63.172(h) [G]§ 63.152(a)
§ 63.172(i) § 63.152(b)
[G]§ 63.152(b)(1)
[G]§ 63.152(b)(2)
§ 63.152(b)(4)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)())
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(2)(iv)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(3)(ii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(h)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
D68830 EU 63PPP-1 | 112(B) 40 CFR Part 63, |[[G]8 63.1433(a) Except as specified in | § 63.137(e)(1) § 63.143(e)(2) § 63.1438(c)
HAPS Subpart PPP §63.11 863.1433(c), the owner | § 63.137(e)(2) § 63.143(e)(3) § 63.1438(c)(1)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)())(B)
[G]§ 63.132(f)

§ 63.133(a)(1)

§ 63.133(b)(1)(ii)

§ 63.137(d)

§ 63.137(f)

or operator of each
affected source shall
comply with the HON
wastewater
requirements in
8863.132 through
63.147 for each

§ 63.137(€)(3)
§ 63.139(d)
§ 63.139(d)(3)
§ 63.139(e)
§ 63.143(a)
§ 63.143(e)
§ 63.143(e)(1)

§ 63.143(f)
§ 63.145(a)(3)
[G]§ 63.145(a)(4)
§ 63.145(a)(5)

§ 63.145(a)(6)
[G]§ 63.145(a)(6)
§ 63.147(b)

§ 63.1438(c)(2)
§ 63.1438(d)

§ 63.145(a)(3)
§ 63.146(b)

§ 63.146(b)(2)
§ 63.146(b)(4)
§ 63.146(b)(5)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

§ 63.139(b)
§ 63.139(c)(3)
§ 63.139(f)
§ 63.140(a)
§ 63.140(b)
§ 63.140(c)
§ 63.144(a)

process wastewater
stream originating at an
affected source, the
HON leak inspection
requirements in
§63.148, and the HON
requirements in
§63.149 for equipment
that is subject to
§63.149, with the
differences noted in
§63.1433(a)(1)-(20).
For maintenance
wastewater
requirements comply
with §63.105(a), as
specified in
§63.1433(b).

§ 63.143(e)(2)
§ 63.143(f)

§ 63.143(q)

§ 63.1438(c)

§ 63.1438(c)(1)
§ 63.1438(c)(2)
§ 63.1438(d)

§ 63.145())

§ 63.147(b)(1)
§ 63.147(b)(2)
§ 63.147(b)(5)
§ 63.147(b)(6)
§ 63.147(b)(7)
§ 63.147(d)(1)
§ 63.147(e)

§ 63.147(f)

§ 63.146(b)(6)
§ 63.146(b)(7)
§ 63.146(c)
§ 63.146(e)
§ 63.146(f)
§ 63.146(g)

D68846

EU

R5121-
10

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

D68846

EU

60KB-12

vOC

40 CFR Part 60,
Subpart Kb

§ 60.110b(a)

Except for §60.110b(b),
this subpart applies to

vessels with a capacity
greater than or equal to

§ 60.116b(a)
§ 60.116b(b)
§ 60.116b(c)
§ 60.116b(d)

§ 60.116b(a)
§ 60.116b(b)
§ 60.116b(c)

§ 60.116b(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]& 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
D68846 EU 60KB-13 |vOC 40 CFR Part 60, |[[G]§ 60.112b(a)(3) Storage vessels § 60.113b(d) §60.115b §60.115b
Subpart Kb §60.18 specified in §60.112b(a) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent § 60.116b(e) § 60.116b(b)
system/control device | § 60.116b(e)(1)
are to meet the [G]§ 60.116b(e)(3)
specifications of [G]§ 60.485(b)
§60.112b(a)(3)(i)-(ii). ** See Periodic
Monitoring Summary
D68846 EU 61FF-6 |Benzene |40 CFRPart61, |§61.343(a)(1) The owner or operator | § 60.18()(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, §61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§61.343(a)(1)(i)(B) roof and closed-vent §61.349(a)(1)(1) 8§ 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356(j)(2)
§ 61.349(b) 8§ 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
§ 61.349(f)
§61.349(9g)
D68846 EU 63G-4 |112(B) 40 CFR Part 63, |§ 63.133(a)(2)()) A fixed roof and a § 63.133(f) § 63.133(h) § 63.146(b)(2)
HAPS Subpart G 8§63.11 closed-vent system that | § 63.133(qg) § 63.145(a)(3) § 63.146(b)(5)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)())(B)
[G]8 63.132(f)

§ 63.133(b)(1)(ii)

§ 63.133(f)

§ 63.133(h)

§ 63.139(b)

§ 63.139(c)(3)

§ 63.139(f)

routes the organic
hazardous air pollutants
vapors vented from the
wastewater tank to a
control device.

§ 63.133(g)(3)
§ 63.139(d)(3)
§ 63.139(e)
§ 63.143(a)
§ 63.143(e)
§ 63.143(e)(1)
§ 63.143(g)
[G]8 63.145())
§ 63.148(b)(3)

[G]§ 63.145(a)(4)
§ 63.147(b)

§ 63.147(b)(1)

§ 63.147(b)(2)

§ 63.147(b)(5)

§ 63.147(b)(6)

§ 63.147(b)(7)

§ 63.147(d)

§ 63.147(d)(1)

§ 63.146(b)(6)
§ 63.146(b)(7)

[G]8 63.146(b)(7)(i)
§ 63.146(c)

§ 63.146(e)

§ 63.146(e)(1)

§ 63.146(g)

[G]§ 63.151(b)

§ 63.151(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.140(a) [G]§ 63.172(f)(1) § 63.147(f) § 63.151(e)(1)
§ 63.140(b) [G]§ 63.172(F)(2) § 63.148(i)(6) § 63.151(e)(2)
§ 63.140(c) §63.172(g) [G]8 63.152(a) § 63.151(e)(3)
§ 63.144(a) [G]§ 63.172(h) [G]§ 63.172(k) [G)§ 63.151())
[G]§ 63.145()) [G]§ 63.172(k) [G]§ 63.172(1) [G]§ 63.152(a)
§63.172(a) [G]§ 63.172()) § 63.181(a) § 63.152(b)
[G]§ 63.172(h) [G]§ 63.180(h) [G]§ 63.181(h) [G]§ 63.152(b)(1)
§ 63.172(i) [G]§ 63.180(d) § 63.181(c) [G]§ 63.152(b)(2)
[G]§ 63.181(d) § 63.152(b)(4)
§ 63.181(g) § 63.152(c)(1)
§ 63.181(g)(1)(i) § 63.152(c)(3)
§ 63.181(g)(1)(ii) § 63.152(c)(3)(i)
[G]§ 63.181(g)(2) § 63.152(c)(3)(i)
[G]§ 63.181(g)(3) § 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
D68846 EU 63PPP-1 [ 112(B) 40 CFR Part 63, |[[G]8 63.1433(a) Except as specified in | § 63.133(f) §63.133(h) § 63.1438(c)
HAPS Subpart PPP §63.11 §63.1433(c), the owner | § 63.133(q) § 63.143(e)(2) § 63.1438(c)(1)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)())(B)
[G]8 63.132(f)

§ 63.133(a)(2)(i)

§ 63.133(b)(L)(ii)

§ 63.133(f)

§ 63.133(h)

§ 63.139(b)

§ 63.139(c)(3)

§ 63.139(f)

§ 63.140(c)

§ 63.144(a)

§ 63.145(j)

or operator of each
affected source shall
comply with the HON
wastewater
requirements in
§863.132 through
63.147 for each
process wastewater
stream originating at an
affected source, the
HON leak inspection
requirements in
863.148, and the HON
requirements in
863.149 for equipment
that is subject to
§63.149, with the
differences noted in

[G§ 63.133(g)(1)
§ 63.133(g)(2)
§ 63.133(g)(3)
§ 63.139(d)(3)
§ 63.139(e)

§ 63.143(a)

§ 63.143(e)

§ 63.143(e)(1)
§ 63.143(€)(2)
§ 63.143(e)(3)
§ 63.143(f)

§ 63.143(g)

§ 63.1438(c)

§ 63.1438(c)(1)
§ 63.1438(c)(2)
§ 63.1438(d)

§ 63.145(j)

§ 63.143(e)(3)
§ 63.143(f)

§ 63.145(a)(3)
[G]§ 63.145(a)(4)
§ 63.147(b)

§ 63.147(b)(1)

§ 63.147(b)(2)

§ 63.147(b)(5)

§ 63.147(b)(6)

§ 63.147(b)(7)

§ 63.147(d)(1)

§ 63.147(e)

§ 63.147(f)

§ 63.1438(c)(2)
§ 63.1438(d)
§ 63.146(b)(2)
§ 63.146(b)(4)
§ 63.146(b)(5)
§ 63.146(b)(6)
§ 63.146(b)(7)
§ 63.146(c)

§ 63.146(e)

§ 63.146(f)

§ 63.146(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§63.1433(a)(1)-(20).
For maintenance
wastewater
requirements comply
with 863.105(a), as
specified in
863.1433(b).
D68860 EU R5140-4 |VOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater §115.142(1)(A) the specified control § 115.144(3)(E) §115.146(2)
§115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) § 115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(b) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
D68860 EU 60KB-15 | vOC 40 CFR Part 60, |8 60.110b(a) Except for 860.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)
Subpart Kb this subpart applies to | § 60.116b(b) § 60.116b(b)
vessels with a capacity | 8§ 60.116b(c) § 60.116b(c)
greater than or equal to | § 60.116b(d)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]§ 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
D68860 EU 60KB-16 | VOC 40 CFR Part 60, |[G]8 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b § 60.115b

Subpart Kb

§60.18

specified in §60.112b(a)
and equipped with a
closed vent
system/control device
are to meet the
specifications of
860.112b(a)(3)(i)-(ii).

8 60.116b(a)

§ 60.116b(b)

8 60.116b(e)

8 60.116b(e)(1)
[G]§ 60.116b(e)(3)
[G]& 60.485(b)

** See Periodic

§ 60.115b(d)(2)
§ 60.116b(a)
§ 60.116b(b)

§ 60.115b(d)(1)
§ 60.115b(d)(3)

Renewal- Draft Page 107




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Monitoring Summary
D68860 EU 61FF-7 |Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)

§ 61.343(a)(1)()(A) and maintain a fixed- | § 61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)()(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a § 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356())(2)
§ 61.349(b) § 61.356()(3)
§ 61.349(e) § 61.356()(7)
§ 61.349(f)
§ 61.349(g)

D68860 EU 63G-1 |112(B) 40 CFR Part 63, |8 63.133(a)(2)(i) A fixed roof and a § 63.133(f) § 63.133(h) § 63.146(b)(2)

HAPS Subpart G §63.11 closed-vent system that | § 63.133(g) § 63.145(a)(3) § 63.146(b)(5)

§ 63.132(a)(2)()(A)
§ 63.132(a)(2)()(B)
[G)§ 63.132(f)

§ 63.133(b)(L) i)

§ 63.133(f)

§ 63.133(h)

§ 63.139(b)

§ 63.139(c)(3)

§ 63.139(f)

§ 63.140(a)

§ 63.140(b)

§ 63.140(c)

§ 63.144(a)

[G]§ 63.145(j)

§ 63.172(a)

[G]§ 63.172(h)

§ 63.172(i)

routes the organic
hazardous air pollutants
vapors vented from the
wastewater tank to a
control device.

§ 63.133(g)(3)
§ 63.139(d)(3)

§ 63.139(e)

§ 63.143(a)

§ 63.143(e)

§ 63.143(e)(1)

§ 63.143(q)

[G]§ 63.145(j)

§ 63.148(b)(3)
[G8§ 63.172(f)(1)
[G]8 63.172(F)(2)
§ 63.172()

[G]§ 63.172(h)
[G8 63.172(K)
[G]8 63.172(l)
[G]§ 63.180(b)
[G]8 63.180(d)

[G]§ 63.145(a)(4)
§ 63.147(b)

§ 63.147(b)(1)

§ 63.147(b)(2)

§ 63.147(b)(5)

§ 63.147(b)(6)

§ 63.147(b)(7)

§ 63.147(d)

§ 63.147(d)(1)

§ 63.147(f)

§ 63.148(i)(6)
[G]§ 63.152(a)
[G]8 63.172(K)
(G 63.172(l)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(q)

§ 63.181(g)(1)())
§ 63.181(g)(1)(il)
[G]§ 63.181(g)(2)
[G]8 63.181(g)(3)

§ 63.146(b)(6)
§ 63.146(b)(7)
[G]8 63.146(b)(7)(i)
§ 63.146(C)

§ 63.146(e)

§ 63.146(e)(1)

§ 63.146(g)

[G]§ 63.151(b)

§ 63.151(e)

§ 63.151(e)(1)

§ 63.151(€)(2)

§ 63.151(€)(3)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(3)

§ 63.152(c)(3)(i)
§ 63.152(c)(3)(ii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.182(a)
[G]§ 63.182(h)
§ 63.182(c)
[G)§ 63.182(c)(1)
§ 63.182(c)(4)
[G]s 63.182(d)
D68870 EU R5140-5 [vOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater §115.142(1)(A) the specified control § 115.144(3)(E) § 115.146(2)
§ 115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) § 115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(h) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
D68870 EU 60KB-18 | VOC 40 CFR Part 60, |8 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)
Subpart Kb this subpart applies to | § 60.116b(b) § 60.116b(b)
vessels with a capacity | 8§ 60.116b(c) § 60.116b(c)
greater than or equal to | § 60.116b(d)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]& 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
D68870 EU 60KB-19 | VOC 40 CFR Part 60, [[G]8 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b § 60.115b

Subpart Kb

§60.18

specified in §60.112b(a)
and equipped with a
closed vent
system/control device
are to meet the
specifications of
860.112b(a)(3)(i)-(ii).

§ 60.116b(a)

§ 60.116b(b)

§ 60.116b(e)

§ 60.116b(e)(1)

[G]& 60.116b(e)(3)
[G]§ 60.485(b)

** See Periodic
Monitoring Summary

§ 60.115b(d)(2)
§ 60.116b(a)
§ 60.116b(b)

§ 60.115b(d)(1)
§ 60.115b(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
D68870 EU 61FF-8 |Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | § 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)()(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)()(A) and maintain a fixed- | § 61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a 8§ 61.354(c) § 61.356(h)
8 61.349(a)(1)(i) control device. 8 61.354(c)(3) § 61.356(j)
§ 61.349(a)(1)(iii) [G]8 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) 8§ 61.356(j)(2)
§ 61.349(b) § 61.356(j)(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
D95671 EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
31 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
D96891 EP R5720-1 [ Highly 30 TAC Chapter |§ 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
Reactive 115, HRVOC has the potential to emit § 115.726(j)(2)
VOC Vent Gas HRVOCs, but has a

concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
titte. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.

D96891

EP

R5121-

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(2)(A)
[G]§ 115.122(a)(4)
§ 115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[G]§ 115.125
§ 115.126(2)

§ 115.126
§ 115.126(2)
§ 115.126(4)

None

EBOILER

EP

R1111-6

Opacity

30 TAC Chapter
111, Visible
Emissions

§ 111.111(a)(1)(C)
§ 111.111(a)(1)(E)

Visible emissions from
any stationary vent
shall not exceed an
opacity of 15%
averaged over a six
minute period for any
source with a total flow
rate of at least 100,000
acfm unless a CEMS is
installed.

[G]§ 111.111(a)(1)(F)
** See Periodic
Monitoring Summary

None

None

EHPIBALZ

EP

R5121-
58

vOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(8)

As an alternative to
complying with the
requirements of this
division for a source
that is addressed by a

None

None

§ 115.127(a)(8)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Chapter 115
contingency rule, the
source may instead
choose to comply with
the requirements of the
contingency rule. Each
source choosing this
option shall submit
written notification to
the ED and any local air
pollution control
program. When the ED
and the local program
receive such
notification, the source
will then be considered
subject to the
contingency rule.

ENGEB2

EU

R7ICI-15

Exempt

30 TAC Chapter
117, Subchapter
B

[G]§ 117.303(a)(10)
[G]§ 117.310(f)

Units exempted from
the provisions of this
division, except as
specified in
§§117.310(f),
117.340(),
117.345(f)(6) and (10),
117.350(c)(1), and
117.354(a)(5), include
any stationary diesel
engine placed into
service before October
1, 2001, that operates
less than 100 hours per
year, based on a rolling
12-month average; and
has not been modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)

None

§ 117.340(j)
[G]§ 117.345(f)(10)
[G]§ 117.345(f)(6)

None

ENGEB2

EU

6372777-
7

112(B)
HAPS

40 CFR Part 63,
Subpart 27277

§ 63.6602-Table2c.1
§ 63.6595(a)(1)

For each existing
emergency stationary

§ 63.6625()
§ 63.6625(i)

§ 63.6625(i)
§ 63.6655(d)

§ 63.6640(e)
§ 63.6650(f)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.6605(a) CI RICE and black start | § 63.6640(a) § 63.6655(e)
§ 63.6605(b) stationary CI RICE, § 63.6640(a)- § 63.6655(f)
§ 63.6625(e) located at a major Table6.9.a.i § 63.6660(a)
§ 63.6625(h) source, you must § 63.6640(a)- § 63.6660(b)
8 63.6625(i) comply with the Table6.9.a.ii 8§ 63.6660(c)
8 63.6640(f)(1) requirements as
8§ 63.6640(f)(2) specified in Table
§ 63.6640(f)(2)()) 2c.l.a-c.
§ 63.6640(f)(3)
ENGP2AIR1 |EU R7ICI-22 [ NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(9)(D) alternative methods § 117.335(b) [G]8 117.345(f)(10) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(3) [G]§ 117.345(h)
[G]§ 117.310(e)(1) 117.323 and 117.9800 |§ 117.335(¢e) § 117.345(f)(3)(B) [G]§ 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) § 117.345(f)(9) §117.8010
[G]§ 117.310(e)(3) emission specifications | § 117.340(a)(2)(C) [G]8§ 117.8010(1)
§ 117.310(e)(4) but shall use the mass | § 117.340(h) §117.8010(2)
[G]§ 117.310(f) emissions cap and §117.340()(2) § 117.8010(2)(A)
§ 117.340()(2) trade program in §117.340(0)(1) § 117.8010(2)(B)
§ 117.340(p)(1) Chapter 101, § 117.340(p)(1) § 117.8010(2)(C)
§117.340(p)(2)(C) Subchapter H, Division |8 117.340(p)(2)(A) §117.8010(2)(D)
§ 117.340(p)(3) 3, except that electric | § 117.340(p)(2)(B) [G]8 117.8010(3)
generating facilities §117.340(p)(2)(C) §117.8010(4)
must also comply with | § 117.345(f)(3)(A) [G]8 117.8010(5)
the daily and 30-day § 117.345(f)(3)(A)(ii) § 117.8010(6)
system cap emission §117.8000(b) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c) [G]8 117.8010(8)
An owner or operator §117.8000(c)(1)
may use the alternative | § 117.8000(c)(3)
methods specified in § | § 117.8000(c)(5)
117.9800 to comply § 117.8000(c)(6)
with § 117.320. [G]§ 117.8000(d)
§ 117.8140(a)
§ 117.8140(a)(1)
§117.8140(a)(2)
§ 117.8140(a)(2)(A)
[G]§ 117.8140(a)(2)(B)
§ 117.8140(b)
ENGP2AIR1L |EU R7ICI-22 | CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(h)

117, Subchapter
B

§ 117.310(c)(1)(B)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.345(f)
[G]§ 117.345(f)(10)

§ 117.335(q)
[G]§ 117.345(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§117.335(e) § 117.8010
§ 117.335(g) [G]& 117.8010(1)
§ 117.340(a)(2)(C) § 117.8010(2)
§ 117.340(h) § 117.8010(2)(A)
§ 117.345(f)(3) § 117.8010(2)(B)
§ 117.345(f)(3)(A) [G]8 117.8010(3)
§ 117.345(f)(3)(A)(ii) § 117.8010(4)
§ 117.8000(b) [G]§ 117.8010(5)
§ 117.8000(c) § 117.8010(6)
§ 117.8000(c)(2) [G]§ 117.8010(7)
§ 117.8000(c)(3) [G]§ 117.8010(8)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)
§117.8120
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
§ 117.8140(a)
§117.8140(a)(1)
§ 117.8140(a)(2)
§ 117.8140(a)(2)(A)
[G]§ 117.8140(a)(2)(B)
§ 117.8140(b)
ENGP2AIR1 |EU 637772- | 112(B) 40 CFR Part 63, |8 63.6590(b)(1) An affected source None None § 63.6645(c)
1 HAPS Subpart 27277 8§ 63.6595(c) which meets either of § 63.6645(f)
§ 63.6640(f)(1) the criteria in
8 63.6640(f)(2) paragraphs
§ 63.6640(f)(2)(i) §63.6590(b)(1)(i)-(ii) of
§ 63.6640()(3) this section does not
have to meet the
requirements of this
subpart and of subpart
A of this part except for
the initial notification
requirements of
§63.6645(f).
ENGRADTWR | EU R7ICI-16 | Exempt 30 TAC Chapter |[G]8 117.303(a)(11) Units exempted from None § 117.340()) None

117, Subchapter
B

[G]§ 117.310(f)

the provisions of this
division except as

[G]§ 117.345(f)(10)
[G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

specified in
§8117.310(f),
117.340(),
117.345(f)(6) and (10),
117.350(c)(1) and
117.354(a)(5) include
new, modified,
reconstructed, or
relocated stationary
diesel engine placed
into service on or after
October 1, 2001, that
operates less than 100
hours per year, based
on a rolling 12-month
average, in other than
emergency situations;
and meets the
requirements for non-
road engines as
specified.
§117.303(a)(11)(A)-(B)

ENGRADTWR

EU

60111-3

Cco

40 CFR Part 60,
Subpart Il

§ 60.4205(b)
§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(f)
§ 60.4218

§ 89.112(a)

Owners and operators
of emergency stationary
ClI ICE, that are not fire
pump engines, with a
maximum engine power
greater than or equal to
37 KW and less than
130 KW and a
displacement of less
than 10 liters per
cylinder and is a 2007
model year and later
must comply with a CO
emission limit of 5.0
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR 89.112(a).

None

None

[G]§ 60.4214(d)

ENGRADTWR

EU

601111-3

NMHC and
NOx

40 CFR Part 60,
Subpart 11l

§ 60.4205(b)
§ 60.4202(a)(2)

Owners and operators
of emergency stationary

None

None

[G]§ 60.4214(d)

Renewal- Draft Page 115




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.4206 ClI ICE, that are not fire
§ 60.4207(b) pump engines, with a
[G]g 60.4211(a) maximum engine power
§ 60.4211(c) greater than or equal to
[G]& 60.4211(f) 75 KW and less than or
§60.4218 equal to 560 KW and a
§89.112(a) displacement of less
than 10 liters per
cylinder and is a 2007
model year and later
must comply with an
NMHC+NOXx emission
limit of 4.0 g/KW-hr, as
stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).
ENGRADTWR | EU 6011I-3  |PM 40 CFR Part 60, |§& 60.4205(b) Emergency stationary | None None [G]& 60.4214(d)
(Opacity) Subpart Il § 60.4202(a)(2) CI ICE, that are not fire
§ 60.4206 pump engines, with
§ 60.4207(b) displacement < 10 Ipc
[G]§ 60.4211(a) and not constant-speed
§60.4211(c) engines, with max
[G]& 60.4211(f) engine power < 2237
§60.4218 KW and a 2007 model
§89.113(a)(1) year and later or max
§89.113(a)(2) engine power > 2237
§89.113(a)(3) KW and a 2011 model
year and later, must
comply with following
opacity emission limits:
20% during
acceleration, 15%
during lugging, 50%
during peaks in either
acceleration or lugging
modes as stated in
860.4202(a)(1)-(2),
(b)(2) and
889.113(a)(1)-(3) and
§1039.105(b)(1)-(3).
ENGRADTWR | EU 601I-3  |PM 40 CFR Part 60, |8& 60.4205(b) Owners and operators [ None None [G]& 60.4214(d)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Subpart Il

§ 60.4202(a)(2)
§ 60.4206

§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]8 60.4211(f)
§ 60.4218

§ 89.112(a)

of emergency stationary
ClI ICE, that are not fire
pump engines, with a
maximum engine power
greater than or equal to
75 KW and less than
130 KW and a
displacement of less
than 10 liters per
cylinder and is a 2007
model year and later
must comply with a PM
emission limit of 0.30
o/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR 89.112(a).

ENGRADTWR

EU

6372777-
5

112(B)
HAPS

40 CFR Part 63,
Subpart 27277

§ 63.6590(c)

Stationary RICE subject
to Regulations under 40
CFR Part 60. An
affected source that
meets any of the criteria
in paragraphs (c)(1)
through (7) of this
section must meet the
requirements of this
part by meeting the
requirements of 40 CFR
part 60 subpart I, for
compression ignition
engines or 40 CFR part
60 subpart JJJJ, for
spark ignition engines
as applicable. No
further requirements
apply for such engines
under this part.

None

None

None

ENGUT1

EU

R7ICI-9

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)
§117.310(a)

§ 117.310(a)(9)(D)
§ 117.310(b)

[G]§ 117.310(e)(1)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.345(a)

§ 117.345(f)

[G]§ 117.345(f)(10)
§ 117.345(f)(3)

§ 117.345(f)(3)(B)

§ 117.335(b)

§ 117.335(q)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)
[G]§ 117.345(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.310(e)(2) to comply with the NO, | § 117.335(g) § 117.345()(9) § 117.8010
[G]& 117.310(e)(3) emission specifications | § 117.340(a)(2)(C) [G]§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(h) §117.8010(2)
[G]8§ 117.310(f) emissions cap and §117.340()(2) §117.8010(2)(A)
§117.340(1)(2) trade program in §117.340(0)(1) §117.8010(2)(B)
§ 117.340(p)(1) Chapter 101, § 117.340(p)(1) § 117.8010(2)(C)
§117.340(p)(2)(C) Subchapter H, Division |8 117.340(p)(2)(A) §117.8010(2)(D)
§ 117.340(p)(3) 3, except that electric § 117.340(p)(2)(B) [G]§ 117.8010(3)
generating facilities §117.340(p)(2)(C) §117.8010(4)
must also comply with | § 117.345(f)(3)(A) [G]8 117.8010(5)
the daily and 30-day § 117.345(f)(3)(A)(ii) § 117.8010(6)
system cap emission § 117.8000(b) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c) [G]8 117.8010(8)
An owner or operator §117.8000(c)(1)
may use the alternative | § 117.8000(c)(3)
methods specified in § | § 117.8000(c)(5)
117.9800 to comply §117.8000(c)(6)
with § 117.320. [G]§ 117.8000(d)
§ 117.8140(a)
§ 117.8140(a)(1)
§117.8140(a)(2)
§ 117.8140(a)(2)(A)
[G]§ 117.8140(a)(2)(B)
§ 117.8140(b)
ENGUT1 EU R7ICI-9 |CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)(2)(C)
§ 117.340(h)

§ 117.345(f)(3)

§ 117.345(f)(3)(A)

§ 117.345(f)(3)(A)(ii)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(2)

§ 117.8000(c)(3)

§ 117.8000(c)(5)

§ 117.8000(c)(6)

§ 117.345(f)
[G]§ 117.345(f)(10)
§ 117.345(f)(9)

§ 117.335(q)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G]§ 117.8000(d)
§117.8120

§ 117.8120(2)

[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)

§ 117.8140(a)

§ 117.8140(a)(1)

§ 117.8140(a)(2)

§ 117.8140(a)(2)(A)
[G]§ 117.8140(a)(2)(B)
§ 117.8140(b)

ENGUT1

EU

632222-
2

Formaldehy
de

40 CFR Part 63,
Subpart 272772

§ 63.6600(b)-Table2a.3.b
§ 63.6595(c)
§ 63.6600(b)-Table2b.1.a
§ 63.6600(b)-Table2b.1.b
§ 63.6605(a)
§ 63.6605(b)
§ 63.6625()
§ 63.6630(a)
§ 63.6630(b)
§ 63.6640(b)

For each new or
reconstructed Cl
stationary RICE with a
site rating of more than
500 brake HP located
at a major source of
HAP emissions,
operating at 100% load
plus or minus 10%, you
must limit the
concentration of
formaldehyde in the
stationary RICE
exhaust to 580 ppbvd
orless at 15 % O2.

§ 63.6610(a)

§ 63.6610(b)
§63.6610(c)

8§ 63.6615

§ 63.6620(a)

§ 63.6620(a)-Table3.3
§ 63.6620(a)-
Table4.3.a.i

§ 63.6620(a)-
Table4.3.a.ii

§ 63.6620(a)-
Table4.3.a.iii

§ 63.6620(a)-
Table4.3.a.iv

§ 63.6620(b)

§ 63.6620(b)(4)
§ 63.6620(d)
[G]8 63.6620(e)(2)
[G]§ 63.6625(b)
§ 63.6630(a)-
Table5.9.a.i

§ 63.6630(a)-
Table5.9.a.ii

§ 63.6630(a)-
Table5.9.a.iii

§ 63.6635(a)

§ 63.6635(b)

§ 63.6640(a)

8§ 63.6640(a)-
Table6.7.a.i

§ 63.6620(i)

§ 63.6630(a)-
Table5.9.a.iii

§ 63.6635(a)

§ 63.6635(c)

§ 63.6655(a)

§ 63.6655(a)(1)
§ 63.6655(a)(2)
§ 63.6655(a)(3)
§ 63.6655(a)(4)
§ 63.6655(a)(5)
§ 63.6655(d)

§ 63.6660(a)

§ 63.6660(b)

§ 63.6660(c)

§ 63.6620(i)

§ 63.6630(c)

8§ 63.6640(b)

§ 63.6640(e)

§ 63.6645(a)

8§ 63.6645(c)

§ 63.6645(Q)

§ 63.6645(h)

§ 63.6645(h)(2)
§ 63.6650(a)

§ 63.6650(a)-
Table7.1.a.i

§ 63.6650(a)-
Table7.1.b

§ 63.6650(a)-
Table7.1.c

§ 63.6650(b)

§ 63.6650(b)(1)
§ 63.6650(b)(2)
§ 63.6650(b)(3)
§ 63.6650(b)(4)
[G]§ 63.6650(c)
[G]§ 63.6650(d)
8§ 63.6650(f)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.6640(a)-
Table6.7.a.ii
§ 63.6640(a)-
Table6.7.a.iii
§ 63.6640(a)-
Table6.7.a.iv
§ 63.6640(a)-
Table6.7.a.v
§ 63.6640(b)
ENGUT7 EU R7ICI-15 [ Exempt 30 TAC Chapter |[G]§ 117.303(a)(11) Units exempted from None § 117.340(j) None
117, Subchapter |[G]8 117.310(f) the provisions of this [G]8 117.345(f)(10)
B division except as [G]8 117.345(f)(6)

specified in

§§117.310(f),

117.340(),

117.345(f)(6) and (10),

117.350(c)(1) and

117.354(a)(5) include

new, modified,

reconstructed, or

relocated stationary

diesel engine placed

into service on or after

October 1, 2001, that

operates less than 100

hours per year, based

on a rolling 12-month

average, in other than

emergency situations;

and meets the

requirements for non-

road engines as

specified.

§117.303(a)(11)(A)-(B)

ENGUT7 EU 60IllI-1 | CO 40 CFR Part 60, |8& 60.4205(b) Owners and operators [ None None [G]& 60.4214(d)

Subpart 111

§ 60.4202(a)(1)(ii)
§ 60.4202(a)(1)(ii)-Table
2

§ 60.4206

§ 60.4207(b)

[G]§ 60.4211(a)

of emergency stationary
CI ICE, that are not fire
pump engines, with a
maximum engine power
greater than or equal to
19 KW and less than 37
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.4211(c) KW and a displacement
[G]8 60.4211(f) of less than 10 liters per
§60.4218 cylinder and is a 2007
model year and later
must comply with a CO
emission limit of 5.5
g/KW-hr, as stated in
40 CFR
60.4202(a)(1)(i)-(ii) and
40 CFR 89.112(a) and
Table 2 to this subpart.
ENGUT7 EU 60IllI-1  |NMHC and |40 CFR Part 60, |§ 60.4205(b) Owners and operators [ None None [G]8 60.4214(d)
NOx Subpart Il § 60.4202(a)(1)(ii) of emergency stationary
§ 60.4202(a)(1)(i))-Table | ClI ICE, that are not fire
2 pump engines, with a
§ 60.4206 maximum engine power
§ 60.4207(b) less than 37 KW and a
[G]§ 60.4211(a) displacement of less
§60.4211(c) than 10 liters per
[G]§ 60.4211(f) cylinder and is a 2007
§60.4218 model year and later
must comply with an
NMHC+NOXx emission
limit of 7.5 g/KW-hr, as
stated in 40 CFR
60.4202(a)(1)(i)-(ii) and
40 CFR 89.112(a) and
Table 2 to this subpart.
ENGUT7 EU 601I-1  |PM 40 CFR Part 60, |8 60.4205(b) Owners and operators [ None None [G]8 60.4214(d)

Subpart Il

§ 60.4202(a)(1)(ii)
§ 60.4202(a)(1)(ii)-Table
2

§ 60.4206
§ 60.4207(b)
[G]§ 60.4211(a)
§ 60.4211(c)
[G]§ 60.4211(f)
§ 60.4218

of emergency stationary
CI ICE, that are not fire
pump engines, with a
maximum engine power
greater than or equal to
19 KW and less than 37
KW and a displacement
of less than 10 liters per
cylinder and is a 2008
model year and later
must comply with a PM
emission limit of 0.30
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process
Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

g/KW-hr, as stated in
40 CFR
60.4202(a)(1)(ii) and
Table 2 to this subpart.

ENGUT7

EU

63727727-
5

112(B)
HAPS

40 CFR Part 63,
Subpart 272772

§ 63.6590(c)

Stationary RICE subject
to Regulations under 40
CFR Part 60. An
affected source that
meets any of the criteria
in paragraphs (c)(1)
through (7) of this
section must meet the
requirements of this
part by meeting the
requirements of 40 CFR
part 60 subpart IlIl, for
compression ignition
engines or 40 CFR part
60 subpart JJJJ, for
spark ignition engines
as applicable. No
further requirements
apply for such engines
under this part.

None

None

None

F57180

EU

RICI7-21

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)

§ 117.310(a)

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)
[G]§ 117.310(e)(3)
§ 117.310(e)(4)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(2)(C)
§ 117.340(p)(3)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOy
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.340(p)(2)(A)
§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(1)
§ 117.8000(c)(3)

§ 117.345(a)
§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(b)

§ 117.335(g)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
limitations of § 117.320. | § 117.8000(c)(5) [G]§ 117.8010(8)
An owner or operator § 117.8000(c)(6)
may use the alternative |[G]§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F57180 EU RICI7-21 | CO 30 TAC Chapter |§117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |§ 117.310(c)(1)(B) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]§ 117.345(h)
§ 117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§ 117.335(e) § 117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.8000(b) § 117.8010(2)(A)
§ 117.8000(c) § 117.8010(2)(B)
§ 117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) § 117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F57180 EU 60Dc- SO, 40 CFR Part 60, |§ 60.40c(a) This subpart applies to [ None § 60.48¢(g)(1) [G]& 60.48c(a)
004 Subpart Dc each steam generating § 60.48c(g)(2) § 60.48c())
unit constructed, § 60.48c¢(g)(3)
reconstructed, or § 60.48c(i)
modified after 6/9/89
and that has a
maximum design heat
input capacity of 2.9-29
megawatts (MW).
F57180 EU 60Dc- PM 40 CFR Part 60, |8 60.40c(a) This subpart applies to | None § 60.48¢(g)(2) [G]§ 60.48c(a)
004 Subpart Dc each steam generating § 60.48¢(09)(2) § 60.48c(j)
unit constructed, § 60.48¢(g9)(3)
reconstructed, or § 60.48c(i)

modified after 6/9/89
and that has a
maximum design heat
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
input capacity of 2.9-29
megawatts (MW).
F57180 EU 60Dc- PM 40 CFR Part 60, |8 60.40c(a) This subpart applies to | None § 60.48c(g)(1) [G]§ 60.48c(a)
004 (Opacity) Subpart Dc each steam generating § 60.48¢(0)(2) § 60.48c¢(j)
unit constructed, § 60.48c¢(g)(3)
reconstructed, or § 60.48c(i)
modified after 6/9/89
and that has a
maximum design heat
input capacity of 2.9-29
megawatts (MW).
F57180 EU 63EEE-1 | Mercury 40 CFR Part 63, |[§63.1217(a)(2)(i) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]8 63.1206(b)(5)
[G]§ 63.1206(c)(1)

[G]§ 63.1206(c)(2)

[G8 63.1206(c)(3)

[G]§ 63.1206(c)(4)

[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)

[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(I)(1)

[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)

[G]§ 63.1209(d)

§ 63.1209(i)

§ 63.1209()

§ 63.1209(1)(1)(ii)

§ 63.1209(1)(1)(ii)(A)
[G]8 63.1209(1)(1)(ii)(C)
[G]§ 63.1209(1)(1)(ii)(D)
§ 63.1209(p)

[G]§ 63.1209(q)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain Hg,
except as provided for
in paragraph §63.1217
(a)(2)(iii), when you
burn hazardous waste
with an as-fired heating
value less than 10,000
Btu/lb, emissions in
excess of 19 pg/dscm ,
corrected to 7 % 02, on
an (not-to-exceed)
annual averaging
period.

[G]8 63.1206(b)(5)
[G)§ 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)

[G]§ 63.1207(e)

[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(f)(1)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)

[G]g 63.1207(i)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

[G§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]§ 63.1206(c)(7)

§ 63.1207(f)(1)(xil)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1209(b)(1)

[G]8§ 63.1209(c)(2)
[G]8 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]8 63.1211(d)

[G]8§ 63.1206(b)(5)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1207(e)

[G]§ 63.1207()(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(1) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viii)
§ 63.1207(f)(2)(X)
[G]§ 63.1207(h)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1211(c)(1) § 63.1208(b)(2) [G]§ 63.1207())
§63.1211(c)(2) § 63.1208(b)(7) [G]8 63.1207(j)(1)
§ 63.1211(c)(4) § 63.1208(b)(8) § 63.1207())(3)
§ 63.1217(d) § 63.1209(a)(5) § 63.1207(j)(4)
§ 63.1209(b)(1) § 63.1207(j)(5)
[G]§ 63.1209(b)(2) [G]§ 63.1207(k)
§ 63.1209(h)(3) [G]§ 63.1207(l)(1)
§ 63.1209(b)(4) § 63.1207(1)(3)
[G]§ 63.1209(b)(5) § 63.1207(m)(5)
[G]§ 63.1209(c)(4) § 63.1209(c)(3)
[G]§ 63.1209(d) § 63.1209(g)(1)(i)
[G]§ 63.1209(f) § 63.1209(g)(1)(ii)
§ 63.1209(g)(1)(i) [G]§ 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(iv)(B)
§ 63.1209(i) [G]8§ 63.1210(a)
§ 63.1209()) [G]§ 63.1210(b)(1)
§ 63.1209(1)(1)(ii) § 63.1210(b)(2)
§ 63.1209(1)(1)(ii)(A) § 63.1210(b)(3)(i)
[G]§ 63.1209(1)(1)(ii)(C) § 63.1210(c)(1)(i)
[G]§ 63.1209(1)(1)(ii)(D) § 63.1210(c)(2)
§ 63.1209(p) [G]& 63.1210(c)(3)
[G]§ 63.1209(q) [G)§ 63.1210(c)(4)
§63.1209(r) [G]8§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)
F57180 EU 63EEE-1 | Combined |40 CFR Part 63, |§ 63.1217(a)(3)(i) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Metals Subpart EEE [G]& 63.1206(b)(5) boilers, you must not [G]& 63.1206(b)(5) [G]& 63.1206(b)(12) [G]& 63.1206(b)(5)

[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)

discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
cadmium and lead
combined, except for an
area source as defined
under 863.2, when you
burn hazardous waste
with an as-fired heating
value less than 10,000
Btu/lb, emissions in

[G]§ 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
[G]§ 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G)§ 63.1207(K)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209())

§ 63.1209()

§ 63.1209(n)(1)

§ 63.1209(n)(2)(i)

§ 63.1209(n)(2)(v)(A)
§ 63.1209(n)(2)(V)(A)(1)
[G]§
63.1209(n)(2)(v)(A)(3)
[G]§ 63.1209(n)(5)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

excess of 150 pg/dscm,
corrected to 7 % O,, on
an (not-to-exceed)
annual averaging
period.

[G]§ 63.1207(f)(1)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(1)(x))

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G)§ 63.1207(h)

[G]8 63.1207(i)

[G]8 63.1207(I)(1)
[G)§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(3)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G]8 63.1209(b)(2)

§ 63.1209(b)(3)

§ 63.1209(b)(4)

[G]8 63.1209(b)(5)
[G]8§ 63.1209(c)(4)

§ 63.1209(c)(5)

[G]§ 63.1209(d)

[G]8 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209())

§ 63.1209(n)(2)(V)(A)
§ 63.1209(n)(2)(v)(A)(1)
[Gl§
63.1209(n)(2)(v)(A)(3)
§ 63.1209(p)

[G]8 63.1209(q)

§ 63.1209(r)

§ 63.1209(b)(1)
[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(L)(viii)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)
§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(L)(xvii)
§ 63.1207(f)(L)(xviii)
§ 63.1207(f)(1) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)
§ 63.1207(f)(2)(viii)
§ 63.1207(f)(2)(X)
[G]8 63.1207(h)
[G]8 63.1207(i)

[G]§ 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207(j)(5)

[G]8 63.1207(k)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(q)(1)iii)
§ 63.1209(g)(1)(iv)(A)
[G]8 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)

§ 63.1210(b)(3)(i)

§ 63.1210(c)(1)(i)

§ 63.1210(c)(2)
[G]8 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)

§ 63.1211(a)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements

ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)

F57180 EU 63EEE-1 | PM 40 CFR Part 63, |§63.1217(a)(7) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]8 63.1206(b)(5)
§ 63.1206(b)(8)(v)

§ 63.1206(b)(8)(vi)

§ 63.1206(b)(8)(vii)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]8§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(1)(1)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209())

§ 63.1209(m)

[G]§ 63.1209(m)(1)(i)
[G]§ 63.1209(m)(1)(iv)
[G]§ 63.1209(m)(2)

§ 63.1209(m)(3)

§ 63.1209(n)(3)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
particulate matter,
except for an area
source as defined
under 8§63.2 or as
provided by
§63.1217(e), emissions
in excess of 80
mg/dscm corrected to 7
% 02.

[G8 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G]§ 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G)§ 63.1207(d)

[G)§ 63.1207(e)

[G]8 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207()(1) i)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207()(1)(vi)

§ 63.1207(f)(1)(vii)

§ 63.1207(F)(1)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(F)(1)(xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)()(C)
§ 63.1207(q)(1)(ii)

§ 63.1207(q)(2)(iv)
[G]§ 63.1207(h)

[G]§ 63.1207(i)

[G]§ 63.1207(1)(1)

§ 63.1208(b)(6)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(1) i)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G1§ 63.1209(b)(2)

[G§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]8§ 63.1206(c)(7)

§ 63.1207(f)(1)(xil)

§ 63.1207(q)(1)(iii)(A)
§ 63.1209(b)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]8 63.1211(c)(3)
[G 63.1211(d)

[G]8§ 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)

[G]§ 63.1207(F)(1)()
§ 63.1207(f)(L)(ii)

§ 63.1207(N)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1) i)
§ 63.1207(f)(L)(iv)

§ 63.1207()(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(L)(vi)

§ 63.1207(F)(1)(vii)

§ 63.1207(f)(1)(viil)
§ 63.1207(f)(1)(xii)

§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L)(xxiii)
[G§ 63.1207(F)(1)(xxiv)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(H)(2)(iv)

§ 63.1207()(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(x)
[G]§ 63.1207(h)

[G]§ 63.1207())

[G]§ 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207())(4)

§ 63.1207())(5)

[G]8 63.1207(K)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(b)(3) [G]§ 63.1207(1)(1)
§ 63.1209(b)(4) § 63.1207(1)(3)
[G]8 63.1209(b)(5) § 63.1209(c)(3)
[G]§ 63.1209(c)(4) § 63.1209(g)(1)())
[G]§ 63.1209(d) § 63.1209(g)(1)(ii)
[G]§ 63.1209(f) [G]& 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(i) [G]§ 63.1210(a)
§ 63.1209(g)(1)(ii) [G]& 63.1210(b)(1)
§ 63.1209(i) § 63.1210(b)(2)
§ 63.1209(m) § 63.1210(b)(3)(i)
[G]8 63.1209(m)(L)(i) § 63.1210(c)(1)(i)
[G]§ 63.1209(m)(1)(iv) § 63.1210(c)(2)
[G]§ 63.1209(m)(2) [G]§ 63.1210(c)(3)
§ 63.1209(m)(3) [G]§ 63.1210(c)(4)
§ 63.1209(p) [G]& 63.1210(d)
[G]§ 63.1209(q) § 63.1211(a)
§ 63.1209(r) [G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
F57180 EU 63EEE-1 | Principal 40 CFR Part 63, |§63.1217(c)(1) For liquid fuel boilers, | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Organic Subpart EEE [G]8 63.1206(b)(5) except as provided in [G]8 63.1206(b)(5) [G]8 63.1206(b)(12) [G]8 63.1206(b)(5)
Hazardous [G]§ 63.1206(c)(1) §63.1217(c)(2), you § 63.1206(b)(7)(iii) [G]§ 63.1206(b)(5) [G]§ 63.1206(c)(2)
Constituent [G]§ 63.1206(c)(2) must achieve a DRE of |[G]§ 63.1206(c)(3) [G]§ 63.1206(c)(1) [G]§ 63.1206(c)(3)

[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G8 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G8 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]8 63.1207(I)(1)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G§ 63.1209(d)

§ 63.1209(i)

[G]§ 63.1209(j)

§ 63.1209(p)

99.99% for each POHC
designated under
paragraph
§63.1217(c)(3). You
must calculate DRE for
each POHC using the
equation in
§63.1217(c)(2).

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G)§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207(f)(1)(ii)
§ 63.1207()(1)(iv)

§ 63.1207()(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(q)(1)(iii)(A)
§ 63.1209(b)(1)
[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]8 63.1211(d)

[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)

[G]§ 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viil)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xix)
§ 63.1207(f)(L)(xvii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1209(q) § 63.1207(f)(1)(viii) § 63.1207(f)(L)(xviii)
§ 63.1211(c)(1) § 63.1207(f)(1)(xii) § 63.1207(f)(1) (xxvii)
§ 63.1211(c)(2) § 63.1207(F)(1) (xxvii) § 63.1207(f)(2)(ix)
§ 63.1211(c)(4) § 63.1207(q) § 63.1207(f)(2)(v)
§ 63.1217(c)(3)(i) § 63.1207(g)(1)(ii) § 63.1207(f)(2)(vi)
§ 63.1217(c)(3)(ii) [G]§ 63.1207(h) § 63.1207(f)(2)(vii)
[G]§ 63.1207(i) § 63.1207(f)(2)(viii)
[G]§ 63.1207(I)(1) § 63.1207(F)(2)(x)
§ 63.1208(b)(7) [G]§ 63.1207(h)
§ 63.1208(h)(8) [G]§ 63.1207(i)
§ 63.1209(b)(1) [G]§ 63.1207(j)(1)
[G]§ 63.1209(b)(2) § 63.1207(j)(3)
§ 63.1209(h)(3) § 63.1207(j)(4)
§ 63.1209(b)(4) § 63.1207(j)(5)
[G]§ 63.1209(b)(5) [G]§ 63.1207(k)
[G]§ 63.1209(c)(4) [G]§ 63.1207(l)(1)
[G]§ 63.1209(d) § 63.1207(1)(3)
[G]§ 63.1209(f) § 63.1209(c)(3)
§ 63.1209(g)(1)(i) § 63.1209(g)(1)(i)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(ii)
§ 63.1209(i) [G]& 63.1209(g)(1)(iii)
[G]§ 63.1209(j) [G)§ 63.1210(a)
§ 63.1209(p) [G]& 63.1210(b)(1)
[G]§ 63.1209(q) § 63.1210(b)(2)
§ 63.1209(r) § 63.1210(b)(3)(i)
§ 63.1210(c)(1)(i)
§ 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)
F57180 EU 63EEE-1 | Chromium |40 CFR Part 63, |§ 63.1217(a)(4)(i) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
chromium, except for

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)
[G]§ 63.1207(c)(2)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]8 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(€)
[G]8 63.1207(F)(1)()
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

§ 63.1206(c)(6)(i)
§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]8 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]8 63.1207(I)(1)
[G)§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]8 63.1209(c)(2)
[G8 63.1209(d)

§ 63.1209(i)

§ 63.1209(n)

§ 63.1209(n)(1)

§ 63.1209(n)(2)(i)

§ 63.1209(n)(2)(v)(B)(2)
§ 63.1209(n)(2)(vi)
[G]§ 63.1209(n)(5)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

an area source as
defined under §863.2,
when you burn
hazardous waste with
an as-fired heating
value less than 10,000
Btu/lb, emissions in
excess of 370 pg/dscm,
corrected to 7 % 02.

[G)§ 63.1207(d)
[G]§ 63.1207(e)
[G]8 63.1207(F)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207()(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207()(L)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(1)(viii)
§ 63.1207()(1)(x))

§ 63.1207(f)(L)(xii)
§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]g 63.1207(i)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(4)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)
[G]8 63.1209(b)(2)
§ 63.1209(b)(3)

§ 63.1209(b)(4)
[G]§ 63.1209(b)(5)
[G]§ 63.1209(c)(4)
§ 63.1209(c)(5)

[G]§ 63.1209(d)
[G]§ 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209(i)

§ 63.1209(n)(2)(V)(B)(2)
§ 63.1209(n)(2)(vi)

[G]§ 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(L)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1209(b)(1)
[G]8 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]8 63.1211(d)

§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viil)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(L)(xvii)
§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)
§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(X)
[G]§ 63.1207(h)
[G]§ 63.1207())

(G 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207())(5)

[G]§ 63.1207(k)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(q)(1)(iii)
§ 63.1209(g)(1)(iv)(A)
[G]§ 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)

Renewal- Draft Page 130




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(p) § 63.1210(b)(3)(i)
[G]§ 63.1209(q) § 63.1210(c)(1)(i)
§ 63.1209(r) § 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)
§63.1211(a)
[G]8 63.1211(c)(3)
[G]§ 63.1211(d)
§63.1212(a)
F6101 EU R7ICI-16 | NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |8 117.310(a) may not use the §117.335(a)(4) § 117.345(f) § 117.335(g)
B § 117.310(a)(8)(A)(i) alternative methods § 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(9) [G]§ 117.345(b)
[G]§ 117.310(e)(1) 117.323 and 117.9800 | § 117.335(e) [G]§ 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) §117.8010
[G]§ 117.310(e)(3) emission specifications | 8§ 117.340(a) [G]§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(1)(2) § 117.8010(2)
§ 117.340()(2) emissions cap and §117.340(0)(1) § 117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) §117.8010(2)(B)
§ 117.340(p)(2)(C) Chapter 101, § 117.340(p)(2)(A) § 117.8010(2)(C)
§117.340(p)(3) Subchapter H, Division | 8§ 117.340(p)(2)(B) §117.8010(2)(D)
3, except that electric § 117.340(p)(2)(C) [G]§ 117.8010(3)
generating facilities § 117.8000(b) §117.8010(4)
must also comply with | § 117.8000(c) [G]8 117.8010(5)
the daily and 30-day § 117.8000(c)(1) §117.8010(6)
system cap emission §117.8000(c)(3) [G]8 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]8 117.8010(8)
An owner or operator §117.8000(c)(6)
may use the alternative |[G]8§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F6101 EU R7ICI-16 [CO 30 TAC Chapter (8 117.310(c)(2) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)
§ 117.310(c)(3)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.335(d)
§117.335(e)

§ 117.335(g)

§ 117.340(a)

§ 117.8000(b)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(g)
[G]§ 117.345(b)
[G]§ 117.345(c)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.8000(c) § 117.8010(2)(B)
§ 117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]8 117.8010(5)
§ 117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F6101 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the

comply with the applicable requirements | applicable monitoring applicable applicable reporting

applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40

standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart

equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD

requirements of 40 CFR DDDDD DDDDD

Part 63, Subpart DDDDD

F6101VNT EP R5720-1 | Highly 30 TAC Chapter |§ 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
Reactive 115, HRVOC has the potential to emit § 115.726(j)(2)
VOC Vent Gas HRVOCs, but has a

concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
titte. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in 8
115.722(a) or (b) of this
title than 0.5 tpy.
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
F6101VNT EP R5121- [VvOC 30 TAC Chapter |8 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
18 115, Vent Gas | § 115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this | § 115.126(1)(C) § 115.126(1)(C)

title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).

F6101VNT EP R5121- |VOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None

37 115, Vent Gas | § 115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)

controlled properly with | § 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

F6102 EU R7ICI-17 [ NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(h)

117, Subchapter
B

§ 117.310(a)

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)
[G]§ 117.310(e)(3)
§ 117.310(e)(4)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(2)(C)
§ 117.340(p)(3)

may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOy
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with

§ 117.335(a)(4)
§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.340(p)(2)(A)
§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(q)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
the daily and 30-day §117.8000(c)(1) §117.8010(6)
system cap emission § 117.8000(c)(3) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]§ 117.8010(8)
An owner or operator § 117.8000(c)(6)
may use the alternative |[G]§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F6102 EU R7ICI-17 | CO 30 TAC Chapter |§117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |8 117.310(c)(1)(B) exceed 400 ppmv at §117.335(a)(4) § 117.345(f) § 117.335(9)
B §117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]8 117.345(b)
§ 117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§ 117.335(e) §117.8010
§117.335(g) [G]§ 117.8010(1)
§117.340(a) § 117.8010(2)
§117.8000(b) § 117.8010(2)(A)
§ 117.8000(c) §117.8010(2)(B)
§117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]& 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]& 117.8010(8)
§117.8120(2)
[G]& 117.8120(2)(A)
§ 117.8120(2)(B)
F6102 EU 63DDDD | 112(B) 40 CFR Part 63, |[8§63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart [ DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F6102VNT EP R5720-1 | Highly 30 TAC Chapter |8 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
Reactive 115, HRvVOC has the potential to emit § 115.726(j)(2)
vVOC Vent Gas HRVOCs, but has a

concentration less than
100 ppmv at all times or
has a maximum
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
titte. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.

F6102VNT

EP

R5121-
14

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(2)
§ 115.121(a)(2)
§ 115.122(a)(2)(B)

Any vent gas streams
affected by
§115.121(a)(2) of this
title must be controlled
properly with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(C)
§ 115.126(2)

None

F6102VNT

EP

R5121-
27

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)
§ 115.121(a)(1)
§ 115.122(a)(1)(C)

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(C)
§ 115.126(2)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
oxygen for combustion
devices).
F6103 EU R7ICI-17 [ NOx 30 TAC Chapter [8§117.310(d)(3) An owner or operator [G]8§ 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(8)(A)(ii) alternative methods § 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(9) [G]§ 117.345(h)
[G]§ 117.310(e)(1) 117.323 and 117.9800 | § 117.335(e) [G]§ 117.345(c)
§ 117.310(e)(2) to comply with the NO, | § 117.335(g) § 117.8010
[G]§ 117.310(e)(3) emission specifications | § 117.340(a) [G]8§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(1)(2) § 117.8010(2)
§117.340(1)(2) emissions cap and §117.340(0)(1) §117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) § 117.8010(2)(B)
§ 117.340(p)(2)(C) Chapter 101, § 117.340(p)(2)(A) § 117.8010(2)(C)
§ 117.340(p)(3) Subchapter H, Division |§ 117.340(p)(2)(B) § 117.8010(2)(D)
3, except that electric | § 117.340(p)(2)(C) [G]8§ 117.8010(3)
generating facilities § 117.8000(b) § 117.8010(4)
must also comply with | § 117.8000(c) [G]§ 117.8010(5)
the daily and 30-day § 117.8000(c)(1) § 117.8010(6)
system cap emission §117.8000(c)(3) [G]8 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]§ 117.8010(8)
An owner or operator §117.8000(c)(6)
may use the alternative |[G]8§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F6103 EU R7ICI-17 | CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)
§ 117.310(c)(3)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(2)
§ 117.8000(c)(3)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)
§117.8120

§ 117.8120(2)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(g)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)

Renewal- Draft Page 136




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F6103 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart [ DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F6103VNT EP R5720-1 | Highly 30 TAC Chapter |§ 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
Reactive 115, HRvVOC has the potential to emit § 115.726(j)(2)
VOC Vent Gas HRVOCs, but has a
concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
title. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.
F6103VNT EP R5121- |VOC 30 TAC Chapter |8 115.122(a)(2) Any vent gas streams [G]8 115.125 §115.126 None
17 115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)

Controls

§ 115.122(a)(2)(B)

§115.121(a)(2) of this
title must be controlled
properly with a control
efficiency of at least
98% orto a VOC

§115.126(1)(C)
§115.126(2)
** See CAM Summary

§ 115.126(1)(C)
§ 115.126(2)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).

F6103VNT

EP

R5121-
35

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)
§ 115.121(a)(1)
§ 115.122(a)(1)(C)

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§115.126
§ 115.126(1)
§ 115.126(1)(C)
§ 115.126(2)

None

F6104

EU

R7ICI-17

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)
§ 117.310(a)

§ 117.310(a)(8)(A)(ii)
§ 117.310(b)

[G]§ 117.310(e)(1)

§ 117.310(e)(2)

[G]§ 117.310(e)(3)

§ 117.310(e)(4)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(2)(C)

§ 117.340(p)(3)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOx
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission
limitations of § 117.320.
An owner or operator
may use the alternative
methods specified in 8§
117.9800 to comply

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.340(p)(2)(A)
§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(1)
§ 117.8000(c)(3)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)

§ 117.345(a)
§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(b)

§ 117.335(g)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
with § 117.320.
F6104 EU R7ICI-17 [CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter | § 117.310(c)(1)(B) exceed 400 ppmv at §117.335(a)(4) § 117.345(f) § 117.335(g)
B §117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]8 117.345(b)
§ 117.335(d) § 117.345(f)(9) [G]8 117.345(c)
§117.335(e) §117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.8000(b) § 117.8010(2)(A)
§ 117.8000(c) § 117.8010(2)(B)
§117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) § 117.8010(4)
§ 117.8000(c)(5) [G]8 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]§ 117.8000(d) [G]8 117.8010(7)
§117.8120 [G]8 117.8010(8)
§117.8120(2)
[G]8 117.8120(2)(A)
§117.8120(2)(B)
F6104 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart [ DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F6104VNT EP R5720-1 | Highly 30 TAC Chapter |§ 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
Reactive 115, HRVOC has the potential to emit § 115.726(j)(2)
VOC Vent Gas HRVOCs, but has a

concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

title. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.

F6104VNT

EP

R5121-
16

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(2)
§ 115.121(a)(2)
§ 115.122(a)(2)(B)

Any vent gas streams
affected by
§115.121(a)(2) of this
title must be controlled
properly with a control
efficiency of at least
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§ 115.126

§ 115.126(1)

§ 115.126(1)(C)
§ 115.126(2)

None

F6104VNT

EP

R5121-
41

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)
§ 115.121(a)(1)
§ 115.122(a)(1)(C)

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(C)
§ 115.126(2)

None

F6105

EU

R7ICI-17

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)

§ 117.310(a)

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(d)

§ 117.345(a)
§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(b)

§ 117.335(g)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)

Renewal- Draft Page 140




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]8 117.310(e)(1) 117.323 and 117.9800 |§ 117.335(e) [G]8 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) §117.8010
[G]8 117.310(e)(3) emission specifications | § 117.340(a) [G]§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(I)(2) §117.8010(2)
§117.340(1)(2) emissions cap and §117.340(0)(1) §117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) §117.8010(2)(B)
§ 117.340(p)(2)(C) Chapter 101, § 117.340(p)(2)(A) § 117.8010(2)(C)
§117.340(p)(3) Subchapter H, Division | § 117.340(p)(2)(B) § 117.8010(2)(D)
3, except that electric § 117.340(p)(2)(C) [G]§ 117.8010(3)
generating facilities § 117.8000(b) § 117.8010(4)
must also comply with | § 117.8000(c) [G]§ 117.8010(5)
the daily and 30-day § 117.8000(c)(1) §117.8010(6)
system cap emission §117.8000(c)(3) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]§ 117.8010(8)
An owner or operator §117.8000(c)(6)
may use the alternative |[G]8§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F6105 EU R7ICI-17 [CO 30 TAC Chapter |8 117.310(c)(2) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |8 117.310(c)(1)(B) exceed 400 ppmv at §117.335(a)(4) § 117.345(f) § 117.335(g)
B § 117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]§ 117.345(h)
§ 117.335(d) § 117.345(f)(9) [G]8 117.345(c)
§117.335(e) § 117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.8000(b) § 117.8010(2)(A)
§ 117.8000(c) § 117.8010(2)(B)
§117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]8§ 117.8010(5)
§ 117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]8 117.8010(7)
§117.8120 [G]8 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§117.8120(2)(B)
F6105 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the

comply with the
applicable limitation,

applicable requirements
of 40 CFR Part 63,

applicable monitoring
and testing

applicable
recordkeeping

applicable reporting
requirements of 40
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

standard and/or
equipment specification
requirements of 40 CFR
Part 63, Subpart DDDDD

Subpart DDDDD

requirements of 40 CFR
Part 63, Subpart
DDDDD

requirements of 40
CFR Part 63, Subpart
DDDDD

CFR Part 63, Subpart
DDDDD

F6105VNT

EP

R5720-1

Highly
Reactive
VOC

30 TAC Chapter
115, HRVOC
Vent Gas

§ 115.727(c)(2)

A vent gas stream that
has the potential to emit
HRVOCs, but has a
concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
title. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.

None

§ 115.726(e)(3)(A)
§ 115.726()(2)

None

F6105VNT

EP

R5121-
19

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(4)(D)
§ 115.127(a)(4)

Any distillation
operation vent gas
stream which meets the
requirements of 40
Code of Federal
Regulations (CFR)
860.660(c)(4) or
860.662(c) (concerning
Subpart NNN -
Standards of
Performance for VOC
Emissions From
SOCMI Distillation
Operations, December

None

None

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
14, 2000) is exempt
from the requirements
of 8§115.121(a)(2)(A) of
this title.
F6105VNT EP R5121- |VOC 30 TAC Chapter |8 115.122(a)(1) Vent gas streams [G]§ 115.125 § 115.126 None
33 115, Vent Gas §115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)
controlled properly with | 8§ 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
F64170VNT EP R5121-2 (vVOC 30 TAC Chapter |§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(B) 8115.121(a)(2) of this | § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
F64170VNT EP R5121- |VOC 30 TAC Chapter |8 115.122(a)(1) Vent gas streams [G]8 115.125 §115.126 None
25 115, Vent Gas §115.121(a)(1) affected by §115.126(1) § 115.126(1)

Controls

§ 115.122(a)(1)(C)

§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per

§115.126(1)(C)
§115.126(2)
** See CAM Summary

§ 115.126(1)(C)
§ 115.126(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
F64170VNT EP R5121-3 [vOC 30 TAC Chapter |§ 115.127(a)(4)(C) Any SOCMI reactor [G]§ 115.125 §115.126 None
115, Vent Gas [G]§ 115.122(a)(4) process or distillation §115.126(2) §115.126(2)
Controls §115.127(a)(4) operation vent gas §115.126(3)(D) § 115.126(3)
stream with a flow rate § 115.126(3)(D)
< 0.011 scm/min (0.388
scf/imin) or a VOC
concentration < 500
ppmv is exempt from
§115.121(a)(2)(A).
F64170VNT |EP 63G-1 112(B) 40 CFR Part 63, |[[G]§ 63.113(a)(2) Reduce emissions of §63.114(a) § 63.114(a)(1) § 63.114(e)
HAPS Subpart G §63.113(h) total organic HAPs by | § 63.114(a)(1)(ii) § 63.118(a)(1) § 63.117(f)
[G]§ 63.115(f) 98 wt.% or to a § 63.114(e) 8§ 63.118(a)(2) § 63.118(f)(1)
§ 63.116(b) concentration of 20 [G]§ 63.115(f) [G]8 63.152(a) § 63.118(f)(2)
ppm by volume; [G]§ 63.152(f) [G]8 63.151(b)
whichever is less 8 63.151(e)
stringent or as [G]8 63.151(e)(1)
specified. §63.151(e)(2)
863.113(a)(2)(i)-(ii) § 63.151(e)(3)
[G]8 63.151())
[G]8 63.152(a)
§ 63.152(b)
[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
8§ 63.152(c)(4)(ii)
[G]8 63.152(c)(6)
F64170VNT EP 63G-1B |112(B) 40 CFR Part 63, [[G]8 63.113(a)(2) Reduce emissions of § 63.114(a) § 63.114(a)(1) § 63.114(e)
HAPS Subpart G § 63.113(h) total organic HAPs by | § 63.114(a)(1)(ii) § 63.114(d)(1) §63.117(f)
[G]§ 63.115(f) 98 wt.% or to a §63.114(d)(1) §63.118(a)(1) § 63.118(f)(1)
§ 63.116(b) concentration of 20 § 63.114(e) § 63.118(a)(2) § 63.118(f)(2)

ppm by volume;
whichever is less

[G]8 63.115(f)

§ 63.118(a)(3)
[G]§ 63.152(a)

§ 63.118(H)(3)
[G]§ 63.151(b)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

stringent or as
specified.
§63.113(a)(2)(i)-(ii)

[G]§ 63.152(f)

§ 63.151(e)

[G]§ 63.151(e)(1)
§ 63.151(e)(2)

§ 63.151(€)(3)
[G]§ 63.151(j)
(G 63.152(a)

§ 63.152(b)

[G]8 63.152(b)(1)
(G 63.152(b)(2)
§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)

F64170VNT

EP

63G-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

[G]8 63.113(a)(2)
§ 63.113(h)

[G)§ 63.115(f)

§ 63.116(b)

Reduce emissions of
total organic HAPs by
98 wt.% or to a
concentration of 20
ppm by volume;
whichever is less
stringent or as
specified.
863.113(a)(2)(i)-(ii)

§ 63.114(a)
§ 63.114(a)(1)()
§ 63.114(e)
[G]8 63.115(f)

§ 63.114(a)(1)
§ 63.118(a)(1)
§ 63.118(a)(2)
[G]8 63.152(a)
[G§ 63.152(f)

§ 63.114(e)
§ 63.117(F)

§ 63.118(f)(1)

§ 63.118(f)(2)
[G]§ 63.151(b)

§ 63.151(e)

[G]8 63.151(e)(1)
§ 63.151(e)(2)

§ 63.151(€)(3)
[G]8 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)

F64170VNT

EP

63G-2B

112(B)
HAPS

40 CFR Part 63,
Subpart G

[G]§ 63.113(a)(2)
§ 63.113(h)

[G]§ 63.115(f)

§ 63.116(b)

Reduce emissions of
total organic HAPs by
98 wt.% or to a
concentration of 20

§ 63.114(a)
§ 63.114(a)(1)()
§ 63.114(d)(1)

§ 63.114(e)

§ 63.114(a)(1)
§ 63.114(d)(1)
§ 63.118(a)(1)
§ 63.118(a)(2)

§ 63.114(e)
§ 63.117(f)

§ 63.118(f)(1)
§ 63.118(f)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
ppm by volume; [G]8 63.115(f) § 63.118(a)(3) § 63.118(f)(3)
whichever is less [G]& 63.152(a) [G]& 63.151(b)
stringent or as [G]& 63.152(f) § 63.151(e)
specified. [G]8§ 63.151(e)(1)
§63.113(a)(2)(i)-(ii) § 63.151(e)(2)
§ 63.151(e)(3)
[G]§ 63.151())
[G]§ 63.152(a)
§ 63.152(b)
[G]§ 63.152(b)(1)
[G]§ 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]& 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
F64175 EU R7ICI-6 |CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |§ 117.310(c)(1)(B) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B §117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]8 117.345(b)
§ 117.335(d) § 117.345(f)(7) [G]8§ 117.345(c)
§117.335(e) § 117.345(f)(9) § 117.8010
§ 117.335(q) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.340(b)(1) § 117.8010(2)(A)
§ 117.340(b)(3) § 117.8010(2)(B)
§ 117.340(e) [G)§ 117.8010(3)
§ 117.8000(b) § 117.8010(4)
§ 117.8000(c) [G)§ 117.8010(5)
§ 117.8000(c)(2) § 117.8010(6)
§ 117.8000(c)(3) [G]§ 117.8010(7)
§ 117.8000(c)(5) [G]§ 117.8010(8)
§ 117.8000(c)(6)
[G]§ 117.8000(d)
§117.8120
§ 117.8120(2)
[G]8 117.8120(2)(A)
§ 117.8120(2)(B)
F65630 EU R7ICI- [ NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
17A 117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
B §117.310(a)(8)(A) (1) alternative methods §117.335(b) § 117.345(f)(1) [G]§ 117.345(b)
§ 117.310(b) specified in §§ 117.315, | § 117.335(c) [G]§ 117.345(f)(2) [G]§ 117.345(c)
[G]§ 117.310(e)(1) 117.323 and 117.9800 | § 117.335(d) § 117.345(f)(8) § 117.345(d)
§117.310(e)(2) to comply with the NO, | § 117.335(f) § 117.345(f)(9) § 117.345(d)(3)
[G]8 117.310(e)(3) emission specifications | § 117.335(qg) §117.8100(a)(5)(C) §117.8010
§117.310(e)(4) but shall use the mass | § 117.340(a) [G]§ 117.8010(1)
§ 117.340(f)(1) emissions cap and §117.340(b)(1) § 117.8010(2)
§117.340(1)(2) trade program in § 117.340(b)(3) §117.8010(2)(A)
§ 117.340(p)(1) Chapter 101, § 117.340(c)(1) § 117.8010(2)(B)
§ 117.340(p)(3) Subchapter H, Division |[G]8§ 117.340(c)(3) § 117.8010(2)(C)
3, except that electric [G]8 117.340(H)(2) §117.8010(2)(D)
generating facilities §117.340(1)(2) [G]§ 117.8010(3)
must also comply with | § 117.340(0)(1) §117.8010(4)
the daily and 30-day § 117.340(p)(1) [G]§ 117.8010(5)
system cap emission §117.8100(a) §117.8010(6)
limitations of § 117.320. | § 117.8100(a)(1) [G]8 117.8010(7)
An owner or operator § 117.8100(a)(1)(A) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(B) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)(i)
117.9800 to comply § 117.8100(a)(1)(B)(ii)
with § 117.320. § 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]8 117.8100(a)(3)
§ 117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
F65630 EU R7ICI- co 30 TAC Chapter |§117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
17A 117, Subchapter | 8§ 117.310(c)(1)(A) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(c)(3)
§ 117.340(f)(1)

3.0% O 2, dry basis.

§ 117.335(b)
§ 117.335(c)
§ 117.335(d)
§ 117.335(f)
§ 117.335(f)(3)
§ 117.335(q)
§ 117.340(a)
§ 117.340(b)(1)
§ 117.340(b)(3)

§ 117.345(f)(1)
[G]§ 117.345(f)(2)

§ 117.345(f)(7)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]8§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
§ 117.345(d)(3)
§ 117.345(d)(4)
§ 117.345(d)(5)
§ 117.8010

[G]§ 117.8010(1)

Renewal- Draft Page 147




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.340(e) § 117.8010(2)
[G]8 117.340(f)(2) § 117.8010(2)(A)
§117.8100(a) § 117.8010(2)(B)
§ 117.8100(a)(1) [G]§ 117.8010(3)
§ 117.8100(a)(1)(A) §117.8010(4)
§ 117.8100(a)(1)(B) [G]§ 117.8010(5)
§ 117.8100(a)(1)(B)(ii) § 117.8010(6)
§ 117.8100(a)(1)(B)(iii) [G]§ 117.8010(7)
§ 117.8100(a)(1)(C) [G]§ 117.8010(8)
§ 117.8100(a)(2) § 117.8100(c)
[G]8 117.8100(a)(3)
§117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
§117.8120
§117.8120(1)
§ 117.8120(1)(A)
F65630 EU R7ICI- NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(h)
17B 117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)
[G]§ 117.310(e)(3)
§ 117.310(e)(4)

§ 117.340(f)(1)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(3)

alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOy
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission
limitations of § 117.320.
An owner or operator
may use the alternative

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(q)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(c)(1)
[G]§ 117.340(c)(3)
[G]§ 117.340(f)(2)
§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.8100(a)

§ 117.8100(a)(1)

§ 117.8100(a)(1)(A)
§ 117.8100(a)(1)(B)

§ 117.345(f)(1)
[G]§ 117.345()(2)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]s 117.345(c)
§ 117.345(d)

§ 117.345(d)(3)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
§ 117.8100(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
methods specified in § | § 117.8100(a)(1)(B)(i)
117.9800 to comply § 117.8100(a)(1)(B)(ii)
with § 117.320. § 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]8 117.8100(a)(3)
§ 117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
F65630 EU R7ICI- co 30 TAC Chapter |§117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
17B 117, Subchapter | 8§ 117.310(c)(1)(A) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(c)(3)
§ 117.340(f)(1)

3.0% O 2, dry basis.

§ 117.335(b)
§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(f)(3)

§ 117.335(q)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(e)

[G]§ 117.340(f)(2)

§ 117.8100(a)

§ 117.8100(a)(1)

§ 117.8100(a)(1)(A)

§ 117.8100(a)(1)(B)

§ 117.8100(a)(1)(B)(ii)
§ 117.8100(a)(1)(B)(iii)
§ 117.8100(a)(1)(C)

§ 117.8100(a)(2)

[G]§ 117.8100(a)(3)

§ 117.8100(a)(4)

§ 117.8100(a)(5)

§ 117.8100(a)(5)(A)

§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)

§ 117.345(f)(1)
[G]§ 117.345()(2)

§ 117.345(f)(7)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
§ 117.345(d)(3)
§ 117.345(d)(4)
§ 117.345(d)(5)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
§ 117.8100(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§117.8120
§117.8120(1)
§ 117.8120(1)(A)
F65630 EU R7ICI- | NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
17C 117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(8)(A)(i) alternative methods § 117.335(b) § 117.345(f)(1) [G]8 117.345(b)
§ 117.310(b) specified in §§ 117.315, | § 117.335(c) [G]§ 117.345(f)(2) [G]§ 117.345(c)
[G]§ 117.310(e)(1) 117.323 and 117.9800 | § 117.335(d) § 117.345(f)(8) § 117.345(d)
§117.310(e)(2) to comply with the NOy | § 117.335(f) § 117.345(f)(9) § 117.345(d)(3)
[G]§ 117.310(e)(3) emission specifications | § 117.335(g) § 117.8100(a)(5)(C) §117.8010
§117.310(e)(4) but shall use the mass | § 117.340(a) [G]§ 117.8010(1)
§ 117.340(f)(1) emissions cap and §117.340(b)(1) § 117.8010(2)
§ 117.340()(2) trade program in §117.340(b)(3) § 117.8010(2)(A)
§ 117.340(p)(1) Chapter 101, § 117.340(c)(1) § 117.8010(2)(B)
§ 117.340(p)(3) Subchapter H, Division |[G]8§ 117.340(c)(3) § 117.8010(2)(C)
3, except that electric [G]8 117.340(f)(2) § 117.8010(2)(D)
generating facilities §117.340(1)(2) [G]§ 117.8010(3)
must also comply with | § 117.340(0)(1) §117.8010(4)
the daily and 30-day §117.340(p)(1) [G]8 117.8010(5)
system cap emission §117.8100(a) §117.8010(6)
limitations of § 117.320. | § 117.8100(a)(1) [G]8 117.8010(7)
An owner or operator §117.8100(a)(1)(A) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(B) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)(i)
117.9800 to comply § 117.8100(a)(1)(B)(ii)
with § 117.320. § 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]§ 117.8100(a)(3)
§ 117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§117.8100(a)(6)
F65630 EU R7ICI- |CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(h)
17C 117, Subchapter | 8§ 117.310(c)(1)(A) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(c)(3)
§ 117.340(f)(1)

3.0% O 2, dry basis.

§ 117.335(b)
§ 117.335(c)
§ 117.335(d)
§ 117.335(f)

§ 117.345(f)(1)
[G]8 117.345(f)(2)
§ 117.345(f)(7)
§ 117.345(f)(8)

[G]§ 117.345(h)
[G]8§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.335(f)(3) § 117.345(f)(9) § 117.345(d)(3)
§ 117.335(g) § 117.8100(a)(5)(C) § 117.345(d)(4)
§ 117.340(a) § 117.345(d)(5)
§117.340(b)(1) §117.8010
§ 117.340(b)(3) [G]§ 117.8010(1)
§ 117.340(e) § 117.8010(2)
[G]8 117.340(f)(2) § 117.8010(2)(A)
§ 117.8100(a) § 117.8010(2)(B)
§117.8100(a)(1) [G]§ 117.8010(3)
§ 117.8100(a)(1)(A) § 117.8010(4)
§117.8100(a)(1)(B) [G]§ 117.8010(5)
§ 117.8100(a)(1)(B)(ii) § 117.8010(6)
§ 117.8100(a)(1)(B)(iii) [G]8 117.8010(7)
§117.8100(a)(1)(C) [G]§ 117.8010(8)
§117.8100(a)(2) § 117.8100(c)
[G]§ 117.8100(a)(3)
§117.8100(a)(4)
§117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§117.8100(a)(6)
§117.8120
§117.8120(1)
§ 117.8120(1)(A)
F65630 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart [ DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F65630VNT EP R5121- |VOC 30 TAC Chapter |8 115.122(a)(2) Any vent gas streams [G]8 115.125 §115.126 None
11 115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)

Controls

§ 115.122(a)(2)(B)

§115.121(a)(2) of this
title must be controlled
properly with a control
efficiency of at least
98% orto a VOC

§115.126(1)(C)
§115.126(2)
** See CAM Summary

§ 115.126(1)(C)
§ 115.126(2)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).

F65630VNT

EP

R5121-
26

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)
§ 115.121(a)(1)
§ 115.122(a)(1)(C)

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(C)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(C)
§ 115.126(2)

None

F66850

EU

R7ICI-
16A

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)
§ 117.310(a)

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)

§ 117.310(e)(2)

[G]§ 117.310(e)(3)

§ 117.310(e)(4)

§ 117.340(f)(1)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(3)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOx
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission
limitations of § 117.320.
An owner or operator
may use the alternative
methods specified in 8§
117.9800 to comply

[G]8 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(g)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(c)(1)
[G]§ 117.340(c)(3)
[G]§ 117.340(f)(2)
§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.8100(a)

§ 117.8100(a)(1)

§ 117.8100(a)(1)(A)
§ 117.8100(a)(1)(B)
§ 117.8100(a)(1)(B)(i)
§ 117.8100(a)(1)(B)(ii)

§ 117.345(a)
§ 117.345(f)

§ 117.345(f)(1)

[G]§ 117.345()(2)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

§ 117.335(b)

§ 117.335(g)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(3)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
§ 117.8100(c)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

with § 117.320.

§ 117.8100(a)(1)(C)

§ 117.8100(a)(2)

[G]§ 117.8100(a)(3)

§ 117.8100(a)(4)

§ 117.8100(a)(5)

§ 117.8100(a)(5)(A)

§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)

F66850

EU

R7ICI-
16A

Cco

30 TAC Chapter
117, Subchapter
B

§ 117.310(c)(1)
§ 117.310(c)(1)(A)
§ 117.310(c)(3)
§ 117.340(f)(1)

CO emissions must not
exceed 400 ppmv at
3.0% O 2, dry basis.

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(f)(3)

§ 117.335(q)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(e)

[G]§ 117.340(f)(2)

§ 117.8100(a)

§ 117.8100(a)(1)

§ 117.8100(a)(1)(A)

§ 117.8100(a)(1)(B)

§ 117.8100(a)(1)(B)(ii)
§ 117.8100(a)(1)(B)iii)
§ 117.8100(a)(1)(C)

§ 117.8100(a)(2)

[G]§ 117.8100(a)(3)

§ 117.8100(a)(4)

§ 117.8100(a)(5)

§ 117.8100(a)(5)(A)

§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]g 117.8100(a)(5)(E)
§ 117.8100(a)(6)
§117.8120

§ 117.8120(1)

§ 117.345(a)

§ 117.345(f)

§ 117.345(f)(1)
[G]§ 117.345()(2)
§ 117.345(f)(7)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

§ 117.335(b)

§ 117.335(q)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
§ 117.345(d)(3)
§ 117.345(d)(4)
§ 117.345(d)(5)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
§ 117.8100(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.8120(1)(A)
F66850 EU R7ICI- NOx 30 TAC Chapter | 8§ 117.310(d)(3) An owner or operator [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
16B 117, Subchapter | 8§ 117.310(a) may not use the §117.335(a)(4) § 117.345(f) § 117.335(g)
B § 117.310(a)(8)(A)(i) alternative methods § 117.335(b) § 117.345(f)(1) [G]8§ 117.345(b)
§ 117.310(b) specified in §§ 117.315, | § 117.335(c) [G]§ 117.345()(2) [G]§ 117.345(c)
[G]§ 117.310(e)(1) 117.323 and 117.9800 | § 117.335(d) § 117.345(f)(8) § 117.345(d)
§117.310(e)(2) to comply with the NOy | § 117.335(f) § 117.345(f)(9) § 117.345(d)(3)
[G]8 117.310(e)(3) emission specifications | § 117.335(qg) § 117.8100(a)(5)(C) §117.8010
§117.310(e)(4) but shall use the mass | § 117.340(a) [G]8 117.8010(1)
§ 117.340(f)(1) emissions cap and §117.340(b)(1) § 117.8010(2)
§117.340(1)(2) trade program in § 117.340(b)(3) §117.8010(2)(A)
§ 117.340(p)(1) Chapter 101, § 117.340(c)(1) § 117.8010(2)(B)
§ 117.340(p)(3) Subchapter H, Division |[G]8§ 117.340(c)(3) § 117.8010(2)(C)
3, except that electric [G]8 117.340()(2) §117.8010(2)(D)
generating facilities §117.340()(2) [G]8§ 117.8010(3)
must also comply with | § 117.340(0)(1) §117.8010(4)
the daily and 30-day § 117.340(p)(1) [G]§ 117.8010(5)
system cap emission §117.8100(a) §117.8010(6)
limitations of § 117.320. | § 117.8100(a)(1) [G]8 117.8010(7)
An owner or operator § 117.8100(a)(1)(A) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(B) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)(i)
117.9800 to comply § 117.8100(a)(1)(B)(ii)
with § 117.320. § 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]§ 117.8100(a)(3)
§117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
F66850 EU R7ICI- Cco 30 TAC Chapter (8 117.310(c)(2) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
16B 117, Subchapter | 8§ 117.310(c)(1)(A) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(c)(3)
§ 117.340(f)(1)

3.0% O 2, dry basis.

§ 117.335(b)
§ 117.335(c)
§ 117.335(d)
§ 117.335(f)
§ 117.335(f)(3)
§ 117.335(q)

§ 117.345(f)(1)
[G]§ 117.345()(2)

§ 117.345(f)(7)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
§ 117.345(d)(3)
§ 117.345(d)(4)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.340(a) § 117.345(d)(5)
§ 117.340(b)(1) §117.8010
§ 117.340(b)(3) [G]§ 117.8010(1)
§ 117.340(e) § 117.8010(2)
[G]8 117.340(f)(2) § 117.8010(2)(A)
§117.8100(a) § 117.8010(2)(B)
§ 117.8100(a)(1) [G]§ 117.8010(3)
§ 117.8100(a)(1)(A) §117.8010(4)
§ 117.8100(a)(1)(B) [G]§ 117.8010(5)
§ 117.8100(a)(1)(B)(ii) § 117.8010(6)
§ 117.8100(a)(1)(B)(iii) [G]§ 117.8010(7)
§ 117.8100(a)(1)(C) [G]§ 117.8010(8)
§ 117.8100(a)(2) § 117.8100(c)
[G]8 117.8100(a)(3)
§117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
§117.8120
§117.8120(1)
§ 117.8120(1)(A)
F66850 EU R7ICI- NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(h)
16C 117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)
[G]§ 117.310(e)(3)
§ 117.310(e)(4)

§ 117.340(f)(1)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(3)

alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NO
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(q)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(c)(1)
[G]§ 117.340(c)(3)
[G]§ 117.340(f)(2)
§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.8100(a)

§ 117.345(f)(1)
[G]§ 117.345()(2)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(3)
§ 117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
limitations of § 117.320. | § 117.8100(a)(1) [G]§ 117.8010(7)
An owner or operator § 117.8100(a)(1)(A) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(B) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)(i)
117.9800 to comply § 117.8100(a)(1)(B)(ii)
with § 117.320. § 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]8 117.8100(a)(3)
§117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
F66850 EU R7ICI- co 30 TAC Chapter |§117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
16C 117, Subchapter | 8§ 117.310(c)(1)(A) exceed 400 ppmv at § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(c)(3)
§ 117.340(f)(1)

3.0% O 2, dry basis.

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(f)(3)

§ 117.335(q)

§ 117.340(a)

§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(e)

[G]§ 117.340(f)(2)

§ 117.8100(a)

§ 117.8100(a)(1)

§ 117.8100(a)(1)(A)
§ 117.8100(a)(1)(B)
§ 117.8100(a)(1)(B)(ii)
§ 117.8100(a)(1)(B)(iii)
§ 117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]§ 117.8100(a)(3)
§ 117.8100(a)(4)

§ 117.8100(a)(5)

§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)

§ 117.345(f)(1)
[G]§ 117.345()(2)

§ 117.345(f)(7)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(2)
§ 117.345(d)(3)
§ 117.345(d)(4)
§ 117.345(d)(5)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)
§ 117.8100(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
§117.8120
§117.8120(1)
§ 117.8120(1)(A)
F66850 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F67800 EU R7ICI-17 [ NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(8)(A)(i) alternative methods § 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(9) [G]§ 117.345(h)
[G]§ 117.310(e)(1) 117.323 and 117.9800 |§ 117.335(e) [G]8 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) §117.8010
[G]§ 117.310(e)(3) emission specifications | § 117.340(a) [G]8§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(1)(2) §117.8010(2)
§ 117.340(1)(2) emissions cap and §117.340(0)(1) § 117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) § 117.8010(2)(B)
§117.340(p)(2)(C) Chapter 101, §117.340(p)(2)(A) §117.8010(2)(C)
§117.340(p)(3) Subchapter H, Division | 8§ 117.340(p)(2)(B) §117.8010(2)(D)
3, except that electric | § 117.340(p)(2)(C) [G]8 117.8010(3)
generating facilities § 117.8000(b) §117.8010(4)
must also comply with | § 117.8000(c) [G]8 117.8010(5)
the daily and 30-day § 117.8000(c)(1) § 117.8010(6)
system cap emission § 117.8000(c)(3) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]& 117.8010(8)
An owner or operator § 117.8000(c)(6)
may use the alternative |[G]§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F67800 EU R7ICI-17 | CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)
§ 117.310(c)(3)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.345(f)
§ 117.345(f)(1)

§ 117.335(q)
[G]§ 117.345(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.335(d) § 117.345(f)(9) [G]§ 117.345(c)
§117.335(e) § 117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.8000(b) §117.8010(2)(A)
§ 117.8000(c) §117.8010(2)(B)
§117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§117.8000(c)(6) §117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F67800 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F67800VNT |EP R5121- |VOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
32 115, Vent Gas | § 115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)
controlled properly with | § 115.126(2) §115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
F67800VNT EP R5121-6 [VOC 30 TAC Chapter |[§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None

115, Vent Gas
Controls

§ 115.121(a)(2)
§ 115.122(a)(2)(B)

affected by
8115.121(a)(2) of this

§ 115.126(1)
§ 115.126(1)(C)

§ 115.126(1)
§ 115.126(1)(C)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
title must be controlled | § 115.126(2) § 115.126(2)
properly with a control
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
F67830 EU R7ICI-18 [ NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(8)(A)(i) alternative methods § 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(9) [G]§ 117.345(h)
[G]§ 117.310(e)(1) 117.323 and 117.9800 |§ 117.335(e) [G]8 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) §117.8010
[G]§ 117.310(€)(3) emission specifications | § 117.340(a) [G]8§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(1)(2) §117.8010(2)
§ 117.340()(2) emissions cap and §117.340(0)(1) § 117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) § 117.8010(2)(B)
§117.340(p)(2)(C) Chapter 101, § 117.340(p)(2)(A) §117.8010(2)(C)
§117.340(p)(3) Subchapter H, Division |8 117.340(p)(2)(B) §117.8010(2)(D)
3, except that electric | § 117.340(p)(2)(C) [G]8 117.8010(3)
generating facilities § 117.8000(b) §117.8010(4)
must also comply with | § 117.8000(c) [G]8 117.8010(5)
the daily and 30-day § 117.8000(c)(1) § 117.8010(6)
system cap emission § 117.8000(c)(3) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]8 117.8010(8)
An owner or operator §117.8000(c)(6)
may use the alternative |[G]§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F67830 EU R7ICI-18 | CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)
§ 117.310(c)(3)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)
§117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.8000(b)
§ 117.8000(c)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(g)
[G]§ 117.345(h)
[G]8§ 117.345(c)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.8000(c)(2) [G]8 117.8010(3)
§ 117.8000(c)(3) § 117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§117.8120(2)(B)
F67830 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F96800 EU R7ICI-17 [ NOx 30 TAC Chapter |§ 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(h)

117, Subchapter
B

§ 117.310(a)
§ 117.310(a)(8)(A)(i)
§ 117.310(b)

[G]§ 117.310(e)(1)

§ 117.310(e)(2)

[G]§ 117.310(e)(3)

§ 117.310(e)(4)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(2)(C)
§ 117.340(p)(3)

may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NO
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities
must also comply with
the daily and 30-day
system cap emission
limitations of § 117.320.
An owner or operator
may use the alternative
methods specified in 8§
117.9800 to comply
with § 117.320.

§ 117.335(a)(4)
§ 117.335(b)

§ 117.335(d)

§ 117.335(e)

§ 117.335(q)

§ 117.340(a)

§ 117.340(1)(2)

§ 117.340(0)(1)

§ 117.340(p)(1)

§ 117.340(p)(2)(A)
§ 117.340(p)(2)(B)
§ 117.340(p)(2)(C)
§ 117.8000(b)

§ 117.8000(c)

§ 117.8000(c)(1)
§ 117.8000(c)(3)
§ 117.8000(c)(5)
§ 117.8000(c)(6)
[G]§ 117.8000(d)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(q)

§ 117.340(p)(2)(D)
[G]§ 117.345(b)
[G]§ 117.345(c)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
§ 117.8010(4)
[G]§ 117.8010(5)
§ 117.8010(6)
[G]§ 117.8010(7)
[G]§ 117.8010(8)

Renewal- Draft Page 160




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
F96800 EU R7ICI-17 | CO 30 TAC Chapter |8 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |8 117.310(c)(1)(B) exceed 400 ppmv at §117.335(a)(4) § 117.345(f) § 117.335(g)
B § 117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]§ 117.345(h)
§ 117.335(d) § 117.345(f)(9) [G]8 117.345(c)
§ 117.335(e) §117.8010
§117.335(g) [G]§ 117.8010(1)
§117.340(a) § 117.8010(2)
§ 117.8000(b) §117.8010(2)(A)
§ 117.8000(c) §117.8010(2)(B)
§117.8000(c)(2) [G]§ 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F96800 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F96800VNT |EP R5121- |VOC 30 TAC Chapter |[§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
15 115, Vent Gas §115.121(a)(2) affected by §115.126(1) §115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this [ § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) §115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
F96800VNT EP R5121- |VOC 30 TAC Chapter |8 115.122(a)(1) Vent gas streams [G]8 115.125 §115.126 None
31 115, Vent Gas | § 115.121(a)(1) affected by §115.126(1) § 115.126(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Controls § 115.122(a)(1)(C) §115.121(a)(1) must be | § 115.126(1)(C) § 115.126(1)(C)
controlled properly with | 8 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
F96890 EU R7ICI-17 [ NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(b)
117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)
B § 117.310(a)(8)(A)(ii) alternative methods § 117.335(b) § 117.345(f)(1) § 117.340(p)(2)(D)
§ 117.310(b) specified in §§ 117.315, | § 117.335(d) § 117.345(f)(9) [G]§ 117.345(h)
[G]8& 117.310(e)(1) 117.323 and 117.9800 |§ 117.335(e) [G]8 117.345(c)
§117.310(e)(2) to comply with the NO, | § 117.335(g) §117.8010
[G]§ 117.310(e)(3) emission specifications | § 117.340(a) [G]8§ 117.8010(1)
§117.310(e)(4) but shall use the mass | § 117.340(1)(2) §117.8010(2)
§ 117.340(1)(2) emissions cap and §117.340(0)(1) § 117.8010(2)(A)
§117.340(p)(1) trade program in §117.340(p)(1) § 117.8010(2)(B)
§117.340(p)(2)(C) Chapter 101, § 117.340(p)(2)(A) §117.8010(2)(C)
§117.340(p)(3) Subchapter H, Division | 8§ 117.340(p)(2)(B) §117.8010(2)(D)
3, except that electric | § 117.340(p)(2)(C) [G]8 117.8010(3)
generating facilities § 117.8000(b) §117.8010(4)
must also comply with | § 117.8000(c) [G]8 117.8010(5)
the daily and 30-day § 117.8000(c)(1) § 117.8010(6)
system cap emission § 117.8000(c)(3) [G]§ 117.8010(7)
limitations of § 117.320. | § 117.8000(c)(5) [G]8§ 117.8010(8)
An owner or operator §117.8000(c)(6)
may use the alternative |[G]§ 117.8000(d)
methods specified in §
117.9800 to comply
with § 117.320.
F96890 EU R7ICI-17 | CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]§ 117.335(a)(1) § 117.345(a) § 117.335(b)

117, Subchapter
B

§ 117.310(c)(1)(B)
§ 117.310(c)(3)

exceed 400 ppmv at
3.0% O 2, dry basis.

§ 117.335(a)(4)
§ 117.335(b)
§ 117.335(d)
§ 117.335(e)
§ 117.335(q)

§ 117.345(f)
§ 117.345(f)(1)
§ 117.345(f)(9)

§ 117.335(g)
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.8010

[G]§ 117.8010(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 117.340(a) § 117.8010(2)
§ 117.8000(b) § 117.8010(2)(A)
§ 117.8000(c) § 117.8010(2)(B)
§ 117.8000(c)(2) [G]8 117.8010(3)
§ 117.8000(c)(3) §117.8010(4)
§ 117.8000(c)(5) [G]§ 117.8010(5)
§ 117.8000(c)(6) § 117.8010(6)
[G]§ 117.8000(d) [G]§ 117.8010(7)
§117.8120 [G]§ 117.8010(8)
§117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
F96890 EU 63DDDD | 112(B) 40 CFR Part 63, |8 63.7505 The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
D HAPS Subpart DDDDD | The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart DDDDD requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart CFR Part 63, Subpart | DDDDD
requirements of 40 CFR DDDDD DDDDD
Part 63, Subpart DDDDD
F97950VNT |EP R5121-1 |VOC 30 TAC Chapter |[§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas | § 115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(B) §115.121(a)(2) of this [ § 115.126(1)(C) § 115.126(1)(C)
title must be controlled | § 115.126(2) §115.126(2)
properly with a control | ** See CAM Summary
efficiency of at least
98% or to a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
FO7950VNT EP R5121- ([VvOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
23 115, Vent Gas §115.121(a)(1) affected by §115.126(1) §115.126(1)

Controls

§ 115.122(a)(1)(C)

§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)

§115.126(1)(C)
§115.126(2)
** See CAM Summary

§ 115.126(1)(C)
§ 115.126(2)

Renewal- Draft Page 163




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
F97950VNT | EP R5121-3 [vOC 30 TAC Chapter | § 115.127(a)(4)(C) Any SOCMI reactor [G]§ 115.125 §115.126 None
115, Vent Gas [G]§ 115.122(a)(4) process or distillation §115.126(2) § 115.126(2)
Controls §115.127(a)(4) operation vent gas §115.126(3)(D) § 115.126(3)
stream with a flow rate § 115.126(3)(D)
< 0.011 scm/min (0.388
scf/imin) or a VOC
concentration < 500
ppmv is exempt from
§115.121(a)(2)(A).
FO7950VNT EP 63G-7 112(B) 40 CFR Part 63, [[G]8§ 63.113(a)(2) Reduce emissions of §63.114(a) § 63.114(a)(1) §63.114(e)
HAPS Subpart G §63.113(h) total organic HAPs by | § 63.114(a)(1)(ii) § 63.118(a)(1) § 63.117(f)
[G]§ 63.115(f) 98 wt.% or to a §63.114(e) § 63.118(a)(2) § 63.118(f)(1)
§ 63.116(b) concentration of 20 [G]8 63.115(f) [G]& 63.152(a) §63.118(f)(2)
ppm by volume; [G]§ 63.152(f) [G]8 63.151(b)
whichever is less § 63.151(e)
stringent or as [G]8§ 63.151(e)(1)
specified. §63.151(e)(2)
863.113(a)(2)(i)-(ii) §63.151(e)(3)
[G]& 63.151())
[G]8 63.152(a)
§ 63.152(b)
[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G)§ 63.152(c)(6)
FO7950VNT EP 63G-8 112(B) 40 CFR Part 63, [[G]&§ 63.113(a)(2) Reduce emissions of §63.114(a) § 63.114(a)(1) § 63.114(e)
HAPS Subpart G § 63.113(h) total organic HAPs by | § 63.114(a)(1)(i) § 63.118(a)(1) § 63.117(f)
[G]§ 63.115(f) 98 wt.% orto a § 63.114(e) § 63.118(a)(2) § 63.118(f)(1)
§ 63.116(b) concentration of 20 [G]8 63.115(f) [G]8 63.152(a) §63.118(f)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
ppm by volume; [G]§ 63.152(f) [G]§ 63.151(b)
whichever is less § 63.151(e)
stringent or as [G]8§ 63.151(e)(1)
specified. § 63.151(e)(2)
§63.113(a)(2)(i)-(ii) § 63.151(e)(3)
[G]& 63.151())
[G]§ 63.152(a)
§ 63.152(b)
[G]§ 63.152(b)(1)
[G]§ 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]& 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
F97951 EU R7ICI-7 |CO 30 TAC Chapter |§ 117.310(c)(1) CO emissions must not | [G]8 117.335(a)(1) § 117.345(a) § 117.335(b)
117, Subchapter |8 117.310(c)(1)(B) exceed 400 ppmv at §117.335(a)(4) § 117.345(f) § 117.335(g)
B § 117.310(c)(3) 3.0% O 2, dry basis. § 117.335(b) § 117.345(f)(1) [G]§ 117.345(b)
§ 117.335(d) § 117.345(f)(7) [G]8§ 117.345(c)
§117.335(e) § 117.345(f)(9) § 117.8010
§ 117.335(g) [G]§ 117.8010(1)
§ 117.340(a) § 117.8010(2)
§ 117.340(b)(1) §117.8010(2)(A)
§ 117.340(b)(3) § 117.8010(2)(B)
§ 117.340(e) [G)§ 117.8010(3)
§ 117.8000(b) § 117.8010(4)
§ 117.8000(c) [G]§ 117.8010(5)
§ 117.8000(c)(2) § 117.8010(6)
§ 117.8000(c)(3) [G)§ 117.8010(7)
§ 117.8000(c)(5) [G]§ 117.8010(8)
§ 117.8000(c)(6)
[G]§ 117.8000(d)
§117.8120
§ 117.8120(2)
[G]§ 117.8120(2)(A)
§ 117.8120(2)(B)
FL60730 EP R5720-1 |Highly 30 TAC Chapter | § 115.722(d) All flares must § 115.725(9)(2) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(d)(1) continuously meet the [ [G]§ 115.725(g)(2)(A) § 115.726(d)(2)
voC Vent Gas § 115.722(d)(2) requirements of 40 CFR | [G]§ 115.725(g)(2)(C) |8 115.726(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.725(g)(2) § 60.18(c)(2)-(6) and § 115.725(g)(2)(D) § 115.726(d)(4)
[G]8 115.725(g)(2)(A) (d) as amended through | § 115.725(g)(2)(E) 8§ 115.726(d)(7)(A)
[G]8 115.725(g)(2)(C) October 17, 2000 (65 | [G]§ 115.725(1) § 115.726(d)(7)(B)
§ 115.725(g)(2)(D) FR 61744) when vent | § 115.725(n) § 115.726(d)(7)(C)
[G]8 115.725(]) gas containing HRVOC § 115.726(d)(7)(D)
is being routed to the § 115.726(d)(7)(E)
flare. 8§ 115.726(i)
§ 115.726(j)(1)
§ 115.726())(2)
FL60730VNT |EP R5720-1 [Highly 30 TAC Chapter |§ 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(c)(3) each site located in § 115.726(d)(2)
vOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)
§ 115.722(d)(1) subject to this division § 115.726(d)(4)
§115.722(d)(2) or Division 2 of this [G]8§ 115.726(g)
subchapter must not [G]8 115.726(h)
exceed 1,200 pounds of § 115.726(i)
HRVOC per one-hour § 115.726(j)(1)
block period from any § 115.726(j)(2)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
FL60731 EU R1111- | Opacity 30 TAC Chapter [§111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) None
002 111, Visible a process gas flare § 111.111(a)(4)(A)ii)
Emissions shall not be permitted
for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).
FL60731 EP R5720-1 |Highly 30 TAC Chapter |§ 115.722(d) All flares must [G]§ 115.725(d)(1) § 115.726(a)(1) § 115.725(n)
Reactive 115, HRVOC §115.722(d)(1) continuously meet the | 8§ 115.725(d)(2) § 115.726(a)(1)(A) § 115.726(a)(1)(B)
VOC Vent Gas § 115.722(d)(2) requirements of 40 CFR | § 115.725(d)(2)(A)(i) § 115.726(d)(1) [G]8 115.726(a)(2)

[G]§ 115.725(d)(1)
§ 115.725(d)(2)

§ 115.725(d)(2)(A)()
[G]§ 115.725(d)(2)(A)(ii)
§ 115.725(d)(2)(A)(iii)

§ 115.725(d)(2)(A)(iv)

§ 115.725(d)(2)(B)

§ 60.18(c)(2)-(6) and
(d) as amended through
October 17, 2000 (65
FR 61744) when vent
gas containing HRVOC
is being routed to the
flare.

[G]8 115.725(d)(2)(A)(ii)
§ 115.725(d)(2)(A)(iii)

§ 115.725(d)(2)(A)(iv)

§ 115.725(d)(2)(B)

§ 115.725(d)(2)(B)(i)

§ 115.725(d)(2)(B)(ii)

§ 115.725(d)(2)(B)(iii)

§ 115.726(d)(10)
§ 115.726(d)(2)
§ 115.726(d)(3)
§ 115.726(d)(4)
§ 115.726())

§ 115.726()(1)

§ 115.726()(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.725(d)(2)(B)(i) § 115.725(d)(2)(B)(iv)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(3)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(4)
§ 115.725(d)(2)(B)(iv) § 115.725(d)(5)
[G]§ 115.725() § 115.725(d)(6)
§ 115.725(m)(2)(A) § 115.725(d)(7)
§ 115.725(m)(2)(B) § 115.725(k)(1)
[G]§ 115.726(a)(2) [G]§ 115.725()
§ 115.725(m)(1)
§ 115.725(m)(2)(A)
§ 115.725(m)(2)(B)
§ 115.725(n)
FL60731 CD 60A-004 | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |[§ 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18()(3)
§ 60.18(c)(4)(iii) § 60.18(f)(4)
§ 60.18(c)(6) § 60.18(f)(5)
§ 60.18(e) ** See Alternative
Requirements
FL60731 CD 60A-1B | Opacity 40 CFR Part 60, |8§60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |[§ 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18()(3)
§ 60.18(c)(4)(i) § 60.18(f)(4)
§ 60.18(c)(6) ** See Alternative
§ 60.18(e) Requirements
FL60731 CD 60A-1C | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(ii) § 60.18(f)(4)
§ 60.18(c)(6) ** See Alternative
§ 60.18(e) Requirements
FL60731 CD 63A-004 |112(B) 40 CFR Part 63, |8 63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | § 63.11(b)(5)

§ 63.11(b)(2)
§ 63.11(b)(3)
§ 63.11(b)(5)

with no visible
emissions, except for
periods of a total of 5

8§ 63.11(b)(7)(i)
** See Alternative
Requirements
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL60731 CD 63A-1B [ 112(B) 40 CFR Part 63, |[8§63.11(b)(4) Flares shall be § 63.11(b)(4) None None
HAPS Subpart A §63.11(b)(1) designed and operated | § 63.11(b)(5)
§ 63.11(b)(2) with no visible § 63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(i) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL60731 CD 63A-1C |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A § 63.11(b)(1) designed and operated | § 63.11(b)(5)
§ 63.11(b)(2) with no visible §63.11(b)(7)(i)
§63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL60731VNT |EP R5720-1 | Highly 30 TAC Chapter |§ 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRVOC § 115.722(c)(3) each site located in ** See CAM Summary | § 115.726(d)(2)
VOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)
§ 115.722(d)(1) subject to this division § 115.726(d)(4)
§115.722(d)(2) or Division 2 of this [G]8& 115.726(g)
subchapter must not [G]8& 115.726(h)
exceed 1,200 pounds of § 115.726(i)
HRVOC per one-hour § 115.726(j)(1)
block period from any § 115.726(j)(2)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
FL60731VNT | EP R5121- ([VvOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
24 115, Vent Gas | § 115.121(a)(1) affected by § 115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(B) §115.121(a)(1) must be |§ 115.126(1)(B) § 115.126(1)(B)
§60.18 controlled properly with | 8§ 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
FL60731VNT | EP R5121-7 [vOC 30 TAC Chapter |§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(A) §115.121(a)(2) of this | § 115.126(1)(B) § 115.126(1)(B)
§60.18 title must be controlled | § 115.126(2) §115.126(2)
properly with a control | § 115.126(7)
efficiency of at least ** See CAM Summary
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
FL60731VNT |(EP 63G-3 112(B) 40 CFR Part 63, |[[G]§ 63.113(a)(1) Reduce emissions of §63.114(a) [G]8 63.117(a)(5) § 63.114(e)
HAPS Subpart G §63.11 organic HAP using a §63.114(a)(2) § 63.118(a)(1) [G]8 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)(i)-(ii) | [G]§ 63.115(f) § 63.118(a)(2) § 63.117(f)

[G]§ 63.115(f)

[G] 63.116(a)

[G]§ 63.152(a)
[Gg 63.152(f)

§ 63.118(f)(2)

§ 63.118(f)(5)
[G]§ 63.151(b)

§ 63.151(e)

[G]§ 63.151(e)(1)
§ 63.151(e)(2)

§ 63.151(€)(3)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
FL6103 EU R1111- [Opacity 30 TAC Chapter [§111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) None
004 111, Visible a process gas flare § 111.111(a)(4)(A)(ii)
Emissions shall not be permitted
for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).

FL6103 EP R5720-1 |[Highly 30 TAC Chapter |§ 115.722(d) All flares must [G]§ 115.725(d)(1) § 115.726(a)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(d)(1) continuously meet the | 8 115.725(d)(2) § 115.726(a)(1)(A) § 115.726(a)(1)(B)
voC Vent Gas § 115.722(d)(2) requirements of 40 CFR | § 115.725(d)(2)(A)(i) § 115.726(d)(1) [G]8 115.726(a)(2)

[G]& 115.725(d)(1) § 60.18(c)(2)-(6) and [G]8 115.725(d)(2)(A)(ii) | & 115.726(d)(10)
§ 115.725(d)(2) (d) as amended through | § 115.725(d)(2)(A)(iii) | § 115.726(d)(2)
§ 115.725(d)(2)(A)(i) October 17, 2000 (65 | § 115.725(d)(2)(A)(iv) § 115.726(d)(3)
[G]8 115.725(d)(2)(A)(ii) |FR 61744) when vent |8 115.725(d)(2)(B) § 115.726(d)(4)
§ 115.725(d)(2)(A)(iii) gas containing HRVOC | § 115.725(d)(2)(B)(i) § 115.726(i)
§ 115.725(d)(2)(A)(iv) is being routed to the § 115.725(d)(2)(B)(ii) § 115.726(j)(1)
§ 115.725(d)(2)(B) flare. § 115.725(d)(2)(B)(iii) § 115.726(j)(2)
§ 115.725(d)(2)(B)(i) § 115.725(d)(2)(B)(iv)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(3)
§ 115.725(d)(2)(B)(iii) § 115.725(d)(4)
§ 115.725(d)(2)(B)(iv) § 115.725(d)(5)
[G]§ 115.725(1) § 115.725(d)(6)
§ 115.725(m)(2)(A) § 115.725(d)(7)
§ 115.725(m)(2)(B) § 115.725(K)(1)
[G]§ 115.726(a)(2) [G]§ 115.725()

§ 115.725(m)

§ 115.725(m)(1)

§ 115.725(m)(2)(A)

§ 115.725(m)(2)(B)

§ 115.725(n)

** See Alternative

Requirements

FL6103 CcD 60A-004 | Opacity 40 CFR Part 60, |§ 60.18(b) Flares shall comply with | § 60.18(d) None None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § |8 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18()(3)
§ 60.18(c)(4)(iii) § 60.18(f)(4)
§ 60.18(c)(6) § 60.18(f)(5)
§ 60.18(e)
FL6103 CD 60A-2B | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |[§ 60.18(f)(1)
§60.18(c)(2) 60.18. §60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(i) § 60.18(f)(4)
§ 60.18(c)(6)
§60.18(e)
FL6103 CD 60A-2C | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(ii) §60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
FL6103 CD 63A-004 |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
8 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6103 CD 63A-2B [ 112(B) 40 CFR Part 63, |8 63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated |8 63.11(b)(5)

§ 63.11(b)(2)
§ 63.11(b)(3)
§ 63.11(b)(5)
§ 63.11(b)(6)(i)
§ 63.11(b)(7)(i)

with no visible
emissions, except for
periods of a total of 5
minutes or less during
any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this

§ 63.11(b)(7)(i)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
chapter shall be used.
FL6103 CcD 63A-2C |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be § 63.11(b)(4) None None
HAPS Subpart A § 63.11(b)(1) designed and operated |8 63.11(b)(5)
§ 63.11(b)(2) with no visible §63.11(b)(7)(i)
§63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6103VNT |EP R5720-1 [Highly 30 TAC Chapter |§ 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(c)(3) each site located in § 115.726(d)(2)
vOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)
§ 115.722(d)(1) subject to this division § 115.726(d)(4)
§115.722(d)(2) or Division 2 of this [G]8§ 115.726(g)
subchapter must not [G]8 115.726(h)
exceed 1,200 pounds of § 115.726(i)
HRVOC per one-hour § 115.726(j)(1)
block period from any § 115.726(j)(2)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
FL6103VNT EP R5121-1 [vVOC 30 TAC Chapter |§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None
115, Vent Gas §115.121(a)(2) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(A) §115.121(a)(2) of this [ § 115.126(1)(B) § 115.126(1)(B)
§60.18 title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | § 115.126(7)
efficiency of at least ** See CAM Summary
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
FL6103VNT EP R5212-2 (VOC 30 TAC Chapter [§ 115.122(a)(1) Vent gas streams [G]& 115.125 §115.126 None

115, Vent Gas
Controls

§ 115.121(a)(1)
§ 115.122(a)(1)(B)

affected by
§115.121(a)(1) must be

§ 115.126(1)
§ 115.126(1)(B)

§ 115.126(1)
§ 115.126(1)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§60.18 controlled properly with | § 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
FL6103VNT |EP 63G-1 112(B) 40 CFR Part 63, |[[G]§ 63.113(a)(1) Reduce emissions of §63.114(a) [G]8 63.117(a)(5) § 63.114(e)
HAPS Subpart G §63.11 organic HAP using a §63.114(a)(2) § 63.118(a)(1) [G]8 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)()-(ii) | [G]§ 63.115(f) § 63.118(a)(2) § 63.117()
[G]§ 63.115(f) [G]§ 63.116(a) [G]8 63.152(a) § 63.118(f)(2)
[G]8 63.152(f) § 63.118(f)(5)
[G]§ 63.151(b)
§63.151(e)
[G]8 63.151(e)(1)
§ 63.151(e)(2)
§63.151(e)(3)
[G]8 63.151())
[G]§ 63.152(a)
§ 63.152(b)
[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G)§ 63.152(c)(6)
FL6104 EU R1111- |Opacity 30 TAC Chapter |§ 111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) | None
004 111, Visible a process gas flare §111.111(a)(4)(A)ii)
Emissions shall not be permitted

for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
FL6104 EP R5720-1 |Highly 30 TAC Chapter | § 115.722(d) All flares must [G]§ 115.725(d)(1) § 115.726(a)(1) § 115.725(n)
Reactive 115, HRVOC §115.722(d)(1) continuously meet the | 8 115.725(d)(2) § 115.726(a)(1)(A) § 115.726(a)(1)(B)
VOC Vent Gas §115.722(d)(2) requirements of 40 CFR | § 115.725(d)(2)(A)(i) § 115.726(d)(1) [G]8§ 115.726(a)(2)
[G]§ 115.725(d)(1) § 60.18(c)(2)-(6) and | [G]§ 115.725(d)(2)(A)(ii) | § 115.726(d)(10)
§ 115.725(d)(2) (d) as amended through | § 115.725(d)(2)(A)(iii) § 115.726(d)(2)
§ 115.725(d)(2)(A)(i) October 17, 2000 (65 | § 115.725(d)(2)(A)(iv) | § 115.726(d)(3)
[G]§ 115.725(d)(2)(A)(ii) | FR 61744) when vent | § 115.725(d)(2)(B) § 115.726(d)(4)
§ 115.725(d)(2)(A)(iii) gas containing HRVOC | § 115.725(d)(2)(B)(i) § 115.726()
§ 115.725(d)(2)(A)(iv) is being routed to the | § 115.725(d)(2)(B)(ii) § 115.726(j)(1)
§ 115.725(d)(2)(B) flare. § 115.725(d)(2)(B)(iii) | § 115.726()(2)
§ 115.725(d)(2)(B)(i) § 115.725(d)(2)(B)(iv)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(3)
§ 115.725(d)(2)(B)(Gii) § 115.725(d)(4)
§ 115.725(d)(2)(B)(iv) § 115.725(d)(5)
[G]8 115.725(1) § 115.725(d)(6)
§ 115.725(m)(2)(A) § 115.725(d)(7)
§ 115.725(m)(2)(B) § 115.725(K)(1)
[G]8 115.726(a)(2) [G]8 115.725(1)
§ 115.725(m)(1)
§ 115.725(m)(2)(A)
§ 115.725(m)(2)(B)
§ 115.725(n)
FL6104 CD 60A-004 | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(H)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(iii) § 60.18(f)(4)
§ 60.18(c)(6) § 60.18(f)(5)
§ 60.18(e)
FL6104 CD 60A-2B | Opacity 40 CFR Part 60, |8§60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |[§ 60.18(f)(1)
§ 60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18()(3)
§ 60.18(c)(4)(i) § 60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
FL6104 CD 60A-2C | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None

Subpart A

§ 60.18(c)(1)
§ 60.18(c)(2)
§ 60.18(c)(3)(ii)

paragraphs (c)-(f) of §
60.18.

§ 60.18(f)(1)
§ 60.18(f)(2)
§ 60.18(f)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.18(c)(4)(ii) § 60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
FL6104 CD 63A-004 |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for
8§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6104 CD 63A-2B [ 112(B) 40 CFR Part 63, |[8§63.11(b)(4) Flares shall be § 63.11(b)(4) None None
HAPS Subpart A §63.11(b)(1) designed and operated | § 63.11(b)(5)
§ 63.11(b)(2) with no visible § 63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(i) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6104 CD 63A-2C |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6104VNT |EP R5720-1 | Highly 30 TAC Chapter |§ 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRVOC § 115.722(c)(3) each site located in ** See CAM Summary | § 115.726(d)(2)
VOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)

§ 115.722(d)(1)
§ 115.722(d)(2)

subject to this division
or Division 2 of this
subchapter must not

§ 115.726(d)(4)
[G]§ 115.726(q)
[G]8 115.726(h)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

exceed 1,200 pounds of
HRVOC per one-hour
block period from any
flare, vent, pressure
relief valve, cooling
tower, or any
combination.

§ 115.726()
§ 115.726()(1)
§ 115.726()(2)

FL6104VNT

EP

R5121-

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)

§ 115.121(a)(1)

§ 115.122(a)(1)(B)
§60.18

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(B)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(B)
§ 115.126(2)

None

FL6104VNT

EP

R5121-
48

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(4)(D)
§ 115.127(a)(4)

Any distillation
operation vent gas
stream which meets the
requirements of 40
Code of Federal
Regulations (CFR)
860.660(c)(4) or
§60.662(c) (concerning
Subpart NNN -
Standards of
Performance for VOC
Emissions From
SOCMI Distillation
Operations, December
14, 2000) is exempt
from the requirements
of §115.121(a)(2)(A) of
this title.

None

None

None

FL6104VNT

EP

R5121-5

vOC

30 TAC Chapter

§ 115.122(a)(2)

Any vent gas streams

[G]§ 115.125

§115.126

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
115, Vent Gas | § 115.121(a)(2) affected by § 115.126(1) § 115.126(1)
Controls § 115.122(a)(2)(A) §115.121(a)(2) of this | § 115.126(1)(B) § 115.126(1)(B)
§60.18 title must be controlled | § 115.126(2) § 115.126(2)
properly with a control | § 115.126(7)
efficiency of at least ** See CAM Summary
98% orto a VOC
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
FL6104VNT |EP 63G-4 112(B) 40 CFR Part 63, |[[G]§ 63.113(a)(1) Reduce emissions of §63.114(a) [G]8 63.117(a)(5) § 63.114(e)
HAPS Subpart G §63.11 organic HAP using a §63.114(a)(2) § 63.118(a)(1) [G]8 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)()-(ii) | [G]§ 63.115(f) § 63.118(a)(2) § 63.117(f)
[G]§ 63.115(f) [G]§ 63.116(a) [G]8 63.152(a) § 63.118(f)(2)
[G]8 63.152(f) § 63.118(f)(5)
[G]§ 63.151(b)
§63.151(e)
[G]8 63.151(e)(1)
§ 63.151(e)(2)
§ 63.151(e)(3)
[G]8 63.151())
[G]§ 63.152(a)
§ 63.152(b)
[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G)§ 63.152(c)(6)
FL6105 EU R1111- |Opacity 30 TAC Chapter |§ 111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) | None
002 111, Visible a process gas flare §111.111(a)(4)(A)ii)
Emissions shall not be permitted

for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
FL6105 EP R5720-1 | Highly 30 TAC Chapter |8 115.727(b)(2) The flare is exempt None § 115.726(e)(2) None
Reactive 115, HRVOC § 115.727(b) from the continuous § 115.726(j)(2)
VOC Vent Gas monitoring
requirements of §
115.725(d)-(k) of this
title (relating to
Monitoring and Testing
Requirements) and §
115.726(d) of this title
(relating to
Recordkeeping and
Recording
Requirements) and is
therefore not required
to submit a quality
assurance plan under §
115.726(a) of this title.
FL6105 CD 60A-004 | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(iii) §60.18(f)(4)
§ 60.18(c)(6) § 60.18(f)(5)
§ 60.18(e) ** See Alternative
Requirements
FL6105 CD 60A-3B | Opacity 40 CFR Part 60, |8§60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(i) §60.18(f)(4)
§ 60.18(c)(6) ** See Alternative
§ 60.18(e) Requirements
FL6105 CD 60A-3C | Opacity 40 CFR Part 60, |[§ 60.18(b) Flares shall comply with | § 60.18(d) None None

Subpart A

§ 60.18(c)(1)
§ 60.18(c)(2)

§ 60.18(c)(3)(ii)
§ 60.18(c)(4)(ii)
§ 60.18(c)(6)

§ 60.18(e)

paragraphs (c)-(f) of §
60.18.

§60.18(f)(1)

8§ 60.18(f)(2)

§ 60.18(f)(3)

§ 60.18(f)(4)

** See Alternative
Requirements
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
FL6105 CD 63A-004 [112(B) 40 CFR Part 63, |[8§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated |8 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6105 CD 63A-3B |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(1) designed and operated | § 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
8 63.11(b)(7)(i) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6105 CD 63A-3C |[112(B) 40 CFR Part 63, |[§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL6105VNT [EP R5121-3 |VOC 30 TAC Chapter |§ 115.127(a)(4)(D) Any distillation None None None

115, Vent Gas
Controls

§ 115.127(a)(4)

operation vent gas
stream which meets the
requirements of 40
Code of Federal
Regulations (CFR)
860.660(c)(4) or
860.662(c) (concerning
Subpart NNN -
Standards of
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Performance for VOC
Emissions From
SOCMI Distillation
Operations, December
14, 2000) is exempt
from the requirements
of §115.121(a)(2)(A) of
this title.

FL6105VNT

EP

R5121-
39

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.122(a)(1)

§ 115.121(a)(1)

§ 115.122(a)(1)(B)
§60.18

Vent gas streams
affected by
§115.121(a)(1) must be
controlled properly with
a control efficiency of at
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).

[G]§ 115.125
§115.126(1)
§115.126(1)(B)
§115.126(2)

** See CAM Summary

§115.126

§ 115.126(1)

§ 115.126(1)(B)
§ 115.126(2)

None

FL6105VNT

EP

R5121-
49

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(4)(D)
§ 115.127(a)(4)

Any distillation
operation vent gas
stream which meets the
requirements of 40
Code of Federal
Regulations (CFR)
§60.660(c)(4) or
§60.662(c) (concerning
Subpart NNN -
Standards of
Performance for VOC
Emissions From
SOCMI Distillation
Operations, December
14, 2000) is exempt
from the requirements
of §115.121(a)(2)(A) of
this title.

None

None

None

Renewal- Draft Page 180




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
FL6105VNT [EP 63FFFF- | 112(B) 40 CFR Part 63, |§ 63.2455(a)-Table For each Group [G]§ 63.115(d)(2)(v) § 63.2450(f)(2) § 63.2450(f)(2)(ii)
1 HAPS Subpart FFFF 1.1.a.i 1continuous process § 63.115(d)(3)(iii) § 63.2450(f)(2)(i) § 63.2450(q)
§ 63.11(b) vent, the owner or § 63.983(h) § 63.2450(f)(2)(ii) § 63.987(h)(1)
§ 63.2450(b) operator must reduce [G]& 63.983(b)(1) § 63.983(b) §63.997(c)(3)
§ 63.2455(a) emissions of total [G]§ 63.983(b)(2) [G]§ 63.983(d)(2) § 63.998(a)(1)(iii)(A)
§ 63.2455(b) organic HAP by venting | [G]§ 63.983(b)(3) § 63.987(b)(1) [G]& 63.998(b)(3)
§ 63.2455(b)(1) emissions through a [G]§ 63.983(c)(1) § 63.987(c) [G]8 63.999(a)(1)
§ 63.982(b) closed vent system to a | § 63.983(c)(2) §63.998(a)(1) [G]8 63.999(a)(2)
§ 63.983(a)(1) flare. § 63.983(c)(3) [G]§ 63.998(a)(1)(i) § 63.999(b)(5)
§ 63.983(a)(2) § 63.983(d)(1) § 63.998(a)(1)(ii) § 63.999(c)(1)
§ 63.983(d)(1) § 63.983(d)(1)(ii) § 63.998(a)(1)(iii)(A) § 63.999(c)(2)(i)
§ 63.983(d)(1)(i) [G]§ 63.987(0)(3)(i) § 63.998(a)(1)(iii)(B) § 63.999(c)(3)
[G]§ 63.983(d)(2) § 63.987(b)(3)(ii) [G]§ 63.998(b)(1) § 63.999(c)(6)
§ 63.983(d)(3) § 63.987(b)(3)(iii) [G]§ 63.998(b)(2) [G]& 63.999(c)(6)(i)
§ 63.987(a) § 63.987(b)(3)(iv) [G]§ 63.998(b)(3) § 63.999(c)(6)(iv)
§ 63.987(b)(1) § 63.987(c) [G]§ 63.998(b)(5) [G]§ 63.999(d)(1)
§ 63.987(b)(3) § 63.997(a) [G]8 63.998(d)(1) [G]& 63.999(d)(2)
[G]§ 63.997(c)(1) [G]§ 63.997(c)(1) § 63.998(d)(3)(i)
§ 63.997(c)(3) § 63.997(c)(2) § 63.998(d)(3)(ii)
§ 63.997(c)(3) § 63.998(d)(5)
§ 63.997(c)(3)(i)
§ 63.997(c)(3)(ii)
FL6105VNT EP 63G-5 112(B) 40 CFR Part 63, |[[G]8§ 63.113(a)(1) Reduce emissions of 8§ 63.114(a) [G]& 63.117(a)(5) 8§ 63.114(e)
HAPS Subpart G §63.11 organic HAP using a §63.114(a)(2) § 63.118(a)(1) [G]8 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)(i)-(ii) | [G]§ 63.115(f) § 63.118(a)(2) § 63.117(f)

[G]8 63.115(f)

[G]8 63.116(a)

[G]§ 63.152(a)
[G]8 63.152(f)

§ 63.118(f)(2)
§ 63.118(f)(5)

[G]§ 63.151(b)

§ 63.151(e)

[G]§ 63.151(e)(1)

§ 63.151(e)(2)

§ 63.151(e)(3)

[G]§ 63.151(j)

[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
[G]8 63.152(b)(2)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
FL68491 EU R1111- |Opacity 30 TAC Chapter |§ 111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) | None
002 111, Visible a process gas flare § 111.111(a)(4)(A)(ii)
Emissions shall not be permitted
for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).

FL68491 EP R5720-1 | Highly 30 TAC Chapter | § 115.722(d) All flares must [G]8 115.725(d)(1) § 115.726(a)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(d)(1) continuously meet the | 8 115.725(d)(2) § 115.726(a)(1)(A) § 115.726(a)(1)(B)
voC Vent Gas § 115.722(d)(2) requirements of 40 CFR | § 115.725(d)(2)(A)(i) § 115.726(d)(1) [G]8 115.726(a)(2)

[G]§ 115.725(d)(1) § 60.18(c)(2)-(6) and | [G]§ 115.725(d)(2)(A)(ii) | § 115.726(d)(10)
§ 115.725(d)(2) (d) as amended through | § 115.725(d)(2)(A)(iii) § 115.726(d)(2)
§ 115.725(d)(2)(A)(i) October 17, 2000 (65 | § 115.725(d)(2)(A)(iv) | § 115.726(d)(3)
[G]§ 115.725(d)(2)(A)(ii) | FR 61744) when vent | § 115.725(d)(2)(B) § 115.726(d)(4)
§ 115.725(d)(2)(A)(iii) gas containing HRVOC | § 115.725(d)(2)(B)(i) § 115.726(i)
§ 115.725(d)(2)(A)(iv) is being routed to the | § 115.725(d)(2)(B)(ii) § 115.726(j)(1)
§ 115.725(d)(2)(B) flare. § 115.725()(2)(B)(iii) | § 115.726())(2)
§ 115.725(d)(2)(B)(i) § 115.725(d)(2)(B)(iv)
§ 115.725(d)(2)(B)(ii) § 115.725(d)(3)
§ 115.725(d)(2)(B)(iii) § 115.725(d)(4)
§ 115.725(d)(2)(B)(iv) § 115.725(d)(5)
[G]§ 115.725() § 115.725(d)(6)
§ 115.725(m)(2)(A) § 115.725(d)(7)
§ 115.725(m)(2)(B) § 115.725(K)(1)
[G]§ 115.726(a)(2) [G]§ 115.725(l)

§ 115.725(m)(1)

§ 115.725(m)(2)(A)

§ 115.725(m)(2)(B)

§ 115.725(n)

FL68491 CcD 60A-004 | Opacity 40 CFR Part 60, |§ 60.18(b) Flares shall comply with | § 60.18(d) None None

Subpart A

§ 60.18(c)(1)
§ 60.18(c)(2)

§ 60.18(c)(3)(ii)
§ 60.18(c)(4)(iii)
§ 60.18(c)(6)

§ 60.18(e)

paragraphs (c)-(f) of §
60.18.

§ 60.18(f)(1)
8 60.18(f)(2)
8 60.18(f)(3)
§ 60.18(f)(4)
8 60.18(f)(5)
** See Alternative
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Requirements
FL68491 CD 60A-4B | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § |8 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(i) §60.18(f)(4)
§ 60.18(c)(6) ** See Alternative
§ 60.18(e) Requirements
FL68491 CD 60A-4C | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |8 60.18(f)(1)
§ 60.18(c)(2) 60.18. §60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(ii) § 60.18(f)(4)
§ 60.18(c)(6) ** See Alternative
§60.18(e) Requirements
FL68491 CD 63A-004 |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A § 63.11(b)(1) designed and operated | § 63.11(b)(5)
§63.11(b)(2) with no visible § 63.11(b)(7)(i)
§63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
8 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL68491 CD 63A-4B |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§ 63.11(b)(2) with no visible §63.11(b)(7)(i)
§63.11(b)(3) emissions, except for ** See Alternative
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(i) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL68491 CD 63A-4C |[112(B) 40 CFR Part 63, |8 63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated |8 63.11(b)(5)
§63.11(b)(2) with no visible § 63.11(b)(7)(i)
§63.11(b)(3) emissions, except for ** See Alternative
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.11(b)(5) periods of a total of 5 Requirements
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL68491VNT |EP R5720-1 |Highly 30 TAC Chapter |§ 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRvVOC §115.722(c)(3) each site located in ** See CAM Summary | § 115.726(d)(2)
vOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)
§ 115.722(d)(1) subject to this division § 115.726(d)(4)
§115.722(d)(2) or Division 2 of this [G]8§ 115.726(g)
subchapter must not [G]8 115.726(h)
exceed 1,200 pounds of § 115.726(i)
HRVOC per one-hour § 115.726(j)(1)
block period from any § 115.726(j)(2)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
FL68491VNT |(EP R5121- |VOC 30 TAC Chapter |§ 115.122(a)(1) Vent gas streams [G]§ 115.125 §115.126 None
38 115, Vent Gas §115.121(a)(1) affected by §115.126(1) § 115.126(1)
Controls § 115.122(a)(1)(B) §115.121(a)(1) must be | § 115.126(1)(B) §115.126(1)(B)
§60.18 controlled properly with | 8§ 115.126(2) § 115.126(2)
a control efficiency of at | ** See CAM Summary
least 90% or to a
volatile organic
compound (VOC)
concentration of no
more than 20 parts per
million (ppmv) (on a dry
basis corrected to 3.0%
oxygen for combustion
devices).
FL68491VNT | EP R5121-4 [VOC 30 TAC Chapter |§ 115.122(a)(2) Any vent gas streams | [G]§ 115.125 §115.126 None

115, Vent Gas
Controls

§ 115.121(a)(2)
§ 115.122(a)(2)(A)
§ 60.18

affected by
§115.121(a)(2) of this
title must be controlled
properly with a control
efficiency of at least
98% orto a VOC

§115.126(1)
§115.126(1)(B)
§115.126(2)

§ 115.126(7)

** See CAM Summary

§ 115.126(1)
§ 115.126(1)(B)
§ 115.126(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
concentration of no
more than 20 ppmv (on
a dry basis corrected to
3.0% oxygen for
combustion devices).
FL68491VNT |(EP 63G-6 112(B) 40 CFR Part 63, |[[G]§ 63.113(a)(1) Reduce emissions of §63.114(a) [G]8 63.117(a)(5) § 63.114(e)
HAPS Subpart G §63.11 organic HAP using a §63.114(a)(2) § 63.118(a)(1) [G]8 63.117(a)(5)
§ 63.113(h) flare.§63.113(a)(1)()-(ii) | [G]§ 63.115(f) § 63.118(a)(2) § 63.117(f)
[G]§ 63.115(f) [G]§ 63.116(a) [G]§ 63.152(a) § 63.118(f)(2)
[G]§ 63.152(f) § 63.118(f)(5)
[G]§ 63.151(b)
§ 63.151(e)
[G]§ 63.151(e)(1)
§ 63.151(e)(2)
§ 63.151(e)(3)
[G]§ 63.151(j)
[G]§ 63.152(a)
§ 63.152(b)
[G]§ 63.152(b)(1)
[G]§ 63.152(b)(2)
§ 63.152(c)(1)
§ 63.152(c)(2)
§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
FL68493 EP R5720-1 | Highly 30 TAC Chapter |8 115.727(b)(2) The flare is exempt None § 115.726(e)(2) None
Reactive 115, HRVOC § 115.727(b) from the continuous § 115.726(j)(2)
VOC Vent Gas monitoring

requirements of §
115.725(d)-(k) of this
title (relating to
Monitoring and Testing
Requirements) and §
115.726(d) of this title
(relating to
Recordkeeping and
Recording
Requirements) and is
therefore not required
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
to submit a quality
assurance plan under §
115.726(a) of this title.
FL68493VNT [EP R5720-1 |Highly 30 TAC Chapter | § 115.722(c)(1) HRVOC emissions at | § 115.725(n) § 115.726(d)(1) § 115.725(n)
Reactive 115, HRVOC §115.722(c)(3) each site located in § 115.726(d)(2)
vOC Vent Gas § 115.722(d) Harris County that is § 115.726(d)(3)
§ 115.722(d)(1) subject to this division § 115.726(d)(4)
§115.722(d)(2) or Division 2 of this [G]8& 115.726(g)
subchapter must not [G]8 115.726(h)
exceed 1,200 pounds of § 115.726(i)
HRVOC per one-hour § 115.726(j)(1)
block period from any § 115.726(j)(2)
flare, vent, pressure
relief valve, cooling
tower, or any
combination.
FL68910 EU R1111- [Opacity 30 TAC Chapter |§111.111(a)(4)(A) Visible emissions from | § 111.111(a)(4)(A)(i) § 111.111(a)(4)(A)(ii) None
002 111, Visible a process gas flare §111.111(a)(4)(A)(ii)
Emissions shall not be permitted
for more than five
minutes in any two-hour
period, except for upset
emissions as provided
in §101.222(b).
FL68910 EP R5720-1 | Highly 30 TAC Chapter |8 115.727(b)(2) The flare is exempt None § 115.726(e)(2) None
Reactive 115, HRVOC § 115.727(b) from the continuous § 115.726(j)(2)
VOC Vent Gas monitoring

requirements of §
115.725(d)-(k) of this
title (relating to
Monitoring and Testing
Requirements) and §
115.726(d) of this title
(relating to
Recordkeeping and
Recording
Requirements) and is
therefore not required
to submit a quality
assurance plan under §
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
115.726(a) of this title.
FL68910 CD 60A-004 | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A § 60.18(c)(1) paragraphs (c)-(f) of § |8 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(iii) §60.18(f)(4)
§ 60.18(c)(6) § 60.18(f)(5)
§ 60.18(e)
FL68910 CD 60A-5B | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § |8 60.18(f)(1)
§60.18(c)(2) 60.18. §60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(i) § 60.18(f)(4)
§ 60.18(c)(6)
§60.18(e)
FL68910 CD 60A-5C | Opacity 40 CFR Part 60, |8 60.18(b) Flares shall comply with | § 60.18(d) None None
Subpart A §60.18(c)(1) paragraphs (c)-(f) of § | § 60.18(f)(1)
§60.18(c)(2) 60.18. § 60.18(f)(2)
§ 60.18(c)(3)(ii) § 60.18(f)(3)
§ 60.18(c)(4)(ii) §60.18(f)(4)
§ 60.18(c)(6)
§ 60.18(e)
FL68910 CD 63A-004 |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
8 63.11(b)(7)(iii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL68910 CD 63A-5B |[112(B) 40 CFR Part 63, |8 63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated |8 63.11(b)(5)
§63.11(b)(2) with no visible § 63.11(b)(7)(i)
§63.11(b)(3) emissions, except for
§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
8§ 63.11(b)(7)(i) any 2 consecutive hrs.
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FL68910 CD 63A-5C |112(B) 40 CFR Part 63, |§63.11(b)(4) Flares shall be §63.11(b)(4) None None
HAPS Subpart A §63.11(b)(2) designed and operated | 8§ 63.11(b)(5)
§63.11(b)(2) with no visible §63.11(b)(7)(i)
§ 63.11(b)(3) emissions, except for
8§ 63.11(b)(5) periods of a total of 5
§ 63.11(b)(6)(ii) minutes or less during
§ 63.11(b)(7)(ii) any 2 consecutive hrs.
Test Method 22 in App.
A of part 60 of this
chapter shall be used.
FUGITIVES |EU R5780- [ Highly 30 TAC Chapter |§ 115.787(d) All pumps that are § 115.782(d)(2) [G]§ 115.782(c)(1)(B)(i) | [G]§ 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC § 115.780(b) equipped with a shaft [G]8 115.786(c) § 115.783(3)(C)
VOC Fugitive [G]& 115.781(a) sealing system that § 115.786(d) [G]§ 115.786(c)
Emissions §115.782(a) prevents or detects § 115.786(d)(1)
§115.782(b)(1) emissions of VOC from § 115.786(d)(2)
§ 115.782(b)(2) the seal are exempt § 115.786(d)(2)(A)
§ 115.782(c)(1) from the monitoring § 115.786(d)(2)(B)
§ 115.782(c)(1)(A) requirement of § 115.786(d)(2)(C)
§ 115.782(c)(1)(B) §115.781(b) and (c). § 115.786(e)
[G]8 115.782(c)(1)(B)(i) Submerged pumps or § 115.786(g)
§ 115.782(c)(1)(B)(ii) sealless pumps may be
[G]& 115.782(c)(1)(B)(iii) |used to satisfy the
§ 115.782(c)(1)(B)(iv) requirements of this
§ 115.782(c)(1)(C)(i) subsection.
§ 115.782(c)(1)(C)(i)(1)
§ 115.782(c)(1)(C)(i)(II)
§ 115.782(c)(1)(C)(i)(lI)
§ 115.782(c)(1)(C)(ii)
§ 115.783(3)
[G]8 115.783(3)(A)
[G]§ 115.783(3)(B)
§ 115.787(b)
§ 115.787(b)(1)
§ 115.787(g)
FUGITIVES EU R5780- | Highly 30 TAC Chapter |§ 115.787(d) All compressors that § 115.782(d)(2) [G]8 115.782(c)(1)(B)(i) | [G]8 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC 8 115.780(b) are equipped with a [G]& 115.786(c) §115.783(3)(C)
vOoC Fugitive [G]& 115.781(a) shaft sealing system § 115.786(d) [G]& 115.786(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)

Emissions § 115.782(a) that prevents or detects § 115.786(d)(1)
§ 115.782(b)(1) emissions of VOC from § 115.786(d)(2)
§115.782(b)(2) the seal are exempt § 115.786(d)(2)(A)
§115.782(c)(1) from the monitoring § 115.786(d)(2)(B)
§ 115.782(c)(1)(A) requirement of § 115.786(d)(2)(C)
§ 115.782(c)(1)(B) §115.781(b) and (c). § 115.786(e)
[G]8 115.782(c)(1)(B)(i) Submerged pumps or § 115.786(9)
§ 115.782(c)(1)(B)(ii) sealless pumps may be
[G]& 115.782(c)(1)(B)(iii) |used to satisfy the
§ 115.782(c)(1)(B)(iv) requirements of this
8 115.782(c)(1)(C)(i) subsection.
§ 115.782(c)(1)(C)()(1)
§ 115.782(c)(1)(C)(i)(I1)
§ 115.782(c)(1)(C)() (1)
§ 115.782(c)(1)(C)(ii)
§ 115.783(3)
[G]§ 115.783(3)(A)
[G]§ 115.783(3)(B)
§ 115.787(b)
§ 115.787(b)(1)
§ 115.787(g)

FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.787(d) All agitators that are § 115.782(d)(2) [G]§ 115.782(c)(1)(B)(i) | [G]§ 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC 8 115.780(b) equipped with a shaft [G]8 115.786(c) §115.783(3)(C)
VOC Fugitive [G]§ 115.781(a) sealing system that § 115.786(d) [G]8 115.786(c)
Emissions §115.782(a) prevents or detects § 115.786(d)(1)

§ 115.782(b)(1)
§ 115.782(b)(2)

§ 115.782(c)(1)

§ 115.782(c)(1)(A)

§ 115.782(c)(1)(B)

[G]§ 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(B)(ii)
[G]§ 115.782(c)(1)(B)(iii)
§ 115.782(c)(1)(B)(iv)

§ 115.782(c)(1)(C)(i)

§ 115.782(c)(1)(C)(i)(1)
§ 115.782(c)(1)(C)(i)()
§ 115.782(c)(1)(C)(i)(1I)
§ 115.782(c)(1)(C)(ii)

§ 115.783(3)

[G]§ 115.783(3)(A)

emissions of VOC from
the seal are exempt
from the monitoring
requirement of
§115.781(b) and (c).
Submerged pumps or
sealless pumps may be
used to satisfy the
requirements of this
subsection.

§ 115.786(d)(2)
§ 115.786(d)(2)(A)
§ 115.786(d)(2)(B)
§ 115.786(d)(2)(C)
§ 115.786(e)
§ 115.786(q)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 115.783(3)(B)
§ 115.787(b)
§ 115.787(b)(1)
§ 115.787(0)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |[§ 115.781(b)(9) Process drains within a | § 115.354(1) § 115.354(10) [G]8 115.782(c)(1)(B)())
ALL Reactive 115, HRVOC § 115.780(b) petroleum refinery; § 115.354(10) § 115.356 [G]8 115.786(c)
voC Fugitive [G]§ 115.781(a) synthetic organic § 115.354(5) [G]8 115.356(1)
Emissions §115.781(9)(3) chemical, polymer, 8§ 115.354(6) [G]8 115.356(2)
§ 115.782(a) resin, or methyl-tert- § 115.354(9) § 115.356(3)
§ 115.782(b)(1) butyl ether § 115.781(b) § 115.356(3)(A)
§ 115.782(b)(2) manufacturing process; | § 115.781(b)(10) § 115.356(3)(B)
§ 115.782(c)(1) or natural gas/gasoline | 8§ 115.781(b)(3) [G]8 115.356(3)(C)
§115.782(c)(1)(A) processing operation in | § 115.781(b)(4) § 115.356(5)
§ 115.782(c)(1)(B) which a highly-reactive | § 115.781(b)(5) § 115.781(b)(10)
[G]8 115.782(c)(1)(B)(i) volatile organic § 115.781(b)(6) § 115.781(g)
§ 115.782(c)(1)(B)(ii) compound is a raw § 115.781(b)(7) § 115.781(g)(1)
[G]§ 115.782(c)(1)(B)(ii)) | material, intermediate, |§ 115.781(b)(7)(A) § 115.781(g)(2)
§ 115.782(c)(1)(B)(iv) final product, or in a § 115.781(b)(7)(B) § 115.781(g)(3)
§ 115.783(4)(A)(i) waste stream is subject | § 115.781(g) [G]8 115.782(c)(1)(B)(i)
§ 115.783(4)(A)(ii) to the requirements of [ § 115.781(g)(1) [G]8 115.786(c)
§ 115.783(4)(A)(ii)(1) this division. Aleakis |§ 115.781(g)(2) § 115.786(d)
§ 115.783(4)(A)(ii)(11) defined as a screening | § 115.782(d)(2) § 115.786(d)(1)
§ 115.783(4)(B) concentration greater § 115.786(d)(2)
§ 115.783(4)(B)(i) than 500 ppmv above § 115.786(d)(2)(A)
§ 115.783(4)(B)(ii) background as § 115.786(d)(2)(B)
methane for all § 115.786(d)(2)(C)
components. § 115.786(e)
§ 115.786(g)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Pressure relief valves | § 115.354(1) § 115.354(10) [G)§ 115.782(c)(1)(B)())
ALL Reactive 115, HRVOC § 115.780(b) (in gaseous service) § 115.354(10) § 115.356 [G]8 115.786(c)
VOC Fugitive [G]8 115.781(a) within a petroleum § 115.354(2) [G]8& 115.356(1) § 115.788(c)
Emissions § 115.781(g)(3) refinery; synthetic § 115.354(4) [G]§ 115.356(2) [G]§ 115.788(d)

§ 115.782(a)
§ 115.782(b)(1)

§ 115.782(b)(2)

§ 115.782(c)(1)

§ 115.782(c)(1)(A)

§ 115.782(c)(1)(B)

[G]§ 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(B)(ii)
[G]§ 115.782(c)(1)(B)(iii)

organic chemical,
polymer, resin, or
methyl-tert-butyl ether
manufacturing process;
or natural gas/gasoline
processing operation in
which a highly-reactive
volatile organic
compound is a raw

§ 115.354(5)
§ 115.354(6)

[G]§ 115.354(7)

§ 115.354(9)

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(4)

§ 115.781(b)(7)

§ 115.781(b)(7)(A)

§ 115.356(3)
§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)

§ 115.781(b)(10)

§ 115.781(q)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.788(e)
[G]§ 115.788(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.782(c)(1)(B)(iv) material, intermediate, | 8§ 115.781(b)(7)(B) § 115.781(g)(3)
§115.787(e) final product, or in a §115.781(b)(8) [G]8§ 115.782(c)(1)(B)(i)
§ 115.787(f) waste stream is subject [ § 115.781(e) [G]8& 115.786(c)
§ 115.787(g) to the requirements of | § 115.781(g) § 115.786(d)
§ 115.788(a) this division. Aleakis |§ 115.781(g)(1) § 115.786(d)(1)
§ 115.788(a)(1) defined as a screening | 8 115.781(g)(2) § 115.786(d)(2)
§115.788(a)(2) concentration greater §115.782(d)(2) § 115.786(d)(2)(A)
§ 115.788(a)(2)(A) than 500 ppmv above § 115.786(d)(2)(B)
§ 115.788(a)(2)(B) background as § 115.786(d)(2)(C)
§ 115.788(a)(2)(C) methane for all § 115.786(e)
§ 115.788(a)(2)(C)(i) components. § 115.786(Q)
§ 115.788(a)(2)(C)(ii) [G]§ 115.788(g)
§ 115.788(a)(2)(C)(iii)
§ 115.788(a)(2)(D)
§ 115.788(a)(3)
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(qg)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Bypass line valves § 115.781(b) § 115.781(b)(10) § 115.782(c)(2)(A)(ii)
ALL Reactive 115, HRVOC § 115.780(b) within a petroleum § 115.781(b)(10) § 115.781(g) [G]§ 115.786(c)
VOC Fugitive [G]§ 115.781(a) refinery; synthetic § 115.781(b)(4) § 115.781(g)(1) § 115.788(c)
Emissions [G]§ 115.781(d) organic chemical, § 115.781(b)(7) § 115.781(g)(2) [G]8 115.788(d)

§ 115.781(g)(3)

§ 115.782(a)

§ 115.782(b)(1)

§ 115.782(b)(2)

§ 115.782(c)(2)

§ 115.782(c)(2)(A)
§ 115.782(c)(2)(A)(0)
§ 115.782(c)(2)(A)(ii)
§ 115.782(c)(2)(B)
§ 115.783(1)

§ 115.783(1)(A)

§ 115.783(1)(B)

§ 115.783(5)

§ 115.787(f)

§ 115.787(f)(4)

§ 115.787(q)

§ 115.788(a)

§ 115.788(a)(1)

§ 115.788(a)(2)

polymer, resin, or
methyl-tert-butyl ether
manufacturing process;
or natural gas/gasoline
processing operation in
which a highly-reactive
volatile organic
compound is a raw
material, intermediate,
final product, or in a
waste stream is subject
to the requirements of
this division. A leak is
defined as a screening
concentration greater
than 500 ppmv above
background as
methane for all
components.

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)
[G)§ 115.781(d)

§ 115.781(q)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.782(d)(2)

§ 115.786(a)(1)

§ 115.781(g)(3)
§ 115.782(c)(2)(A)(i)
§ 115.786(a)(1)

§ 115.786(a)(2)

§ 115.786(a)(2)(A)

§ 115.786(a)(2)(B)

§ 115.786(b)(1)

§ 115.786(b)(2)

§ 115.786(b)(2)(A)

§ 115.786(b)(2)(B)

§ 115.786(b)(2)(C)
[G]§ 115.786(b)(3)
[G]§ 115.786(c)

§ 115.786(d)

§ 115.786(d)(2)

§ 115.786(d)(2)(C)

§ 115.786(e)

§ 115.786(q)

[G]§ 115.788(g)

§ 115.788(e)
[G]§ 115.788(q)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

§ 115.788(a)(2)(A)

§ 115.788(a)(2)(B)

§ 115.788(a)(2)(C)

§ 115.788(a)(2)(C)(i)
§ 115.788(a)(2)(C)(ii)
§ 115.788(a)(2)(C)\iii)
§ 115.788(a)(2)(D)

§ 115.788(a)(3)

§ 115.788(a)(3)(A)

§ 115.788(a)(3)(B)
[G]§ 115.788(g)

FUGITIVES

EU

R5780-
ALL

Highly
Reactive
VOC

30 TAC Chapter
115, HRVOC
Fugitive
Emissions

§ 115.781(b)(9)
§ 115.780(b)

[G]§ 115.781(a)

§ 115.781(g)(3)

§ 115.782(a)

§ 115.782(b)(1)

§ 115.782(b)(2)

§ 115.782(c)(2)

§ 115.782(c)(2)(A)

§ 115.782(c)(2)(A) ()
§ 115.782(c)(2)(A)(ii)
§ 115.782(c)(2)(B)

§ 115.783(5)

§ 115.787(f)

§ 115.787(f)(4)

§ 115.787(q)

§ 115.788(a)

§ 115.788(a)(1)

§ 115.788(a)(2)

§ 115.788(a)(2)(A)

§ 115.788(a)(2)(B)

§ 115.788(a)(2)(C)

§ 115.788(a)(2)(C)(i)
§ 115.788(a)(2)(C)(ii)
§ 115.788(a)(2)(C)(iii)
§ 115.788(a)(2)(D)

§ 115.788(a)(3)

§ 115.788(a)(3)(A)

§ 115.788(a)(3)(B)
[G]§ 115.788(g)

Valves within a
petroleum refinery;
synthetic organic
chemical, polymer,
resin, or methyl-tert-
butyl ether
manufacturing process;
or natural gas/gasoline
processing operation
which a highly-reactive
volatile organic
compound is a raw
material, intermediate,
final product, or in a
waste stream is subject
to the requirements of
this division. A leak is
defined as a screening
concentration greater
than 500 ppmv above
background as
methane for all
components.

§ 115.354(1)

§ 115.354(10)

§ 115.354(2)

§ 115.354(5)

§ 115.354(6)

[G]§ 115.354(7)

§ 115.354(9)

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(4)

§ 115.781(b)(7)

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)
§ 115.781(g)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.782(d)(2)

§ 115.354(10)

§ 115.356

[G]§ 115.356(1)
[G]§ 115.356(2)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)

§ 115.781(b)(10)
§ 115.781(g)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.781(g)(3)

§ 115.782(c)(2)(A)(ii)
[G]§ 115.786(c)

§ 115.786(d)

§ 115.786(d)(2)

§ 115.786(d)(2)(C)
§ 115.786(e)

§ 115.786(g)

[G]§ 115.788(q)

§ 115.782(c)(2)(A) i)
[G]§ 115.786(c)

§ 115.788(c)

[G]§ 115.788(d)

§ 115.788(e)

[G]§ 115.788(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Flanges or other § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)())
ALL Reactive 115, HRVOC § 115.780(b) connectors within a § 115.354(10) § 115.356 [G]§ 115.786(c)
VOC Fugitive [G]& 115.781(a) petroleum refinery; §115.354(11) [G]§ 115.356(1) § 115.789(1)(B)
Emissions §115.781(g)(3) synthetic organic § 115.354(3) [G]8§ 115.356(2)
§ 115.782(a) chemical, polymer, § 115.354(5) § 115.356(3)
§ 115.782(b)(1) resin, or methyl-tert- § 115.354(6) § 115.356(3)(A)
§ 115.782(b)(2) butyl ether § 115.354(9) § 115.356(3)(B)
§115.782(c)(1) manufacturing process; | § 115.781(b) [G]& 115.356(3)(C)
§ 115.782(c)(1)(A) or natural gas/gasoline | § 115.781(b)(10) § 115.356(5)
§ 115.782(c)(1)(B) processing operation in | § 115.781(b)(3) § 115.781(b)(10)
[G]§ 115.782(c)(1)(B)()  |which a highly-reactive |§ 115.781(b)(4) § 115.781(g)
§ 115.782(c)(1)(B)(ii) volatile organic § 115.781(b)(7) § 115.781(g)(1)
[G]8 115.782(c)(1)(B)(iii) |compound is a raw § 115.781(b)(7)(A) § 115.781(g)(2)
§ 115.782(c)(1)(B)(iv) material, intermediate, |§ 115.781(b)(7)(B) § 115.781(g)(3)
final product, or in a § 115.781(f) [G]8 115.782(c)(1)(B)(i)
waste stream is subject | 8§ 115.781(f)(1) [G]8 115.786(c)
to the requirements of | § 115.781(f)(2) § 115.786(d)
this division. Aleakis |8 115.781(f)(3) § 115.786(d)(1)
defined as a screening | § 115.781(f)(4) § 115.786(d)(2)
concentration greater § 115.781(f)(5) § 115.786(d)(2)(A)
than 500 ppmv above § 115.781(f)(6) § 115.786(d)(2)(B)
background as § 115.781(qg) § 115.786(d)(2)(C)
methane for all §115.781(9)(1) § 115.786(e)
components. §115.781(9)(2) § 115.786(Q)
§ 115.782(d)(2)
§ 115.789(1)(B)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Compressor seals § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC § 115.780(b) within a petroleum § 115.354(10) § 115.356 § 115.783(3)(C)
VOC Fugitive [G]8 115.781(a) refinery; synthetic § 115.354(2) [G]8& 115.356(1) [G]8 115.786(c)
Emissions §115.781(g)(3) organic chemical, § 115.354(5) [G]8 115.356(2)

§ 115.782(a)

§ 115.782(b)(1)

§ 115.782(b)(2)

§ 115.782(c)(1)

§ 115.782(c)(1)(A)

§ 115.782(c)(1)(B)
[G]§ 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(B)(ii)
[G]§ 115.782(c)(1)(B)(iii)
§ 115.782(c)(1)(B)(iv)
§ 115.782(c)(1)(C)(i)

polymer, resin, or
methyl-tert-butyl ether
manufacturing process;
or natural gas/gasoline
processing operation in
which a highly-reactive
volatile organic
compound is a raw
material, intermediate,
final product, or in a
waste stream is subject

§ 115.354(6)

§ 115.354(9)

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(4)

§ 115.781(b)(7)

§ 115.781(b)(7)(A)
§ 115.781(b)(7)(B)
§ 115.781(c)(1)

§ 115.781(c)(2)

§ 115.781(q)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
§ 115.356(5)

§ 115.781(b)(10)

§ 115.781(q)

§ 115.781(g)(1)

§ 115.781(g)(2)

§ 115.781(g)(3)
[G]§ 115.782(c)(1)(B)(i)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.782(c)(1)(C)() (1) to the requirements of | § 115.781(g)(1) [G]8§ 115.786(c)
§ 115.782(c)(1)(C)(i)(II) this division. Aleakis |§ 115.781(g)(2) § 115.786(d)
§ 115.782(c)(1)(C)(i)(111) | defined as a screening | § 115.782(d)(2) § 115.786(d)(1)
§ 115.782(c)(1)(C)(ii) concentration greater § 115.786(d)(2)
§115.783(3) than 500 ppmv above § 115.786(d)(2)(A)
[G]8 115.783(3)(A) background as § 115.786(d)(2)(B)
[G]& 115.783(3)(B) methane for all § 115.786(d)(2)(C)
§ 115.787(b) components. § 115.786(e)
§ 115.786(g)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Pump seals within a § 115.354(1) § 115.354(10) [G]§ 115.782(c)(1)(B)())
ALL Reactive 115, HRVOC § 115.780(b) petroleum refinery; § 115.354(10) § 115.356 § 115.783(3)(C)
voC Fugitive [G]§ 115.781(a) synthetic organic § 115.354(2) [G]8 115.356(1) [G]8 115.786(c)
Emissions §115.781(g)(3) chemical, polymer, § 115.354(5) [G]8 115.356(2)
§ 115.782(a) resin, or methyl-tert- § 115.354(6) § 115.356(3)
§ 115.782(b)(1) butyl ether § 115.354(9) § 115.356(3)(A)
§ 115.782(b)(2) manufacturing process; | § 115.781(b) § 115.356(3)(B)
§115.782(c)(1) or natural gas/gasoline |§ 115.781(b)(10) [G]& 115.356(3)(C)
§115.782(c)(1)(A) processing operation in | § 115.781(b)(4) § 115.356(5)
§ 115.782(c)(1)(B) which a highly-reactive | § 115.781(b)(7) § 115.781(b)(10)
[G]8 115.782(c)(1)(B)(i) volatile organic § 115.781(b)(7)(A) § 115.781(g)
§ 115.782(c)(1)(B)(ii) compound is a raw § 115.781(b)(7)(B) § 115.781(g)(1)
[G]8 115.782(c)(1)(B)(iii) | material, intermediate, |[§ 115.781(c)(1) § 115.781(g)(2)
§ 115.782(c)(1)(B)(iv) final product, or in a § 115.781(c)(2) § 115.781(g)(3)
§ 115.782(c)(1)(C)(i) waste stream is subject | § 115.781(g) [G]8 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(C)(i)(1) to the requirements of | § 115.781(g)(1) [G]8 115.786(c)
§ 115.782(c)(1)(C)(i)(II) this division. Aleakis |8 115.781(g)(2) § 115.786(d)
§ 115.782(c)(1)(C)()(1) | defined as a screening | § 115.782(d)(2) § 115.786(d)(1)
§ 115.782(c)(1)(C)(ii) concentration greater § 115.786(d)(2)
§ 115.783(3) than 500 ppmv above § 115.786(d)(2)(A)
[G]& 115.783(3)(A) background as § 115.786(d)(2)(B)
[G]& 115.783(3)(B) methane for all § 115.786(d)(2)(C)
§ 115.787(b) components. § 115.786(e)
§ 115.787(b)(1) § 115.786(g)
FUGITIVES EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Agitators within a § 115.354(1) § 115.354(10) [G]8 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC § 115.780(b) petroleum refinery; § 115.354(10) § 115.356 § 115.783(3)(C)
VOC Fugitive [G]& 115.781(a) synthetic organic § 115.354(5) [G]§ 115.356(1) [G]8§ 115.786(c)
Emissions 8 115.781(9)(3) chemical, polymer, 8 115.354(6) [G]& 115.356(2)

§ 115.782(a)

§ 115.782(b)(1)
§ 115.782(b)(2)
§ 115.782(c)(1)

resin, or methyl-tert-
butyl ether
manufacturing process;
or natural gas/gasoline

§ 115.354(9)

§ 115.781(b)

§ 115.781(b)(10)
§ 115.781(b)(3)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§115.782(c)(1)(A) processing operation in | § 115.781(b)(4) § 115.356(5)
§115.782(c)(1)(B) which a highly-reactive |8 115.781(b)(7) § 115.781(b)(10)
[G]8 115.782(c)(1)(B)(i) volatile organic § 115.781(b)(7)(A) § 115.781(qg)
§ 115.782(c)(1)(B)(ii) compound is a raw § 115.781(b)(7)(B) § 115.781(g)(1)
[G]§ 115.782(c)(1)(B)(iii) | material, intermediate, |[§ 115.781(c)(1) § 115.781(g)(2)
§ 115.782(c)(1)(B)(iv) final product, or in a §115.781(c)(2) § 115.781(g)(3)
§ 115.782(c)(1)(C)(i) waste stream is subject | § 115.781(g) [G]8 115.782(c)(1)(B)(i)
§ 115.782(c)(1)(C)(i) (1) to the requirements of [ § 115.781(g)(1) [G]8 115.786(c)
§ 115.782(c)(1)(C)(i)(I) this division. Aleakis |8 115.781(g)(2) § 115.786(d)
§ 115.782(c)(1)(C)(i)(I) | defined as a screening | § 115.782(d)(2) § 115.786(d)(1)
§ 115.782(c)(1)(C)(ii) concentration greater § 115.786(d)(2)
§115.783(3) than 500 ppmv above § 115.786(d)(2)(A)
[G]8§ 115.783(3)(A) background as § 115.786(d)(2)(B)
[G]§ 115.783(3)(B) methane for all § 115.786(d)(2)(C)
§ 115.787(b) components. § 115.786(e)
§ 115.786(q)
FUGITIVES EU R5780- [ Highly 30 TAC Chapter |8 115.781(b)(9) Heat exchanger heads, |§ 115.781(b) § 115.781(b)(10) [G]8& 115.782(c)(1)(B)(i)
ALL Reactive 115, HRVOC § 115.780(b) sight glasses, meters, | § 115.781(b)(10) § 115.781(g) [G]8 115.786(c)
VOC Fugitive [G]§ 115.781(a) gauges, sampling § 115.781(b)(3) § 115.781(g)(1) § 115.789(1)(B)
Emissions § 115.781(9)(3) connections, bolted § 115.781(b)(4) §115.781(0)(2)
§ 115.782(a) manways, hatches, § 115.781(b)(7) § 115.781(g)(3)
§ 115.782(b)(1) sump covers, junction | 8 115.781(b)(7)(A) [G]8 115.782(c)(1)(B)(i)
§ 115.782(b)(2) box vents, and covers | § 115.781(b)(7)(B) [G]8& 115.786(c)
§ 115.782(c)(1) and seals on VOC § 115.781(f) § 115.786(d)
§ 115.782(c)(1)(A) water separators within | § 115.781(f)(1) § 115.786(d)(1)
§ 115.782(c)(1)(B) the process unit or § 115.781(f)(2) § 115.786(d)(2)
[G]8 115.782(c)(1)(B)(i) processes listed in § 115.781(f)(3) § 115.786(d)(2)(A)
§ 115.782(c)(1)(B)(ii) 8115.780(a) in which a | § 115.781(f)(4) § 115.786(d)(2)(B)
[G]§ 115.782(c)(1)(B)(iii) |HRVOC is a raw § 115.781(f)(5) § 115.786(d)(2)(C)
§ 115.782(c)(1)(B)(iv) material, intermediate, | 8§ 115.781(f)(6) § 115.786(e)
final product, or in a §115.781(g) § 115.786(Q)
waste stream is subject | § 115.781(g)(1)
to the requirements of | § 115.781(g)(2)
this division. Aleakis |8 115.782(d)(2)
defined as a screening | § 115.789(1)(B)
concentration greater
than 500 ppmv above
background as
methane for all
components.
FUGITIVES EU R5780- | Highly 30 TAC Chapter |8 115.781(b)(9) Components within the | § 115.354(1) § 115.354(13)(D) [G]8 115.358(g)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
ALL Reactive 115, HRVOC §115.358(c)(1) process unit or §115.354(11) § 115.354(13)(E) [G]8 115.782(c)(1)(B)(i)
VOC Fugitive [G]& 115.358(h) processes listed in § 115.354(13)(A) § 115.356 [G]§ 115.786(c)
Emissions § 115.780(b) §115.780(a) is subject | § 115.354(13)(B) [G]§ 115.356(1)
[G]§ 115.781(a) to the requirements of | § 115.354(13)(C) [G]8§ 115.356(2)
§ 115.781(g)(3) this division. If the § 115.354(13)(D) § 115.356(3)
§ 115.782(a) owner of operator § 115.354(13)(E) § 115.356(3)(A)
§ 115.782(b)(2) elects to use the § 115.354(13)(F) § 115.356(3)(B)
§ 115.782(b)(3) alternative work § 115.354(4) [G]§ 115.356(3)(C)
§ 115.782(c)(1) practice in §115.358 of |§ 115.354(5) [G]§ 115.356(4)
§ 115.782(c)(1)(A) this title, a leak is § 115.354(9) § 115.356(5)
§ 115.782(c)(1)(B) defined as specified in | § 115.358(c)(2) § 115.781(g)
[G]§ 115.782(c)(1)(B)()  |§115.358 of this title, | § 115.358(d) § 115.781(g)(1)
§ 115.782(c)(1)(B)(ii) including any leak [G]§ 115.358(€) § 115.781(g)(2)
[G]& 115.782(c)(1)(B)(iii) | detected using the 8§ 115.358(f) §115.781(g)(3)
§ 115.782(c)(1)(B)(iv) alternative work § 115.781(b) [G]8 115.782(c)(1)(B)(i)
practice on a § 115.781(b)(4) [G]8 115.786(c)
component that is § 115.781(b)(7) § 115.786(d)
subject to the § 115.781(b)(7)(A) § 115.786(d)(1)
requirements of this § 115.781(b)(7)(B) § 115.786(d)(2)
division but not § 115.781(g) § 115.786(d)(2)(A)
specifically selected for |8 115.781(g)(1) § 115.786(d)(2)(B)
alternative work § 115.781(g)(2) § 115.786(d)(2)(C)
practice monitoring. § 115.781(h)(1) § 115.786(e)
§ 115.781(h)(2) [G]§ 115.786(f)
§ 115.781(h)(3) § 115.786(9)
§ 115.781(h)(4)
§ 115.781(h)(5)
[G]§ 115.781(h)(6)
§ 115.782(b)(4)
§ 115.782(d)(1)
§ 115.788(h)(1)
[G]§ 115.788(h)(2)
§ 115.788(h)(3)
FUGITIVES |EU R5780- | Highly 30 TAC Chapter |§ 115.781(b)(9) Open-ended valves or | § 115.354(1) § 115.354(10) § 115.782(c)(2)(A)(ii)
ALL Reactive 115, HRVOC § 115.780(b) lines within a petroleum | § 115.354(10) § 115.356 [G]§ 115.786(c)
VOC Fugitive [G]& 115.781(a) refinery; synthetic § 115.354(2) [G]§ 115.356(1) § 115.788(c)
Emissions §115.781(g)(3) organic chemical, § 115.354(5) [G]8§ 115.356(2) [G]§ 115.788(d)

§ 115.782(a)

§ 115.782(b)(1)
§ 115.782(b)(2)
§ 115.782(c)(2)

polymer, resin, or
methyl-tert-butyl ether
manufacturing process;
or natural gas/gasoline

§ 115.354(6)
[G]§ 115.354(7)
§ 115.354(9)
§ 115.781(b)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)

§ 115.788(e)
[G]§ 115.788(q)
§ 115.789(1)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.782(c)(2)(A) processing operation in | § 115.781(b)(10) § 115.356(5)
§ 115.782(c)(2)(A)(i) which a highly-reactive |§ 115.781(b)(3) § 115.781(b)(10)
§ 115.782(c)(2)(A)(ii) volatile organic §115.781(b)(4) § 115.781(qg)
§ 115.782(c)(2)(B) compound is a raw §115.781(b)(7) § 115.781(g)(1)
§ 115.783(5) material, intermediate, | § 115.781(b)(7)(A) § 115.781(9)(2)
§ 115.787(f) final product, or in a § 115.781(b)(7)(B) § 115.781(g)(3)
§ 115.787(f)(2) waste stream is subject | § 115.781(f) § 115.782(c)(2)(A)(ii)
§ 115.787(f)(3) to the requirements of | § 115.781(f)(1) [G]8 115.786(c)
§ 115.787(f)(4) this division. Aleakis |8 115.781(f)(2) § 115.786(d)
§ 115.787(qg) defined as a screening | § 115.781(f)(3) § 115.786(d)(2)
§115.788(a) concentration greater § 115.781(f)(4) § 115.786(d)(2)(C)
§ 115.788(a)(1) than 500 ppmv above § 115.781(f)(5) § 115.786(e)
§ 115.788(a)(2) background as § 115.781(f)(6) § 115.786(9)
§ 115.788(a)(2)(A) methane for all §115.781(g) [G]8& 115.788(g)
§ 115.788(a)(2)(B) components. §115.781(9)(1)
§ 115.788(a)(2)(C) § 115.781(g)(2)
§ 115.788(a)(2)(C)(i) § 115.782(d)(2)
§ 115.788(a)(2)(C)(ii) § 115.789(1)(B)
§ 115.788(a)(2)(C)(iii)
§ 115.788(a)(2)(D)
§ 115.788(a)(3)
§ 115.788(a)(3)(A)
§ 115.788(a)(3)(B)
[G]§ 115.788(g)
FUGITIVES EU R5780- [ Highly 30 TAC Chapter |8 115.787(a) Components that None § 115.786(e) None
ALL Reactive 115, HRVOC contact a process fluid § 115.786(Q)
VOC Fugitive containing less than
Emissions 5.0% highly-reactive
volatile organic
compounds by weight
on an annual average
basis are exempt from
the requirements of this
division (relating to
Fugitive Emissions),
except for 115.786(e)
and (g) of this title
(relating to Record
keeping Requirements).
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.357(6) Components at a None § 115.356 None
ALL 115, Pet. petroleum refinery or § 115.356(3)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

Refinery &
Petrochemicals

synthetic organic
chemical, polymer,
resin, or methyl-tert-
butyl ether
manufacturing process,
that contact a process
fluid that contains less
than 10% VOC by
weight and components
at a natural
gas/gasoline
processing operation
that contact a process
fluid that contains less
than 1.0% VOC by
weight are exempt from
the requirements of this
division except
§115.356(3)(C) of this
title.

[G]§ 115.356(3)(C)

FUGITIVES

EU

R5352-
ALL

VOC

30 TAC Chapter
115, Pet.
Refinery &
Petrochemicals

§ 115.357(5)

Reciprocating
compressors and
positive displacement
pumps used in natural
gas/gasoline
processing operations
are exempt from the
requirements of this
division except
§115.356(3)(C) of this
title.

None

§ 115.356
§ 115.356(3)
[G]§ 115.356(3)(C)

None

FUGITIVES

EU

R5352-
ALL

vOC

30 TAC Chapter
115, Pet.
Refinery &
Petrochemicals

§ 115.357(10)

Instrumentation
systems, as defined in
40 CFR 8§63.161
(January 17, 1997), that
meet 40 CFR §63.169
(June 20, 1996) are
exempt from the
requirements of this
division except
§115.356(3)(C) of this

None

§ 115.356
§ 115.356(3)
[G]§ 115.356(3)(C)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
title.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |§ 115.357(11) Sampling connection None § 115.356 None
ALL 115, Pet. systems, as defined in § 115.356(3)
Refinery & 40 CFR §63.161 [G]& 115.356(3)(C)
Petrochemicals (January 17, 1997), that
meet the requirements
of 40 CFR §63.166(a)
and (b) (June 20, 1996)
are exempt from the
requirements of this
division except
§115.356(3)(C) of this
title.
FUGITIVES EU R5352- [VOC 30 TAC Chapter |8 115.357(13) Components/systems [ None § 115.356 None
ALL 115, Pet. that contact a process § 115.356(3)
Refinery & fluid containing VOC [G]8 115.356(3)(C)
Petrochemicals having a true vapor
pressure equal to or
less than 0.002 psia at
68 degrees Fahrenheit
are exempt from the
requirements of this
division except
§115.356(3)(C) of this
title.
FUGITIVES EU R5352- [VOC 30 TAC Chapter |8 115.357(2) Each pressure relief None § 115.356 None
ALL 115, Pet. § 115.352(9) valve equipped with a § 115.356(3)
Refinery & rupture disk must [G]& 115.356(3)(C)
Petrochemicals comply with
§115.352(9) and
§115.356(3)(C).
FUGITIVES EU R5352- |VOC 30 TAC Chapter |§ 115.352(1)(C) No component shall be |§ 115.354(1) 8§ 115.352(7) [G]8 115.358(g)
ALL 115, Pet. §115.352(1) allowed to have a VOC | § 115.354(11) § 115.354(13)(D)
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(13)(A) § 115.354(13)(E)

Petrochemicals

§ 115.352(2)
§ 115.352(2)(A)
§ 115.352(2)(B)
§ 115.352(2)(C)
§ 115.352(2)(C)(i)

days, after discovery. If
the owner or operator
elects to use the
alternative work
practice in §115.358 of

§ 115.354(13)(B)
§ 115.354(13)(C)
§ 115.354(13)(D)
§ 115.354(13)(E)
§ 115.354(13)(F)

§ 115.356
[G]§ 115.356(1)
[G]§ 115.356(2)
§ 115.356(3)

§ 115.356(3)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.352(2)(C)(ii) this title, any leak § 115.354(4) § 115.356(3)(B)
§ 115.352(2)(C)(iii) detected as defined in | 8 115.354(5) [G]8 115.356(3)(C)
§ 115.352(3) §115.358 of this title, | § 115.354(9) [G]§ 115.356(4)
§ 115.352(4) including any leak [G]8§ 115.355 § 115.356(5)
§ 115.352(5) detected using the § 115.358(c)(2)
§ 115.352(6) alternative work § 115.358(d)
§115.352(7) practice on a [G]8 115.358(e)
§115.352(8) component that is 8§ 115.358(f)
§ 115.357(8) subject to the
§115.358(c)(1) requirements of this
[G]8 115.358(h) division but not
specifically selected for
alternative work
practice monitoring.
FUGITIVES EU R5352- [VvOC 30 TAC Chapter |§ 115.352(1)(A) No process drains shall | § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) be allowed to have a § 115.354(5) § 115.356
Refinery & § 115.352(10) VOC leak, for more § 115.354(6) [G]8 115.356(1)
Petrochemicals | § 115.352(2) than 15 days after § 115.354(9) [G]8 115.356(2)
§ 115.352(2)(A) discovery, which [G]§ 115.355 § 115.356(3)
§ 115.352(3) exceeds a screening § 115.357(1) § 115.356(3)(A)
§ 115.352(7) concentration greater § 115.356(3)(B)
§ 115.357(1) than 500 parts per [G]§ 115.356(3)(C)
million by volume above § 115.356(5)
background as
methane, or the
dripping or exuding of
process fluid based on
sight, smell, or sound.
FUGITIVES EU R5352- [VvOC 30 TAC Chapter |§ 115.352(1)(A) No process drains shall | § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) be allowed to have a § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) VOC leak, for more § 115.354(5) § 115.356

Petrochemicals

§ 115.352(2)
§ 115.352(2)(A)
§ 115.352(3)
§ 115.352(7)

than 15 days after
discovery, which
exceeds a screening
concentration greater
than 500 parts per
million by volume above
background as
methane, or the
dripping or exuding of
process fluid based on

§ 115.354(6)
§ 115.354(9)
[G]§ 115.355

[G]§ 115.356(1)
[G]§ 115.356(2)
§ 115.356(3)
§ 115.356(3)(A)
§ 115.356(3)(B)
§ 115.356(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
sight, smell, or sound.
FUGITIVES |EU R5352- |vOC 30 TAC Chapter |§ 115.352(1)(A) No pressure relief § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. §115.352(1) valves shall be allowed | § 115.354(2) § 115.356
Refinery & § 115.352(10) to have a VOC leak, for | § 115.354(4) [G]§ 115.356(1)
Petrochemicals | 8§ 115.352(2) more than 15 days after | § 115.354(5) [G]8§ 115.356(2)
§ 115.352(2)(A) discovery, which § 115.354(6) § 115.356(3)
§ 115.352(2)(B) exceeds a screening [G]8 115.354(7) [G]8 115.356(3)(C)
§ 115.352(3) concentration greater § 115.354(9) § 115.356(5)
§ 115.352(5) than 500 parts per [G]§ 115.355
§115.352(7) million by volume above | § 115.357(1)
§ 115.352(9) background as
§115.357(1) methane, or the
§ 115.357(8) dripping or exuding of
§ 115.357(9) process fluid based on
sight, smell, or sound.
FUGITIVES |EU R5352- [voC 30 TAC Chapter |§ 115.352(1)(A) No pressure relief § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. § 115.352(1) valves shall be allowed | § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) to have a VOC leak, for | § 115.354(2) § 115.356
Petrochemicals | § 115.352(2) more than 15 days after | § 115.354(4) [G]8 115.356(1)
§ 115.352(2)(A) discovery, which § 115.354(5) [G]8 115.356(2)
§ 115.352(2)(B) exceeds a screening § 115.354(6) § 115.356(3)
§ 115.352(3) concentration greater [G]8 115.354(7) § 115.356(3)(A)
§ 115.352(5) than 500 parts per § 115.354(9) § 115.356(3)(B)
§ 115.352(7) million by volume above | [G]§ 115.355 [G]8 115.356(3)(C)
§ 115.352(9) background as § 115.356(5)
§115.357(12) methane, or the
§ 115.357(8) dripping or exuding of
§ 115.357(9) process fluid based on
sight, smell, or sound.
FUGITIVES |EU R5352- |vOC 30 TAC Chapter |§ 115.352(1)(A) No open-ended valves |§ 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. §115.352(1) or lines shall be allowed | § 115.354(2) § 115.356
Refinery & § 115.352(10) to have a VOC leak, for | § 115.354(5) [G]8 115.356(1)

Petrochemicals

§ 115.352(2)
§ 115.352(2)(A)
§ 115.352(2)(B)
§ 115.352(3)
§ 115.352(4)
§ 115.352(5)
§ 115.352(6)
§ 115.352(7)

more than 15 days after
discovery, which
exceeds a screening
concentration greater
than 500 parts per
million by volume above
background as
methane, or the

§ 115.354(6)
[G]§ 115.354(7)
§ 115.354(9)
[G]§ 115.355
§ 115.357(1)

[G]§ 115.356(2)

§ 115.356(3)

[G]§ 115.356(3)(C)
§ 115.356(5)

Renewal- Draft Page 201




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§115.357(1) dripping or exuding of
§ 115.357(8) process fluid based on
§ 115.357(9) sight, smell, or sound.
FUGITIVES |EU R5352- [voC 30 TAC Chapter |§ 115.352(1)(A) No open-ended valves | § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. § 115.352(1) or lines shall be allowed | § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) to have a VOC leak, for | § 115.354(2) § 115.356
Petrochemicals | § 115.352(2) more than 15 days after | § 115.354(5) [G]8 115.356(1)
§115.352(2)(A) discovery, which § 115.354(6) [G]8§ 115.356(2)
§ 115.352(2)(B) exceeds a screening [G]8 115.354(7) § 115.356(3)
§115.352(3) concentration greater § 115.354(9) § 115.356(3)(A)
§115.352(4) than 500 parts per [G]& 115.355 § 115.356(3)(B)
§ 115.352(5) million by volume above [G]8 115.356(3)(C)
§ 115.352(6) background as § 115.356(5)
§ 115.352(7) methane, or the
§115.357(12) dripping or exuding of
§ 115.357(8) process fluid based on
§ 115.357(9) sight, smell, or sound.
FUGITIVES |EU R5352- |vOC 30 TAC Chapter |§ 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. §115.352(1) allowed to have a VOC | § 115.354(2) § 115.356
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(5) [G]8 115.356(1)
Petrochemicals | § 115.352(2) days after discovery, § 115.354(6) [G]8 115.356(2)
§115.352(2)(A) which exceeds a [G]& 115.354(7) § 115.356(3)
§ 115.352(2)(B) screening concentration | § 115.354(9) [G]8 115.356(3)(C)
§ 115.352(3) greater than 500 parts | [G]§ 115.355 § 115.356(5)
§ 115.352(4) per million by volume § 115.357(1)
§ 115.352(5) above background as
§ 115.352(6) methane, or the
§ 115.352(7) dripping or exuding of
§115.357(1) process fluid based on
§ 115.357(8) sight, smell, or sound.
§ 115.357(9)
FUGITIVES |EU R5352- |vOC 30 TAC Chapter |§ 115.352(1)(A) No valves shall be § 115.354(1) § 115.352(7) [G]§ 115.354(7)
ALL 115, Pet. §115.352(1) allowed to have a VOC | § 115.354(10) § 115.354(10)
Refinery & §115.352(10) leak, for more than 15 | § 115.354(2) § 115.356

Petrochemicals

§ 115.352(2)
§ 115.352(2)(A)
§ 115.352(2)(B)
§ 115.352(3)
§ 115.352(4)
§ 115.352(5)

days after discovery,
which exceeds a
screening concentration
greater than 500 parts
per million by volume
above background as

§ 115.354(5)
§ 115.354(6)
[G]§ 115.354(7)
§ 115.354(9)
[G]§ 115.355

[G]§ 115.356(1)
[G]§ 115.356(2)

§ 115.356(3)

§ 115.356(3)(A)

§ 115.356(3)(B)
[G]§ 115.356(3)(C)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.352(6) methane, or the § 115.356(5)
§ 115.352(7) dripping or exuding of
§ 115.357(12) process fluid based on
§ 115.357(8) sight, smell, or sound.
§ 115.357(9)
FUGITIVES |EU R5352- |vOC 30 TAC Chapter |§ 115.352(1)(A) No flanges or other § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) connectors shall be § 115.354(11) § 115.356
Refinery & § 115.352(10) allowed to have a VOC | § 115.354(3) [G]8§ 115.356(1)
Petrochemicals | § 115.352(2) leak, for more than 15 | § 115.354(5) [G]8 115.356(2)
§ 115.352(2)(A) days after discovery § 115.354(6) § 115.356(3)
§115.352(3) which exceeds a 8§ 115.354(9) § 115.356(3)(A)
§ 115.352(5) screening concentration | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(7) greater than 500 parts | 8§ 115.357(1) [G]8 115.356(3)(C)
§ 115.352(8) per million by volume § 115.356(5)
§115.357(1) above background as
§115.357(12) methane, or the
§ 115.357(8) dripping or exuding of
process fluid based on
sight, smell, or sound.
FUGITIVES |EU R5352- |voC 30 TAC Chapter |§ 115.352(1)(A) No flanges or other § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) connectors shall be § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) allowed to have a VOC | § 115.354(11) § 115.356
Petrochemicals | § 115.352(2) leak, for more than 15 | § 115.354(3) [G]8 115.356(1)
§ 115.352(2)(A) days after discovery § 115.354(5) [G]8 115.356(2)
8§ 115.352(3) which exceeds a 8 115.354(6) § 115.356(3)
§ 115.352(5) screening concentration | § 115.354(9) § 115.356(3)(A)
§ 115.352(7) greater than 500 parts | [G]§ 115.355 § 115.356(3)(B)
§ 115.352(8) per million by volume § 115.357(1) [G]& 115.356(3)(C)
§115.357(12) above background as § 115.356(5)
§ 115.357(8) methane, or the
dripping or exuding of
process fluid based on
sight, smell, or sound.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(A) No agitators shall be § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) allowed to have a VOC | § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(5) § 115.356
Petrochemicals | 8§ 115.352(2) days after discovery § 115.354(6) [G]8& 115.356(1)
§ 115.352(2)(A) which exceeds a § 115.354(9) [G]8§ 115.356(2)
§115.352(2)(C) screening concentration [ [G]§ 115.355 § 115.356(3)
§ 115.352(2)(C)(i) greater than 500 parts | 8§ 115.357(1) § 115.356(3)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.352(2)(C)(ii) per million by volume § 115.356(3)(B)
§ 115.352(2)(C)(iii) above background as [G]8§ 115.356(3)(C)
§ 115.352(3) methane, or the § 115.356(5)
§ 115.352(7) dripping or exuding of
§115.357(1) process fluid based on
§115.357(12) sight, smell, or sound.
§ 115.357(8)
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(A) No agitators shall be § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) allowed to have a VOC | § 115.354(5) § 115.356
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(6) [G]8 115.356(1)
Petrochemicals | § 115.352(2) days after discovery § 115.354(9) [G]8§ 115.356(2)
§ 115.352(2)(A) which exceeds a [G]§ 115.355 § 115.356(3)
§ 115.352(2)(C) screening concentration | § 115.357(1) § 115.356(3)(A)
§ 115.352(2)(C)(i) greater than 500 parts § 115.356(3)(B)
§ 115.352(2)(C)(ii) per million by volume [G]8 115.356(3)(C)
§ 115.352(2)(C)(iii) above background as § 115.356(5)
§ 115.352(3) methane, or the
§115.352(7) dripping or exuding of
§115.357(1) process fluid based on
§115.357(12) sight, smell, or sound.
§ 115.357(8)
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(A) No agitators shall be § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) allowed to have a VOC | § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(5) § 115.356
Petrochemicals | 8§ 115.352(2) days after discovery § 115.354(6) [G]& 115.356(1)
§ 115.352(2)(A) which exceeds a § 115.354(9) [G]8 115.356(2)
§115.352(2)(C) screening concentration | [G]§ 115.355 § 115.356(3)
§ 115.352(2)(C)(i) greater than 500 parts | § 115.357(1) § 115.356(3)(A)
§ 115.352(2)(C)(ii) per million by volume § 115.356(3)(B)
§ 115.352(2)(C)(iii) above background as [G]8 115.356(3)(C)
§ 115.352(3) methane, or the § 115.356(5)
§ 115.352(7) dripping or exuding of
§ 115.357(12) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- [VOC 30 TAC Chapter [§ 115.352(1)(B) No compressor seals [G]§ 115.355 § 115.352(7) None
ALL 115, Pet. §115.352(1) shall be allowed to have § 115.356
Refinery & § 115.352(10) a VOC leak, for more [G]8& 115.356(1)
Petrochemicals | § 115.352(2) than 15 days after [G]8 115.356(2)
§ 115.352(2)(A) discovery which § 115.356(3)
§115.352(2)(C) exceeds a screening [G]8 115.356(3)(C)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.352(2)(C)(i) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts per
§ 115.352(2)(C)(iii) million by volume above
§ 115.352(3) background as
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§ 115.357(3) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- [VvOC 30 TAC Chapter |§ 115.352(1)(B) No compressor seals [G]& 115.355 § 115.352(7) None
ALL 115, Pet. §115.352(1) shall be allowed to have § 115.356
Refinery & § 115.352(10) a VOC leak, for more [G]8& 115.356(1)
Petrochemicals | § 115.352(2) than 15 days after [G]8 115.356(2)
§ 115.352(2)(A) discovery which § 115.356(3)
§115.352(2)(C) exceeds a screening [G]& 115.356(3)(C)
§ 115.352(2)(C)(i) concentration greater § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts per
§ 115.352(2)(C)(iii) million by volume above
§115.352(3) background as
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§ 115.357(4) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- [VOC 30 TAC Chapter |§ 115.352(1)(B) No compressor seals § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) shall be allowed to have | § 115.354(2) § 115.356
Refinery & § 115.352(10) a VOC leak, for more § 115.354(5) [G]& 115.356(1)
Petrochemicals | § 115.352(2) than 15 days after § 115.354(6) [G]8 115.356(2)
§ 115.352(2)(A) discovery which § 115.354(9) § 115.356(3)
§115.352(2)(C) exceeds a screening [G]& 115.355 [G]& 115.356(3)(C)
§ 115.352(2)(C)(i) concentration greater §115.357(1) § 115.356(5)
§ 115.352(2)(C)(ii) than 10,000 parts per
§ 115.352(2)(C)(iii) million by volume above
§115.352(3) background as
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§115.357(1) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(B) No compressor seals § 115.354(1) § 115.352(7) None
ALL 115, Pet. §115.352(1) shall be allowed to have | § 115.354(10) § 115.354(10)
Refinery & § 115.352(10) a VOC leak, for more § 115.354(2) § 115.356
Petrochemicals | 8§ 115.352(2) than 15 days after § 115.354(5) [G]& 115.356(1)

Renewal- Draft Page 205




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.352(2)(A) discovery which § 115.354(6) [G]8 115.356(2)
§ 115.352(2)(C) exceeds a screening § 115.354(9) § 115.356(3)
§ 115.352(2)(C)(i) concentration greater [G]& 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) than 10,000 parts per § 115.356(3)(B)
§ 115.352(2)(C)(iii) million by volume above [G]& 115.356(3)(C)
§ 115.352(3) background as § 115.356(5)
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§115.357(12) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(B) No pump seals shall be | [G]§ 115.355 § 115.352(7) None
ALL 115, Pet. § 115.352(1) allowed to have a VOC § 115.356
Refinery & § 115.352(10) leak, for more than 15 [G]8 115.356(1)
Petrochemicals | 8§ 115.352(2) days after discovery [G]8§ 115.356(2)
§ 115.352(2)(A) which exceeds a § 115.356(3)
§ 115.352(2)(C) screening concentration [G]8 115.356(3)(C)
§ 115.352(2)(C)(i) greater than 10,000 § 115.356(5)
§ 115.352(2)(C)(ii) parts per million by
§ 115.352(2)(C)(iii) volume above
§ 115.352(3) background as
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§ 115.357(4) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(B) No pump seals shall be | § 115.354(1) § 115.352(7) None
ALL 115, Pet. § 115.352(1) allowed to have a VOC | § 115.354(2) § 115.356
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(5) [G]8 115.356(1)
Petrochemicals | 8§ 115.352(2) days after discovery § 115.354(6) [G]8& 115.356(2)
§ 115.352(2)(A) which exceeds a § 115.354(9) § 115.356(3)
§115.352(2)(C) screening concentration | [G]§ 115.355 [G]8 115.356(3)(C)
§ 115.352(2)(C)(i) greater than 10,000 § 115.357(1) § 115.356(5)
§ 115.352(2)(C)(ii) parts per million by
§ 115.352(2)(C)(iii) volume above
§115.352(3) background as
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§115.357(1) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU R5352- |VOC 30 TAC Chapter |8 115.352(1)(B) No pump seals shall be | § 115.354(1) § 115.352(7) None
ALL 115, Pet. §115.352(1) allowed to have a VOC | § 115.354(10) § 115.354(10)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Refinery & § 115.352(10) leak, for more than 15 | § 115.354(2) § 115.356
Petrochemicals | § 115.352(2) days after discovery § 115.354(5) [G]8§ 115.356(1)
§ 115.352(2)(A) which exceeds a § 115.354(6) [G]§ 115.356(2)
§ 115.352(2)(C) screening concentration | § 115.354(9) § 115.356(3)
§ 115.352(2)(C)(i) greater than 10,000 [G]§ 115.355 § 115.356(3)(A)
§ 115.352(2)(C)(ii) parts per million by § 115.356(3)(B)
§ 115.352(2)(C)(iii) volume above [G]8 115.356(3)(C)
§ 115.352(3) background as § 115.356(5)
§ 115.352(5) methane, or the
§ 115.352(7) dripping or exuding of
§115.357(12) process fluid based on
§ 115.357(8) sight, smell, or sound.
FUGITIVES EU 60VV- voC 40 CFR Part 60, |§ 60.482-1(d) Equipment that is in None [G]8 60.486(a) § 60.487(a)
ALL Subpart VV 8§ 60.486(K) vacuum service is § 60.486(e) [G]& 60.487(b)
excluded from the § 60.486(e)(1) [G]8 60.487(c)
requirements of § 60.486(e)(5) § 60.487(e)
§60.482-2 to §60.482- § 60.486())
10, if it is identified as
required in
§60.486(€)(5).
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |§ 60.482-2(b)(1) If an instrument reading | § 60.482-1(f)(1) § 60.482-1(g) § 60.487(a)
ALL Subpart VV § 60.482-1(a) of 10,000 ppm or § 60.482-1(f)(2) [G]§ 60.486(a) [G]§ 60.487(b)

§ 60.482-1(b)
§ 60.482-1(g)

§ 60.482-2(a)(2)
[G]§ 60.482-2(b)(2)
§ 60.482-2(c)(1)
[G]§ 60.482-2(c)(2)
§ 60.482-2(d)

[G]§ 60.482-2(dl)(1)
§ 60.482-2(d)(2)

§ 60.482-2(d)(3)
[G]§ 60.482-2(d)(4)
[G]g 60.482-2(d)(5)
[G]g 60.482-2(d)(6)
[G]§ 60.482-2(¢)

§ 60.482-2(f)

[G]§ 60.482-2(g)

§ 60.482-2(h)

§ 60.482-9(a)

§ 60.482-9(b)

greater is measured for
pumps in light liquid
service, a leak is
detected.

[G]§ 60.482-1(f)(3)
§ 60.482-2(a)(1)
[G]§ 60.482-2(b)(2)
[G]§ 60.482-2(d)(4)
§ 60.485(a)

[G]8 60.485(b)
[G]§ 60.485(c)
[G]§ 60.485(d)
[G]8 60.485(€)

§ 60.485(f)

[G]§ 60.486(b)
[G]g 60.486(c)

§ 60.486(€)

§ 60.486(e)(1)
[G]§ 60.486(e)(2)
[G]§ 60.486(e)(4)
[G]§ 60.486(f)
[G]§ 60.486(h)

§ 60.486())

[G]g 60.487(c)
§ 60.487(€)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 60.482-9(d)
§ 60.482-9(f)
§ 60.486(K)
FUGITIVES |EU 60VV- |VvOC 40 CFR Part 60, |§ 60.482-3(a) Each compressor shall | § 60.485(a) § 60.482-1(g) § 60.487(a)
ALL Subpart VV 8 60.482-1(a) be equipped with a seal | [G]§ 60.485(b) [G]& 60.486(a) [G]& 60.487(b)
§ 60.482-1(b) system that includes a | [G]§ 60.485(c) [G]8 60.486(b) [G]& 60.487(c)
§ 60.482-1(g) barrier fluid system and | [G]§ 60.485(d) [G]& 60.486(c) § 60.487(e)
[G]8§ 60.482-3(b) that prevents leakage of | § 60.485(f) § 60.486(e)
§ 60.482-3(c) VOC to the § 60.486(e)(1)
§ 60.482-3(d) atmosphere, except as [G]8 60.486(€e)(2)
§ 60.482-3(e)(1) provided in §60.482- [G]8 60.486(e)(4)
§ 60.482-3(e)(2) 1(c) and paragraphs [G]8 60.486(h)
§ 60.482-3(f) (h), (i), and (j) of this § 60.486(j)
§ 60.482-3(g)(1) section.
§ 60.482-3(g)(2)
§ 60.482-3(h)
[G]§ 60.482-3(i)
§ 60.482-3(j)
§ 60.482-9(a)
§ 60.482-9(b)
§ 60.486(k)
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |8 60.482-4(a) Except during pressure | § 60.482-4(b)(2) § 60.482-1(qg) §60.487(a)
ALL Subpart VV § 60.482-1(a) releases, each pressure | § 60.485(a) [G]§ 60.486(a) [G]§ 60.487(b)
§ 60.482-1(b) relief device in [G]§ 60.485(b) § 60.486(e) [G]& 60.487(c)
8 60.482-1(g) gas/vapor service shall |[G]8§ 60.485(c) § 60.486(¢e)(1) § 60.487(¢e)
§ 60.482-4(b)(1) be operated with no [G]§ 60.485(d) § 60.486(e)(3)
§ 60.482-4(c) detectable emissions, § 60.485(f) [G]§ 60.486(€e)(4)
§ 60.482-4(d)(1) as indicated by an § 60.486())
§ 60.482-4(d)(2) instrument reading of
§ 60.482-9(a) less than 500 ppm
§ 60.482-9(b) above background, as
8 60.486(k) determined by the
methods specified in §
60.485(c).
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |8 60.482-5(a) Each sampling § 60.485(a) § 60.482-1(g) § 60.487(a)
ALL Subpart VV 8 60.482-1(a) connection system shall | [G]§ 60.485(b) [G]& 60.486(a) [G]& 60.487(b)

§ 60.482-1(b)
§ 60.482-1(g)
[G]§ 60.482-5(b)
§ 60.482-5(C)

be equipped with a
closed-purge, closed-
loop, or closed-vent
system, except as

[G]8 60.485(d)
§ 60.485(f)

§ 60.486(e)
§ 60.486(e)(1)
§ 60.486())

[G]s 60.487(c)
§ 60.487(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.486(k) provided in §60.482-
1(c) and paragraph (c)
of this section.
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |§ 60.482-6(a)(1) Each open-ended valve | § 60.485(a) § 60.482-1(9g) §60.487(a)
ALL Subpart VWV § 60.482-1(a) or line shall be [G]8 60.485(b) [G]§ 60.486(a) [G]§ 60.487(b)
§ 60.482-1(b) equipped with a cap, [G]§ 60.485(d) § 60.486(e) [G]& 60.487(c)
§ 60.482-1(g) blind flange, plug, or a | § 60.485(f) § 60.486(e)(1) § 60.487(e)
§ 60.482-6(a)(2) second valve, except as § 60.486())
§ 60.482-6(b) provided in §60.482-
§ 60.482-6(c) 1(c) and paragraphs (d)
§ 60.482-6(d) and (e) of this section.
§ 60.482-6(€)
§ 60.486(k)
FUGITIVES EU 60VV- voC 40 CFR Part 60, |§ 60.482-7(b) If an instrument reading | § 60.482-1(f)(1) § 60.482-1(g) § 60.487(a)
ALL Subpart VV § 60.482-1(a) of 10,000 ppm or § 60.482-1()(2) [G]8 60.486(a) [G]8 60.487(b)
8 60.482-1(b) greater is measured for |[G]8§ 60.482-1(f)(3) [G]& 60.486(b) [G]& 60.487(c)
§ 60.482-1(g) valves in gas/vapor § 60.482-7(a)(1) [G]& 60.486(c) § 60.487(e)
§ 60.482-7(d)(1) service and in light [G]§ 60.482-7(a)(2) § 60.486(e)
§ 60.482-7(d)(2) liquid service, a leak is | § 60.482-7(c)(L)(i) § 60.486(e)(1)
[G]§ 60.482-7(e) detected. § 60.482-7(c)(1)(ii) [G]& 60.486(e)(2)
[G]§ 60.482-7(f) § 60.482-7(c)(2) [G]8 60.486(e)(4)
[G]§ 60.482-7(g) § 60.485(a) [G]8 60.486(f)
[G]§ 60.482-7(h) [G]§ 60.485(b) § 60.486(j)
§ 60.482-9(a) [G]§ 60.485(c)
§ 60.482-9(b) [G]§ 60.485(d)
[G]§ 60.482-9(c) [G]§ 60.485(€e)
§ 60.482-9(e) § 60.485(f)
§ 60.482-9(f)
§ 60.486(k)
FUGITIVES |EU 60VV- |VvOC 40 CFR Part 60, |§ 60.482-8(b) For pumps in heavy § 60.482-8(a)(1) § 60.482-1(g) § 60.487(a)
ALL Subpart VW § 60.482-1(a) liquid service, if an § 60.485(a) [G]§ 60.486(a) [G]§ 60.487(b)

§ 60.482-1(h)
§ 60.482-1(g)
§ 60.482-8(a)
§ 60.482-8(a)(2)
§ 60.482-8(c)(1)
§ 60.482-8(c)(2)
§ 60.482-8(d)
§ 60.482-9(a)
§ 60.482-9(b)

instrument reading of

10,000 ppm or greater
is measured, a leak is
detected.

[G]§ 60.485(b)
[G]8 60.485(d)
§ 60.485(f)

[G]§ 60.486(b)
[G]§ 60.486(c)
§ 60.486(e)
§ 60.486(e)(1)
§ 60.486())

[G]s 60.487(c)
§ 60.487(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 60.482-9(d)
§ 60.482-9(f)
§ 60.486(k)
FUGITIVES |EU 60VV- |VvOC 40 CFR Part 60, |§ 60.482-8(b) For valves in heavy § 60.482-8(a)(1) § 60.482-1(g) § 60.487(a)
ALL Subpart VV 8 60.482-1(a) liquid service, if an § 60.485(a) [G]& 60.486(a) [G]& 60.487(b)
§ 60.482-1(b) instrument reading of [G]§ 60.485(b) [G]8 60.486(b) [G]& 60.487(c)
§ 60.482-1(g) 10,000 ppm or greater | [G]§ 60.485(d) [G]& 60.486(c) § 60.487(e)
8 60.482-8(a) is measured, a leak is | § 60.485(f) § 60.486(e)
§ 60.482-8(a)(2) detected. § 60.486(e)(1)
§ 60.482-8(c)(1) § 60.486())
§ 60.482-8(c)(2)
§ 60.482-8(d)
§ 60.482-9(a)
§ 60.482-9(b)
§ 60.482-9(e)
§ 60.482-9(f)
§ 60.486(K)
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |§ 60.482-8(b) For pressure relief § 60.482-8(a)(1) § 60.482-1(g) § 60.487(a)
ALL Subpart VV § 60.482-1(a) devices in light liquid or | § 60.485(a) [G]§ 60.486(a) [G]§ 60.487(b)
§ 60.482-1(b) in heavy liquid service, |[G]§ 60.485(b) [G]8 60.486(b) [G]& 60.487(c)
§ 60.482-1(g) if an instrument reading | [G]§ 60.485(d) [G]& 60.486(c) § 60.487(e)
§ 60.482-8(a) of 10,000 ppm or [G]§ 60.485(¢) § 60.486(e)
§ 60.482-8(a)(2) greater is measured, a | § 60.485(f) § 60.486(e)(1)
§ 60.482-8(c)(1) leak is detected. § 60.486(j)
§ 60.482-8(c)(2)
§ 60.482-8(d)
§ 60.482-9(a)
§ 60.482-9(b)
§ 60.486(k)
FUGITIVES EU 60VV- VOC 40 CFR Part 60, |8 60.482-8(b) For flanges and other § 60.482-8(a)(1) § 60.482-1(qg) §60.487(a)
ALL Subpart VV 8 60.482-1(a) connectors, if an § 60.485(a) [G]& 60.486(a) [G]& 60.487(b)

§ 60.482-1(h)
§ 60.482-1(g)
§ 60.482-8(a)
§ 60.482-8(a)(2)
§ 60.482-8(c)(1)
§ 60.482-8(c)(2)
§ 60.482-8(d)
§ 60.482-9(a)
§ 60.482-9(b)

instrument reading of

10,000 ppm or greater
is measured, a leak is
detected.

[G]§ 60.485(b)
[G]8 60.485(d)
§ 60.485(f)

[G]§ 60.486(b)
[G]8 60.486(c)
§ 60.486(e)
§ 60.486(e)(1)
§ 60.486())

[G]s 60.487(c)
§ 60.487(e)

Renewal- Draft Page 210




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.486(Kk)
FUGITIVES EU 60VV- VOC 40 CFR Part 60, [[G]§ 60.482-1(e) Equipment that an None § 60.486 § 60.487(a)
ALL Subpart VV § 60.486(k) owner or operator [G]§ 60.486(a) [G]§ 60.487(b)
designates as being in § 60.486(e) [G]& 60.487(c)
VOC service less than § 60.486(¢e)(1) § 60.487(¢e)
300 hours (hr)/fyr is § 60.486(e)(6)
excluded from the § 60.486())
requirements of §8§
60.482-2 through
60.482-10 ifitis
identified as required in
§60.486(e)(6) and it
meets any of the
conditions specified in
paragraphs (e)(1)
through (3) of this
section. §60.482-
1(e)(1)-(3)
FUGITIVES EU 60VVva- |VOC 40 CFR Part 60, |8 60.482-10a(d) Flares used to comply | § 60.482-10a(e) § 60.482-1a(g) § 60.487a(a)
ALL Subpart VVa §60.18 with this subpart shall | § 60.482-1a(g) § 60.485a(b)(2) § 60.487a(b)
§ 60.482-10a(a) comply with the § 60.485a(a) § 60.486a(e) § 60.487a(b)(1)
§ 60.482-10a(m) requirements of §60.18. | [G]§ 60.485a(b)(1) § 60.486a(e)(1) § 60.487a(c)
§ 60.482-1a(a) § 60.485a(b)(2) [G]& 60.486a(e)(8) § 60.487a(c)(1)
§ 60.482-1a(b) § 60.485a(c)(2) § 60.487a(c)(2)
§ 60.482-1a(g) [G]§ 60.485a(d) § 60.487a(c)(2)(ix)
§ 60.485a(b) [G]& 60.485a(g) § 60.487a(c)(3)
§ 60.485a(c) § 60.487a(c)(4)
§ 60.485a(c)(1) § 60.487a(e)
§ 60.485a(f)
§ 60.486a(a)(1)
§ 60.486a(a)(2)
§ 60.486a(k)
FUGITIVES EU 60VVa- |VOC 40 CFR Part 60, |[G]8 60.482-10a(g) Closed vent system § 60.485a(a) [G]& 60.482-10a(l) § 60.487a(b)
ALL Subpart VVa § 60.482-10a(a) leaks, as indicated by [G]8 60.485a(b)(1) § 60.485a(b)(2) § 60.487a(b)(1)

[G]§ 60.482-10a(f)
§ 60.482-10a(h)

§ 60.482-10a(i)
[G]§ 60.482-10a(j)
[G]8 60.482-10a(k)
§ 60.482-10a(m)

an instrument reading
greater than 500 ppmv
above background or
by visual inspections,
shall be repaired as
soon as practicable

§ 60.485a(b)(2)

[G]§ 60.486a(d)
§ 60.486a(e)

§ 60.486a(e)(1)
[G]§ 60.486a(e)(8)

§ 60.487a(c)

§ 60.487a(c)(1)

§ 60.487a(c)(2)

§ 60.487a(c)(2)(ix)
§ 60.487a(c)(3)

§ 60.487a(c)(4)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.485a(b) except as provided in § 60.487a(e)
§ 60.486a(a)(1) paragraph (h) of this
§ 60.486a(a)(2) section.
§ 60.486a(k)
FUGITIVES EU 63FFF-1 [112(B) 40 CFR Part 63, |8 63.2480(a) The permit holder shall | The permit holder shall | The permit holder shall | The permit holder shall
HAPS Subpart FFFF The permit holder shall comply with the comply with the comply with the comply with the
comply with the applicable requirements | applicable monitoring applicable applicable reporting
applicable limitation, of 40 CFR Part 63, and testing recordkeeping requirements of 40
standard and/or Subpart FFFF requirements of 40 CFR | requirements of 40 CFR Part 63, Subpart
equipment specification Part 63, Subpart FFFF | CFR Part 63, Subpart | FFFF
requirements of 40 CFR FFFF
Part 63, Subpart FFFF
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, |§63.162(e) Equipment that is in [G]§ 63.180(d) § 63.181(a) [G]& 63.182(a)
HAPS Subpart H §63.162(a) organic HAP service [G]8 63.181(b) [G]& 63.182(b)
§ 63.162(c) less than 300 hours per § 63.181(c)
[G]§ 63.162(g) year is excluded from [G]& 63.181(i)
§ 63.162(h) the requirements of § 63.181())
§863.163 - 63.174 and
863.178 if it is identified
as required in
863.181()).
FUGITIVES EU 63H-ALL [112(B) 40 CFR Part 63, |[[G]§ 63.164 Standards: [G]& 63.164 § 63.181(a) [G]& 63.182(a)
HAPS Subpart H §63.162(a) Compressors. [G]§ 63.180(b) [G]8 63.181(b) [G]8 63.182(b)
§63.162(c) §63.164(a)-(i) [G]§ 63.180(c) § 63.181(c) § 63.182(c)
[G]& 63.162(f) [G]§ 63.180(d) [G]& 63.181(d) [G]§ 63.182(c)(1)
[G]& 63.162(g) [G]§ 63.181(f) § 63.182(c)(4)
§ 63.162(h) [G]& 63.182(d)
[G]§ 63.171
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, [[G]§ 63.165 Standards: Pressure [G]& 63.165 §63.181(a) [G]& 63.182(a)
HAPS Subpart H § 63.162(a) relief device in [G]§ 63.180(b) [G]& 63.181(b) [G]& 63.182(b)
§63.162(c) gas/vapor service. [G]8 63.180(c) § 63.181(c) § 63.182(c)
[G]& 63.162(g) 863.165(a)-(d) [G]& 63.180(d) [G]§ 63.181(f) [G]8§ 63.182(c)(1)
§63.162(h) § 63.182(c)(4)
[G]§ 63.171 [G]§ 63.182(d)
FUGITIVES EU 63H-ALL [112(B) 40 CFR Part 63, [[G]§ 63.166 Standards: Sampling [G]§ 63.180(b) § 63.181(a) [C]§ 63.182(a)
HAPS Subpart H § 63.162(a) connection systems. [G]& 63.180(d) [G]8 63.181(b) [G]§ 63.182(b)
§ 63.162(c) 863.166(a)-(c) § 63.181(c) 8§ 63.182(c)
[G]& 63.162(g) [G]& 63.181(i) [G]§ 63.182(c)(1)
§ 63.162(h) 8§ 63.182(c)(4)
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Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.171 [G]8 63.182(d)
FUGITIVES [EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]8 63.169 Standards: Pumps in [G]8 63.169 § 63.181(a) [G]8 63.182(a)
HAPS Subpart H § 63.162(a) heavy liquid service. [G]& 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]8 63.162(f) [G]s 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181(i) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, |[[G]8§ 63.169 Standards: Valves in [G]§ 63.169 § 63.181(a) [G]& 63.182(a)
HAPS Subpart H § 63.162(a) heavy liquid service. [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]8 63.162(g) [G]s 63.181()) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, [[G]8 63.169 Standards: Connectors |[G]8§ 63.169 §63.181(a) [G]& 63.182(a)
HAPS Subpart H §63.162(a) in heavy liquid service. |[G]§ 63.180(b) [G]8 63.181(b) [G]8 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]8 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) [G]§ 63.181(i) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES |EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: Agitators in | [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) heavy liquid service. [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
§ 63.162(c) §63.169(a)-(d) [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]8 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]8 63.162(g) [G]s 63.181()) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES |EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]§ 63.169 Standards: [G]§ 63.169 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) Instrumentation [G]& 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
8 63.162(c) systems. 863.169(a)- |[G]§ 63.180(d) § 63.181(c) 8 63.182(c)
[G]§ 63.162(f) (d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, [[G]&§ 63.169 Standards: Pressure [G]& 63.169 §63.181(a) [G]& 63.182(a)
HAPS Subpart H § 63.162(a) relief devices in liquid | [G]§ 63.180(b) [G]§ 63.181(b) [G]§ 63.182(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.162(c) service. §63.169(a)-(d) | [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, |§63.170 Standards: Surge [G]§ 63.180(b) § 63.181(a) [G]8 63.182(a)
HAPS Subpart H §63.162(a) control vessels and [G]§ 63.180(d) [G]8 63.181(b) [G]& 63.182(b)
8 63.162(c) bottom receivers. § 63.181(c) 8 63.182(c)
[G]8 63.162(g) [G]8§ 63.182(c)(1)
§ 63.162(h) § 63.182(c)(4)
[G]§ 63.171 [G]s 63.182(d)
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, [[G]§ 63.173 Standards: Agitators [G]g§ 63.173 § 63.181(a) [G]8 63.182(a)
HAPS Subpart H § 63.162(a) gas/vapor service and | [G]§ 63.180(b) [G]& 63.181(b) [G]& 63.182(b)
§63.162(c) in light liquid service. [G]§ 63.180(d) § 63.181(c) § 63.182(c)
[G]8 63.162(f) §63.173(a)-()). [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]8 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[Gl§ 63.171
FUGITIVES EU 63H-ALL | 112(B) 40 CFR Part 63, |[G]8§8 63.174 Standards: Connectors |[G]§ 63.174 §63.181(a) [G]8 63.182(a)
HAPS Subpart H §63.162(a) in gas/vapor service [G]§ 63.180(b) [G]8 63.181(b) [G]8 63.182(b)
§ 63.162(c) and in light liquid [G]8 63.180(d) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) service. §63.174(a)-(j) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]8 63.162(g) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.182(d)
[G]§ 63.171
FUGITIVES |EU 63H-ALL |112(B) 40 CFR Part 63, |[G]§ 63.163 Standards: Pumps in | [G]§ 63.163 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H § 63.162(a) light liquid service. [G]§ 63.176 [G]§ 63.181(b) [G]§ 63.182(b)
8§ 63.162(c) 863.163(a)-(j) [G]8 63.180(b) § 63.181(c) 8§ 63.182(c)
[G]8 63.162(f) [G]8 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]8 63.162(g) § 63.181(h) § 63.182(c)(4)
§ 63.162(h) [G]§ 63.181(h)(3) [G]§ 63.182(d)
[G]§ 63.171 § 63.181(h)(4)
[G]§ 63.176 [G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)
§ 63.181(h)(8)
FUGITIVES EU 63H-ALL | 112(B) 40 CFR Part 63, [[G]§ 63.167 Standards: Open-ended | [G]§ 63.175 § 63.181(a) [G]§ 63.182(a)
HAPS Subpart H 8 63.162(a) valves or lines. [G]& 63.180(b) [G]& 63.181(b) [G]& 63.182(b)
§ 63.162(c) §63.167(a)-(€). [G]§ 63.180(d) § 63.181(c) § 63.182(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G)§ 63.162(g) § 63.181(h) [G)§ 63.182(c)(1)
§ 63.162(h) [G]§ 63.181(h)(1) § 63.182(c)(4)
[G]§ 63.171 [G]8 63.181(h)(2) [G]8 63.182(d)
[G]§ 63.175 § 63.181(h)(4)
[G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)
[G]§ 63.181(i)
FUGITIVES EU 63H-ALL |112(B) 40 CFR Part 63, [[G]§ 63.168 Standards: Valves in [G]§ 63.168 § 63.181(a) [G]& 63.182(a)
HAPS Subpart H §63.162(a) gas/vapor service and | [G]8 63.175 [G]8 63.181(b) [G]8 63.182(b)
§ 63.162(c) in light liquid service. | [G]§ 63.180(b) § 63.181(c) § 63.182(c)
[G]§ 63.162(f) §63.168(a)-(j) [G]§ 63.180(d) [G]§ 63.181(d) [G]§ 63.182(c)(1)
[G]§ 63.162(g) § 63.181(h) § 63.182(c)(4)
§ 63.162(h) [G]8 63.181(h)(1) [G]§ 63.182(d)
[G]§ 63.171 [G]§ 63.181(h)(2)
[G]§ 63.175 § 63.181(h)(4)
[G]§ 63.181(h)(5)
§ 63.181(h)(6)
§ 63.181(h)(7)
G57001 EU R7ICI-16 | Exempt 30 TAC Chapter |[G]§ 117.303(a)(11) Units exempted from None § 117.340() None

117, Subchapter
B

[G]§ 117.310(f)

the provisions of this
division except as
specified in
§§117.310(f),
117.340(),
117.345(f)(6) and (10),
117.350(c)(1) and
117.354(a)(5) include
new, modified,
reconstructed, or
relocated stationary
diesel engine placed
into service on or after
October 1, 2001, that
operates less than 100
hours per year, based
on a rolling 12-month
average, in other than
emergency situations;
and meets the
requirements for non-

[G]§ 117.345(f)(10)
[G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
road engines as
specified.
§117.303(a)(11)(A)-(B)
G57001 EU 60IllI-2 | CO 40 CFR Part 60, |§ 60.4205(b) Owners and operators | None None [G]8§ 60.4214(d)
Subpart 111 § 60.4202(a)(2) of emergency stationary
§ 60.4206 CI ICE, that are not fire
§ 60.4207(b) pump engines, with a
[G]§ 60.4211(a) maximum engine power
§60.4211(c) greater than or equal to
[G]§ 60.4211(f) 130 KW and less than
§60.4218 or equal to 2237 KW
§89.112(a) and a displacement of
less than 10 liters per
cylinder and is a 2007
model year and later
must comply with a CO
emission limit of 3.5
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR 89.112(a).
G57001 EU 60111I-2 |NMHC and |40 CFR Part 60, |§ 60.4205(b) Owners and operators [ None None [G]8 60.4214(d)
NOx Subpart Il § 60.4202(a)(2) of emergency stationary
§ 60.4206 CI ICE, that are not fire
§ 60.4207(b) pump engines, with a
[G]§ 60.4211(a) maximum engine power
§60.4211(c) greater than or equal to
[G]§ 60.4211(f) 75 KW and less than or
§60.4218 equal to 560 KW and a
§89.112(a) displacement of less
than 10 liters per
cylinder and is a 2007
model year and later
must comply with an
NMHC+NOXx emission
limit of 4.0 g/KW-hr, as
stated in 40 CFR
60.4202(a)(2) and 40
CFR 89.112(a).
G57001 EU 601lI-2  |PM 40 CFR Part 60, |8& 60.4205(b) Emergency stationary | None None [G]& 60.4214(d)
(Opacity) Subpart 11l § 60.4202(a)(2) CI ICE, that are not fire
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.4206 pump engines, with
§ 60.4207(b) displacement < 10 Ipc
[G]g 60.4211(a) and not constant-speed
§ 60.4211(c) engines, with max
[G]& 60.4211(f) engine power < 2237
§60.4218 KW and a 2007 model
§89.113(a)(1) year and later or max
§89.113(a)(2) engine power > 2237
§ 89.113(a)(3) KW and a 2011 model
year and later, must
comply with following
opacity emission limits:
20% during
acceleration, 15%
during lugging, 50%
during peaks in either
acceleration or lugging
modes as stated in
860.4202(a)(1)-(2),
(b)(2) and
§89.113(a)(1)-(3) and
§1039.105(b)(1)-(3).
G57001 EU 601lI-2 |PM 40 CFR Part 60, |§& 60.4205(b) Owners and operators [ None None [G]& 60.4214(d)
Subpart Il § 60.4202(a)(2) of emergency stationary
§ 60.4206 CI ICE, that are not fire
§ 60.4207(b) pump engines, with a
[G]§ 60.4211(a) maximum engine power
§60.4211(c) greater than or equal to
[G]& 60.4211(f) 130 KW and less than
§60.4218 or equal to 2237 KW
§89.112(a) and a displacement of
less than 10 liters per
cylinder and is a 2007
model year and later
must comply with a PM
emission limit of 0.20
g/KW-hr, as stated in
40 CFR 60.4202(a)(2)
and 40 CFR 89.112(a).
G57001 EU 6327272- |112(B) 40 CFR Part 63, |8 63.6590(c) Stationary RICE subject | None None None
8 HAPS Subpart 272772 to Regulations under 40
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

CFR Part 60. An
affected source that
meets any of the criteria
in paragraphs (c)(1)
through (7) of this
section must meet the
requirements of this
part by meeting the
requirements of 40 CFR
part 60 subpart IlIl, for
compression ignition
engines or 40 CFR part
60 subpart JJJJ, for
spark ignition engines
as applicable. No
further requirements
apply for such engines
under this part.

G68002

EU

R7ICI-15

Exempt

30 TAC Chapter
117, Subchapter
B

[G]§ 117.303(a)(10)
[G]§ 117.310(f)

Units exempted from
the provisions of this
division, except as
specified in
§§117.310(f),
117.340(),
117.345(f)(6) and (10),
117.350(c)(1), and
117.354(a)(5), include
any stationary diesel
engine placed into
service before October
1, 2001, that operates
less than 100 hours per
year, based on a rolling
12-month average; and
has not been modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)

None

§ 117.340(j)
[G]§ 117.345(f)(10)
[G]§ 117.345(f)(6)

None

G68002

EU

6372777-
6

112(B)
HAPS

40 CFR Part 63,
Subpart 27277

§ 63.6602-Table2c.1
§ 63.6595(a)(1)

For each existing
emergency stationary

§ 63.6625()
§ 63.6625(i)

§ 63.6625(i)
§ 63.6655(d)

§ 63.6640(e)
§ 63.6650()
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.6605(a) Cl RICE and black start | § 63.6640(a) § 63.6655(e)
§ 63.6605(b) stationary CI RICE, § 63.6640(a)- § 63.6655(f)
§ 63.6625(e) located at a major Table6.9.a.i § 63.6660(a)
§ 63.6625(h) source, you must § 63.6640(a)- § 63.6660(b)
8 63.6625(i) comply with the Table6.9.a.ii 8§ 63.6660(c)
8 63.6640(f)(1) requirements as
8§ 63.6640(f)(2) specified in Table
§ 63.6640(f)(2)(i) 2c.l.a-c.
§ 63.6640()(3)
GRPALZVEN |EP R5720-1 | Highly 30 TAC Chapter |§ 115.727(c)(2) A vent gas stream that | None § 115.726(e)(3)(A) None
T Reactive 115, HRvVOC has the potential to emit § 115.726(j)(2)
vOC Vent Gas HRVOCs, but has a
concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
titte. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.
GRPALZVEN |EP R5121-1 [VvOC 30 TAC Chapter |8 115.127(a)(2)(A) A vent gas stream [G]& 115.125 §115.126 None
T 115, Vent Gas [G]§ 115.122(a)(4) having a combined §115.126(2) § 115.126(2)

Controls

§ 115.127(a)(2)

weight of volatile
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §

§ 115.126(4)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

115.121(a)(1).

GRPALZVEN
T2

EP

R5720-1

Highly
Reactive
VOC

30 TAC Chapter
115, HRVOC
Vent Gas

§ 115.727(c)(2)

A vent gas stream that
has the potential to emit
HRVOCs, but has a
concentration less than
100 ppmv at all times or
has a maximum
potential flow rate equal
to or less than 100 dry
standard cubic feet per
hour is exempt from this
division with the
exception of §
115.726(e)(3)(A) of this
title. The maximum
potential HRVOC
emissions for the sum
of all vent gas streams
claimed under this
exemption, must be
less for the account
specified in §
115.722(a) or (b) of this
title than 0.5 tpy.

None

§ 115.726()(3)(A)
§ 115.726()(2)

None

GRPALZVEN
T2

EP

R5121-1

VOC

30 TAC Chapter
115, Vent Gas
Controls

§ 115.127(a)(2)(A)
[G]§ 115.122(a)(4)
§ 115.127(a)(2)

A vent gas stream
having a combined
weight of volatile
organic compounds
(VOC) < 100 Ibs (45.4
kg) in any continuous
24-hour period is
exempt from the
requirements of §
115.121(a)(1).

[G]§ 115.125
§ 115.126(2)

§115.126
§ 115.126(2)
§ 115.126(4)

None

GRPBOILER

EU

R7ICI-
21A

NOx

30 TAC Chapter
117, Subchapter
B

§ 117.310(d)(3)
§117.310(a)

§ 117.310(a)(3)(A)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)

An owner or operator
may not use the
alternative methods
specified in 8§ 117.315,
117.323 and 117.9800
to comply with the NOy

[G]§ 117.335(a)(1)
§ 117.335(a)(4)

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.345(a)
§ 117.345(f)

[G]§ 117.345()(2)

§ 117.345(f)(8)

§ 117.345(f)(9)

§ 117.8100(a)(5)(C)

§ 117.335(b)
§ 117.335()
[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)
§ 117.345(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]8§ 117.310(e)(3) emission specifications | § 117.335(f)(2) §117.8010
§117.310(e)(4) but shall use the mass | § 117.335(g) [G]§ 117.8010(1)
§117.340(f)(1) emissions cap and §117.340(a)(2)(B) §117.8010(2)
§117.340()(2) trade program in §117.340(b)(1) §117.8010(2)(A)
§ 117.340(p)(1) Chapter 101, § 117.340(b)(3) § 117.8010(2)(B)
§ 117.340(p)(3) Subchapter H, Division | § 117.340(c)(1) § 117.8010(2)(C)
3, except that electric [G]§ 117.340(c)(3) § 117.8010(2)(D)
generating facilities [G]8 117.340()(2) [G]§ 117.8010(3)
must also comply with | § 117.340(1)(2) §117.8010(4)
the daily and 30-day §117.340(0)(1) [G]8 117.8010(5)
system cap emission § 117.340(p)(1) §117.8010(6)
limitations of § 117.320. | § 117.8100(a) [G]§ 117.8010(7)
An owner or operator §117.8100(a)(1) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(A) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)
117.9800 to comply § 117.8100(a)(1)(B)(i)
with § 117.320. § 117.8100(a)(1)(B)(ii)
§117.8100(a)(1)(C)
§ 117.8100(a)(2)
[G]§ 117.8100(a)(3)
§ 117.8100(a)(4)
§ 117.8100(a)(5)
§ 117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]& 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§117.8100(a)(6)
GRPBOILER |EU R7ICI- NOx 30 TAC Chapter |8 117.310(d)(3) An owner or operator [G]§ 117.335(a)(1) §117.345(a) §117.335(h)
21C 117, Subchapter |§ 117.310(a) may not use the § 117.335(a)(4) § 117.345(f) § 117.335(Q)

B

§ 117.310(a)(3)(A)
§ 117.310(b)

[G]§ 117.310(e)(1)
§ 117.310(e)(2)
[G]§ 117.310(e)(3)
§ 117.310(e)(4)

§ 117.340(f)(1)

§ 117.340(1)(2)

§ 117.340(p)(1)

§ 117.340(p)(3)

alternative methods

specified in 8§ 117.315,

117.323 and 117.9800
to comply with the NOx
emission specifications
but shall use the mass
emissions cap and
trade program in
Chapter 101,
Subchapter H, Division
3, except that electric
generating facilities

§ 117.335(b)

§ 117.335(c)

§ 117.335(d)

§ 117.335(f)

§ 117.335(f)(2)

§ 117.335(q)

§ 117.340(a)(2)(B)
§ 117.340(b)(1)

§ 117.340(b)(3)

§ 117.340(c)(1)
[G]§ 117.340(c)(3)
[G]§ 117.340(f)(2)

[G]§ 117.345()(2)
§ 117.345(f)(8)
§ 117.345(f)(9)
§ 117.8100(a)(5)(C)

[G]§ 117.345(b)
[G]§ 117.345(c)
§ 117.345(d)

§ 117.345(d)(3)
§117.8010

[G]§ 117.8010(1)
§ 117.8010(2)

§ 117.8010(2)(A)
§ 117.8010(2)(B)
§ 117.8010(2)(C)
§ 117.8010(2)(D)
[G]§ 117.8010(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
must also comply with | § 117.340(1)(2) §117.8010(4)
the daily and 30-day §117.340(0)(1) [G]§ 117.8010(5)
system cap emission § 117.340(p)(1) §117.8010(6)
limitations of § 117.320. | § 117.8100(a) [G]§ 117.8010(7)
An owner or operator §117.8100(a)(1) [G]§ 117.8010(8)
may use the alternative | § 117.8100(a)(1)(A) §117.8100(c)
methods specified in § | § 117.8100(a)(1)(B)
117.9800 to comply §117.8100(a)(1)(B)(i)
with § 117.320. § 117.8100(a)(1)(B)(ii)
§ 117.8100(a)(1)(C)
§117.8100(a)(2)
[G]§ 117.8100(a)(3)
§117.8100(a)(4)
§117.8100(a)(5)
§117.8100(a)(5)(A)
§ 117.8100(a)(5)(B)
[G]§ 117.8100(a)(5)(D)
[G]§ 117.8100(a)(5)(E)
§ 117.8100(a)(6)
GRPBOILER |EU 60D-2 PM 40 CFR Part 60, |§60.42(a)(1) Onl/after the §60.8 § 60.46(a) None None
Subpart D tests, no affected facility | 8 60.46(b)(1)
shall emit gases [G]§ 60.46(b)(2)
containing particulate [G]& 60.46(d)(1)
matter in excess of 43 | § 60.46(d)(2)
ng/J heat input (0.10 [G]8 60.46(d)(3)
Ib/MMBLtu) derived from | § 60.46(d)(6)
fossil fuel or fossil fuel | 8 60.46(d)(7)
and wood residue. ** See Periodic
Monitoring Summary
** See Alternative
Requirements
GRPBOILER |EU 60D-2 PM 40 CFR Part 60, |8 60.42(a)(2) On/after the [G]§ 60.45(b)(6) § 60.45(h) § 60.45(h)(3)
(Opacity) Subpart D performance tests of 8§ 60.45(b)(7) [G]& 60.45(h)(1)

860.8, no affected
facility shall emit gases
exhibiting greater than
20% opacity except for
one six-minute period
per hour of not more
than 27% opacity.

[G]8 60.45(b)(7)(i)
[G]8 60.45(b)(7)(ii)
§ 60.45(b)(7)iii)

§ 60.45(h)

[G]§ 60.45(h)(1)
[G]§ 60.45(h)(2)

§ 60.45(h)(3)

§ 60.46(a)

[G]8 60.45(h)(2)
§ 60.45(h)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.46(b)(3)
GRPBOILER |EU 60D-2 SO, 40 CFR Part 60, |8 60.40(a) The affected facility § 60.45(a) None § 60.45(q)
Subpart D burns fuel (such as only | § 60.45(c)
gaseous fuels) that has | § 60.45(c)(1)
no specific SO, § 60.45(c)(2)
emission requirements. | § 60.45(c)(5)
[G]§ 60.45(e)
[G]§ 60.45(f)
§ 60.45(Q)
§ 60.45(9)(2)(i)
GRPBOILER |EU 60D-2 NOx 40 CFR Part 60, |8§60.44(a)(1) On/after the §60.8 § 60.45(a) None § 60.45(g)
Subpart D tests, no affected facility | § 60.45(b)(3)
shall emit gases 8 60.45(c)
containing NOX, § 60.45(c)(1)
expressed as NO2, in | § 60.45(c)(2)
excess of 86 ng/J heat | § 60.45(c)(5)
input (0.2 Ib/MMBtu) [G]§ 60.45(e)
derived from gaseous | [G]§ 60.45(f)
fossil fuel. § 60.45(g)
§ 60.45(9)(3)
§ 60.45(9)(3)(i)
§ 60.46(a)
§ 60.46(b)(1)
[G]§ 60.46(b)(5)
[G]8 60.46(d)(1)
§ 60.46(d)(5)
§ 60.46(d)(6)
§ 60.46(d)(7)
GRPBOILER |EU 60D-4 PM 40 CFR Part 60, |8 60.42(a)(1) On/after the §60.8 § 60.46(a) None None
Subpart D tests, no affected facility [ § 60.46(b)(1)
shall emit gases [G]& 60.46(b)(2)
containing particulate [G]& 60.46(d)(1)
matter in excess of 43 | § 60.46(d)(2)
ng/J heat input (0.10 [G]& 60.46(d)(3)
Ib/MMBtu) derived from | § 60.46(d)(6)
fossil fuel or fossil fuel | 8 60.46(d)(7)
and wood residue. ** See Periodic
Monitoring Summary
** See Alternative
Requirements
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
GRPBOILER |EU 60D-4 |PM 40 CFR Part 60, |§ 60.42(a)(2) On/after the § 60.45(h)(1) § 60.45(h) None
(Opacity) Subpart D performance tests of 8§ 60.45(b)(7) [G]8 60.45(h)(1)
§60.8, no affected [G]§ 60.45(b)(7)(i) [G]§ 60.45(h)(2)
facility shall emit gases | [G]§ 60.45(b)(7)(ii)
exhibiting greater than | § 60.45(b)(7)(iii)
20% opacity except for | § 60.45(h)
one six-minute period [G]§ 60.45(h)(1)
per hour of not more [G]8 60.45(h)(2)
than 27% opacity. 8 60.46(a)
§ 60.46(b)(3)
GRPBOILER |EU 60D-4 | SO, 40 CFR Part 60, |§ 60.40(a) The affected facility § 60.45(b)(1) None None
Subpart D burns fuel (such as only | § 60.45(b)(4)
gaseous fuels) that has
no specific SO,
emission requirements.
GRPBOILER |EU 60D-4 NOx 40 CFR Part 60, |§ 60.44(a)(1) Onl/after the §60.8 § 60.45(a) None § 60.45(q)
Subpart D tests, no affected facility | § 60.45(b)(3)
shall emit gases § 60.45(c)
containing NOX, 8 60.45(c)(1)
expressed as NO2, in | § 60.45(c)(2)
excess of 86 ng/J heat | § 60.45(c)(3)
input (0.2 Ib/MMBtu) § 60.45(c)(3)(i)
derived from gaseous | § 60.45(c)(3)(ii)
fossil fuel. [G]§ 60.45(e)
[G]§ 60.45(f)
§ 60.45(Q)
§ 60.45(9)(3)
§ 60.45(9)(3)())
§ 60.46(a)
§ 60.46(b)(1)
[G]§ 60.46(b)(5)
[G]8 60.46(d)(1)
§ 60.46(d)(5)
§ 60.46(d)(6)
§ 60.46(d)(7)
GRPBOILER |EU 63EEE-1 | Mercury 40 CFR Part 63, |§ 63.1217(a)(2)()) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]8 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion

[G]8 63.1206(b)(5)
[G]§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]8 63.1206(c)(1)
[G]8 63.1206(c)(2)

[G]§ 63.1206(b)(5)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G8 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G)§ 63.1207(K)

[G]8 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209())

§ 63.1209()

§ 63.1209(1)(1)(i)

§ 63.1209(1)(1)(ii)(A)
[G]§ 63.1209(1)(1)(ii)(C)
[G]8 63.1209(1)(1)(ii)(D)
§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

gases that contain Hg,
except as provided for
in paragraph §63.1217
(a)(2)(iii), when you
burn hazardous waste
with an as-fired heating
value less than 10,000
Btu/lb, emissions in
excess of 19 pg/dscm ,
corrected to 7 % 02, on
an (not-to-exceed)
annual averaging
period.

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G)§ 63.1207(e)
[G]§ 63.1207(F)(1)()
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(f)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(1)(viii)
§ 63.1207(f)(L)(xii)
§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]§ 63.1207i)

[G]8 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(2)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)
[G]§ 63.1209(b)(2)
§ 63.1209(b)(3)

§ 63.1209(b)(4)
[G]§ 63.1209(b)(5)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(d)
[G]§ 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209(i)

§ 63.1209()

§ 63.1209(1)(1)(ii)

[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)

§ 63.1207(f)(L)(xii)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1209(b)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)

[G]§ 63.1207(e)
[G]§ 63.1207(F)(1)()
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(L)(viii)
§ 63.1207(f)(L)(xii)
§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)
§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(X)
[G]§ 63.1207(h)
[G]§ 63.1207())

(G 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207())(5)

[G]§ 63.1207(k)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(q)(1)(iii)
§ 63.1209(g)(1)(iv)(B)
[G]§ 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(1)(1)(ii)(A) § 63.1210(b)(3)(i)
[G]§ 63.1209(1)(1)(ii)(C) § 63.1210(c)(1)(i)
[G]§ 63.1209(1)(1)(ii)(D) § 63.1210(c)(2)
§ 63.1209(p) [G]§ 63.1210(c)(3)
[G]§ 63.1209(q) [G]§ 63.1210(c)(4)
8§ 63.1209(r) [G]8§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-1 | Combined |40 CFR Part 63, |§ 63.1217(a)(3)(i) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Metals Subpart EEE [G]8 63.1206(b)(5) boilers, you must not [G]§ 63.1206(b)(5) [G]8 63.1206(b)(12) [G]8 63.1206(b)(5)

[G]§ 63.1206(c)(1)
[G8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G8 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G8 63.1206(c)(7)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(K)

[G]8 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209())

§ 63.1209(n)

§ 63.1209(n)(1)

§ 63.1209(n)(2)(i)

§ 63.1209(n)(2)(V)(A)
§ 63.1209(n)(2)(V)(A)(1)
[Gl§
63.1209(n)(2)(v)(A)(3)
[G]§ 63.1209(n)(5)

discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
cadmium and lead
combined, except for an
area source as defined
under 863.2, when you
burn hazardous waste
with an as-fired heating
value less than 10,000
Btu/lb, emissions in
excess of 150 pg/dscm,
corrected to 7 % O,, on
an (not-to-exceed)
annual averaging
period.

[G)§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G)§ 63.1207(d)
[G]§ 63.1207(e)
[G]8 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(f)(1)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207()(1)(vi)

§ 63.1207(f)(1)(vii)

§ 63.1207(F)(1)(viii)
§ 63.1207()(1)(x))

§ 63.1207(f)(1)(xii)

§ 63.1207(F)(1) (xxvii)
§ 63.1207(q)

§ 63.1207(q)(1)(ii)
[G]§ 63.1207(h)

[G]8 63.1207(i)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

[G]§ 63.1206(b)(5)
[G8 63.1206(c)(1)
[G8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G8 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]8 63.1206(c)(7)

§ 63.1207(f)(1)(xi)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1209(b)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G8 63.1211(c)(3)
[G 63.1211(d)

[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
[G]§ 63.1207(F)(1)()
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207()(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(F)(1)(vii)

§ 63.1207(f)(1)(viil)
§ 63.1207(f)(1)(xi)

§ 63.1207(F)(1)(xii)

§ 63.1207()(1)(xvi)
§ 63.1207(f)(L)(xvii)
§ 63.1207(f)(L)(xviii)
§ 63.1207(F)(1) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(N)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(x)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(p) § 63.1208(b)(3) [G]§ 63.1207(h)
[G]8 63.1209(q) § 63.1208(b)(7) [G]8 63.1207(i)
§63.1211(c)(1) § 63.1208(b)(8) [G]8 63.1207(j)(1)
§ 63.1211(c)(2) § 63.1209(a)(5) § 63.1207(j)(3)
§ 63.1211(c)(4) § 63.1209(b)(1) § 63.1207(j)(4)
§ 63.1217(d) [G]§ 63.1209(b)(2) § 63.1207(j)(5)
§ 63.1209(h)(3) [G]§ 63.1207(k)
§ 63.1209(b)(4) [G]§ 63.1207()(1)
[G]§ 63.1209(b)(5) § 63.1207()(3)
[G]§ 63.1209(c)(4) § 63.1207(m)(5)
§ 63.1209(c)(5) § 63.1209(c)(3)
[G]§ 63.1209(d) § 63.1209(g)(1)(i)
[G]§ 63.1209(f) § 63.1209(g)(L)(ii)
§ 63.1209(g)(1)(i) [G]& 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(iV)(A)
§ 63.1209()) [G)§ 63.1210(a)
§ 63.1209(n)(2)(V)(A) [G]& 63.1210(b)(1)
§ 63.1209(n)(2)(v)(A)(1) § 63.1210(b)(2)
[G]§ § 63.1210(b)(3)(i)
63.1209(n)(2)(v)(A)(3) § 63.1210(c)(1)(i)
§ 63.1209(p) § 63.1210(c)(2)
[G]§ 63.1209(q) [G)§ 63.1210(c)(3)
§63.1209(r) [G]& 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-1 | PM 40 CFR Part 63, |§63.1217(a)(7) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
§ 63.1206(b)(8)(v)
§ 63.1206(b)(8)(vi)
§ 63.1206(b)(8)(vii)
[G]§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8§ 63.1206(c)(5)
§ 63.1206(c)(6)(i)
§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
particulate matter,
except for an area
source as defined
under §63.2 or as
provided by
863.1217(e), emissions
in excess of 80

[G]§ 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G8 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(i)(A)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]8 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]8 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(1)(iii)(A)
§ 63.1209(b)(1)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G§ 63.1207(e)

[G]§ 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]8 63.1207(I)(1)

§ 63.1209(c)(1)

[G]8 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209(i)

§ 63.1209(m)

[G]§ 63.1209(m)(1)(i)
[G]§ 63.1209(m)(1)(iv)
[G]§ 63.1209(m)(2)

§ 63.1209(m)(3)

§ 63.1209(n)(3)

§ 63.1209(p)

[G]8 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

mg/dscm corrected to 7
% 02.

§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(f)(L)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)()(C)
§ 63.1207(g)(1)(ii)

§ 63.1207(g)(2)(iv)
[G)§ 63.1207(h)
[G]8 63.1207(i)

[G]8 63.1207(I)(1)

§ 63.1208(b)(6)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(L) i)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G]§ 63.1209(b)(2)

§ 63.1209(b)(3)

§ 63.1209(b)(4)

[G]§ 63.1209(b)(5)
[G8 63.1209(c)(4)
[G]8 63.1209(d)
[G]§ 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209(i)

§ 63.1209(m)

[G]§ 63.1209(m)(1)(i)
[G]§ 63.1209(m)(1)(iv)
[G]§ 63.1209(m)(2)
§ 63.1209(m)(3)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1209(r)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]8 63.1211(c)(3)
[G]§ 63.1211(d)

§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(L)(viil)
§ 63.1207(f)(L)(xii)
§ 63.1207(f)(L)(xviii)
§ 63.1207(f)(L)(xxiii)
[G]§ 63.1207()(1)(xxiv)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(iv)

§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)
§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(X)
[G]§ 63.1207(h)
[G]§ 63.1207())

[G]§ 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207(j)(5)

[G]§ 63.1207(k)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(q)(1)iii)
[G]s 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)

§ 63.1210(b)(3)(i)

§ 63.1210(c)(1)(i)

§ 63.1210(c)(2)
[G]§ 63.1210(c)(3)
(G 63.1210(c)(4)
[G]§ 63.1210(d)

§ 63.1211(a)

[G]8 63.1211(c)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-1 | Principal 40 CFR Part 63, |§63.1217(c)(1) For liquid fuel boilers, | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Organic Subpart EEE [G]& 63.1206(b)(5) except as provided in [G]& 63.1206(b)(5) [G]& 63.1206(b)(12) [G]& 63.1206(b)(5)
Hazardous [G]8 63.1206(c)(1) §63.1217(c)(2), you § 63.1206(b)(7)(ii) [G]§ 63.1206(b)(5) [G]§ 63.1206(c)(2)
Constituent [G]§ 63.1206(c)(2) must achieve a DRE of |[G]§ 63.1206(c)(3) [G]8 63.1206(c)(1) [G]8 63.1206(c)(3)

[G]§ 63.1206(c)(3)
[G8 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(q)(L)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(1)(1)

§ 63.1209(c)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209())

[G]§ 63.1209())

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(c)(3)(i)

§ 63.1217(c)(3)(ii)

99.99% for each POHC
designated under
paragraph
§63.1217(c)(3). You
must calculate DRE for
each POHC using the
equation in
§63.1217(c)(2).

§ 63.1207(a)
§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G)§ 63.1207(e)
[G]§ 63.1207()(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207()(1) i)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207()(1)(vi)

§ 63.1207(f)(1)(vii)

§ 63.1207(F)(1)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(F)(1)(xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]§ 63.1207(i)

[G]8 63.1207(I)(1)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(b)(1)

[G]§ 63.1209(b)(2)

§ 63.1209(b)(3)

§ 63.1209(b)(4)

[G]§ 63.1209(b)(5)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(d)

[G§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]8§ 63.1206(c)(7)

§ 63.1207(F)(1)(xi)

§ 63.1207(g)(1)(iii)(A)
§ 63.1209(b)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[Gs 63.1211(d)

[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
[G8 63.1207(F)(1)())
§ 63.1207(f)(L)(ii)

§ 63.1207(N)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207(f)(1) i)
§ 63.1207(H)(L)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(L)(vi)

§ 63.1207(f)(1)(vii)

§ 63.1207(f)(1)(viil)
§ 63.1207(F)(1)(xii)

§ 63.1207(f)(1)(xix)
§ 63.1207(F)(1) (xvil)
§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(x)
[G]§ 63.1207(h)
[G]g 63.1207())

(G 63.1207(j)(1)

§ 63.1207())(3)

§ 63.1207())(4)

§ 63.1207(j)(5)

[G]§ 63.1207(K)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1209(f) § 63.1209(c)(3)
§ 63.1209(g)(1)()) § 63.1209(g)(1)(i)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(ii)
§ 63.1209()) [G]§ 63.1209(g)(1)(iii)
[G]§ 63.1209(j) [G]§ 63.1210(a)
§ 63.1209(p) [G]& 63.1210(b)(1)
[G]§ 63.1209(q) § 63.1210(b)(2)
§ 63.1209(r) § 63.1210(b)(3)(i)
§ 63.1210(c)(1)(i)
§ 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-1 | Chromium |40 CFR Part 63, |§ 63.1217(a)(4)(i) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
[G8 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209(i)

§ 63.1209(n)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
chromium, except for
an area source as
defined under §63.2,
when you burn
hazardous waste with
an as-fired heating
value less than 10,000
Btu/lb, emissions in
excess of 370 pg/dscm,
corrected to 7 % 02.

[G)§ 63.1206(b)(5)
[G8 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)

[G]§ 63.1207(e)

[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207()(L)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(L) (xxvii)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)

§ 63.1207(f)(1)(xil)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1209(b)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]8 63.1211(d)

[G]§ 63.1206(b)(5)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
[G]§ 63.1207()(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207()(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viil)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(1)(xvii)
§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L) (xxvi)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(n)(1) § 63.1207(q) § 63.1207(f)(1)(xxvii)
§ 63.1209(n)(2)()) § 63.1207(g)(1)(ii) § 63.1207(f)(2)(ix)
§ 63.1209(N)(2)(v)(B)(2) [G]§ 63.1207(h) § 63.1207(F)(2)(v)
§ 63.1209(n)(2)(vi) [G]§ 63.1207(i) § 63.1207(f)(2)(vi)
[G]§ 63.1209(n)(5) [G]§ 63.1207(I)(1) § 63.1207(f)(2)(vii)
§ 63.1209(p) [G]§ 63.1207(m)(1) § 63.1207(f)(2)(viii)
[G]§ 63.1209(q) [G]§ 63.1207(m)(2) § 63.1207(f)(2)(x)
§ 63.1211(c)(1) § 63.1208(b)(4) [G]§ 63.1207(h)
§ 63.1211(c)(2) § 63.1208(b)(7) [G]& 63.1207()
§ 63.1211(c)(4) § 63.1208(h)(8) [G]§ 63.1207(j)(1)
§ 63.1217(d) § 63.1209(a)(5) § 63.1207())(3)
§ 63.1209(b)(1) § 63.1207(j)(4)
[G]§ 63.1209(b)(2) § 63.1207(j)(5)
§ 63.1209(b)(3) [G]§ 63.1207(k)
§ 63.1209(b)(4) [G]§ 63.1207()(1)
[G]§ 63.1209(b)(5) § 63.1207(1)(3)
[G]§ 63.1209(c)(4) § 63.1207(m)(5)
§ 63.1209(c)(5) § 63.1209(c)(3)
[G]§ 63.1209(d) § 63.1209(g)(1)(i)
[G]§ 63.1209(f) § 63.1209(g)(1)(ii)
§ 63.1209(g)(1)(i) [G]& 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(iv)(A)
§ 63.1209(i) [G]8§ 63.1210(a)
§ 63.1209(N)(2)(V)(B)(2) [G]& 63.1210(b)(1)
§ 63.1209(n)(2)(vi) § 63.1210(b)(2)
§ 63.1209(p) 8§ 63.1210(b)(3)(i)
[G]§ 63.1209(q) § 63.1210(c)(1)(i)
§ 63.1209(r) § 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-2 | Mercury 40 CFR Part 63, |§ 63.1217(a)(2)(ii) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain Hg,

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]8§ 63.1206(c)(6)(v)
[G]8 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G)§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209())

§ 63.1209())

§ 63.1209(1)(1)(ii)

§ 63.1209(1)(1)(ii)(A)
[G]§ 63.1209(1)(1)(ii)(B)
[G]§ 63.1209(1)(1)(ii)(D)
§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

except as provided for
in paragraph §63.1217
(a)(2)(iii), when you
burn hazardous waste
with an as-fired heating
value 10,000 Btu/lb or
greater, emissions in
excess of 4.2 x 10-5 Ibs
Hg attributable to the
hazardous waste per
million Btu heat input
from the hazardous
waste on an (not-to-
exceed) annual
averaging period.

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207()(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207()(L)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(1)(viii)
§ 63.1207(f)(L)(xii)
§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]g 63.1207(i)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(2)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)
[G]8 63.1209(b)(2)
§ 63.1209(b)(3)

§ 63.1209(b)(4)
[G]§ 63.1209(b)(5)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(d)
[G]8 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209())

§ 63.1209()

§ 63.1209(1)(1)(ii)

§ 63.1209(1)(1)(ii)(A)

[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(L)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1209(b)(1)
[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)

[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viil)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(L)(xviii)
§ 63.1207(f)(1) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viii)
§ 63.1207(f)(2)(x)
[G]§ 63.1207(h)
[G]§ 63.1207(i)

[G8 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207(j)(5)

[G]8 63.1207(k)
[G]§ 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(q)(1)iii)
§ 63.1209(g)(1)(iv)(B)
[G]8 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)

§ 63.1210(b)(3)(i)
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Applicable Requirements Summary

Unit Unit SOP Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1209(1)(1)(ii)(B) § 63.1210(c)(1)(i)
[G]§ 63.1209(1)(1)(ii)(D) § 63.1210(c)(2)
§ 63.1209(p) [G]g& 63.1210(c)(3)
[G]§ 63.1209(q) [G]§ 63.1210(c)(4)
§63.1209(r) [G]8§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-2 | Combined |40 CFR Part 63, |8§ 63.1217(a)(3)(ii) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Metals Subpart EEE [G]& 63.1206(b)(5) boilers, you must not [G]& 63.1206(b)(5) [G]& 63.1206(b)(12) [G]& 63.1206(b)(5)

[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209())

§ 63.1209()

§ 63.1209(n)(1)

§ 63.1209(n)(2)(i)

§ 63.1209(n)(2)(V)(A)
§ 63.1209(n)(2)(V)(A)(1)
[G]§
63.1209(n)(2)(V)(A)(2)
[G]§ 63.1209(n)(5)

§ 63.1209(p)

discharge or cause to
be emitted into the
atmosphere combustion
gases that contain,
except for an area
source as defined
under §63.2, when you
burn hazardous waste
with an as-fired heating
value of 10,000 Btu/lb
or greater, emissions in
excess of 8.2 x 10° Ibs
combined cadmium and
lead emissions
attributable to the
hazardous waste per
million Btu heat input
from the hazardous
waste on an (not-to-
exceed) annual
averaging period.

[G)§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(f)(1)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(F)(1)(viii)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(F)(1) (xxvii)
§ 63.1207()

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]§ 63.1207(i)

[G]8 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(3)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]8§ 63.1206(c)(2)
[G§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]8§ 63.1206(c)(7)

§ 63.1207(f)(1)(xil)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1209(b)(1)

[G]8§ 63.1209(c)(2)
[G]8 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]8§ 63.1211(c)(3)
[Gs 63.1211(d)

[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1207(e)
[G]8 63.1207(F)(1)())
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1) i)
§ 63.1207(f)(L)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(L)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viil)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(F)(1)(xvi)
§ 63.1207(F)(1) (xvil)
§ 63.1207(f)(1) (xviii)
§ 63.1207(f)(1) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(x)
[G]§ 63.1207(h)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1209(q) § 63.1208(b)(7) [G]§ 63.1207())
§63.1211(c)(1) § 63.1208(b)(8) [G]8 63.1207(j)(1)
§63.1211(c)(2) § 63.1209(a)(5) § 63.1207())(3)
§ 63.1211(c)(4) § 63.1209(b)(1) § 63.1207(j)(4)
§ 63.1217(d) [G]§ 63.1209(b)(2) § 63.1207(j)(5)
§ 63.1209(b)(3) [G]§ 63.1207(k)
§ 63.1209(h)(4) [G]§ 63.1207(l)(1)
[G]§ 63.1209(b)(5) § 63.1207(1)(3)
[G]§ 63.1209(c)(4) § 63.1207(m)(5)
§ 63.1209(c)(5) § 63.1209(c)(3)
[G]§ 63.1209(d) § 63.1209(g)(1)(i)
[G]§ 63.1209(f) § 63.1209(g)(1)(ii)
§ 63.1209(g)(1)(i) [G]§ 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(iV)(A)
§ 63.1209(i) [G]§ 63.1210(a)
§ 63.1209(n)(2)(V)(A) [G]§ 63.1210(b)(1)
§ 63.1209(n)(2)(v)(A)(1) § 63.1210(b)(2)
[Gls § 63.1210(b)(3)(i)
63.1209(N)(2)(V)(A)(2) § 63.1210(c)(1)(i)
§ 63.1209(p) § 63.1210(c)(2)
[G]§ 63.1209(q) [G]§ 63.1210(c)(3)
§ 63.1209(r) [G)§ 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-2 | Total 40 CFR Part 63, |§ 63.1217(a)(6)(ii) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Chlorine Subpart EEE [G]§ 63.1206(b)(5) boilers, you must not | [G]§ 63.1206(b)(5) [G]§ 63.1206(b)(12) [G]§ 63.1206(b)(5)

[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)

discharge or cause to
be emitted into the
atmosphere combustion
gases that contain,
except for an area
source as defined
under 863.2, when you
burn hazardous waste
with an as-fired heating
value of 10,000 Btu/lb
or greater, emissions in
excess of 5.08 x 10-2

[G]§ 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]8 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
[G]§ 63.1207(F)(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G)§ 63.1207(K)
[G]§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1207(m)(3)

§ 63.1209(c)(1)
[G]§ 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209(i)

§ 63.1209(n)(4)

§ 63.1209(0)

[G]§ 63.1209(0)(1)(ii)(A)
[G]§ 63.1209(0)(2)
[G8 63.1209(0)(3)
§ 63.1209(0)(4)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

Ibs combined emissions
of hydrogen chloride
and chlorine gas
attributable to the
hazardous waste per
million Btu heat input
from the hazardous
waste.

[G]§ 63.1207(f)(1)(ii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(1)(x))

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)

§ 63.1207(g)(2)(Gii)
[G]§ 63.1207(h)
[G]8 63.1207(i)

[G)§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
[G]§ 63.1208(b)(5)(i)
§ 63.1208(b)(5)(ii)
[G]8 63.1208(b)(5)(ii)(B)
§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G]8 63.1209(b)(2)

§ 63.1209(b)(3)

§ 63.1209(b)(4)

[G]8 63.1209(b)(5)
[G]8§ 63.1209(c)(4)

§ 63.1209(c)(5)

[G]§ 63.1209(d)
[G]8 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209())

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1209(r)

§ 63.1209(b)(1)
[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]8 63.1211(c)(3)
[G]§ 63.1211(d)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)
§ 63.1207(f)(L)(vii)
§ 63.1207(f)(L)(viii)
§ 63.1207(f)(1)(xi)
§ 63.1207(f)(L)(xii)
§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(L)(xvii)
§ 63.1207(f)(L)(xviii)
§ 63.1207(f)(1)(xxv)
§ 63.1207(f)(L) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2) i)
§ 63.1207(f)(2)(ix)
§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)
§ 63.1207(f)(2)(vii)
§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)()
[G]8 63.1207(h)
[G]§ 63.1207())
[G]§ 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207(j)(5)

[G]8 63.1207()
(G 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]§ 63.1209(g)(1)(iii)
[G]§ 63.1210(a)
[G]§ 63.1210(b)(1)
§ 63.1210(b)(2)

§ 63.1210(b)(3)(i)

§ 63.1210(c)(1)(i)

§ 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]8 63.1210(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements

ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1211(a)
[G]& 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)

GRPBOILER |EU 63EEE-2 | PM 40 CFR Part 63, |§63.1217(a)(7) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
§ 63.1206(b)(8)(v)

§ 63.1206(b)(8)(vi)

§ 63.1206(b)(8)(vii)
[G]§ 63.1206(c)(1)
[G8 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G8 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]8 63.1206(c)(7)

§ 63.1207(q)(1)(iii)(A)
[G]§ 63.1207(K)

[G]8 63.1207(1)(1)

§ 63.1209(c)(1)

[G]8§ 63.1209(c)(2)
[G]8 63.1209(d)

§ 63.1209())

§ 63.1209(m)

[G]§ 63.1209(m)(1)(i)
[G]§ 63.1209(m)(1)(iv)
[G]§ 63.1209(m)(2)

§ 63.1209(m)(3)

§ 63.1209(n)(3)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain
particulate matter,
except for an area
source as defined
under §63.2 or as
provided by
§63.1217(e), emissions
in excess of 80
mg/dscm corrected to 7
% 02.

[G]8 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G8 63.1206(c)(3)

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)

[G]§ 63.1207(e)

[G]§ 63.1207(F)(L)(i)
§ 63.1207(f)(1)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1) i)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(1)(vii)

§ 63.1207(f)(1)(viii)
§ 63.1207(f)(1)(xii)

§ 63.1207(F)(1) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)()(C)
§ 63.1207(q)(1)(ii)

§ 63.1207(g)(2)(iv)
[G]§ 63.1207(h)
[G]§ 63.1207(i)

[G]8 63.1207(I)(1)

§ 63.1208(b)(6)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(1)(iii)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G]8§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G§ 63.1206(c)(2)
[G§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vil)
[G]§ 63.1206(c)(7)

§ 63.1207(F)(1)(xi)

§ 63.1207(q)(1)(iii)(A)
§ 63.1209(b)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8§ 63.1209(q)

§ 63.1211(b)

[G]8 63.1211(c)(3)
[G]§ 63.1211(d)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(b)(8)(iii)
[G]8 63.1206(c)(2)
[G§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)

[G]8 63.1207(F)(1)())
§ 63.1207(f)(L) i)

§ 63.1207(N)(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(L)(iv)

§ 63.1207()(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(L)(vi)

§ 63.1207(F)(1)(vii)

§ 63.1207(f)(1)(viil)
§ 63.1207(F)(1)(xii)

§ 63.1207(f)(1)(xviii)
§ 63.1207(f)(L)(xxiii)
[G]§ 63.1207(F)(1)(xxiv)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(H)(2)(iv)

§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)(X)
[G]§ 63.1207(h)

[G]g 63.1207())

(G 63.1207(j)(1)

§ 63.1207())(3)

§ 63.1207())(4)

§ 63.1207(j)(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.1209(b)(2) [G]§ 63.1207(k)
§ 63.1209(b)(3) [G]8 63.1207(1)(1)
§ 63.1209(b)(4) § 63.1207(1)(3)
[G]§ 63.1209(b)(5) § 63.1209(c)(3)
[G]§ 63.1209(c)(4) § 63.1209(g)(1)(i)
[G]§ 63.1209(d) § 63.1209(g)(1)(ii)
[G]§ 63.1209(f) [G]§ 63.1209(g)(1)(iii)
§ 63.1209(g)(1)()) [G]& 63.1210(a)
§ 63.1209(g)(1)(ii) [G]& 63.1210(b)(1)
§ 63.1209()) § 63.1210(b)(2)
§ 63.1209(m) § 63.1210(b)(3)(i)
[G]8 63.1209(m)(L)(i) § 63.1210(c)(1)(i)
[G]§ 63.1209(m)(1)(iv) § 63.1210(c)(2)
[G]8 63.1209(m)(2) [G]§ 63.1210(c)(3)
§ 63.1209(m)(3) [G]§ 63.1210(c)(4)
§ 63.1209(p) [G]§ 63.1210(d)
[G]§ 63.1209(q) § 63.1211(a)
§ 63.1209(r) [G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-2 | Principal 40 CFR Part 63, |§63.1217(c)(1) For liquid fuel boilers, [G]8 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)
Organic Subpart EEE [G]8 63.1206(b)(5) except as provided in [G]8 63.1206(b)(5) [G]8 63.1206(b)(12) [G]8 63.1206(b)(5)
Hazardous [G]8 63.1206(c)(1) §63.1217(c)(2), you § 63.1206(b)(7)(iii) [G]§ 63.1206(b)(5) [G]§ 63.1206(c)(2)
Constituent [G]§ 63.1206(c)(2) must achieve a DRE of |[G]§ 63.1206(c)(3) [G]8 63.1206(c)(1) [G]8 63.1206(c)(3)

[G]§ 63.1206(c)(3)
[G]8 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]§ 63.1206(c)(6)(v)
[G]§ 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G]§ 63.1207(I)(1)

§ 63.1209(c)(1)

[G]§ 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209(i)

[G]§ 63.1209())

99.99% for each POHC
designated under
paragraph
§63.1217(c)(3). You
must calculate DRE for
each POHC using the
equation in
§63.1217(c)(2).

§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207(f)(1)(ii)
§ 63.1207(H)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

[G]§ 63.1206(c)(2)
[G]8 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)

§ 63.1207(f)(L)(xii)

§ 63.1207(g)(L)(iii)(A)
§ 63.1209(b)(1)

[G]§ 63.1209(c)(2)
[G]8 63.1209(c)(4)
[G]§ 63.1209(q)

§ 63.1211(b)

[G]8 63.1211(c)(3)
[G]§ 63.1211(d)

[G]§ 63.1206(c)(4)
[G§ 63.1207(e)
[G]§ 63.1207()(1)()
§ 63.1207(f)(1)(ii)

§ 63.1207()(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
§ 63.1207(f)(1)(ii)(D)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viii)
§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xix)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.1209(p) § 63.1207()(1)(vii) § 63.1207(f)(1)(xvii)
[G]§ 63.1209(q) § 63.1207()(1)(viii) § 63.1207(f)(1)(xviii)
§ 63.1211(c)(1) § 63.1207(f)(1)(xii) § 63.1207(f)(1) (xxvii)
§ 63.1211(c)(2) § 63.1207(f)(1) (xxvii) § 63.1207(f)(2)(ix)
§ 63.1211(c)(4) § 63.1207(g) § 63.1207(F)(2)(v)
§ 63.1217(c)(3)(i) § 63.1207(g)(1)(ii) § 63.1207()(2)(vi)
§ 63.1217(c)(3)(ii) [G]§ 63.1207(h) § 63.1207(f)(2)(vii)
[G]§ 63.1207(i) § 63.1207(f)(2)(viii)
[G]§ 63.1207(I)(1) § 63.1207(F)(2)(x)
§ 63.1208(h)(7) [G]§ 63.1207(h)
§ 63.1208(b)(8) [G]§ 63.1207(i)
§ 63.1209(b)(1) [G]§ 63.1207(j)(1)
[G]§ 63.1209(b)(2) § 63.1207(j)(3)
§ 63.1209(b)(3) § 63.1207(j)(4)
§ 63.1209(b)(4) § 63.1207(j)(5)
[G]§ 63.1209(b)(5) [G]§ 63.1207(k)
[G]§ 63.1209(c)(4) [G]& 63.1207())(1)
[G]§ 63.1209(d) § 63.1207(1)(3)
[G]§ 63.1209(f) § 63.1209(c)(3)
§ 63.1209(g)(1)(i) § 63.1209(g)(1)(i)
§ 63.1209(g)(1)(ii) § 63.1209(g)(1)(ii)
§ 63.1209()) [G]§ 63.1209(g)(1)(iii)
[G]§ 63.1209(j) [G]§ 63.1210(a)
§ 63.1209(p) [G]& 63.1210(b)(1)
[G]§ 63.1209(q) § 63.1210(b)(2)
§ 63.1209(r) § 63.1210(b)(3)(i)
§ 63.1210(c)(1)(i)
§ 63.1210(c)(2)
[G]§ 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]§ 63.1210(d)
§ 63.1211(a)
[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)
§ 63.1212(a)
GRPBOILER |EU 63EEE-2 | Chromium |40 CFR Part 63, |§ 63.1217(a)(4)(ii) For existing liquid fuel | [G]§ 63.1206(b)(12) § 63.1206(b)(11) § 63.1206(b)(11)

Subpart EEE

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)

boilers, you must not
discharge or cause to
be emitted into the
atmosphere combustion
gases that contain,

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(3)
§ 63.1207(a)

§ 63.1207(b)(1)

§ 63.1207(c)(1)

[G]§ 63.1206(b)(12)
[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(1)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)

[G]§ 63.1206(b)(5)
[G]§ 63.1206(c)(2)
[G]§ 63.1206(c)(3)
[G]§ 63.1206(c)(4)
[G]§ 63.1207(e)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

[G]§ 63.1206(c)(5)

§ 63.1206(c)(6)(i)

§ 63.1206(c)(6)(ii)
[G]§ 63.1206(c)(6)(iv)
[G]8§ 63.1206(c)(6)(v)
[G]8 63.1206(c)(6)(vi)
[G]§ 63.1206(c)(7)

§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(K)

[G)§ 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)

§ 63.1207(m)(3)

§ 63.1209(c)(1)

[G]8 63.1209(c)(2)
[G]§ 63.1209(d)

§ 63.1209())

§ 63.1209(n)

§ 63.1209(n)(1)

§ 63.1209(n)(2)(i)
[G]§
63.1209(n)(2)(v)(B)(1)
§ 63.1209(n)(2)(vi)
[G]§ 63.1209(n)(5)

§ 63.1209(p)

[G]§ 63.1209(q)

§ 63.1211(c)(1)

§ 63.1211(c)(2)

§ 63.1211(c)(4)

§ 63.1217(d)

except for an area
source as defined
under 863.2, when you
burn hazardous waste
with an as-fired heating
value of 10,000 Btu/lb
or greater, emissions in
excess of 1.3 x 10-4 Ibs
chromium emissions
attributable to the
hazardous waste per
million Btu heat input
from the hazardous
waste.

[G]§ 63.1207(c)(2)
[G]§ 63.1207(d)
[G]§ 63.1207(e)
[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207()(1)(i)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207()(L)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)
§ 63.1207(f)(1)(viii)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)
§ 63.1207(f)(L) (xxvii)
§ 63.1207(q)

§ 63.1207(g)(1)(ii)
[G]§ 63.1207(h)
[G]§ 63.1207i)

[G]8 63.1207(I)(1)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1208(b)(4)

§ 63.1208(b)(7)

§ 63.1208(b)(8)

§ 63.1209(a)(5)

§ 63.1209(b)(1)

[G]§ 63.1209(b)(2)

§ 63.1209(b)(3)

§ 63.1209(b)(4)

[G]§ 63.1209(b)(5)
[G]§ 63.1209(c)(4)

§ 63.1209(c)(5)

[G]§ 63.1209(d)
[G]§ 63.1209(f)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)

§ 63.1209(i)

[G]§

[G]§ 63.1206(c)(4)
[G]§ 63.1206(c)(5)
§ 63.1206(c)(6)(vii)
[G]§ 63.1206(c)(7)
§ 63.1207(f)(L)(xii)
§ 63.1207(g)(1)(iii)(A)
[G]§ 63.1207(m)(1)
[G]§ 63.1207(m)(2)
§ 63.1209(b)(1)
[G]§ 63.1209(c)(2)
[G]§ 63.1209(c)(4)
[G]8 63.1209(q)

§ 63.1211(b)

[G]§ 63.1211(c)(3)
[G]§ 63.1211(d)

[G]§ 63.1207(f)(1)(i)
§ 63.1207(f)(L)(ii)

§ 63.1207(f)(1)(ii)(A)
§ 63.1207(f)(1)(ii)(B)
§ 63.1207(f)(1)(ii)(C)
[G]§ 63.1207(F)(1)(iii)
§ 63.1207(f)(1)(iv)

§ 63.1207(f)(1)(ix)

§ 63.1207(f)(1)(v)

§ 63.1207(f)(1)(vi)

§ 63.1207(f)(L)(vii)

§ 63.1207(f)(L)(viil)
§ 63.1207(f)(1)(xi)

§ 63.1207(f)(L)(xii)

§ 63.1207(f)(1)(xvi)
§ 63.1207(f)(1)(xvii)
§ 63.1207(f)(L)(xviii)
§ 63.1207(f)(L) (xxvi)
§ 63.1207(f)(L)(xxvii)
§ 63.1207(f)(2)(ix)

§ 63.1207(f)(2)(v)

§ 63.1207(f)(2)(vi)

§ 63.1207(f)(2)(vii)

§ 63.1207(f)(2)(viil)
§ 63.1207(f)(2)()
[G]8 63.1207(h)
[G]§ 63.1207())

[G]§ 63.1207(j)(1)

§ 63.1207(j)(3)

§ 63.1207(j)(4)

§ 63.1207(j)(5)

[G]§ 63.1207(k)
(G 63.1207(1)(1)

§ 63.1207(1)(3)

§ 63.1207(m)(5)

§ 63.1209(c)(3)

§ 63.1209(g)(1)(i)

§ 63.1209(g)(1)(ii)
[G]8 63.1209(g)(1)(iii)
§ 63.1209(g)(1)(iv)(A)
[G]§ 63.1210(a)
[G]§ 63.1210(b)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
63.1209(n)(2)(V)(B)(1) § 63.1210(b)(2)
§ 63.1209(n)(2)(vi) § 63.1210(b)(3)(i)
§ 63.1209(p) § 63.1210(c)(1)(i)
[G]§ 63.1209(q) § 63.1210(c)(2)
§ 63.1209(r) [G]8 63.1210(c)(3)
[G]§ 63.1210(c)(4)
[G]& 63.1210(d)
§ 63.1211(a)
[G]8 63.1211(c)(3)
[G]& 63.1211(d)
§ 63.1212(a)
GRPHONCM |PRO 63F-1 112(B) 40 CFR Part 63, |§ 63.100(b) Except as provided in | § 63.103(b)(1) [G]& 63.103(c) § 63.103(b)(2)
PU HAPS Subpart F [G]§ 63.102(a) paragraphs (b)(4) and | § 63.103(b)(3) [G]8 63.104(e)(2) [G]8 63.103(b)(5)
[G]§ 63.102(c) (c) of this section, the | § 63.103(b)(4) [G]8 63.104(f)(1) [G]§ 63.103(d)
§ 63.104(a) provisions of subparts | [G]§ 63.103(b)(5) [G]8 63.105(b) [G]8 63.104()(2)
[G]§ 63.104(d) F, G, and H apply to § 63.103(b)(6) § 63.105(c)
§ 63.104(e) chemical manufacturing | [G]§ 63.104(b) § 63.105(e)
§ 63.104(e)(1) process units that meet
[G]§ 63.104(e)(2) the criteria.
§ 63.105(d)

GRPHPIBTW |[EP 60NNN- | VOC/TOC |40 CFR Part 60, |§ 60.662(b) Each affected facility | § 60.663(b) § 60.663(b)(2) § 60.665(a)

R 1 Subpart NNN 8 60.18 shall combust the 8 60.663(b)(1) § 60.665(b) 8 60.665(b)
emissions in a flare that | § 60.663(b)(2) § 60.665(b)(3) § 60.665(b)(3)
meets the requirements | § 60.664(a) § 60.665(d) § 60.665(k)
of § 60.18. § 60.664(d) § 60.665(f) § 60.665(])

[G]§ 60.664(e) § 60.665(1)(2)
§ 60.665(1)(4)

GRPHPIBTW | EP 60NNN- |VOC/TOC (40 CFR Part 60, |8§ 60.660(c)(5) Each affected facility, in | § 60.665(1)(6) § 60.665()) § 60.665(1)

R 3 Subpart NNN a process unit of total § 60.665(1)(6)
design capacity < 1 § 60.665(n)
gigagram/yr for all
chemicals produced in
the unit, is exempt from
this subpart except for §

60.665()), (1)(6) and (n).
GRPICEEMR | EU R7ICI-15 [ Exempt 30 TAC Chapter |[[G]8§ 117.303(a)(10) Units exempted from None § 117.340(j) None
1 117, Subchapter |[G]§ 117.310(f) the provisions of this [G]8§ 117.345(f)(10)

B

division, except as
specified in

[G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§8117.310(f),
117.340(),
117.345()(6) and (10),
117.350(c)(1), and
117.354(a)(5), include
any stationary diesel
engine placed into
service before October
1, 2001, that operates
less than 100 hours per
year, based on a rolling
12-month average; and
has not been modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
GRPICEEMR |EU 632ZZZ- |112(B) 40 CFR Part 63, |[§ 63.6602-Table2c.1 For each existing § 63.6625(f) 8§ 63.6625(i) § 63.6640(e)
1 3 HAPS Subpart ZzZZ § 63.6595(a)(1) emergency stationary | § 63.6625(i) 8§ 63.6655(d) § 63.6650(f)
§ 63.6605(a) CI RICE and black start | § 63.6640(a) § 63.6655(e)
§ 63.6605(b) stationary CI RICE, § 63.6640(a)- 8§ 63.6655(f)
§ 63.6625(e) located at a major Table6.9.a.i § 63.6660(a)
8 63.6625(h) source, you must 8 63.6640(a)- § 63.6660(b)
§ 63.6625(i) comply with the Table6.9.a.ii § 63.6660(c)
§ 63.6640(f)(1) requirements as
§ 63.6640(f)(2) specified in Table
§ 63.6640(f)(2)(i) 2c.l.a-c.
§ 63.6640(f)(3)
GRPICEEMR | EU R7ICI-15 | Exempt 30 TAC Chapter |[G]§ 117.303(a)(10) Units exempted from None § 117.340()) None
2 117, Subchapter |[G]§ 117.310(f) the provisions of this [G]8 117.345(f)(10)

B

division, except as
specified in
§§117.310(f),
117.340(),
117.345(f)(6) and (10),
117.350(c)(1), and
117.354(a)(5), include
any stationary diesel
engine placed into
service before October
1, 2001, that operates

[G]§ 117.345(f)(6)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
less than 100 hours per
year, based on a rolling
12-month average; and
has not been modified,
reconstructed, or
relocated on or after
October 1, 2001.
§117.303(a)(10)(A)-(B)
GRPLDHONG |EU R5211-1 [vOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
2 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) § 115.216(1)
Unloading of § 115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
voC § 115.212(a)(3)(A)(i) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC with a | § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) true vapor pressure of | §115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by | § 115.215(10) § 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]& 115.215(3)
§ 115.215(4)
§ 115.215(9)
§115.216(1)
§ 115.216(1)(B)
GRPLDHONG |EU R5211-2 (VOC 30 TAC Chapter |§115.212(a)(1) At operations other than | § 115.212(a)(3)(B) §115.216 None
2 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) § 115.216(1)
Unloading of § 115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
VOC § 115.212(a)(3)(A)(ii) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC with a | § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]8 115.212(a)(3)(C) true vapor pressure of | §115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by | § 115.215(10) 8§ 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]& 115.215(3)
§ 115.215(4)
§ 115.215(9)
§115.216(1)
§ 115.216(1)(B)
GRPLDHONG | EU R5211-3 [VOC 30 TAC Chapter |§115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
2 115, Loading and | § 115.214(a)(1)(B) land-based operations). | § 115.214(a)(1)(A)(i) § 115.216(2)

Unloading of
vocC

§ 115.214(a)(1)(D)
§ 115.214(a)(1)(D)(i)

All land-based loading
and unloading of VOC

§115.215
§ 115.215(4)

§ 115.216(3)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
with a true vapor
pressure less than 0.5
psia is exempt from the
requirements of this
division, except as
specified.
GRPLDHONG |EU 63G-1 112(B) 40 CFR Part 63, |§63.126(c) For each Group 2 None § 63.130(f) § 63.152(c)(4)(iii)
2 HAPS Subpart G transfer rack, maintain § 63.130(f)(1)
records as required in § § 63.130(f)(2)
63.130(f). No other § 63.130(f)(3)
provisions for transfer § 63.130(H)(3)(i)
racks apply to the § 63.130(f)(3)(ii)
Group 2 transfer rack.
GRPLDREGS5 |EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
A 12 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) § 115.216(1)
Unloading of § 115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
voC § 115.212(a)(3)(A)(ii) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors from loading § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]8& 115.212(a)(3)(C) VOC with a true vapor | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) pressure of 0.5 psia or | § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) greater must be § 115.215(10) 8§ 115.216(3)(A)(iii)
§115.214(a)(1)(C) controlled by one of the |[G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods specified in § | [G]§ 115.215(3)
115.212(a)(1)(A)-(C). | § 115.215(4)
§ 115.215(9)
§115.216(1)
§ 115.216(1)(B)
GRPLDREG5 |EU R5211- |VOC 30 TAC Chapter |8 115.212(a)(1) At operations other than [ § 115.212(a)(3)(B) §115.216 None
A 13 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) § 115.216(1)

Unloading of
vocC

§ 115.212(a)(3)(A)

§ 115.212(a)(3)(A)()
§ 115.212(a)(3)(B)
[G]§ 115.212(a)(3)(C)
§ 115.212(a)(3)(E)

§ 115.214(a)(1)(B)

§ 115.214(a)(1)(C)
§60.18

gasoline bulk plants,
and marine terminals,
vapors from loading
VOC with a true vapor
pressure of 0.5 psia or
greater must be
controlled by one of the
methods specified in §
115.212(a)(1)(A)-(C).

§ 115.214(a)(1)(A)()
§ 115.214(a)(1)(A)(ii)
§ 115.214(a)(1)(A)(iii)
§115.215

§ 115.215(1)

§ 115.215(10)

[G]§ 115.215(2)

[G]§ 115.215(3)

§ 115.215(4)

§ 115.215(9)

§ 115.216(1)

§ 115.216(1)(B)
§ 115.216(2)

§ 115.216(3)(A)

§ 115.216(3)(A)()

§ 115.216(3)(A)(ii)
§ 115.216(3)(A) i)
§ 115.216(3)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 115.216(1)(B)
GRPLDREG5 |EU R5211- |vOC 30 TAC Chapter | § 115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
A 14 115, Loading and | § 115.214(a)(1)(B) land-based operations). | § 115.214(a)(1)(A)(i) § 115.216(2)
Unloading of § 115.214(a)(1)(D) All land-based loading [ § 115.215 §115.216(3)(B)
voC § 115.214(a)(1)(D)(i) and unloading of VOC | § 115.215(4)

with a true vapor
pressure less than 0.5
psia is exempt from the
requirements of this
division, except as

specified.
GRPLDREGS5 |EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
B 12 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) §115.216(1)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
voC § 115.212(a)(3)(A)(ii) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors from loading § 115.214(a)(1)(A)i) | § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) VOC with a true vapor | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) pressure of 0.5 psia or | § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) greater must be § 115.215(10) § 115.216(3)(A)ii)
§115.214(a)(1)(C) controlled by one of the | [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods specified in § | [G]§ 115.215(3)

115.212()(1)(A)-(C). | § 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)

GRPLDREG5 |EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) §115.216 None
B 13 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) §115.216(1)
Unloading of § 115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
VOC § 115.212(a)(3)(A)(i) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§115.212(a)(3)(B) vapors from loading § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]§ 115.212(a)(3)(C) VOC with a true vapor | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) pressure of 0.5 psia or | § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) greater must be §115.215(10) § 115.216(3)(A)(iii)
§115.214(a)(1)(C) controlled by one of the |[G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods specified in § [[G]8§ 115.215(3)

115.212(a)(1)(A)-(C). | § 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
GRPLDREGS5 |EU R5211- ([VvOC 30 TAC Chapter [8§115.217(a)(1) Vapor pressure (at § 115.214(a)(1)(A) §115.216 None
B 14 115, Loading and | § 115.214(a)(1)(B) land-based operations). | § 115.214(a)(1)(A)(i) §115.216(2)
Unloading of § 115.214(a)(1)(D) All land-based loading | § 115.215 § 115.216(3)(B)
VOC § 115.214(a)(1)(D)(i) and unloading of VOC | § 115.215(4)
with a true vapor
pressure less than 0.5
psia is exempt from the
requirements of this
division, except as
specified.
GRPNNNFLA |EP 60NNN- [VOC/TOC |40 CFR Part 60, |§ 60.662(b) Each affected facility § 60.663(b) § 60.663(b)(2) § 60.665(a)
R 1 Subpart NNN §60.18 shall combust the § 60.663(b)(1) § 60.665(b) § 60.665(b)
emissions in a flare that | § 60.663(b)(2) § 60.665(b)(3) § 60.665(b)(3)
meets the requirements | § 60.664(a) § 60.665(d) § 60.665(k)
of § 60.18. § 60.664(d) § 60.665(f) § 60.665(1)
[G]§ 60.664(e) § 60.665(1)(2)
** See Alternative § 60.665(1)(4)
Requirements
GRPNNNFUE |EP 60NNN- [VOC/TOC |40 CFR Part 60, |8 60.662(a) Affected facilities shall | § 60.663(c) § 60.663(c)(1) § 60.665(a)
L 1 Subpart NNN reduce TOC emissions | § 60.663(c)(1) § 60.663(d) § 60.665(b)
by 98 weight-percent or | § 60.663(d) § 60.665(b) § 60.665(b)(2)
to a concentration of § 60.664(c) § 60.665(b)(2) § 60.665(b)(2)(i)
20ppmv, whichever is | ** See Alternative § 60.665(b)(2)(i) § 60.665(c)
less stringent. Requirements § 60.665(c) 8 60.665(c)(4)
Introduce the stream § 60.665(c)(4) § 60.665(k)
into the flame zone of a § 60.665(d) § 60.665(1)
boiler/process heater. § 60.665(e) 8 60.665(1)(1)
§ 60.665(1)(2)
§ 60.665(1)(3)
GRPNNNFUE |EP 60NNN- [VOC/TOC [40CFR Part 60, |§ 60.662(a) Affected facilities shall | § 60.663(c) § 60.663(c)(1) § 60.665(a)
L 6 Subpart NNN reduce TOC emissions | § 60.663(c)(1) § 60.663(c)(2) § 60.665(b)
by 98 weight-percent or | § 60.663(c)(2) § 60.665(b) § 60.665(b)(2)
to a concentration of § 60.664(a) § 60.665(b)(2) § 60.665(b)(2)(i)
20ppmv, whichever is | § 60.664(b) 8§ 60.665(b)(2)(i) 8§ 60.665(b)(2)(ii)
less stringent. § 60.664(b)(1) 8 60.665(b)(2)(ii) § 60.665(c)
Introduce the stream 8 60.664(b)(2) § 60.665(c) 8 60.665(c)(3)
into the flame zone of a | § 60.664(b)(3) § 60.665(c)(3) § 60.665(c)(4)
boiler/process heater. [G]8 60.664(b)(4) § 60.665(c)(4) 8§ 60.665(Kk)
** See Alternative § 60.665(d) § 60.665(1)

Renewal- Draft Page 245




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Requirements § 60.665(1)(1)
§ 60.665(1)(2)
GRPSEPFF EU 61FF-1 |Benzene 40 CFR Part 61, |[8§61.347(a)(1) Install, operate, and § 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 maintain a fixed-roof | § 61.347(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.347(a)(1)()(A) and closed-vent system | § 61.347(b) § 61.356(d) § 61.357(d)(7)(iv)(F)
§ 61.347(a)(1)(i)(B) that routes all organic | § 61.349(a)(1)(i) § 61.356(f)
§ 61.347(b) vapors vented from the |8 61.349(e) § 61.356(f)(1)
§61.347(c) oil-water separator to a | § 61.349(f) § 61.356(q)
§ 61.349(a) control device. § 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]8 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) 8§ 61.356(j)(2)
§ 61.349(b) 8§ 61.356(j)(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(q)
GRPSEPFF& |EU R5140-2 [voOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
G 115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater § 115.142(1)(A) the specified control § 115.144(3)(E) § 115.146(2)
§ 115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) §115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(h) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
GRPSEPFF& |EU 61FF-3 |Benzene 40 CFR Part 61, [8§61.347(a)(1) Install, operate, and § 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
G Subpart FF §60.18 maintain a fixed-roof | § 61.347(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.347(a)(1)()(A) and closed-vent system | § 61.347(b) § 61.356(d) § 61.357(d)(7)(iv)(F)
8 61.347(a)(1)(i)(B) that routes all organic | § 61.349(a)(1)(i) § 61.356(f)
8 61.347(b) vapors vented from the |§ 61.349(e) 8 61.356(f)(1)
§61.347(c) oil-water separator to a | 8 61.349(f) § 61.356(q)
§61.349(a) control device. 8§ 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) § 61.354(c)(3) § 61.356(j)

§ 61.349(a)(L)(ii)

[G]§ 61.355(h)

§ 61.356()(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 61.349(a)(1)(iv) § 61.356())(2)
§ 61.349(h) § 61.356())(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
GRPSEPFF& |EU 63G-1 |112(B) 40 CFR Part 63, |§63.137(a)(1) A fixed roof and a [G]§ 63.137(e)(1) § 63.147(b) § 63.146(b)(2)
G HAPS Subpart G §63.11 closed vent system that | § 63.137(e)(2) § 63.147(b)(1) § 63.146(b)(5)
§63.132(a)(2)())(A) routes the organic §63.137(e)(3) §63.147(b)(2) § 63.146(b)(6)
§ 63.132(a)(2)(i)(B) hazardous air pollutants | § 63.139(d)(3) § 63.147(b)(5) § 63.146(b)(7)
[G]§ 63.132(f) vapors vented from the | § 63.139(e) § 63.147(b)(7) [G]8 63.146(b)(7)(i)
8 63.137(b)(1)(ii) oil-water separator to a | § 63.143(a) 8§ 63.147(d) § 63.146(c)
§63.137(d) control device and §63.143(e) § 63.147(d)(1) § 63.146(e)
§63.137(e)(3) which meets §63.143(e)(1) [G]8 63.152(a) § 63.146(e)(1)
§ 63.137(f) §63.137(b). § 63.143(q) [G]§ 63.172(K) [G]§ 63.151(b)
§ 63.139(b) [G]§ 63.145()) [G]§ 63.172()) § 63.151(e)
§ 63.139(c)(3) [G]§ 63.172(f)(1) § 63.181(a) § 63.151(e)(1)
§ 63.139(f) [G]8 63.172(f)(2) [G]§ 63.181(b) § 63.151(e)(2)
§ 63.140(a) § 63.172(qg) § 63.181(c) § 63.151(e)(3)
§ 63.140(b) [G]§ 63.172(h) [G]§ 63.181(d) [G]§ 63.151())
§ 63.140(c) [G]§ 63.172(k) § 63.181(g) [G]§ 63.152(a)
§ 63.144(a) [G]§ 63.172()) § 63.181(g)(1)()) § 63.152(b)
[G]§ 63.145()) [G]§ 63.180(h) § 63.181(g)(1)(ii) [G]§ 63.152(b)(1)
§63.172(a) [G]§ 63.180(d) [G]8 63.181(g)(2) [G]§ 63.152(b)(2)
[G]§ 63.172(h) [G]§ 63.181(g)(3) § 63.152(b)(4)
§ 63.172(i) § 63.152(c)(1)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(3)(ii)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G)§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
GRPTKCVSA |EU R5112- [VvOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
E3 115, Storage of 115.118, a storage tank §115.118(a)(5)

VOCs

storing VOC with a true
vapor pressure less
than 1.5 psia is exempt

§ 115.118(a)(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

from the requirements
of this division.

GRPTKCVSA

EU

R5121-
53

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKCVSA

EU

60KB-32

VOC

40 CFR Part 60,
Subpart Kb

§ 60.110b(a)

Except for §60.110b(b),
this subpart applies to
vessels with a capacity
greater than or equal to
75 cubic meters
(19,800 gal) used to
store VOLs for which
construction/reconstruct
ion/modification began
after 7/23/84.

§ 60.116b(a)
§ 60.116b(b)

§ 60.116b(c)

§ 60.116b(d)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]§ 60.116b(e)(3)

§ 60.116b(a)
§ 60.116b(b)
§ 60.116b(c)

§ 60.116b(d)

GRPTKCVSA

EU

60KB-33

VOC

40 CFR Part 60,
Subpart Kb

[G]§ 60.112b(a)(3)
§60.18

Storage vessels
specified in §60.112b(a)
and equipped with a
closed vent
system/control device
are to meet the
specifications of
860.112b(a)(3)(i)-(ii).

§ 60.113b(d)

§ 60.116b(a)

§ 60.116b(b)

§ 60.116b(e)

§ 60.116b(e)(1)

[G]& 60.116b(e)(3)
[G]§ 60.485(b)

** See Periodic
Monitoring Summary

§ 60.115b
§ 60.115b(d)(2)
§ 60.116b(a)
§ 60.116b(b)

§ 60.115b
§ 60.115b(d)(1)
§ 60.115b(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
GRPTKCVSA |EU 60KB-34 | VOC 40 CFR Part 60, |8 60.112b(b)(1) Storage vessels § 60.113b(d) § 60.115b § 60.115b
Subpart Kb §60.18 specified in §60.112b(b) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent system and | § 60.116b(e) § 60.116b(b)
control device are to § 60.116b(e)(1)
meet the specifications | [G]8 60.116b(e)(3)
in §60.112b(a)(3). [G]§ 60.485(b)
** See Periodic
Monitoring Summary
GRPTKCVSB |EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
28 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs §115.112(e)(3)(C) any storage tank unless | § 115.116(a)(2) § 115.118(a)(5)
§60.18 the storage tank is [G]g 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKCVSB |EU 60KB-45 | VOC 40 CFR Part 60, |8 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116h(a) § 60.116h(d)
Subpart Kb this subpart applies to | § 60.116b(b) § 60.116b(b)
vessels with a capacity | 8§ 60.116b(c) § 60.116b(c)
greater than or equal to | § 60.116b(d)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]& 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
GRPTKCVSB |EU 60KB-47 | VOC 40 CFR Part 60, Storage vessels 8 60.113b(d) § 60.115b 8 60.115b

Subpart Kb

[G]§ 60.112b(a)(3)
§60.18

specified in §60.112b(a)

§ 60.116b(a)

§ 60.115b(d)(2)

§ 60.115b(d)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent § 60.116b(e) § 60.116b(b)
system/control device § 60.116b(e)(1)
are to meet the [G]8 60.116b(e)(3)
specifications of [G]& 60.485(b)
§60.112b(a)(3)(i)-(ii). ** See Periodic
Monitoring Summary
GRPTKCVSB |EU 60KB-49 | VOC 40 CFR Part 60, |[8§ 60.112b(b)(1) Storage vessels § 60.113b(d) § 60.115b §60.115b
Subpart Kb §60.18 specified in §60.112b(b) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115h(d)(3)
closed vent system and | § 60.116b(e) § 60.116b(b)
control device are to § 60.116b(e)(1)
meet the specifications | [G]8 60.116b(e)(3)
in §60.112b(a)(3). [G]& 60.485(b)
** See Periodic
Monitoring Summary
GRPTKCVSC |EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
54 115, Storage of | 8§ 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKCVSC |EU 61FF-14 | Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) 8§ 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) 8§ 61.356(d) 8 61.357(d)(7)(iv)(F)
§61.343(a)(1)(i)(B) roof and closed-vent §61.349(a)(1)(1) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a § 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. § 61.354(c)(3) § 61.356())
§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356(j)(2)
§ 61.349(b) § 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
GRPTKCVSC |EU 61FF-15 |Benzene 40 CFR Part 61, |§61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
8§ 61.343(a)(1)(i)(A) and maintain a fixed- §61.343(c) § 61.356(d) 8§ 61.357(d)(7)(iV)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
§ 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a 8§ 61.354(c) § 61.356(h)
8 61.349(a)(1)(i) control device. 8 61.354(c)(3) § 61.356(j)
8§ 61.349(a)(1)(iii) [G]§ 61.355(h) 8§ 61.356(j)(1)
8§ 61.349(a)(1)(iv) 8§ 61.356(j)(2)
§ 61.349(b) § 61.356(j)(3)
§61.349(e) 8§ 61.356(j)(7)
8§ 61.349(f)
§ 61.349(g)
GRPTKCVSC |EU 63G-22 |[112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]& 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(1)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.172(a)
[G8 63.172(h)
§ 63.172(i)

§ 63.172(m)

closed vent system and
control device (defined
in 8 63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply with
§63.119(e)(1)-(5).

[G]8§ 63.172(f)(1)
[G]§ 63.172(F)(2)
§ 63.172(q)

[G8§ 63.172(h)
[G8 63.172(K)
[G8 63.172(l)
[G]8 63.180(b)
[G]8 63.180(d)

[G]§ 63.152(a)
[G]8 63.172(K)
(G 63.172(l)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(g)

§ 63.181(g)(1)())
§ 63.181(g)(1)(i)
[G]§ 63.181(g)(2)
[G]8 63.181(g)(3)

[G]8 63.122(g)(1)
[G]s 63.122(g)(3)

§ 63.151(a)(7)

[G]§ 63.151(b)

[G]§ 63.151(j)

[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)

§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)

§ 63.152(c)(3)

§ 63.152(c)(3)(i)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
8§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]8 63.182(d)
GRPTKCVSC |EU 63G-24 |[112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]8 63.123(f)(2) § 63.122(c)(2)
8§ 63.119(a)(2) closed vent system and | [G]8§ 63.172(f)(1) [G]& 63.152(a) [G]& 63.122(g)(1)
§63.119(e)(1) control device (defined |[G]8 63.172(f)(2) [G]8 63.172(k) [G]8 63.122(g)(3)
§63.119(e)(3) in § 63.111) to comply | § 63.172(g) [G]8 63.172() § 63.151(a)(7)
§ 63.119(e)(4) with§63.119(a)(1) or [G]8 63.172(h) § 63.181(a) [G]§ 63.151(b)
§ 63.119(e)(5) (@)(2) shall comply with | [G]§ 63.172(k) [G]§ 63.181(b) [G]§ 63.151(j)
§63.172(a) §63.119(e)(1)-(5). [G]g 63.172(l) § 63.181(c) [G]§ 63.152(a)
[G]8 63.172(h) [G]8 63.180(b) [G]§ 63.181(d) § 63.152(b)
8§ 63.172(i) [G]& 63.180(d) § 63.181(g) [G]§ 63.152(b)(1)
§63.172(m) § 63.181(g)(1)(i) § 63.152(b)(4)
§ 63.181(g)(1)(ii) § 63.152(c)(1)
[G]§ 63.181(g)(2) § 63.152(c)(2)
[G]§ 63.181(g)(3) 8§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
8§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G)§ 63.182(d)
GRPTKFF EU 61FF-11 | Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) 8§ 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(i)(A) and maintain a fixed- | § 61.343(c) § 61.356(d) § 61.357(d)(7)(iv)(F)
§61.343(a)(1)(i)(B) roof and closed-vent §61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all §61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) 8 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 61.349(a)(1)(i) control device. § 61.354(c)(3) § 61.356())
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356())(2)
§ 61.349(h) § 61.356())(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
GRPTKFF EU 61FF-13 |Benzene |40 CFR Part61, |§ 61.343(a)(1) The owner or operator | § 61.343(a)(1)(i)(A) § 61.354(c) § 61.357(d)(7)
Subpart FF § 61.343(a)(1)(i)(A) shall install, operate, §61.343(c) § 61.354(c)(2) § 61.357(d)(7)(iv)
8§ 61.343(a)(1)())(B) and maintain a fixed- § 61.349(a)(1)(i) § 61.355(i)(1) § 61.357(d)(7)(iv)(B)
§61.343(c) roof and closed-vent § 61.349(e) § 61.355(i)(3)(ii)(A)
§ 61.343(d) system that routes all | § 61.349(f) § 61.356(d)
§ 61.349(a) organic vapors vented | 8§ 61.354(c) § 61.356(f)
§ 61.349(a)(1)(i) from the tank to a § 61.354(c)(2) § 61.356(f)(1)
§ 61.349(a)(1)(iii) control device. [G]§ 61.355(h) [G]8 61.356(f)(3)
§ 61.349(a)(1)(iv) 8§ 61.355(i)(1) § 61.356(g)
§ 61.349(a)(2)(i)(A) § 61.355(i)(2) § 61.356(h)
§ 61.349(b) 8§ 61.355(i)(3)(i) § 61.356())
§61.349(e) 8§ 61.355(i)(3)(ii) 8§ 61.356(j)(1)
§ 61.349(f) § 61.355(i)(3)(i)(A) § 61.356(j)(2)
§ 61.349(g) 8§ 61.355(i)(3)(ii)(B) 8§ 61.356(j)(3)
§ 61.355(i)(3)(ii)(C) 8§ 61.356(j)(5)
§ 61.355(i)(3)(iii)
8§ 61.355(i)(3)(iv)
8§ 61.355(i)(4)
GRPTKHONL1 |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
A El 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKHONL1 |EU R5121- ([VvOC 30 TAC Chapter |8§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
A 32 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) §115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(C)
§60.18

any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or

§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKHONL1 |EU 63G-10 |[112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
A HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]8 63.123(f)(2) § 63.122(c)(2)
§63.119(a)(2) closed vent system and | [G]8§ 63.172(f)(1) [G]§ 63.152(a) [G]& 63.122(g)(1)
§63.119(e)(1) control device (defined |[G]8 63.172(f)(2) [G]8 63.172(k) [G]8 63.122(g)(3)
§63.119(e)(3) in § 63.111) to comply | § 63.172(g) [G]8 63.172(]) § 63.151(a)(7)
§ 63.119(e)(4) with§63.119(a)(1) or [G]8 63.172(h) § 63.181(a) [G]§ 63.151(b)
§63.119(e)(5) (@)(2) shall comply with | [G]§ 63.172(k) [G]8 63.181(b) [G]8 63.151())
§63.172(a) 863.119(e)(1)-(5). [G]8 63.172(1) § 63.181(c) [G]8 63.152(a)
[G]8 63.172(h) [G]8 63.180(b) [G]§ 63.181(d) § 63.152(b)
§63.172(i) [G]§ 63.180(d) § 63.181(Q) [G]8 63.152(b)(1)
§63.172(m) § 63.181(g)(1)(i) § 63.152(b)(4)
§ 63.181(g)(1)(ii) § 63.152(c)(1)
[G]& 63.181(g)(2) § 63.152(c)(2)
[G]8 63.181(g)(3) § 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]8 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G)§ 63.182(d)
GRPTKHONL1 |EU 63G-3 112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]& 63.120(e)(2)
A HAPS Subpart G §63.11 who elects to use a § 63.120(e)(4) [G]8 63.123(f)(2) § 63.122(c)(2)

§ 63.119(a)(1)
§ 63.119(e)(1)

closed vent system and
control device (defined

[G8 63.172(f)(1)
[G]8§ 63.172(f)(2)

[G]8 63.152(a)
[G]8 63.172(K)

[G]8 63.122(g)(1)
[G]8 63.122(g)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.119()(3) in § 63.111) to comply [ § 63.172(g) [G]§ 63.172(1) § 63.151(a)(7)
§ 63.119(e)(4) with§63.119(a)(1) or [G]8§ 63.172(h) § 63.181(a) [G]8 63.151(b)
§ 63.119(e)(5) (a)(2) shall comply with |[G]§ 63.172(k) [G]§ 63.181(h) [G]§ 63.151())
§ 63.172(a) §63.119(e)(1)-(5). [G]§ 63.172()) § 63.181(c) [G]§ 63.152(a)
[G]§ 63.172(h) [G]§ 63.180(b) [G]§ 63.181(d) § 63.152(b)
§ 63.172(i) [G]§ 63.180(d) § 63.181(q) [G]§ 63.152(b)(1)
§ 63.172(m) § 63.181(g)(1)()) § 63.152(b)(4)
§ 63.181(g)(1)(ii) § 63.152(c)(1)
[G]§ 63.181(g)(2) § 63.152(c)(2)
[G]§ 63.181(g)(3) § 63.152(c)(2)(i)
[G]& 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
GRPTKHONL1 |EU 63G-6 112(B) 40 CFR Part 63, |[§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]& 63.120(e)(2)
A HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]8 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(1)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.172(a)
[G8 63.172(h)
§ 63.172(i)

§ 63.172(m)

closed vent system and
control device (defined
in § 63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply with
§63.119(e)(1)-(5).

[G]8 63.172(f)(1)
[GI§ 63.172(1)(2)
§ 63.172()

[G8 63.172(h)
[G8 63.172(K)
[G§ 63.172(l)
[G]8 63.180(b)
[G]8 63.180(d)

[G]§ 63.152(a)
[G8 63.172(K)
[G]8 63.172(1)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(q)

§ 63.181(g)(1)())
§ 63.181(g)(1)(ii)
[G]8 63.181(g)(2)
[G]§ 63.181(g)(3)

[G]§ 63.122(g)(1)
[G8 63.122(g)(3)

§ 63.151(a)(7)

[G]§ 63.151(b)

[G]§ 63.151(j)

[G]§ 63.152(a)

§ 63.152(b)

[G]8 63.152(b)(1)

§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)

§ 63.152(c)(3)

§ 63.152(c)(3)(i)

§ 63.152(c)(4)(ii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(b)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]8 63.182(d)
GRPTKHONL1 |EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
B 49 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs §115.112(e)(3)(C) any storage tank unless | § 115.116(a)(2) § 115.118(a)(5)
§60.18 the storage tank is [G]&§ 115.117 §115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKHONL1 |EU 63G-12 |[112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
B HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]& 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(2)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.172(a)
[G8 63.172(h)
§ 63.172(i)

§ 63.172(m)

closed vent system and
control device (defined
in 8 63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply with
863.119(e)(1)-(5).

[G]§ 63.172(f)(1)
[G]§ 63.172(f)(2)
§ 63.172(q)

[G8 63.172(h)
[G]§ 63.172(K)
(G 63.172(l)
[G]8 63.180(b)
[G]§ 63.180(d)

[G]§ 63.152(a)
[G]8 63.172(K)
[G]§ 63.172(l)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(q)

§ 63.181(g)(1)())
§ 63.181(g)(1)(il)
[G]§ 63.181(g)(2)
[G]8 63.181(g)(3)

[G]§ 63.122(g)(1)
[G]8 63.122(g)(3)
§ 63.151(a)(7)
[G]§ 63.151(b)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.152(c)(2)(iii)
8 63.152(c)(3)
8§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]8 63.152(c)(6)
[G]& 63.182(a)
[G]8 63.182(b)
§ 63.182(c)
[G]8 63.182(c)(1)
§ 63.182(c)(4)
[G]& 63.182(d)
GRPTKHONL1 |EU 5112-E1 |vOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
C 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKHONL1 |EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.114(a)(1) §115.118(a)(3) None
C 39 115, Storage of | § 115.112(e)(2) store, or hold VOC in § 115.114(a)(1)(A) § 115.118(a)(5)
VOCs §115.112(e)(2)(A) any storage tank unless | [G]§ 115.117 §115.118(a)(6)(C)
§115.112(e)(2)(B) the storage tank is §115.118(a)(7)
§115.112(e)(2)(C) capable of maintaining
§115.112(e)(2)(D) working pressure
§115.112(e)(2)(F) sufficient at all times to
[G]8 115.112(e)(2)(1) prevent any vapor or
§ 115.114(a)(1)(A) gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKHONL1 |EU 63G-14 |[112(B) 40 CFR Part 63, |§63.119(b) Tanks using a fixed roof | § 63.120(a)(2)(i) 8 63.120(a)(4) § 63.120(a)(5)
Cc HAPS Subpart G §63.119(a)(1) and an internal floating | § 63.120(a)(2)(ii) § 63.123(a) § 63.120(a)(6)
[G]§ 63.119(b)(1) roof (defined in § 63.123(c) § 63.122(d)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)

§ 63.119(b)(2) §63.111) to comply with § 63.123(g) § 63.122(d)(1)(ii)
§ 63.119(b)(3)(i) §63.119(a)(1) must [G]§ 63.152(a) § 63.122(d)(1)(iii)
§ 63.119(b)(4) comply with: § 63.122(d)(2)(ii)
§ 63.119(b)(5)(i) §63.119(b)(1)-(6). § 63.151(a)(7)
§ 63.119(b)(5)(ii) [G]§ 63.151(b)
§ 63.119(b)(5)(iii) [G]8 63.151())
§ 63.119(b)(5)(iv) [G]§ 63.152(a)
§ 63.119(b)(5)(v) § 63.152(b)
§ 63.119(b)(5)(vi) [G]8 63.152(b)(1)
§ 63.119(b)(5)(vii) § 63.152(b)(4)
[G]8 63.119(b)(5)(viii) § 63.152(c)(1)
§ 63.119(b)(6) § 63.152(c)(2)
§ 63.120(a)(4) § 63.152(c)(4)(ii)
§ 63.120(a)(7)

GRPTKHON1 |EU 63G-15 |112(B) 40 CFR Part 63, |8 63.119(b) Tanks using a fixed roof | § 63.120(a)(2)(i) § 63.120(a)(4) § 63.120(a)(5)

o HAPS Subpart G §63.119(a)(1) and an internal floating | § 63.120(a)(2)(ii) §63.123(a) § 63.120(a)(6)
[G]§ 63.119(b)(1) roof (defined in § 63.123(c) § 63.122(d)
§ 63.119(b)(2) §63.111) to comply with § 63.123(q) § 63.122(d)(1)(ii)
§ 63.119(b)(3)(i) §63.119(a)(1) must [G]§ 63.152(a) § 63.122(d)(1)(iii)
§ 63.119(b)(4) comply with: § 63.122(d)(2)(ii)
§ 63.119(b)(5)(i) §63.119(b)(1)-(6). § 63.151(a)(7)
§ 63.119(b)(5)(ii) [G]§ 63.151(h)
§ 63.119(b)(5)(iii) [G]& 63.151())
§ 63.119(b)(5)(iv) [G]§ 63.152(a)
§ 63.119(b)(5)(v) § 63.152(b)
§ 63.119(b)(5)(vi) [G]& 63.152(b)(1)
§ 63.119(b)(5)(vii) § 63.152(b)(4)
[G]§ 63.119(b)(5)(viii) § 63.152(c)(1)
§ 63.119(b)(6) § 63.152(c)(2)
§ 63.120(a)(4) § 63.152(c)(4)(ii)
§ 63.120(a)(7)

GRPTKHON1 | EU 63G-16 |112(B) 40 CFR Part 63, |8 63.119(b) Tanks using a fixed roof | § 63.120(a)(3)(i) §63.120(a)(4) §63.120(a)(5)

C HAPS Subpart G §63.119(a)(1) and an internal floating | § 63.120(a)(3)(ii) § 63.123(a) § 63.120(a)(6)
[G]§ 63.119(b)(1) roof (defined in § 63.120(a)(3)(iii) § 63.123(c) § 63.122(d)
§ 63.119(b)(2) §63.111) to comply with § 63.123(g) § 63.122(d)(1)(ii)

§ 63.119(b)(3)(jii)
§ 63.119(b)(4)

§ 63.119(b)(5)(i)

§ 63.119(b)(5)(ii)
§ 63.119(b)(5)(jii)
§ 63.119(b)(5)(iv)

863.119(a)(1) must
comply with:
§63.119(b)(1)-(6).

[G]§ 63.152(a)

§ 63.122(d)(1)\iii)
§ 63.122(d)(2)(i)
§ 63.151(a)(7)
[G]§ 63.151(b)
[G]§ 63.151(j)
[G]§ 63.152(a)
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Applicable Requirements Summary

Unit Unit SOP Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)

§ 63.119(b)(5)(v) § 63.152(b)
§ 63.119(b)(5)(vi) [G]§ 63.152(b)(1)
§ 63.119(b)(5)(vii) § 63.152(b)(4)
[G]§ 63.119(h)(5)(viii) § 63.152(c)(1)
§ 63.119(b)(6) § 63.152(c)(2)
§ 63.120(a)(4) § 63.152(c)(4)(ii)
§ 63.120(a)(7)

GRPTKHON1 | EU 63G-17 |112(B) 40 CFR Part 63, |8 63.119(b) Tanks using a fixed roof | § 63.120(a)(3)(i) §63.120(a)(4) §63.120(a)(5)

o HAPS Subpart G §63.119(a)(1) and an internal floating | § 63.120(a)(3)(ii) §63.123(a) § 63.120(a)(6)
[G]§ 63.119(h)(1) roof (defined in § 63.120(a)(3)(iii) § 63.123(c) § 63.122(d)
§ 63.119(b)(2) §63.111) to comply with § 63.123(g) § 63.122(d)(1)(ii)
§ 63.119(b)(3)(iii) §63.119(a)(1) must [G]§ 63.152(a) § 63.122(d)(1)(iii)
§ 63.119(b)(4) comply with: § 63.122(d)(2)(ii)
§ 63.119(b)(5)(i) §63.119(b)(1)-(6). § 63.151(a)(7)
§ 63.119(b)(5)(ii) [G]§ 63.151(h)
§ 63.119(b)(5)(iii) [G]§ 63.151())
§ 63.119(b)(5)(iv) [G]§ 63.152(a)
§ 63.119(b)(5)(v) § 63.152(b)
§ 63.119(b)(5)(vi) [G]§ 63.152(b)(1)
§ 63.119(b)(5)(vii) § 63.152(b)(4)
[G]§ 63.119(b)(5)(viii) § 63.152(c)(1)
§ 63.119(b)(6) § 63.152(c)(2)
§ 63.120(a)(4) § 63.152(c)(4)(ii)
§ 63.120(a)(7)

GRPTKHON1 | EU 63G-18 |112(B) 40 CFR Part 63, |8 63.119(b) Tanks using a fixed roof | § 63.120(a)(2)(i) §63.120(a)(4) §63.120(a)(5)

C HAPS Subpart G §63.119(a)(1) and an internal floating | 8§ 63.120(a)(2)(ii) §63.123(a) § 63.120(a)(6)
[G]§ 63.119(h)(1) roof (defined in § 63.123(c) § 63.122(d)
§ 63.119(b)(2) §63.111) to comply with § 63.123(g) § 63.122(d)(1)(ii)

§ 63.119(b)(3)(ii)
§ 63.119(b)(4)

§ 63.119(b)(5)(i)
§ 63.119(b)(5)(ii)
§ 63.119(b)(5)(jii)
§ 63.119(b)(5)(iv)
§ 63.119(b)(5)(v)
§ 63.119(b)(5)(vi)
§ 63.119(b)(5)(vii)
[G]§ 63.119(b)(5)(viii)
§ 63.119(b)(6)

§ 63.120(a)(4)

§ 63.120(a)(7)

§63.119(a)(1) must
comply with:
§63.119(b)(1)-(6).

[G]§ 63.152(a)

§ 63.122(d)(1)iii)
§ 63.122(d)(2)(ii)
§ 63.151(a)(7)
[G]§ 63.151(b)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)
§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(4)(ii)

Renewal- Draft Page 259




Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

GRPTKHON2

A

EU

R5112-2

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G)§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKHON2

A

EU

R5112-6

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKHON2

A

EU

R5121-
40

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKHON2

A

EU

63G-19

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with

None

§ 63.123(a)

§ 63.152(c)(4)(iii)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

§63.119 to §63.123.

GRPTKHON2
B

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

GRPTKHON2
B

EU

63G-20

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2
B

EU

63G-21

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2
C

EU

R5112-
E1l

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

GRPTKHON2
C

EU

63G-19

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by 863.150
shall use record
keeping methods in
863.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
GRPTKHON2 | EU 63G-23 |[112(B) 40 CFR Part 63, |8 63.119(a)(3) Group 2 tanks not using [ None § 63.123(a) § 63.152(c)(4)(iii)
C HAPS Subpart G emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.
GRPTKHON2 |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
D El 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKHON2 |EU R5112- [VvOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
D E2 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKHON2 | EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
D 41 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) §115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(A)
§ 115.112(e)(3)(A)(i)
§ 115.112(e)(3)(A)(ii)

any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude

§ 115.116(a)(1)
[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

oil and condensate.

GRPTKHON2

D

EU

R5121-
43

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKHON2

D

EU

63G-19

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2

D

EU

63G-23

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2

E

EU

R5112-
E1l

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

§ 115.118(a)(7)

GRPTKHON2
E

EU

63G-20

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2
E

EU

63G-21

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2
F

EU

R5112-
E1l

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

GRPTKHON2
F

EU

63G-20

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

GRPTKHON2
F

EU

63G-21

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record

None

§ 63.123(a)

§ 63.152(c)(4)(iii)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
keeping methods in
863.123(a). Not
required to comply with
§63.119 to §63.123.
GRPTKIFR EU R5112- [VvOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
El 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKIFR EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.114(a)(1) §115.118(a)(3) None
44 115, Storage of | §115.112(e)(2) store, or hold VOC in § 115.114(a)(1)(A) § 115.118(a)(5)
VOCs §115.112(e)(2)(A) any storage tank unless | [G]§ 115.117 §115.118(a)(6)(C)
§ 115.112(e)(2)(B) the storage tank is § 115.118(a)(7)
§115.112(e)(2)(C) capable of maintaining
§115.112(e)(2)(D) working pressure
§115.112(e)(2)(F) sufficient at all times to
[G]§ 115.112(e)(2)(1) prevent any vapor or
§ 115.114(a)(1)(A) gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKIFR EU 60KB-55 | VOC 40 CFR Part 60, |8 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)

Subpart Kb

this subpart applies to
vessels with a capacity
greater than or equal to
75 cubic meters
(19,800 gal) used to
store VOLs for which
construction/reconstruct
ion/modification began
after 7/23/84.

§ 60.116b(b)
§ 60.116b(c)

§ 60.116b(d)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]8 60.116b(e)(3)

§ 60.116b(b)
§ 60.116b(c)

Renewal- Draft Page 265




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
GRPTKIFR EU 60KB-56 |VOC 40 CFR Part 60, |8 60.112b(a)(1) Storage vessels § 60.113b(a)(1) § 60.115b § 60.113b(a)(2)
Subpart Kb § 60.112b(a)(1)(i) specified in §60.112b(a) | § 60.113b(a)(2) 8§ 60.115b(a)(2) 8 60.113b(a)(5)
§ 60.112b(a)(1)(ii)(C) and equipped with a §60.113b(a)(4) 8 60.116b(a) §60.115b
§ 60.112b(a)(1)(iii) fixed roof in § 60.113b(a)(5) § 60.116b(b) § 60.115b(a)(1)
§ 60.112b(a)(1)(iv) combination with an § 60.116b(a) § 60.116b(c) § 60.115b(a)(3)
§ 60.112b(a)(1)(ix) internal floating roof § 60.116b(b)
§ 60.112b(a)(1)(v) shall meet the § 60.116b(c)
§ 60.112b(a)(1)(vi) specifications listed in | § 60.116b(e)
§ 60.112b(a)(1)(vii) 860.112b(a)(1)(i)-(ix). § 60.116b(e)(1)
§ 60.112b(a)(1)(viii) [G]§ 60.116b(e)(3)
GRPTKKBRK |EU 5112-E2 |VOC 30 TAC Chapter |§ 115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
A 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
B E1l 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK |EU R5112- [VvOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
C E3 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK | EU R5112- [VvVOC 30 TAC Chapter [8§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
D E1l 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK |EU R5112- [VvOC 30 TAC Chapter [8§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
E El 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 § 115.118(a)(1) None
F E1l 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKKBRK |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
G El 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU 5112-E2 |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
A 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU 5112-E1 |vOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
B 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU 5112-E1 |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]§ 115.117 §115.118(a)(1) None
Cc 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
from the requirements
of this division.
GRPTKNOAP |EU 5112-E2 |VOC 30 TAC Chapter [8§115.111(a)(1) Except as provided in § [[G]§ 115.117 § 115.118(a)(1) None
C 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU 5112-E1 |VOC 30 TAC Chapter |§ 115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
D 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
F E1l 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKNOAP |EU R5112- [VvOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
G El 115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKSMCV | EU R5121- |[VOC 30 TAC Chapter |8 115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
S 45 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) §115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) § 115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
GRPTKWWA |EU R5140-6 |VOC 30 TAC Chapter |§ 115.142(1) The wastewater [G]§ 115.142(1)(H) [G]§ 115.142(1)(H) None
115, Industrial §115.142 component shall meet | [G]§ 115.144(1) §115.146(1)
Wastewater §115.142(1)(A) the specified control § 115.144(3)(E) § 115.146(2)
§115.142(1)(B) requirements. § 115.144(5) § 115.146(3)
§ 115.142(1)(C) §115.145 § 115.146(4)
§ 115.142(1)(E) § 115.145(1)
§ 115.142(1)(G) § 115.145(10)
[G]§ 115.142(1)(H) [G]§ 115.145(2)
[G]§ 115.148 [G]§ 115.145(3)
§ 60.18(b) § 115.145(4)
§ 115.145(5)
§ 115.145(6)
§ 115.145(7)
§ 115.145(9)
[G]§ 115.148
GRPTKWWA | EU 61FF-16 |Benzene 40 CFR Part 61, |861.343(a)(1) The owner or operator | 8 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, §61.343(a)(1)(i)(A) 8§ 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(a)(1)(1)(A) and maintain a fixed- § 61.343(c) § 61.356(d) 8§ 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) 8 61.356(g)
8 61.349(a) from the tank to a 8 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. § 61.354(c)(3) § 61.356())
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) § 61.356(j)(2)
§ 61.349(b) 8 61.356())(3)
§ 61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(g)
GRPTKWWA |EU 63G-24 |[112(B) 40 CFR Part 63, |[§63.133(a)(1) A fixed roof shall be None None § 63.146(b)(2)

Renewal- Draft Page 269




Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
HAPS Subpart G operated and § 63.146(b)(5)
maintained except that [G]& 63.151(b)
if the wastewater tank is § 63.151(e)
used for specified § 63.151(e)(1)
purpose, then owner or § 63.151(e)(2)
operator shall comply [G]8 63.151())
with requirements of § [G]8 63.152(a)
63.133(a)(2). § 63.152(b)
[G]& 63.152(b)(1)
§ 63.152(c)(1)
§ 63.152(c)(4)(ii)
GRPTKWWA |EU 63PPP-1 [ 112(B) 40 CFR Part 63, |[[G]8 63.1433(a) Except as specified in | § 63.133(f) § 63.133(h) § 63.1438(c)
HAPS Subpart PPP §63.11 §63.1433(c), the owner | § 63.133(Q) §63.143(e)(2) §63.1438(c)(1)
§63.132(a)(2)())(A) or operator of each [G]8 63.133(9)(2) §63.143(e)(3) §63.1438(c)(2)
§ 63.132(a)(2)(i)(B) affected source shall §63.133(9)(2) § 63.143(f) § 63.1438(d)
[G]§ 63.132(f) comply with the HON §63.133(9)(3) § 63.145(a)(3) § 63.146(b)(2)
§ 63.133(a)(2)(i) wastewater §63.139(d)(3) [G]8 63.145(a)(4) § 63.146(b)(4)
§ 63.133(b)(1)(ii) requirements in §63.139(e) § 63.147(b) § 63.146(b)(5)
§ 63.133(f) 8863.132 through §63.143(a) § 63.147(b)(1) § 63.146(b)(6)
§ 63.133(h) 63.147 for each § 63.143(e) 8§ 63.147(b)(2) § 63.146(b)(7)
§ 63.139(b) process wastewater §63.143(e)(1) § 63.147(b)(5) § 63.146(c)
§63.139(c)(3) stream originating at an | § 63.143(e)(2) § 63.147(b)(6) § 63.146(e)
§ 63.139(f) affected source, the 8 63.143(e)(3) 8 63.147(b)(7) 8§ 63.146(f)
§ 63.140(c) HON leak inspection § 63.143(f) § 63.147(d)(1) § 63.146(Q)
§ 63.144(a) requirements in §63.143(g) § 63.147(e)
§ 63.145()) §63.148, and the HON | § 63.1438(c) 8§ 63.147(f)
requirements in §63.1438(c)(1)
863.149 for equipment | § 63.1438(c)(2)
that is subject to 8 63.1438(d)
863.149, with the § 63.145(j)
differences noted in
863.1433(a)(1)-(20).
For maintenance
wastewater
requirements comply
with 863.105(a), as
specified in
§63.1433(b).
GRPTKWWB |EU 5112-E1 |VvOC 30 TAC Chapter [8§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None

115, Storage of
VOCs

115.118, a storage tank
storing VOC with a true

§ 115.118(a)(5)
§ 115.118(a)(6)(A)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
vapor pressure less § 115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
GRPTKWWB |EU 5112-E2 |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § [[G]8§ 115.117 §115.118(a)(1) None
115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
LR60PORK EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
23 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) §115.216(1)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
voC § 115.212(a)(3)(A)(i) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC witha | § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]8 115.212(a)(3)(C) true vapor pressure of | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by | § 115.215(10) 8§ 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]§ 115.215(3)
§ 115.215(4)
§ 115.215(9)
§115.216(1)
§ 115.216(1)(B)
LR60PORK EU 63G-2 112(B) 40 CFR Part 63, |§63.126(a) For Group 1 transfer [G]8 63.126(d)(3) §63.129(a)(1) §63.129(a)(2)
HAPS Subpart G §63.11 racks shall operate a 8 63.127(a) [G]& 63.129(a)(5) §63.129(a)(3)
8 63.126(a)(1) vapor collection system | § 63.127(a)(2) §63.130(a)(1) [G]& 63.129(a)(5)
§63.126(a)(2) and control device for | § 63.127(e) § 63.130(a)(2)(i) § 63.130(d)(1)

§ 63.126(a)(3)
[G]8 63.126(b)(2)
[G]§ 63.126(d)(3)
§ 63.126(f)

§ 63.126(g)

§ 63.126(h)

§ 63.172(a)

[G]§ 63.172(h)

§ 63.172(i)

§ 63.172(m)

organic HAPs.

[G]§ 63.128(b)
§ 63.152(g)(1)(i)
[G]§ 63.152(g)(L)(ii)
§ 63.152(g)(L) i)

§ 63.152(g)(1)(iv)
[G]§ 63.152(g)(1)(v)
[G]8 63.172(f)(1)
[G]8 63.172(F)(2)

§ 63.172(q)

[G]§ 63.172(h)

[G]§ 63.172(K)

§ 63.130(c)

§ 63.130(e)

§ 63.130(f)

§ 63.130(f)(1)

§ 63.130(f)(2)

§ 63.130(f)(3)

§ 63.130(f)(3)(ii)
[G]§ 63.152(a)
[G]8 63.152(f)

§ 63.152(g)(1)

§ 63.152(g)(1)())

§ 63.130(d)(2)
§ 63.130(d)(5)
[G]§ 63.151(b)
[G]§ 63.151(j)
[G]§ 63.152(a)

§ 63.152(h)

[G]8 63.152(b)(1)
[G]8 63.152(b)(2)
§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.172()) [G]§ 63.152(g)(1)(ii) § 63.152(c)(2)(i)
[G]§ 63.180(h) § 63.152(g)(1)(iii) [G]§ 63.152(c)(2)(ii)
[G]§ 63.180(d) § 63.152(g)(1)(iv) § 63.152(c)(2)(iii)
[G]§ 63.152(g)(1)(v) § 63.152(c)(3)
[G]8 63.152(g)(1)(Vi) § 63.152(c)(3)(i)
§ 63.152(9)(2) § 63.152(c)(3)(ii)
§ 63.152(g)(2)()) § 63.152(c)(4)(ii)
§ 63.152(g)(2)(ii) [G]§ 63.152(c)(6)
§ 63.152(g)(2)(iii) § 63.152(g)(1)
[G]§ 63.172(K) § 63.152(g)(2)(i)
[G]§ 63.172()) § 63.152(g)(2)(ii)
§ 63.181(a) [G]§ 63.182(a)
[G]§ 63.181(h) [G]§ 63.182(h)
§ 63.181(c) § 63.182(c)
[G]s 63.181(d) [G]§ 63.182(c)(1)
§ 63.181(g) § 63.182(c)(4)
§ 63.181(g)(1)(i) [G]§ 63.182(d)
§ 63.181(g)(1)(ii)
[G]§ 63.181(g)(2)
[G]8 63.181(g)(3)
LT60PORK EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
24 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) § 115.216(1)
Unloading of § 115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
VOC § 115.212(a)(3)(A)(i) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC with a | § 115.214(a)(1)(A)(iii) § 115.216(3)(A)
[G]8 115.212(a)(3)(C) true vapor pressure of | §115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by | § 115.215(10) 8§ 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]& 115.215(3)
§ 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)
LT60PORK  |EU 63G-3 |112(B) 40 CFR Part 63, |§ 63.126(a) For Group 1 transfer [G]§ 63.126(d)(3) § 63.129(a)(1) § 63.129(a)(2)
HAPS Subpart G §63.11 racks shall operate a §63.127(a) [G]& 63.129(a)(5) §63.129(a)(3)
8 63.126(a)(1) vapor collection system | § 63.127(a)(2) §63.130(a)(1) [G]& 63.129(a)(5)
§63.126(a)(2) and control device for §63.127(e) 8§ 63.130(a)(2)(i) §63.130(d)(1)

§ 63.126(a)(3)
[G]§ 63.126(b)(2)
[G]8 63.126(d)(3)

organic HAPs.

[G]§ 63.128(b)
§ 63.152(g)(1)(i)
[G]8 63.152(g)(1)(ii)

§ 63.130(c)
§ 63.130(e)
§ 63.130(f)

§ 63.130(d)(2)
§ 63.130(d)(5)
[G]§ 63.151(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.126(f) § 63.152(g)(1)(iii) § 63.130(f)(1) [G)§ 63.151())
§ 63.126(g) § 63.152(g)(1)(iv) § 63.130(f)(2) [G]§ 63.152(a)
§ 63.126(h) [G]§ 63.152(g)(1)(v) § 63.130(f)(3) § 63.152(b)
§63.172(a) [G]8 63.172(f)(1) § 63.130(f)(3)(ii) [G]§ 63.152(b)(1)
[G]8 63.172(h) [G]8 63.172(f)(2) [G]§ 63.152(a) [G]8 63.152(b)(2)
§ 63.172()) § 63.172(g) [G]s 63.152(f) § 63.152(b)(4)
§63.172(m) [G]§ 63.172(h) § 63.152(g)(1) § 63.152(c)(1)
[G]§ 63.172(K) § 63.152(g)(1)(i) § 63.152(c)(2)
[G]§ 63.172()) [G]§ 63.152(g)(1)(ii) § 63.152(c)(2)(i)
[G]§ 63.180(b) § 63.152(g)(2)(iii) [G]8§ 63.152(c)(2)(ii)
[G]§ 63.180(d) § 63.152(g)(1)(iv) § 63.152(c)(2)(iii)
[G]8 63.152(g)(1)(V) § 63.152(c)(3)
[G]8& 63.152(g)(1)(vi) 8§ 63.152(c)(3)(i)
§ 63.152(9)(2) § 63.152(c)(3)(ii)
§ 63.152(0)(2)(i) § 63.152(c)(4)(ii)
§ 63.152(g)(2)(ii) [G]§ 63.152(c)(6)
§ 63.152(g)(2)(iii) § 63.152(g)(1)
[G]§ 63.172(K) § 63.152(0)(2)(i)
[G]8 63.172(]) § 63.152(g)(2)(ii)
§ 63.181(a) [G]§ 63.182(a)
[G]8 63.181(b) [G]§ 63.182(b)
§ 63.181(c) § 63.182(c)
[G]§ 63.181(d) [G]§ 63.182(c)(1)
§ 63.181(g) § 63.182(c)(4)
§ 63.181(g)(1)(i) [G]& 63.182(d)
§ 63.181(g)(1)(ii)
[G]§ 63.181(g)(2)
[G]8 63.181(g)(3)
LTHPIB EU R5211- |VOC 30 TAC Chapter |8 115.212(a)(1) At operations other than [ § 115.212(a)(3)(B) §115.216 None
25 115, Loading and | § 115.212(a)(1)(B) gasoline terminals, § 115.214(a)(1)(A) § 115.216(2)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)(i) § 115.216(3)(A)
VOC § 115.212(a)(3)(A)() and marine terminals, | 8§ 115.214(a)(1)(A)(ii) § 115.216(3)(A)(i)
§ 115.212(a)(3)(B) vapors of VOC witha | § 115.214(a)(1)(A)(iii) | § 115.216(3)(A)(ii)
[G]8 115.212(a)(3)(C) true vapor pressure of [ §115.215 § 115.216(3)(A)(iii)
§ 115.212(a)(3)(E) 0.5 psia or greater, §115.215(1) § 115.216(3)(B)
§ 115.214(a)(1)(B) must be controlled by § 115.215(10)
§ 115.214(a)(1)(C) one of the following [G]& 115.215(2)
methods. §115.215(4)
§ 115.215(9)
LTHPIB EU R5211- |[VOC 30 TAC Chapter |8 115.212(a)(1) At operations other than [ § 115.212(a)(3)(B) §115.216 None
26 115, Loading and | § 115.212(a)(1)(B) gasoline terminals, § 115.214(a)(1)(A) § 115.216(2)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(3)(A)
VOC § 115.212(a)(3)(A)(ii) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(3)(A)(i)
§ 115.212(a)(3)(B) vapors of VOC witha | § 115.214(a)(1)(A)(iii) | § 115.216(3)(A)(ii)
[G]8& 115.212(a)(3)(C) true vapor pressure of | §115.215 § 115.216(3)(A)(iii)
§ 115.212(a)(3)(E) 0.5 psia or greater, §115.215(1) § 115.216(3)(B)
§ 115.214(a)(1)(B) must be controlled by § 115.215(10)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2)
methods. § 115.215(4)
§ 115.215(9)
LTHPIB EU R5211- [VvOC 30 TAC Chapter |[§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) § 115.216 None
27 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) §115.216(1)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
voC § 115.212(a)(3)(A)(i) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC with a | § 115.214(a)(1)(A)(iii) | § 115.216(3)(A)
[G]8 115.212(a)(3)(C) true vapor pressure of | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by §115.215(10) § 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]§ 115.215(3)
§ 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)
LTHPIB EU R5211- [VvOC 30 TAC Chapter |§ 115.212(a)(1) At operations other than | § 115.212(a)(3)(B) §115.216 None
28 115, Loading and | § 115.212(a)(1)(A) gasoline terminals, § 115.214(a)(1)(A) §115.216(1)
Unloading of §115.212(a)(3)(A) gasoline bulk plants, § 115.214(a)(1)(A)() § 115.216(1)(B)
VOC § 115.212(a)(3)(A)(ii) and marine terminals, | § 115.214(a)(1)(A)(ii) § 115.216(2)
§ 115.212(a)(3)(B) vapors of VOC with a | § 115.214(a)(1)(A)(iii) | § 115.216(3)(A)
[G]8 115.212(a)(3)(C) true vapor pressure of | § 115.215 § 115.216(3)(A)(i)
§ 115.212(a)(3)(E) 0.5 psia or greater, § 115.215(1) § 115.216(3)(A)(ii)
§ 115.214(a)(1)(B) must be controlled by | § 115.215(10) § 115.216(3)(A)(iii)
§ 115.214(a)(1)(C) one of the following [G]§ 115.215(2) § 115.216(3)(B)
§60.18 methods. [G]§ 115.215(3)
§ 115.215(4)
§ 115.215(9)
§ 115.216(1)
§ 115.216(1)(B)
PROBDOHFR | EU 63FFFF- |112(B) 40 CFR Part 63, |§ 63.2440(a) This subpart applies to | § 63.2445(d) § 63.2525 § 63.2435(d)
M 1 HAPS Subpart FFFF 8 63.2450(a) each miscellaneous § 63.2525(a) 8§ 63.2445(c)

§ 63.2450(1)

organic chemical

[G]8 63.2525(b)

§ 63.2450(g)(5)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

manufacturing affected
source.

§ 63.2525(c)
§ 63.2525(f)
§ 63.2525())

§ 63.2450(m)

§ 63.2450(m)(1)

§ 63.2450(m)(2)

§ 63.2515(a)

§ 63.2515(b)(1)

§ 63.2515(c)

§ 63.2520(a)

[G]§ 63.2520(b)
[G]§ 63.2520(c)
[G]§ 63.2520(d)

§ 63.2520(e)

§ 63.2520(e)(1)
[G]§ 63.2520(e)(10)
§ 63.2520(€)(2)

§ 63.2520(€)(3)

§ 63.2520(€)(4)

§ 63.2520(€)(5)

§ 63.2520(e)(5)(i)
[G]§ 63.2520(e)(5)(ii)
[G]§ 63.2520(e)(5)(iii)
§ 63.2520(€)(6)

§ 63.2520(€)(7)

§ 63.2520(€)(9)

PROBIF

PRO

61FF-4

Benzene

40 CFR Part 61,
Subpart FF

§ 61.348(a)(1)
§ 61.348(a)(1)(i)
§ 61.348(a)(2)
§ 61.348(a)(3)
§ 61.348(a)(4)
[G]8 61.348(d)

The owner or operator
shall design, install,
operate and maintain a
treatment process that
removes or destroys
benzene as specified.

None

§ 61.356(e)
§ 61.356(e)(1)
[G]8 61.356(i)

§ 61.357(d)(7)

PROBIF

PRO

63G-2

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.138(h)
[G]8 63.132(f)

§ 63.138(h)(1)

§ 63.138(h)(2)(i)
§ 63.138(h)(2)(i)
§ 63.138(h)(3)
[G]§ 63.138(K)
§ 63.140(a)

§ 63.140(b)

§ 63.140(c)

§ 63.144(a)

Treatment units in a
RCRA unit option shall
meet §63.138(h)(1),
(h)(2), or (h)(3), and are
exempt from
§63.138(a)(3),
§63.138()),
§63.132(a)(2)(ii)) and
§63.132(b)(3)(iii)

None

§ 63.147(b)

§ 63.147(b)(7)
[G]§ 63.152(a)
[G]8 63.152(f)

§ 63.146(b)(2)
§ 63.146(b)(4)
§ 63.146(b)(5)
§ 63.146(b)(6)
[G]§ 63.151(b)
§ 63.151(e)

§ 63.151(e)(1)
§ 63.151(€)(2)
§ 63.151(€)(3)
[G]§ 63.151(j)
[G]§ 63.152(a)
§ 63.152(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]§ 63.152(b)(1)
§ 63.152(c)(1)
§ 63.152(c)(4)(ii)
[G]8 63.152(c)(6)
PRODPWELL [PRO 61FF-3 |Benzene 40 CFR Part 61, |8 61.348(a)(1) The owner or operator | None § 61.356(e) §61.357(d)(7)
Subpart FF § 61.348(a)(1)(i) shall design, install, 8§ 61.356(e)(1)
§61.348(a)(2) operate and maintain a [G]8 61.356(i)
§61.348(a)(3) treatment process that
§61.348(a)(4) removes or destroys
[G]8 61.348(d) benzene as specified.
PRODPWELL | PRO 63G-1 112(B) 40 CFR Part 63, |8 63.138(h) Treatment units in a None § 63.147(b) § 63.146(b)(2)
HAPS Subpart G [G]§ 63.132(f) RCRA unit option shall § 63.147(b)(7) § 63.146(b)(4)
§ 63.138(h)(1) meet §63.138(h)(1), [G]§ 63.152(a) § 63.146(b)(5)
§ 63.138(h)(2)(i) (h)(2), or (h)(3), and are [G]8 63.152(f) § 63.146(b)(6)
§ 63.138(h)(2)(ii) exempt from [G]8 63.151(b)
§ 63.138(h)(3) §63.138(a)(3), § 63.151(e)
[G]§ 63.138(k) 863.138()), §63.151(e)(1)
§ 63.140(a) 863.132(a)(2)(iii) and §63.151(e)(2)
§ 63.140(b) §63.132(b)(3)(iii) § 63.151(e)(3)
§ 63.140(c) [G]8 63.151())
§ 63.144(a) [G]§ 63.152(a)
§ 63.152(b)
[G]8 63.152(b)(1)
§ 63.152(c)(1)
§ 63.152(c)(4)(ii)
[G]8 63.152(c)(6)
PROGBL PRO 63F-2 112(B) 40 CFR Part 63, |8&63.100(c) Chemical None [G]& 63.103(e) [G]§ 63.103(e)
HAPS Subpart F manufacturing process
unit that meets the
criteria specified in
paragraphs (b)(1) and
(b)(3) of this section but
does not use organic
HAPs in table 2 shall
comply only with
§63.103(e).
PROSTRIP1 |PRO 61FF-2 |Benzene 40 CFR Part 61, |§61.348(a)(1) The owner or operator | 8 61.348(f) § 61.354(a)(2) § 61.357(d)(7)
Subpart FF § 61.348(a)(1)(i) shall design, install, § 61.354(a)(2) § 61.355(d) § 61.357(d)(7)(ii)
8 61.348(a)(2) operate and maintain a | § 61.355(d) 8§ 61.356(e)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 61.348(a)(3) treatment process that § 61.356(e)(1)
§61.348(a)(4) removes or destroys [G]& 61.356(€)(3)
§ 61.348(f) benzene as specified. [G]& 61.356(i)
PROSTRIP2 [PRO 61FF-1 |Benzene 40 CFR Part 61, |8 61.348(a)(1) The owner or operator | § 61.348(f) § 61.354(a)(2) §61.357(d)(7)
Subpart FF § 61.348(a)(1)(i) shall design, install, § 61.354(a)(2) § 61.355(d) § 61.357(d)(7)(ii)
§61.348(a)(2) operate and maintain a | § 61.355(d) § 61.356(e)
§61.348(a)(3) treatment process that § 61.356(e)(1)
8§ 61.348(a)(4) removes or destroys [G]& 61.356(€e)(3)
§ 61.348(f) benzene as specified. [G]& 61.356(i)
PROTHF PRO 63F-3 112(B) 40 CFR Part 63, |§&63.100(c) Chemical None [G]& 63.103(e) [G]§ 63.103(e)
HAPS Subpart F manufacturing process
unit that meets the
criteria specified in
paragraphs (b)(1) and
(b)(3) of this section but
does not use organic
HAPs in table 2 shall
comply only with
§63.103(e).
T57215 EP 60NNN- [VOC/TOC |40 CFR Part 60, |8 60.662(a) Affected facilities shall | § 60.663(c) § 60.663(c)(1) § 60.665(a)
13 Subpart NNN reduce TOC emissions | § 60.663(c)(1) § 60.663(d) 8 60.665(b)
by 98 weight-percent or | § 60.663(d) § 60.665(b) § 60.665(b)(2)
to a concentration of § 60.664(c) § 60.665(b)(2) § 60.665(b)(2)(i)
20ppmv, whichever is § 60.665(b)(2)(i) § 60.665(c)
less stringent. § 60.665(c) § 60.665(c)(4)
Introduce the stream § 60.665(c)(4) § 60.665(k)
into the flame zone of a § 60.665(d) 8 60.665(1)
boiler/process heater. § 60.665(e) 8 60.665(1)(1)
§ 60.665(1)(2)
§ 60.665(1)(3)
T57215 EP 60NNN- [VOC/TOC |40 CFR Part 60, |8 60.662(a) Affected facilities shall | § 60.663(c) 8 60.663(c)(1) 8§ 60.665(a)
14 Subpart NNN reduce TOC emissions | § 60.663(c)(1) § 60.663(c)(2) § 60.665(b)
by 98 weight-percent or | § 60.663(c)(2) § 60.665(b) § 60.665(b)(2)
to a concentration of 8§ 60.664(a) § 60.665(b)(2) § 60.665(b)(2)(i)
20ppmv, whichever is | § 60.664(b) 8§ 60.665(b)(2)(i) 8§ 60.665(b)(2)(ii)
less stringent. § 60.664(b)(1) 8 60.665(b)(2)(ii) § 60.665(c)
Introduce the stream § 60.664(b)(2) § 60.665(c) § 60.665(c)(3)
into the flame zone of a | § 60.664(b)(3) § 60.665(c)(3) § 60.665(c)(4)
boiler/process heater. [G]8 60.664(b)(4) § 60.665(c)(4) 8§ 60.665(Kk)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 60.665(d) § 60.665(1)
8§ 60.665(1)(1)
8§ 60.665(1)(2)
T57215 EP 60NNN- [VOC/TOC |40 CFR Part 60, |8 60.662(b) Each affected facility § 60.663(b) § 60.663(b)(2) § 60.665(a)
3 Subpart NNN 8 60.18 shall combust the 8 60.663(b)(1) § 60.665(b) 8 60.665(b)
emissions in a flare that | § 60.663(b)(2) § 60.665(b)(3) § 60.665(b)(3)
meets the requirements | § 60.664(a) § 60.665(d) § 60.665(k)
of § 60.18. § 60.664(d) § 60.665(f) § 60.665(1)
[G]§ 60.664(e) § 60.665(1)(2)
§ 60.665(1)(4)
TK40002 EU R5121- [VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, [[G]§ 115.117 § 115.118(a)(5) None
12 115, Storage of store, or hold VOC in ** See Periodic §115.118(a)(7)
VOCs any storage tank unless [ Monitoring Summary
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK57709 EU 5112-E1 |VvOC 30 TAC Chapter |8§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
115, Storage of 115.118, a storage tank §115.118(a)(5)
VOCs storing VOC with a true §115.118(a)(7)
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.
TK57709 EU R5121- |VOC 30 TAC Chapter |8 115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
32 115, Storage of | § 115.112(e)(3) store, or hold VOC in §115.115(a)(6) § 115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(C)

any storage tank unless

§115.116(a)(2)

§ 115.118(a)(5)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK57709 EU 63FFFF- | 112(B) 40 CFR Part 63, |§ 63.2470(a)- For each Group 1 [G]8 63.115(d)(2)(v) § 63.2450(f)(2) § 63.2450(f)(2)(ii)
1 HAPS Subpart FFFF Table4.1.b.iii storage tank for which | § 63.115(d)(3)(iii) § 63.2450(f)(2)(i) § 63.2450(q)
§63.11(b) the maximum true §63.2470(c)(1) 8§ 63.2450(f)(2)(ii) § 63.2470(d)
8 63.2450(b) vapor pressure of total | § 63.983(b) 8 63.2470(c)(1) § 63.997(b)(1)
§ 63.2470(a) HAP at the storage [G]§ 63.983(b)(1) § 63.983(b) §63.997(c)(3)
§ 63.2470(d) temperature is < 76.6 | [G]8 63.983(b)(2) [G]8 63.983(d)(2) § 63.998(a)(1)(iii)(A)
§ 63.982(b) kilopascals, you may [G]8§ 63.983(b)(3) § 63.987(c) [G]8 63.998(b)(3)
§63.983(a)(1) reduce total organic [G]§ 63.983(c)(1) § 63.998(a)(1)(ii) [G]8 63.999(a)(1)
§63.983(a)(2) HAP emissions by §63.983(c)(2) § 63.998(a)(1)(iii)(A) § 63.999(b)(5)
§ 63.983(d)(1) venting emissions § 63.983(c)(3) § 63.998(a)(1)(iii)(B) § 63.999(c)(1)
§ 63.983(d)(1)(i) through a closed vent | § 63.983(d)(1) [G]8 63.998(b)(1) § 63.999(c)(2)(i)
[G]§ 63.983(d)(2) system to a flare. § 63.983(d)(1)(ii) [G]8 63.998(b)(2) § 63.999(c)(3)
§ 63.983(d)(3) § 63.987(c) [G]§ 63.998(b)(3) § 63.999(c)(6)
§63.987(a) §63.997(b) [G]8 63.998(b)(5) [G]8 63.999(c)(6)(i)
§63.997(b)(1) §63.997(b)(1) [G]8 63.998(c)(1) § 63.999(c)(6)(iv)
§ 63.997(c)(3) § 63.997(c)(2) [G]8 63.998(d)(1) [G]§ 63.999(d)(1)
§ 63.997(c)(3) § 63.998(d)(3)(i) [G]§ 63.999(d)(2)
§ 63.997(c)(3)()) § 63.998(d)(3)(ii)
§ 63.997(c)(3)(ii) § 63.998(d)(5)
TK57709 EU 63G-3 112(B) 40 CFR Part 63, |8 63.119(e) The owner or operator | § 63.120(e)(1) § 63.123(a) [G]8 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]& 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(1)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)

closed vent system and
control device (defined

in § 63.111) to comply

with§63.119(a)(1) or

[G8 63.172(f)(1)
[G]§ 63.172(f)(2)
§ 63.172(q)

[G]§ 63.172(h)

[G]s 63.152(a)
[G]8 63.172(K)
[G]§ 63.172()
§ 63.181(a)

[G]8 63.122(g)(1)
[G]8 63.122(g)(3)
§ 63.151(a)(7)
[G]§ 63.151(b)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 63.119(e)(5) (@)(2) shall comply with |[G]8 63.172(k) [G]§ 63.181(b) [G]§ 63.151())
§ 63.172(a) §63.119(e)(1)-(5). [G]§ 63.172()) § 63.181(c) [G]§ 63.152(a)
[G]§ 63.172(h) [G]§ 63.180(h) [G]§ 63.181(d) § 63.152(b)
§ 63.172(i) [G]§ 63.180(d) § 63.181(g) [G]§ 63.152(b)(1)
§ 63.172(m) § 63.181(g)(1)(i) § 63.152(b)(4)
§ 63.181(g)(1)(ii) § 63.152(c)(1)
[G]§ 63.181(g)(2) § 63.152(c)(2)
[G]§ 63.181(g)(3) § 63.152(c)(2)(i)
[G]§ 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)
§ 63.152(c)(3)
§ 63.152(c)(3)(i)
§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]§ 63.182(a)
[G]§ 63.182(h)
§ 63.182(c)
[G]§ 63.182(c)(1)
§ 63.182(c)(4)
[G]§ 63.182(d)
TK57709 EU 63G-8 112(B) 40 CFR Part 63, |§63.119(e) The owner or operator | § 63.120(e)(1) §63.123(a) [G]8 63.120(e)(2)
HAPS Subpart G §63.11 who elects to use a §63.120(e)(4) [G]8 63.123(f)(2) §63.122(c)(2)

§ 63.119(a)(2)
§ 63.119(e)(1)
§ 63.119(e)(3)
§ 63.119(e)(4)
§ 63.119(e)(5)
§ 63.172(a)
[G]§ 63.172(h)
§ 63.172(i)

§ 63.172(m)

closed vent system and
control device (defined
in § 63.111) to comply
with§63.119(a)(1) or
(a)(2) shall comply with
§63.119(e)(1)-(5).

[G]§ 63.172(f)(1)
[G]§ 63.172(F)(2)
§ 63.172()

[G8 63.172(h)
[G 63.172(K)
[Gs 63.172(l)
[G]8 63.180(b)
[G]8 63.180(d)

[G]§ 63.152(a)
[G]8 63.172(K)
[G]8 63.172(l)

§ 63.181(a)

[G]§ 63.181(b)

§ 63.181(c)

[G]§ 63.181(d)

§ 63.181(q)

§ 63.181(g)(1)())
§ 63.181(g)(1)(i)
[G]8 63.181(g)(2)
[Gs 63.181(g)(3)

[G]8 63.122(g)(1)
[G]8 63.122(g)(3)

§ 63.151(a)(7)

[G]§ 63.151(b)

[G]§ 63.151(j)

[G]s 63.152(a)

§ 63.152(b)

[G]§ 63.152(b)(1)

§ 63.152(b)(4)

§ 63.152(c)(1)

§ 63.152(c)(2)

§ 63.152(c)(2)(i)
[G]8 63.152(c)(2)(ii)
§ 63.152(c)(2)(iii)

§ 63.152(c)(3)

§ 63.152(c)(3)(i)

§ 63.152(c)(4)(ii)
[G]§ 63.152(c)(6)
[G]s 63.182(a)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
[G]8 63.182(b)
8§ 63.182(c)
[G]8 63.182(c)(1)
§ 63.182(c)(4)
[G]& 63.182(d)
TK57710 EU R5121-1 [vOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.114(a)(1) §115.118(a)(3) None
115, Storage of |8 115.112(e)(2) store, or hold VOC in § 115.114(a)(1)(A) § 115.118(a)(5)
VOCs § 115.112(e)(2)(A) any storage tank unless | [G]§ 115.117 § 115.118(a)(6)(C)
§ 115.112(e)(2)(B) the storage tank is § 115.118(a)(7)
§115.112(e)(2)(C) capable of maintaining
§115.112(e)(2)(D) working pressure
§ 115.112(e)(2)(F) sufficient at all times to
[G]8 115.112(e)(2)(1) prevent any vapor or
§ 115.114(a)(1)(A) gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK57710 EU 60KB-1 |VOC 40 CFR Part 60, |8 60.112b(a)(1) Storage vessels §60.113b(a)(1) § 60.115b § 60.113b(a)(2)
Subpart Kb § 60.112b(a)(1)(i) specified in §60.112b(a) | § 60.113b(a)(2) § 60.115b(a)(2) § 60.113b(a)(5)
§ 60.112b(a)(1)(ii)(C) and equipped with a § 60.113b(a)(4) § 60.116b(a) §60.115b
§ 60.112b(a)(1)(iii) fixed roof in § 60.113b(a)(5) § 60.116b(b) § 60.115b(a)(1)
§ 60.112b(a)(1)(iv) combination with an § 60.116b(a) § 60.116b(c) § 60.115b(a)(3)
§ 60.112b(a)(1)(ix) internal floating roof § 60.116b(b)
§ 60.112b(a)(1)(v) shall meet the § 60.116b(c)
§ 60.112b(a)(1)(vi) specifications listed in | § 60.116b(e)
§ 60.112b(a)(1)(vii) 860.112b(a)(1)(i)-(ix). § 60.116b(e)(1)
§ 60.112b(a)(1)(viii) [G]& 60.116b(e)(3)
TK57723A EU R5121- ([VvOC 30 TAC Chapter [8§115.112(e)(1) No person shall place, |[G]8§ 115.117 § 115.118(a)(5) None
13 115, Storage of store, or hold VOC in ** See Periodic §115.118(a)(7)

VOCs

any storage tank unless
the storage tank is
capable of maintaining
working pressure

Monitoring Summary
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

TK57723B

EU

R5121-
14

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

[G]§ 115.117
** See Periodic
Monitoring Summary

§ 115.118(a)(5)
§ 115.118(a)(7)

None

TK57727A

EU

R5121-
15

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§ 60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

TK5908

EU

R5121-
16

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

TK5909

EU

R5121-
17

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

TK5909

EU

R5121-

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

TK5909

EU

R5121-
19

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

TK5909

EU

60KB-21

VOC

40 CFR Part 60,
Subpart Kb

§ 60.110b(a)

Except for §60.110b(b),
this subpart applies to
vessels with a capacity
greater than or equal to
75 cubic meters
(19,800 gal) used to
store VOLs for which
construction/reconstruct
ion/modification began
after 7/23/84.

§ 60.116b(a)
§ 60.116b(b)

§ 60.116b(c)

§ 60.116b(d)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]§ 60.116b(e)(3)

§ 60.116b(a)
§ 60.116b(b)
§ 60.116b(c)

§ 60.116b(d)

TK5909

EU

60KB-22

VOC

40 CFR Part 60,
Subpart Kb

[G]§ 60.112b(a)(3)
§60.18

Storage vessels
specified in §60.112b(a)
and equipped with a
closed vent
system/control device
are to meet the
specifications of
§60.112b(a)(3)(i)-(ii)-

§ 60.113b(d)

8§ 60.116b(a)

§ 60.116b(b)

§ 60.116b(e)

8 60.116b(e)(1)
[G]§ 60.116b(e)(3)
[G]§ 60.485(b)

** See Periodic

§ 60.115b
§ 60.115b(d)(2)
§ 60.116b(a)
§ 60.116b(b)

§ 60.115b
§ 60.115b(d)(1)
§ 60.115b(d)(3)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
Monitoring Summary
TK5909 EU 63PPP-1 | 112(B) 40 CFR Part 63, |[G]§ 63.1433(a) Except as specified in | § 63.133(f) § 63.133(h) § 63.1438(c)
HAPS Subpart PPP §63.11 §63.1433(c), the owner | § 63.133(g) § 63.143(€)(2) § 63.1438(c)(1)
§63.132(a)(2)())(A) or operator of each [G]8 63.133(9)(2) §63.143(e)(3) §63.1438(c)(2)
8 63.132(a)(2)(i)(B) affected source shall 8 63.133(9)(2) § 63.143(f) § 63.1438(d)
[G]§ 63.132(f) comply with the HON § 63.133(9)(3) § 63.145(a)(3) § 63.146(b)(2)
§ 63.133(a)(2)(i) wastewater §63.139(d)(3) [G]8 63.145(a)(4) § 63.146(b)(4)
§ 63.133(b)(1)(ii) requirements in § 63.139(e) § 63.147(b) § 63.146(b)(5)
§ 63.133(f) 8863.132 through §63.143(a) § 63.147(b)(1) § 63.146(b)(6)
§63.133(h) 63.147 for each §63.143(e) § 63.147(b)(2) 8§ 63.146(b)(7)
§ 63.139(b) process wastewater 8 63.143(e)(1) § 63.147(b)(5) § 63.146(c)
§63.139(c)(3) stream originating at an | § 63.143(e)(2) § 63.147(b)(6) § 63.146(e)
§ 63.139(f) affected source, the §63.143(e)(3) § 63.147(b)(7) § 63.146(f)
§ 63.140(c) HON leak inspection § 63.143(f) §63.147(d)(1) § 63.146(q)
§ 63.144(a) requirements in § 63.143(g) § 63.147(e)
§ 63.145(j) §63.148, and the HON | § 63.1438(c) § 63.147(f)
requirements in 8 63.1438(c)(1)
§63.149 for equipment | § 63.1438(c)(2)
that is subject to § 63.1438(d)
863.149, with the § 63.145())
differences noted in
§63.1433(a)(1)-(20).
For maintenance
wastewater
requirements comply
with 863.105(a), as
specified in
863.1433(b).
TK60223 EU R5121- [vocC 30 TAC Chapter |§ 115.112(e)(1) No person shall place, |§ 115.114(a)(1) § 115.118(a)(3) § 115.114(a)(1)(B)
18 115, Storage of | § 115.112(e)(2) store, or hold VOC in § 115.114(a)(1)(A) § 115.118(a)(5) §115.118(a)(3)

VOCs

§ 115.112(e)(2)(A)
§ 115.112(e)(2)(B)
§ 115.112(e)(2)(C)
§ 115.112(e)(2)(D)
§ 115.112(e)(2)(F)
[G]§ 115.112(e)(2)()
§ 115.114(a)(1)(A)

any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of

[G]§ 115.117

§ 115.118(a)(6)(C)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

TK60223

EU

63G-19

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

TK60224

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

TK60463

EU

R5121-
49

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)
§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

TK60463

EU

63G-19

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

TK60463

EU

63G-23

112(B)
HAPS

40 CFR Part 63,
Subpart G

§ 63.119(a)(3)

Group 2 tanks not using
emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
863.123(a). Not
required to comply with
§63.119 to §63.123.

None

§ 63.123(a)

§ 63.152(c)(4)(iii)

TK60561

EU

5112-E1

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.111(a)(1)

Except as provided in §
115.118, a storage tank
storing VOC with a true
vapor pressure less
than 1.5 psia is exempt
from the requirements
of this division.

[G]§ 115.117

§ 115.118(a)(1)
§ 115.118(a)(5)
§ 115.118(a)(6)(A)
§ 115.118(a)(7)

None

TK60722

EU

R5121-
20

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(€)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
this paragraph for crude
oil and condensate.
TK60722 EU 61FF-9 |Benzene 40 CFR Part 61, |8 61.343(a)(1) The owner or operator | § 60.18(f)(2) § 61.354(c) § 61.357(d)(7)
Subpart FF §60.18 shall install, operate, § 61.343(a)(1)(i)(A) § 61.354(c)(3) § 61.357(d)(7)(iv)
§ 61.343(2)(1)(I)(A) and maintain a fixed- § 61.343(c) § 61.356(d) 8§ 61.357(d)(7)(iv)(F)
§ 61.343(a)(1)(i)(B) roof and closed-vent § 61.349(a)(1)(i) § 61.356(f)
§61.343(c) system that routes all § 61.349(e) § 61.356(f)(1)
8 61.343(d) organic vapors vented | § 61.349(f) § 61.356(g)
§ 61.349(a) from the tank to a 8§ 61.354(c) § 61.356(h)
§ 61.349(a)(1)(i) control device. §61.354(c)(3) 8§ 61.356(j)
§ 61.349(a)(1)(iii) [G]§ 61.355(h) § 61.356(j)(1)
§ 61.349(a)(1)(iv) 8§ 61.356(j)(2)
§ 61.349(b) 8§ 61.356(j)(3)
§61.349(e) § 61.356(j)(7)
§ 61.349(f)
§ 61.349(q)
TK6077 EU R5112- [VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) § 115.118(a)(4) None
57 115, Storage of | 8§ 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs § 115.112(e)(3)(C) any storage tank unless | 8 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]§ 115.117 § 115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK6077 EU R5112- |VOC 30 TAC Chapter |8 115.112(e)(1) No person shall place, |8 115.115(a) §115.118(a)(4) None
58 115, Storage of | § 115.112(e)(3) store, or hold VOC in [G]8 115.115(a)(5) §115.118(a)(4)(E)

VOCs

§ 115.112(e)(3)(B)

any storage tank unless
the storage tank is
capable of maintaining

[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK6077 EU 60Kb-57 |VOC 40 CFR Part 60, |[§ 60.112b(b)(1) Storage vessels § 60.113b(d) §60.115b §60.115b
Subpart Kb §60.18 specified in §60.112b(b) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a 8 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent system and | § 60.116b(e) § 60.116b(b)
control device are to § 60.116b(e)(1)
meet the specifications | [G]§ 60.116b(e)(3)
in §60.112b(a)(3). [G]§ 60.485(b)
** See Periodic
Monitoring Summary
TK6077 EU 60Kb-58 |VvOC 40 CFR Part 60, |[§ 60.112b(b)(1) Storage vessels [G]§ 60.113b(c)(1) §60.115b [G]& 60.113b(c)(1)
Subpart Kb specified in §60.112b(b) | § 60.113b(c)(2) [G]& 60.115b(c) §60.115b
and equipped with a § 60.116b(a) § 60.116b(a)
closed vent system and | § 60.116b(b) § 60.116b(b)
control device are to 8 60.116b(e)
meet the specifications | § 60.116b(e)(1)
in §60.112b(a)(3). [G]§ 60.116b(e)(3)
[G]& 60.485(b)
** See Periodic
Monitoring Summary
TK65672 EU R5121- |VOC 30 TAC Chapter |8 115.112(e)(1) No person shall place, |8 115.115(a) §115.118(a)(4) None
21 115, Storage of | § 115.112(e)(3) store, or hold VOC in §115.115(a)(6) § 115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(C)
§ 60.18

any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to

§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)
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Applicable Requirements Summary

Unit
Group
Process
ID No.

Unit
Group
Process

Type

SOP
Index
No.

Pollutant

State Rule or
Federal
Regulation
Name

Emission Limitation,
Standard or
Equipment

Specification Citation

Textual Description
(See Special Term
and Condition 1.B.)

Monitoring
And Testing
Requirements

Recordkeeping
Requirements

(30 TAC § 122.144)

Reporting
Requirements

(30 TAC § 122.145)

prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

TK66845

EU

R5121-
22

VOC

30 TAC Chapter
115, Storage of
VOCs

§ 115.112(e)(1)

§ 115.112(e)(3)

§ 115.112(e)(3)(C)
§60.18

No person shall place,
store, or hold VOC in
any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.115(a)
§ 115.115(a)(6)
§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(4)
§ 115.118(a)(4)(F)
§ 115.118(a)(5)
§ 115.118(a)(7)

None

TK66845

EU

61FF-10

Benzene

40 CFR Part 61,
Subpart FF

§ 61.343(a)(1)
§ 60.18

§ 61.343(a)(1)()(A)
§ 61.343(a)(1)()(B)
§ 61.343(c)

§ 61.343(d)

§ 61.349(a)

§ 61.349(a)(1)(i)

§ 61.349(a)(L)(ii)

§ 61.349(a)(1)(iv)

The owner or operator
shall install, operate,
and maintain a fixed-
roof and closed-vent
system that routes all
organic vapors vented
from the tank to a
control device.

§ 60.18(f)(2)
§ 61.343(a)(1)()(A)
§ 61.343(c)

§ 61.349(a)(1)(i)

§ 61.349(e)

§ 61.349(f)

§ 61.354(c)

§ 61.354(c)(3)

[G]§ 61.355(h)

§ 61.354(C)
§ 61.354(c)(3)
§ 61.356(d)
§ 61.356(f)
§ 61.356(f)(1)
§ 61.356(g)
§ 61.356(h)
§ 61.356())
§ 61.356()(1)
§ 61.356()(2)

§ 61.357(d)(7)
§ 61.357(d)(7)(iv)
§ 61.357(d)(7)(iv)(F)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
§ 61.349(h) § 61.356())(3)
§ 61.349(e) § 61.356())(7)
§ 61.349(f)
§ 61.349(g)
TK66845 EU 63G-2 112(B) 40 CFR Part 63, |8 63.119(a)(3) Group 2 tanks not using [ None § 63.123(a) § 63.152(c)(4)(iii)
HAPS Subpart G emissions averaging as
prescribed by §63.150
shall use record
keeping methods in
§63.123(a). Not
required to comply with
§63.119 to §63.123.
TK68407 EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
23 115, Storage of | 8§ 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs §115.112(e)(3)(C) any storage tank unless | § 115.116(a)(2) § 115.118(a)(5)
§60.18 the storage tank is [G]&§ 115.117 §115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK68407 EU 60KB-24 | VOC 40 CFR Part 60, |§ 60.110b(a) Except for §60.110b(b), | § 60.116b(a) § 60.116b(a) § 60.116b(d)

Subpart Kb

this subpart applies to
vessels with a capacity
greater than or equal to
75 cubic meters
(19,800 gal) used to
store VOLs for which
construction/reconstruct
ion/modification began

§ 60.116b(b)

§ 60.116b(c)

§ 60.116b(d)

§ 60.116b(e)

§ 60.116b(e)(1)
[G]§ 60.116b(e)(3)

§ 60.116b(b)
§ 60.116b(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or [ Emission Limitation, | Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
after 7/23/84.
TK68407 EU 60KB-25 | VOC 40 CFR Part 60, |[G]§ 60.112b(a)(3) Storage vessels § 60.113b(d) § 60.115b § 60.115b
Subpart Kb §60.18 specified in §60.112b(a) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a 8 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent 8 60.116b(e) § 60.116b(b)
system/control device | § 60.116b(e)(1)
are to meet the [G]§ 60.116b(e)(3)
specifications of [G]& 60.485(b)
860.112b(a)(3)(i)-(ii)- ** See Periodic
Monitoring Summary
TK68491 EU R5112- |VOC 30 TAC Chapter |§115.111(a)(1) Except as provided in § | [G]§ 115.117 §115.118(a)(1) None
E3 115, Storage of 115.118, a storage tank § 115.118(a)(5)
VOCs storing VOC with a true § 115.118(a)(6)(A)
vapor pressure less §115.118(a)(7)
than 1.5 psia is exempt
from the requirements
of this division.
TK68492 EU R5121- ([VvOC 30 TAC Chapter |§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
24 115, Storage of | § 115.112(e)(3) store, or hold VOC in § 115.115(a)(6) § 115.118(a)(4)(F)
VOCs §115.112(e)(3)(C) any storage tank unless | § 115.116(a)(2) §115.118(a)(5)
§60.18 the storage tank is [G]&§ 115.117 §115.118(a)(7)
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere oris in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.
TK68492 EU 60KB-28 |VOC 40 CFR Part 60, |[§ 60.110b(a) Except for §60.110b(b), | § 60.116b(a) 8 60.116b(a) § 60.116b(d)

Subpart Kb

this subpart applies to
vessels with a capacity

§ 60.116b(b)
§ 60.116b(c)

§ 60.116b(b)
§ 60.116b(c)
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Applicable Requirements Summary

Unit Unit SOP | Pollutant | State Rule or | Emission Limitation, [ Textual Description Monitoring Recordkeeping Reporting
Group Group Index Federal Standard or (See Special Term And Testing Requirements Requirements
Process Process No. Regulation Equipment and Condition 1.B.) Requirements
ID No. Type Name Specification Citation (30 TAC § 122.144) | (30 TAC § 122.145)
greater than or equal to | § 60.116b(d)
75 cubic meters § 60.116b(e)
(19,800 gal) used to § 60.116b(e)(1)
store VOLs for which [G]& 60.116b(e)(3)
construction/reconstruct
ion/modification began
after 7/23/84.
TK68492 EU 60KB-29 | VOC 40 CFR Part 60, [[G]8§ 60.112b(a)(3) Storage vessels 8§ 60.113b(d) 8 60.115b 8 60.115b
Subpart Kb §60.18 specified in §60.112b(a) | § 60.116b(a) § 60.115b(d)(2) § 60.115b(d)(1)
and equipped with a § 60.116b(b) § 60.116b(a) § 60.115b(d)(3)
closed vent 8 60.116b(e) § 60.116b(b)
system/control device | § 60.116b(e)(1)
are to meet the [G]§ 60.116b(e)(3)
specifications of [G]& 60.485(b)
860.112b(a)(3)(i)-(ii)- ** See Periodic
Monitoring Summary
TK68782 EU R5121- |VvOC 30 TAC Chapter [8§115.112(e)(1) No person shall place, |§ 115.115(a) §115.118(a)(4) None
25 115, Storage of | § 115.112(e)(3) store, or hold VOC in §115.115(a)(6) § 115.118(a)(4)(F)

VOCs

§ 115.112(e)(3)(C)
§ 60.18

any storage tank unless
the storage tank is
capable of maintaining
working pressure
sufficient at all times to
prevent any vapor or
gas loss to the
atmosphere or is in
compliance with the
control requirements
specified in Table 1 of
this paragraph for VOC
other than crude oil and
condensate or Table 2
of subsection (a)(1) of
this paragraph for crude
oil and condensate.

§ 115.116(a)(2)
[G]§ 115.117

§ 115.118(a)(5)
§ 115.118(a)(7)
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Additional Monitoring Requirements
Compliance Assurance MONItOriNg SUMIMAIY ......ccooiiiiiiiiiiieeaiiiie ettt e et ree et e e e snbeeeeesnbreeeeaas 295

Periodic MONTTOTING SUMMAIY .....oiiiiiiiiieiiiiee ettt ettt e e s s et e e e asb et e e e aabr e e e e anbe e e e e anbreeeennnes 331
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER1VNT

Control Device ID No.: BOILER 1 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-30

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER1VNT

Control Device ID No.: BOILER1 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-8

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER2VNT

Control Device ID No.: BOILER 2 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-29

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER2VNT

Control Device ID No.: BOILER 2 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-9

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER3VNT

Control Device ID No.: BOILER 3 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-28

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: BOILER3VNT

Control Device ID No.: BOILER 3 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-10

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6101VNT

Control Device ID No.: F6101 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-37

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6101VNT

Control Device ID No.: F6101 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-18

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6102VNT

Control Device ID No.: F6102 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-27

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6102VNT

Control Device ID No.: F6102 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-14

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6103VNT

Control Device ID No.: F6103 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-35

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6103VNT

Control Device ID No.: F6103 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-17

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6104VNT

Control Device ID No.: F6104 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-41

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6104VNT

Control Device ID No.: F6104 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-16

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F6105VNT

Control Device ID No.: F6105 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-33

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F64170VNT

Control Device ID No.: F64170 Control Device Type: Catalytic Incinerator

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-25

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Bed Inlet Temperature

Minimum Frequency: 4 per hour

Averaging Period: hourly

Deviation Limit: Operating below the minimum limit established during the most recent performance test
shall be considered and reported as a deviation.

CAM Text: Monitoring equipment shall be maintained & calibrated per manufacturing specifications
Catalyst Bed Inlet Temperature

Monitor and record the catalyst bed inlet temperature. Operating below the minimum limit established
during the most recent performance test shall be considered and reported as a deviation.
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CAM Summary

Unit/Group/Process Information

ID No.: F64170VNT

Control Device ID No.: F64170 Control Device Type: Catalytic Incinerator

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-2

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Bed Inlet Temperature

Minimum Frequency: 4 per hour

Averaging Period: hourly

Deviation Limit: Operating below the minimum limit established during the most recent performance test
shall be considered and reported as a deviation.

CAM Text: Monitoring equipment shall be maintained & calibrated per manufacturing specifications.
Catalyst Bed Inlet Temperature

Monitor and record the catalyst bed inlet temperature. Operating below the minimum limit established
during the most recent performance test shall be considered and reported as a deviation.
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CAM Summary

Unit/Group/Process Information

ID No.: F65630VNT

Control Device ID No.: F65630 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-26

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F65630VNT

Control Device ID No.: F65630 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is greater than or equal to 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-11

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F67800VNT

Control Device ID No.: F67800 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-32

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F96800VNT

Control Device ID No.: F96800 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-31

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F96800VNT

Control Device ID No.: F96800 Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-15

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Period of Operation

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: All periods of operation that are not recorded.

CAM Text: Monitor and record the periods of operation of the steam generating units or process heater.
The records must be readily available for inspection.
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CAM Summary

Unit/Group/Process Information

ID No.: F97950VNT

Control Device ID No.: F97950 Control Device Type: Catalytic Incinerator

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-23

Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Bed Inlet Temperature

Minimum Frequency: 4 per hour

Averaging Period: hourly

Deviation Limit: Operating below the minimum limit established during the most recent performance test
shall be considered and reported as a deviation.

CAM Text: Monitoring equipment shall be maintained & calibrated per manufacturing specifications
Catalyst Bed Inlet Temperature

Monitor and record the catalyst bed inlet temperature. Operating below the minimum limit established
during the most recent performance test shall be considered and reported as a deviation.
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CAM Summary

Unit/Group/Process Information

ID No.: F97950VNT

Control Device ID No.: F97950 Control Device Type: Catalytic Incinerator

Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-1

Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Bed Inlet Temperature

Minimum Frequency: 4 per hour

Averaging Period: hourly

Deviation Limit: Operating below the minimum limit established during the most recent performance test
shall be considered and reported as a deviation.

CAM Text: Monitoring equipment shall be maintained & calibrated per manufacturing specifications
Catalyst Bed Inlet Temperature

Monitor and record the catalyst bed inlet temperature. Operating below the minimum limit established
during the most recent performance test shall be considered and reported as a deviation.
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CAM Summary

Unit/Group/Process Information

ID No.: FL60731VNT

Control Device ID No.: FL60731 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-24
Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL60731VNT

Control Device ID No.: FL60731 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-7
Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL60731VNT

Control Device ID No.: FL60730 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, HRVOC Vent Gas SOP Index No.: R5720-1
Pollutant: Highly Reactive VOC Main Standard: § 115.722(c)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL6103VNT

Control Device ID No.: FL6103 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5212-2
Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: once per day

Averaging Period: n/a

Deviation Limit: If visible emissions are observed the permit holder shall either report a deviation or
determine visible emissions consistent with Test Method 22 or Test Method 9.

CAM Text: Visible emissions observations shall be made and recorded in the flare operation log. A
daily notation in the flare operation log should include the time of day and whether or not the flare had
visible emissions. The flare operator shall record at least 98% of these required observations. Note that
to properly determine the presence of visible emissions, all sources must be in clear view of the
observer. The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission
source during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes.

Renewal- Draft Page 322



CAM Summary

Unit/Group/Process Information

ID No.: FL6103VNT

Control Device ID No.: FL6103 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-1
Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: once per day

Averaging Period: n/a

Deviation Limit: If visible emissions are observed the permit holder shall either report a deviation or
determine visible emissions consistent with Test Method 22 or Test Method 9.

CAM Text: Visible emissions observations shall be made and recorded in the flare operation log. A
daily notation in the flare operation log should include the time of day and whether or not the flare had
visible emissions. The flare operator shall record at least 98% of these required observations. Note that
to properly determine the presence of visible emissions, all sources must be in clear view of the
observer. The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission
source during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes.
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CAM Summary

Unit/Group/Process Information

ID No.: FL6104VNT

Control Device ID No.: FL6104 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-40
Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL6104VNT

Control Device ID No.: FL6104 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-5
Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL6104VNT

Control Device ID No.: FL6104 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, HRVOC Vent Gas SOP Index No.: R5720-1
Pollutant: Highly Reactive VOC Main Standard: § 115.722(c)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL6105VNT

Control Device ID No.: FL6105 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-39
Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: once per day

Averaging Period: n/a

Deviation Limit: If visible emissions are observed the permit holder shall either report a deviation or
determine visible emissions consistent with Test Method 22 or Test Method 9.

CAM Text: Visible emissions observations shall be made and recorded in the flare operation log. A
daily notation in the flare operation log should include the time of day and whether or not the flare had
visible emissions. The flare operator shall record at least 98% of these required observations. Note that
to properly determine the presence of visible emissions, all sources must be in clear view of the
observer. The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission
source during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes.
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CAM Summary

Unit/Group/Process Information

ID No.: FL68491VNT

Control Device ID No.: FL68491 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-38
Pollutant: VOC Main Standard: § 115.122(a)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL68491VNT

Control Device ID No.: FL68491 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Vent Gas Controls SOP Index No.: R5121-4
Pollutant: VOC Main Standard: § 115.122(a)(2)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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CAM Summary

Unit/Group/Process Information

ID No.: FL68491VNT

Control Device ID No.: FL68491 Control Device Type: Flare
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, HRVOC Vent Gas SOP Index No.: R5720-1
Pollutant: Highly Reactive VOC Main Standard: § 115.722(c)(1)

Monitoring Information

Indicator: Pilot Flame

Minimum Frequency: Continuous

Averaging Period: n/a

Deviation Limit: Loss of pilot flame.

CAM Text: Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device
to detect the absence of a flame. Maintain records of alarm events and duration of alarm events. Each
monitoring device shall be accurate to within manufacturer's recommendations. Each monitoring device
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written
procedures that provide an adequate assurance that the device is calibrated accurately.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D40001

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-1
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Structural Integrity of the Pipe

Minimum Frequency: Emptied and degassed

Averaging Period: n/a

Deviation Limit: Fill pipe not integral and not repaired before refill.

Periodic Monitoring Text: Inspect to determine the structural integrity of the fill pipe and record each
time the storage vessel is emptied and degassed. If the structural integrity of the fill pipe is in question,
repairs shall be made before the storage vessel is refilled. It shall be considered and reported as a
deviation if the repairs are not completed prior to refilling the storage vessel.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D40001

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-1
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Liquid Level

Minimum Frequency: Once per day

Averaging Period: n/a

Deviation Limit: Fill pipe not submerged in liquid.

Periodic Monitoring Text: Regardless of the location of the fill pipe, the fill pipe must be submerged at all
times. Monitor and record the depth of the liquid using an automated/remote sounding device or liquid
level sensing alarm/monitor. It shall be considered and reported as a deviation any time the liquid level
falls below the fill pipe level.

Renewal- Draft Page 332



Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68819A

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-4

Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68819A

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-4

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68819B

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-7

Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68819B

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-7

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68820

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-10
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68820

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-10

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68846

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-13
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68846

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-13

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68860

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-16
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68860

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-16

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68870

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-19
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: D68870

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-19

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: EBOILER

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 111, Visible Emissions SOP Index No.: R1111-6
Pollutant: Opacity Main Standard: § 111.111(a)(1)(C)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: Once per week

Averaging Period: n/a

Deviation Limit: The presence of any visible emissions shall be considered a deviation unless a Method
9 observation is performed. If a Method 9 observation is performed, then the deviation limit shall be
15% opacity.

Periodic Monitoring Text: Visible emissions observations shall be made and recorded. Note that to
properly determine the presence of visible emissions, all sources must be in clear view of the observer.
The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission source
during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes. If the observations cannot be conducted due to weather conditions, the date, time, and
specific weather conditions shall be recorded. When condensed water vapor is present within the
plume, as it emerges from the emissions outlet, observations must be made beyond the point in the
plume at which condensed water vapor is no longer visible. When water vapor within the plume
condenses and becomes visible at a distance from the emissions outlet, the observation shall be
evaluated at the outlet prior to condensation of water vapor.

If visible emissions are observed, the permit holder shall report a deviation. As an alternative, the permit
holder may determine the opacity consistent with Test Method 9, as soon as practicable, but no later
than 24 hours after observing visible emissions.

If the result of the Test Method 9 is an opacity above the corresponding opacity limit, the permit holder
shall report a deviation.

Renewal- Draft Page 345



Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPBOILER

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart D SOP Index No.: 60D-2
Pollutant: PM Main Standard: § 60.42(a)(1)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: Once per week

Averaging Period: n/a

Deviation Limit: The presence of any visible emissions shall be considered a deviation unless a Method
9 observation is performed. If a Method 9 observation is performed, then the deviation limit shall be
20% opacity.

Periodic Monitoring Text: Visible emissions observations shall be made and recorded. Note that to
properly determine the presence of visible emissions, all sources must be in clear view of the observer.
The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission source
during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes. If the observations cannot be conducted due to weather conditions, the date, time, and
specific weather conditions shall be recorded. When condensed water vapor is present within the
plume, as it emerges from the emissions outlet, observations must be made beyond the point in the
plume at which condensed water vapor is no longer visible. When water vapor within the plume
condenses and becomes visible at a distance from the emissions outlet, the observation shall be
evaluated at the outlet prior to condensation of water vapor.

If visible emissions are observed, the permit holder shall report a deviation. As an alternative, the permit
holder may determine the opacity consistent with Test Method 9, as soon as practicable, but no later
than 24 hours after observing visible emissions.

If the result of the Test Method 9 is an opacity above the corresponding opacity limit, the permit holder
shall report a deviation.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPBOILER

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart D SOP Index No.: 60D-4
Pollutant: PM Main Standard: § 60.42(a)(1)

Monitoring Information

Indicator: Visible Emissions

Minimum Frequency: Once per week

Averaging Period: n/a

Deviation Limit: The presence of any visible emissions shall be considered a deviation unless a Method
9 observation is performed. If a Method 9 observation is performed, then the deviation limit shall be
20% opacity.

Periodic Monitoring Text: Visible emissions observations shall be made and recorded. Note that to
properly determine the presence of visible emissions, all sources must be in clear view of the observer.
The observer shall be at least 15 feet, but not more than 0.25 miles, away from the emission source
during the observation. The observer shall select a position where the sun is not directly in the
observer’s eyes. If the observations cannot be conducted due to weather conditions, the date, time, and
specific weather conditions shall be recorded. When condensed water vapor is present within the
plume, as it emerges from the emissions outlet, observations must be made beyond the point in the
plume at which condensed water vapor is no longer visible. When water vapor within the plume
condenses and becomes visible at a distance from the emissions outlet, the observation shall be
evaluated at the outlet prior to condensation of water vapor.

If visible emissions are observed, the permit holder shall report a deviation. As an alternative, the permit
holder may determine the opacity consistent with Test Method 9, as soon as practicable, but no later
than 24 hours after observing visible emissions.

If the result of the Test Method 9 is an opacity above the corresponding opacity limit, the permit holder
shall report a deviation.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSA

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-33
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSA

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-33

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSA

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-34
Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSA

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-34

Pollutant: VOC

Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.

Renewal- Draft Page 351



Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSB

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-47
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSB

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-47

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSB

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-49
Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: GRPTKCVSB

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-49

Pollutant: VOC

Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK40002

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-12
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Structural Integrity of the Pipe

Minimum Frequency: Emptied and degassed

Averaging Period: n/a

Deviation Limit: Fill pipe not integral and not repaired before refill.

Periodic Monitoring Text: Inspect to determine the structural integrity of the fill pipe and record each
time the storage vessel is emptied and degassed. If the structural integrity of the fill pipe is in question,
repairs shall be made before the storage vessel is refilled. It shall be considered and reported as a
deviation if the repairs are not completed prior to refilling the storage vessel.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK40002

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-12
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Liquid Level

Minimum Frequency: Once per day

Averaging Period: n/a

Deviation Limit: Fill pipe not submerged in liquid.

Periodic Monitoring Text: Regardless of the location of the fill pipe, the fill pipe must be submerged at all
times. Monitor and record the depth of the liquid using an automated/remote sounding device or liquid
level sensing alarm/monitor. It shall be considered and reported as a deviation any time the liquid level
falls below the fill pipe level.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK57723A

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-13
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Structural Integrity of the Pipe

Minimum Frequency: Emptied and degassed

Averaging Period: n/a

Deviation Limit: Repairs are not completed prior to refilling the storage vessel.

Periodic Monitoring Text: Inspect to determine the structural integrity of the fill pipe and record each
time the storage vessel is emptied and degassed to ensure that it continues to meet the specifications in
the above requirement. If the structural integrity of the fill pipe is in question, repairs shall be made
before the storage vessel is refilled. It shall be considered and reported as a deviation if the repairs are
not completed prior to refilling the storage vessel.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK57723A

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-13
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Record of Tank Construction Specifications

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: Failure to maintain records of tank construction specifications for submerged fill pipe.

Periodic Monitoring Text: Keep a record of tank construction specifications (e.g. engineering drawings)
that show a fill pipe that extends from the top of a tank to have a maximum clearance of six inches (15.2
centimeters) from the bottom or, when the tank is loaded from the side, a discharge opening entirely
submerged when the pipe used to withdraw liquid from the tank can no longer withdraw liquid in normal
operation.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK57723B

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-14
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Structural Integrity of the Pipe

Minimum Frequency: Emptied and degassed

Averaging Period: n/a

Deviation Limit: Repairs are not completed prior to refilling the storage vessel.

Periodic Monitoring Text: Inspect to determine the structural integrity of the fill pipe and record each
time the storage vessel is emptied and degassed to ensure that it continues to meet the specifications in
the above requirement. If the structural integrity of the fill pipe is in question, repairs shall be made
before the storage vessel is refilled. It shall be considered and reported as a deviation if the repairs are
not completed prior to refilling the storage vessel.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK57723B

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 30 TAC Chapter 115, Storage of VOCs SOP Index No.: R5121-14
Pollutant: VOC Main Standard: § 115.112(e)(1)

Monitoring Information

Indicator: Record of Tank Construction Specifications

Minimum Frequency: n/a

Averaging Period: n/a

Deviation Limit: Failure to maintain records of tank construction specifications for submerged fill pipe.

Periodic Monitoring Text: Keep a record of tank construction specifications (e.g. engineering drawings)
that show a fill pipe that extends from the top of a tank to have a maximum clearance of six inches (15.2
centimeters) from the bottom or, when the tank is loaded from the side, a discharge opening entirely
submerged when the pipe used to withdraw liquid from the tank can no longer withdraw liquid in normal
operation.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK5909

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-22
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK5909

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-22

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK6077

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-57
Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.

Renewal- Draft Page 364



Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK6077

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60Kb-57

Pollutant: VOC

Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK6077

Control Device ID No.: F6101

Control Device Type: Steam Generating
Unit (Boiler)/Process Heater (Design heat
input is less than 44MW)

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60Kb-58

Pollutant: VOC

Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Combustion Temperature

Minimum Frequency: Weekly

Averaging Period: NA

Deviation Limit: Combustion Temperature below temperature established during the latest performance

test.

Periodic Monitoring Text: Measure and record the combustion temperature in the combustion chamber
or immediately downstream of the combustion chamber into which the volatile organic compound is
introduced. Establish a minimum combustion temperature using the most recent performance test,
manufacturer’s recommendations, engineering calculations, and/or historical data. The monitoring
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s
specifications or other written procedures. Excluding periods of heater startup and shutdown, it shall be
considered a deviation if the unit is operating below the established minimum combustion temperature
while routing of the tank vent to fuel gas.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK6077

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60Kb-58
Pollutant: VOC Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK6077

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60Kb-58

Pollutant: VOC

Main Standard: § 60.112b(b)(1)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK68407

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-25
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK68407

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-25

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK68492

Control Device ID No.: N/A Control Device Type: N/A
Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb SOP Index No.: 60KB-29
Pollutant: VOC Main Standard: [G]§ 60.112b(a)(3)

Monitoring Information

Indicator: VOC Concentration

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Leak > 500 ppmv not repaired in accordance with NSPS VV

Periodic Monitoring Text: Measure and record fugitive emissions from the vapor collection system in
accordance with part 60, appendix A, method 21.
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Periodic Monitoring Summary

Unit/Group/Process Information

ID No.: TK68492

Control Device ID No.: N/A

Control Device Type: N/A

Applicable Regulatory Requirement

Name: 40 CFR Part 60, Subpart Kb

SOP Index No.: 60KB-29

Pollutant: VOC

Main Standard: [G]8§ 60.112b(a)(3)

Monitoring Information

Indicator: Visual Inspection

Minimum Frequency: Once per year

Averaging Period: n/a

Deviation Limit: Failure to complete visual inspection

Periodic Monitoring Text: Visually inspect all components of the vapor collection system for defects,
such as cracks, holes, gaps, loose connections, or broken or missing covers or other closure devices,

that could result in air emissions.
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Permit Shield
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission

unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

BOILER1VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

BOILER2VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

BOILER3VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

C64380 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

C64380 N/A 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of “storage tank”
because its capacity is less than 38 m3 (10,040 gal).

CT68240 N/A 40 CFR Part 63, Subpart Q Cooling tower is not operated with chromium-based water
treatment chemicals.

CT68540 N/A 40 CFR Part 63, Subpart Q Cooling tower is not operated with chromium-based water
treatment chemicals.

D40001 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3.

D5901 N/A 40 CFR Part 60, Subpart Kb MACT PPP storage vessels are not required to comply with
NSPS Kb.

D5903 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D5903 N/A 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
organic HAPs except as impurities.

D5906 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D5906 N/A 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
organic HAPs except as impurities.

D5908 N/A 40 CFR Part 60, Subpart NNN Distillation system is part of a process unit that does not
produce any of the chemicals listed in 40 CFR 60.667 as a
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
product, byproduct or coproduct.

D5908 N/A 40 CFR Part 63, Subpart PPP Vent streams containing less than 0.005 wt% of total organic
HAP do not meet definition of process vent.

D5910 N/A 40 CFR Part 60, Subpart NNN Distillation system is part of a process unit that does not
produce any of the chemicals listed in 40 CFR 60.667 as a
product, byproduct or coproduct.

D5910 N/A 40 CFR Part 63, Subpart PPP Vent streams containing less than 0.005 wt% of total organic
HAP do not meet definition of process vent.

D5970 N/A 40 CFR Part 60, Subpart Kb MACT PPP storage vessels are not required to comply with
NSPS Kb.

D5975 N/A 40 CFR Part 60, Subpart Kb MACT PPP storage vessels are not required to comply with
NSPS Kb.

D5976 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D5976 N/A 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
organic HAPs except as impurities.

D5996 N/A 30 TAC Chapter 115, Storage of VOCs | Vessel has a capacity less than 1,000 gal.

D5996 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D5996 N/A 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
organic HAPs except as impurities.

D5997 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D5997 N/A 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
organic HAPs except as impurities.

D65630 N/A 40 CFR Part 60, Subpart K Vessel does not store petroleum liquids.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

D65630 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids.

D65630 N/A 40 CFR Part 60, Subpart Kb Vessel was constructed before 7/23/1984 without
reconstruction or modification after 7/23/1984.

D65630 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

D67837 N/A 30 TAC Chapter 115, Storage of VOCs | Vessel has a capacity less than 1,000 gal.

D67837 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

D67837 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

D67891 N/A 40 CFR Part 63, Subpart F Vent does not meet MACT F definition of process vent

because it is intermittently (not continuously) discharged
during unit operation.

D68870 N/A 40 CFR Part 63, Subpart G Vessel does not receive any Group 1 wastewater streams as
defined in MACT G.

D95671 N/A 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because capacity < 20,000
gallons.

D95671 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

D96891 N/A 40 CFR Part 63, Subpart F Vent does not meet MACT F definition of process vent

because it is intermittently (not continuously) discharged
during unit operation.

D97970 N/A 40 CFR Part 63, Subpart G Does not manage any waste streams that meet the definition
of a “Group 1 wastewater stream.”
D97974 N/A 40 CFR Part 63, Subpart G Does not manage any waste streams that meet the definition
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units

of a “Group 1 wastewater stream.”

F57180 N/A 40 CFR Part 60, Subpart D Steam generating unit has less than 250 MMBtu/hr.

F57180 N/A 40 CFR Part 63, Subpart DDDDD The boiler burns hazardous waste and is covered by Subpart
EEE.

F6101VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F6102VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F6103VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F6104VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F6105VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F64170 N/A 30 TAC Chapter 117, Commercial Incinerator has maximum rated capacity of less than 40
MMBtu/hr

F65630 N/A 40 CFR Part 60, Subpart D Steam generating unit has capacity less than 250 MMBtu/hr.

F65630 N/A 40 CFR Part 60, Subpart Db Steam generating unit was constructed before 6/19/1984 and
has not been modified or reconstructed after 6/19/1984.

F65630VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F67800VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
definition of a process vent.

F96800VNT N/A 40 CFR Part 63, Subpart F Gaseous streams routed to fuel gas system(s) do not meet the
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
definition of a process vent.

F97950 N/A 30 TAC Chapter 117, Commercial Incinerator has maximum rated capacity of less than 40
MMBtu/hr

FL60730 N/A 30 TAC Chapter 111, Visible Flare is used only during emergency or upset conditions.

Emissions

FL60730 N/A 40 CFR Part 60, Subpart A Flare is not used to comply with applicable subparts of 60 or
61.

FL60730 N/A 40 CFR Part 63, Subpart A Flare is not used to comply with applicable subparts of 63.

FL68493 N/A 30 TAC Chapter 111, Visible Flare is used only during emergency or upset conditions.

Emissions

FL68493 N/A 40 CFR Part 60, Subpart A Flare is not used to comply with applicable subparts of parts
60 or 61.

FL68493 N/A 40 CFR Part 63, Subpart A Flare is not used to comply with applicable subparts of part 63

FUGITIVES N/A 40 CFR Part 61, Subpart J Equipment in the application area is not subject to NESHAP J.
The equipment is exempt because of 40 CFR 63 Subpart H
applicability.

FUGITIVES N/A 40 CFR Part 61, Subpart V Equipment in the application area is not subject to NESHAP V.
The equipment is exempt because there is no contact with
fluid that is at least 10% VHAP by weight.

GRPBOILER BOILER 1, BOILER 2, BOILER 3 |30 TAC Chapter 111, Incineration Unit burns hazardous wastes from off-site sources for energy
recovery, but these operations are regulated by 40 CFR Part
265, Subpart O.

GRPBOILER BOILER 1, BOILER 2, BOILER 3 |40 CFR Part 60, Subpart Db Boilers were constructed before 06/19/1984 and have not

been reconstructed or modified after 06/19/1984.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
GRPBOILER BOILER 1, BOILER 2, BOILER 3 |40 CFR Part 63, Subpart DDDDD The boiler burns hazardous waste and is covered by Subpart
EEE.
GRPLDREG5A LR57BDORK, LR57VOCRK, 40 CFR Part 63, Subpart F Does not meet the definition of transfer rack in 63.101 as it
LT57BDORK, LT57VOCRK, does not belong to a CMPU as defined in 863.100(b).
LT59VOC, LT68VOC
GRPLDREG5B LT57VOC, LT61VOC, LT65VOC, |40 CFR Part 63, Subpart F Does not contain a liquid HAP (except as impurities) per
LT97vVOC §863.100(f)(1) and ()(9).
GRPTKHON1B D6496102, D6596602 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.
GRPTKHON1C TK60110A, TK60110B, TK60114, |40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
TK60222, TK60285C, TK60312B, comply with NSPS Kb.
TK60480, TK60481, TK60482,
TK60791, TK60810A, TK60810B,
TK6102, TK68632B
GRPTKHON2A TK57637, TK57747 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.
GRPTKHON2B TK60220, TK60221, TK60320, 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
TK60321A, TK60321B, comply with NSPS Kb.
TK60321C, TK60451, TK60460,
TK60461A/B/C, TK60470,
TK60483, TK68632A
GRPTKHON2C D6496302 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.
GRPTKHON2D TK60322A, TK60322B, 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to

TK60322C, TK60462A,
TK60462B, TK60492, TK65637

comply with NSPS Kb.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
GRPTKHONZ2E TK60631 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.
GRPTKHONZ2F TK60003 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.
GRPTKKBRKA D5968, TK5907A, TK5907B, 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because maximum true
TK5913, TK5916 vapor pressure is < 0.5 psia.
GRPTKKBRKA D5968, TK5907A, TK5907B, 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
TK5913, TK5916 organic HAPs except as impurities.
GRPTKKBRKB TK57721A, TK57721B, TK57741, (40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because the capacity is
TK5902, TK95601, TK97935 between 20,000 & 40,000 gal and vapor pressure < 2.2 psia.
GRPTKKBRKB TK57721A, TK57721B, TK57741, |40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
TK5902, TK95601, TK97935 HAPs listed in MACT F Table 2 except as impurities.
GRPTKKBRKC TK57717A, TK57717B, TK6802, 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because maximum true
TK68225A, TK68225B, TK68550A, vapor pressure is < 0.5 psia.
TK68550B
GRPTKKBRKD TK5910, TK5911, TK5912, 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb under all operating
TK5914, TK5915, TK5917 conditions because 1) capacity < 20,000 gal, 2) capacity
between 20,000 & 40,000 gal and vapor pressure < 2.2 psia,
or 3) capacity > 40, 000 gal and vapor pressure < 0.5 psia
GRPTKKBRKD TK5910, TK5911, TK5912, 40 CFR Part 63, Subpart PPP Vessel stores a liquid that does not include any of the listed
TK5914, TK5915, TK5917 organic HAPs except as impurities.
GRPTKKBRKF TK97920 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because the capacity is
between 20,000 & 40,000 gal and vapor pressure < 2.2 psia.
GRPTKKBRKF TK97920 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic

HAPs listed in MACT F Table 2 except as impurities.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
GRPTKNOAPA D65601A, D65601B, TK60004 40 CFR Part 60, Subpart K Vessel does not store petroleum liquids.
GRPTKNOAPA D65601A, D65601B, TK60004 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids.
GRPTKNOAPA D65601A, D65601B, TK60004 40 CFR Part 60, Subpart Kb Vessel was constructed before 7/23/1984 without
reconstruction or modification after 7/23/1984.
GRPTKNOAPA D65601A, D65601B, TK60004 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.
GRPTKNOAPB D6312A, D6312B, SP68516A, 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).
SP68516B, SP68516C,
SP68516D, SP68544A,
SP68544B, SP68544C,
SP68544D, TK40001, TK57725A,
TK57725B, TK5903, TK68522C,
TK68690
GRPTKNOAPC D57231, D94100, D95676, 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).
SMLTKO8, SMLTK656, TK57729A,
TK57729B, TK57742, TK60108,
TK60226, TK64100, TK64305
GRPTKNOAPC D57231, D94100, D95676, 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of “storage tank”
SMLTKO08, SMLTK656, TK57729A, because its capacity is less than 38 m3 (10,040 gal).
TK57729B, TK57742, TK60108,
TK60226, TK64100, TK64305
GRPTKNOAPD TK60001, TK60005 40 CFR Part 60, Subpart K Vessel does not store petroleum liquids.
GRPTKNOAPD TK60001, TK60005 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids.
GRPTKNOAPD TK60001, TK60005 40 CFR Part 60, Subpart Kb Vessel was constructed before 7/23/1984 without

reconstruction or modification after 7/23/1984.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

ID No.

Group/Inclusive Units

Regulation

Basis of Determination

GRPTKNOAPE

C64110, C64160, C94110,
D57690, D57691, D57692,
TK6006, TK60340, TK60449,
TK60469, TK60550A, TK60550B,
TK64131X, TK64181X, TK920516

30 TAC Chapter 115, Storage of VOCs

Vessel has a capacity less than 1,000 gal.

GRPTKNOAPE

C64110, C64160, C94110,
D57690, D57691, D57692,
TK6006, TK60340, TK60449,
TK60469, TK60550A, TK60550B,
TK64131X, TK64181X, TK920516

40 CFR Part 60, Subpart Kb

Vessel has a capacity less than 75 m3 (19,800 gallons).

GRPTKNOAPE

C64110, C64160, C94110,
D57690, D57691, D57692,
TK6006, TK60340, TK60449,
TK60469, TK60550A, TK60550B,
TK64131X, TK64181X, TK920516

40 CFR Part 63, Subpart F

Tank does not meet the MACT F definition of “storage tank”
because its capacity is less than 38 m3 (10,040 gal).

GRPTKSMCVS

D57173, D57180, D6496101,
D6496301, D6596601, D94305,
D97960, D97964, TK57260,
TK57677, TK57727B, TK57745,
TK65676, TK65677

40 CFR Part 60, Subpart Kb

Vessel has a capacity less than 40 m3 (19,800 gallons).

GRPTKSMCVS

D57173, D57180, D6496101,
D6496301, D6596601, D94305,
D97960, D97964, TK57260,
TK57677, TK57727B, TK57745,
TK65676, TK65677

40 CFR Part 63, Subpart F

Tank does not meet the MACT F definition of “storage tank”
because its capacity is less than 38 m3 (10,040 gal).

GRPTKWWA

D68880, R68790, R68980

40 CFR Part 60, Subpart Kb

Vessel does not meet the definition of “storage vessel”
because it is a flow-through process vessel and is not used for
storage.
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
GRPTKWWB SP68792, TK60897, TK60898, 40 CFR Part 60, Subpart Kb Vessel does not meet the definition of “storage vessel’
TK68784 because it is a flow-through process vessel and is not used for
storage.
GRPTKWWB SP68792, TK60897, TK60898, 40 CFR Part 63, Subpart G Vessel does not receive any Group 1 wastewater streams as
TK68784 defined in MACT G.
GRPXNNNCHM T57120, T57130, T57140, T57160, |40 CFR Part 60, Subpart NNN Distillation system is part of a process unit that does not
T57170, T57190, T57420, T57640 produce any of the chemicals listed in 40 CFR 60.667 as a
product, byproduct, or coproduct.
GRPXNNNHON E6301, T57240, T57245, T57260, |40 CFR Part 60, Subpart NNN Distillation unit vent stream is exempt because it is subject to
T57265, T57270, T57280, T57290, MACT G as part of a HON Group 1 vent. The MACT G
T6101, T6102, T6105, T6164, requirements are listed under F64170VNT, FL60731VNT,
T6301, T6302, T6304, T6305, F97950VNT, FL68491VNT, FL6105VNT, FL6104VNT, and
T6306, T6307, T6325, T64210, FL6103VNT.
T64220, T64260, T64270, T64330,
T64350, T64380, T64390, T64410,
T64430, T64440, T64450, T64510,
T64520, T64530, T64540, T65640,
T65650, T65660, T65670, T65710,
T65720, T66850, T66860, T66865,
T66870, T66880, T94210, T94220,
T94260, T94270, T94370, T94390,
T94410, T94430, T94440, T94450,
T94500, T94510, T94520, T94530,
T94540, T95640, T95650, T95660,
T95710, T96820, T96850, T96860
GRPXNNNOLD T64340, T64420 40 CFR Part 60, Subpart NNN Distillation unit constructed before 12/30/83 has not been
modified later than 12/30/83.
GRPXNNNVNT T94350 40 CFR Part 60, Subpart NNN No associated vent: vapors are fed to other process unit(s)
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process

Regulation

Basis of Determination

ID No. Group/Inclusive Units
and vent stream definition excludes relief valve discharges
and equipment leaks.
GRPXRRRCHM R57110, R57410 40 CFR Part 60, Subpart RRR Reaction system is part of a process unit that does not
produce any of the chemicals listed in 40 CFR 60.707 as a
product, byproduct or coproduct.
GRPXRRRHON D94300, R64300, R65610, 40 CFR Part 60, Subpart RRR Constructed before 06/29/1990 and without modification or
R65620, R95610, R95620 reconstruction after 06/29/1990.

GRPXRRROLD R57205, R57220, R57225, 40 CFR Part 60, Subpart RRR Constructed before 06/29/1990 and without modification or
R65760A, R65760B, R95760 reconstruction after 06/29/1990.

GRPXRRRVNT D64360, R57311, R57440, 40 CFR Part 60, Subpart RRR No associated vent: vapors are fed to other process unit(s)
R57445, R6101, R6102, R6103, and vent stream definition excludes relief valve discharges
R6104, R6105A-D, R6106, R6107, and equipment leaks.
R64310, R64311/312, R67800,
R67830, R94310, R94311,
R94360, R96800A, R96800B

PRONMP N/A 40 CFR Part 63, Subpart F The process unit manufactures n-methyl pyrrolidone, which is
not listed in 63.100(b)(2)(i) or (b)(2)(ii).

PROPOLYOLS N/A 40 CFR Part 63, Subpart F The process unit manufactures polyether polyols, which are
not listed in 63.100(b)(2)(i) or (b)(1)(ii).

PROWWTP N/A 30 TAC Chapter 115, Industrial Treatment process does not receive any wastewater streams

Wastewater that meet the definition of an “affected VOC wastewater
stream”.

PROWWTP N/A 40 CFR Part 63, Subpart G Treatment process does not receive any wastewater streams
that meet the definition of an “Group 1 wastewater stream”.

R5901 N/A 40 CFR Part 60, Subpart RRR Reaction system is part of a process unit that does not

produce any of the chemicals listed in 40 CFR 60.707 as a
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission

unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units
product, byproduct or coproduct.

R5901 N/A 40 CFR Part 63, Subpart PPP Vent streams containing less than 0.005 wt% of total organic
HAP do not meet definition of process vent.

R5902 N/A 40 CFR Part 60, Subpart RRR Reaction system is part of a process unit that does not
produce any of the chemicals listed in 40 CFR 60.707 as a
product, byproduct or coproduct.

R5902 N/A 40 CFR Part 63, Subpart PPP Vent streams containing less than 0.005 wt% of total organic
HAP do not meet definition of process vent.

R64140 N/A 40 CFR Part 60, Subpart IlI Air oxidation reactor vent stream is exempt because it is
subject to MACT G as part of a HON Group 1 vent. The
MACT G requirements are listed under F64170VNT.

R64190 N/A 40 CFR Part 60, Subpart Il Air oxidation reactor vent stream is exempt because it is
subject to MACT G as part of a HON Group 1 vent. The
MACT G requirements are listed under F64170VNT.

R94140 N/A 40 CFR Part 60, Subpart 11l Air oxidation reactor vent stream is exempt because it is
subject to MACT G as part of a HON Group 1 vent. The MACT
G requirements are listed under F97950VNT.

SMLTK42 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

SMP11119 N/A 30 TAC Chapter 115, Storage of VOCs | Vessel has a capacity less than 1,000 gal.

SMP11119 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK11154 N/A 30 TAC Chapter 115, Storage of VOCs | Vessel has a capacity of less than 25,000 gallons and is
located at a motor vehicle fueling station.

TK11154 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK40002 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination
ID No. Group/Inclusive Units

TK57709 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.

TK57723A N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK57723A N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

TK57723B N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK57723B N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

TK57727A N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK5908 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK5908 N/A 40 CFR Part 63, Subpart PPP Vessel has a capacity less than 38 m3 (10,040 gallons).

TK60223 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.

TK60224 N/A 40 CFR Part 60, Subpart K Vessel does not store petroleum liquids.

TK60224 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids.

TK60224 N/A 40 CFR Part 60, Subpart Kb Vessel was constructed before 7/23/1984 without
reconstruction or modification after 7/23/1984.

TK60224 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

TK60463 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.

TK60722 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK60722 N/A 40 CFR Part 63, Subpart F Tank does not meet the MACT F definition of “storage tank”
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Permit Shield

The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission
unit, group, or process in this table.

Unit/Group/Process Regulation Basis of Determination

ID No. Group/Inclusive Units

because its capacity is less than 38 m3 (10,040 gal).

TK65672 N/A 40 CFR Part 60, Subpart K Vessel does not store petroleum liquids.

TK65672 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids.

TK65672 N/A 40 CFR Part 60, Subpart Kb Vessel was constructed before 7/23/1984 without
reconstruction or modification after 7/23/1984.

TK65672 N/A 40 CFR Part 63, Subpart F Tank stores liquid that does not include any of the organic
HAPs listed in MACT F Table 2 except as impurities.

TK66845 N/A 40 CFR Part 60, Subpart Kb HON Group 1 or Group 2 storage vessels are not required to
comply with NSPS Kb.

TK68407 N/A 40 CFR Part 63, Subpart G Vessel does not receive any Group 1 wastewater streams as
defined in MACT G.

TK68491 N/A 40 CFR Part 60, Subpart Kb Vessel is not subject to NSPS Kb because maximum true
vapor pressure is < 0.5 psia.

TK68492 N/A 40 CFR Part 63, Subpart G Vessel does not receive any Group 1 wastewater streams as
defined in MACT G.

TK68782 N/A 40 CFR Part 60, Subpart Kb Vessel has a capacity less than 75 m3 (19,800 gallons).

TK68782 N/A 40 CFR Part 63, Subpart G Vessel does not receive any Group 1 wastewater streams as

defined in MACT G.
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New Source Review Authorization References

The New Source Review authorizations listed in the table below are applicable requirements under 30
TAC Chapter 122 and enforceable under this operating permit.

Title 30 TAC Chapter 116 Permits, Special Permits, and Other Authorizations (Other Than Permits

By Rule, PSD Permits, or NA Permits) for the Application Area.

Authorization No.: 103779 Issuance Date: 07/25/2012
Authorization No.: 107594 Issuance Date: 02/08/2013
Authorization No.: 108390 Issuance Date: 03/28/2013
Authorization No.: 108438 Issuance Date: 03/14/2013
Authorization No.: 131137 Issuance Date: 04/30/2015
Authorization No.: 133250 Issuance Date: 06/24/2015
Authorization No.: 18103 Issuance Date: 11/16/2018
Authorization No.: 19155 Issuance Date: 11/27/2017
Authorization No.: 19613 Issuance Date: 02/20/2019
Authorization No.: 20416 Issuance Date: 11/27/2017
Authorization No.: 2993 Issuance Date: 02/20/2019
Authorization No.: 3286A Issuance Date: 06/29/2017
Authorization No.: 3346 Issuance Date: 11/06/2017
Authorization No.: 4121 Issuance Date: 08/05/2016
Authorization No.: 83817 Issuance Date: 11/16/2018

Permits By Rule (30 TAC Chapter 106) for the Application Area

Number: 106.183 Version No./Date: 09/04/2000
Number: 106.261 Version No./Date: 09/04/2000
Number: 106.261 Version No./Date: 11/01/2003
Number: 106.262 Version No./Date: 09/04/2000
Number: 106.262 Version No./Date: 11/01/2003
Number: 106.263 Version No./Date: 11/01/2001
Number: 106.264 Version No./Date: 09/04/2000
Number: 106.265 Version No./Date: 09/04/2000
Number: 106.371 Version No./Date: 09/04/2000
Number: 106.373 Version No./Date: 09/04/2000
Number: 106.412 Version No./Date: 09/04/2000
Number: 106.433 Version No./Date: 09/04/2000
Number: 106.452 Version No./Date: 09/04/2000
Number: 106.454 Version No./Date: 11/01/2001
Number: 106.472 Version No./Date: 09/04/2000
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New Source Review Authorization References

The New Source Review authorizations listed in the table below are applicable requirements under 30
TAC Chapter 122 and enforceable under this operating permit.

Number: 106.473 Version No./Date: 09/04/2000
Number: 106.475 Version No./Date: 09/04/2000
Number: 106.476 Version No./Date: 09/04/2000
Number: 106.477 Version No./Date: 09/04/2000
Number: 106.478 Version No./Date: 09/04/2000
Number: 106.492 Version No./Date: 09/04/2000
Number: 106.511 Version No./Date: 09/04/2000
Number: 106.512 Version No./Date: 06/13/2001
Number: 106.532 Version No./Date: 09/04/2000
Number: 106.533 Version No./Date: 09/04/2000
Number: 106.533 Version No./Date: 06/30/2004
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
AS64010R1 POSM1 ANALYZER SHELTER 2993
AS64011 POSM1 ANALYZER SHELTER 2993
AS66851 POSM1 ANALYZER SHELTER 106.261/11/01/2003
AS6701 POSM1 ANALYZER SHELTER 106.261/11/01/2003
AS68023 POSM2 ANALYZER SHELTER 106.262/11/01/2003
AS992 POSM2 ANALYZER SHELTER 106.261/11/01/2003
AS993 POSM2 ANALYZER SHELTER 106.261/11/01/2003, 106.262/11/01/2003
AS994 POSM2 ANALYZER SHELTER 106.262/11/01/2003
AS995 POSM2 ANALYZER SHELTER 106.261/11/01/2003, 106.262/11/01/2003
AS996 POSM2 ANALYZER SHELTER 106.261/11/01/2003
AS998 POSM2 ANALYZER SHELTER 106.261/11/01/2003
AS999 POSM2 ANALYZER SHELTER 106.261/11/01/2003, 106.262/11/01/2003
BOILER 1 BOILER 1 3286A, 106.262/11/01/2003
BOILER 2 BOILER 2 3286A, 106.262/11/01/2003
BOILER 3 BOILER 3 3286A, 106.262/11/01/2003
BOILER1VNT PROCESS VENT FOR BOILER NO. 1 3286A
BOILER2VNT PROCESS VENT FOR BOILER NO. 2 3286A
BOILER3VNT PROCESS VENT FOR BOILER NO. 3 3286A
C64110 AIR COMPRESSOR LUBE OIL RESERVOIR 4121
C64160 AIR COMPRESSOR LUBE OIL RESERVOIR 4121
C64380 OIL RESERVOIR TANK 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

C94110 AIR COMPRESSOR LUBE OIL RESERVOIR 19613

CT68240 POSM COOLING TOWER 19613

CT68540 UTILITIES COOLING TOWER 2993

D40001 FIRE FIELD TRAINING AREA DIESEL/GASOLINE MIX TANK 106.478/09/04/2000
D57173 DISTILLED HOT OIL TANK 18103

D57180 HOT OIL SURGE DRUM 18103

D57231 CATALYST INVENTORY DRUM 18103

D57670 ALLYL ALCOHOL REACTOR DUMP DRUM 18103

D57690 ALLYL ALCOHOL PROCESS SEWER TANK 18103

D57691 INCINERATOR AREA PROCESS SEWER TANK 18103

D57692 BUTANEDIOL PROCESS SEWER TANK 106.472/09/04/2000
D57715 METHYLAMINE FEED DRUM 18103

D5901 EO STORAGE VESSEL 20416

D5903 COOLANT SURGE DRUM 20416

D5906 STORAGE VESSEL EPON 828 106.472/09/04/2000
D5908 SOLVENT STRIPPER 20416

D5910 2ND SOLVENT STRIPPER 20416

D5968 STORAGE TANK 20416

D5970 EO STORAGE VESSEL 20416

D5975 EO STORAGE VESSEL 20416

D5976 IRGANOX 5057 STORAGE DRUM 20416
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
D5987 CAT SLURRY MIX DRUM 20416
D5996 CAT SLURRY FEED DRUM 20416
D5997 IRGANOX 1076 STORAGE DRUM 20416
D60430 PROPYLENE FEED DRUM 19613
D60445 CRUDE PO STORAGE DRUM 19613
D60446 GLYCOLIC FUEL DRUM 19613
D60447A PO TEST DRUM 19613
D604478B PO TEST DRUM 19613
D60447C PO TEST DRUM 19613
D6140 CONTAMINATED STORMWATER TANK 19155
D6312A PEA TEST TANK 2993
D6312B PEA TEST TANK 2993
D64360 CAUSTIC TREATER RS 2993
D6496101 PROCESS SEWER DRUM AND SUMP 2993
D6496102 EBHP PROCESS SEWER RECOVERY DRUM 2993
D6496301 PROCESS SEWER DRUM AND SUMP 2993
D6496302 PO PROCESS SEWER RECOVERY DRUM 2993
D65601A CATALYST SLURRY TANK 2993
D65601B CATALYST SLURRY TANK 2993
D65625 WATER EFFLUENT SEPARATOR 2993
D65630 HOT OIL DRUM 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

D6596601 PROCESS SEWER DRUM 600/700/PEA 2993

D6596602 SM PROCESS SEWER RECOVERY DRUM 2993

D66812B PROCESS SEWER DRUM 2993

D66823 WASTEWATER DECANTER (SURGE DRUM) 2993

D66840 CRUDE ETHYLBENZENE STORAGE TANK 2993

D66853 NEUTRAL SEWER DRUM 2993

D67837 PROCESS SEWER DRUM 4121

D67891 REGENERATION GAS KO DRUM 2993

D6804 WFE DRUM 2993

D68481 ADDITIVE TANK 19613

D68482 ADDITIVE TANK 19613

D68483 ADDITIVE TANK 19613

D68800 POSM1 WASTEWATER DECANTER 2993

D68819A POSM2 SLOP OIL DRUM 2993

D68819B POSM1 SLOP OIL DRUM 2993

D68820 DIVERTED WASTEWATER TANK 2993, 106.476/09/04/2000
D68830 MTBE/POLYOLS WASTEWATER DECANTER 2993, 106.476/09/04/2000
D68846 DIVERTED WASTEWATER OIL DRUM 2993, 106.476/09/04/2000
D68860 LPC ORGANIC WASTEWATER SURGE DRUM 2993, 106.476/09/04/2000
D68870 LPC SPENT CAUSTIC TANK 2993

D68880 DEEPWELL SURGE DRUM 2993, 106.476/09/04/2000
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

D68990 POSM2 WASTEWATER DECANTER 2993
D94100 DILUTE CAUSTIC DRUM 19613
D94300 CATALYST MAKEUP REACTOR 19613
D94305 CATALYST STORAGE DRUM 19613
D95671 [-5 INHIBITOR SOLUTION TANK 19613
D95676 TBC INHIBITOR FEED DRUM 19613
D96891 REGENERATION GAS KO DRUM 19613
D97941 WW STRIPPER FEED DRUM 19613
D97960 PROCESS SEWER DRUM 100/200/500 19613
D97962 300/400/600/700 AREA PROCESS SEWER DM 19613
D97964 PROCESS SEWER DRUM 600 19613
D97966 800 AREA SEWER RECOVERY DRUM 19613
D97970 100/200/500 AREA SEWER RECOVERY DRUM 19613
D97972 300/400/600/700 AREA SEWER RECOVERY DRUM 19613
D97974 600/710 AREA SEWER RECOVERY DRUM 19613
D97976 800 AREA SEWER RECOVERY DRUM 19613
D97990 STRIPPER NEUTRALIZATION DRUM 19613
E6301 WIPED FILM EVAPORATOR DS 2993
EB1CABINET POSM1 ANALYZER SHELTER 106.261/11/01/2003
EBOILER COMBINED STACK FOR BOILER NOS. 1/2/3 3286A
EHPIBALZ ANALYZER VENTS 19155
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

ENGEB2 P-484-B EB QUENCH PUMP 106.511/09/04/2000
ENGP2AIR1 BACKUP AIR COMPRESSOR 106.512/06/13/2001
ENGRADTWR RADIO EMERGENCY GENERATOR 106.511/09/04/2000
ENGUT1 SULLAIR AIR COMPRESSOR, CES-535 106.512/06/13/2001
ENGUT7 MAIN GATE EMERGENCY GENERATOR 106.511/09/04/2000
F57180 BDO HOT OIL HEATER, F-57180 18103

F6101 MTBE REACTOR HEATER F-6101 19155

F6101VNT PROCESS VENT FOR MTBE REACTOR HEATER F-6101 19155

F6102 MTBE REACTOR HEATER F-6102 19155

F6102VNT PROCESS VENT FOR MTBE REACTOR HEATER F-6102 19155

F6103 MTBE REACTOR HEATER F-6103 19155

F6103VNT PROCESS VENT FOR MTBE REACTOR HEATER F-6103 19155

F6104 MTBE REACTOR HEATER F-6104 19155

F6104VNT PROCESS VENT FOR MTBE REACTOR HEATER F-6104 19155

F6105 MTBE REACTOR HEATER F-6105 19155

F6105VNT PROCESS VENT FOR MTBE REACTOR HEATER F-6105 19155

F64170 POSM1 CATALYTIC INCINERATOR F-64170 2993

F64170VNT PROCESS VENT FOR POSM1 INCINERATOR F-64170 2993

F64175 POSM1 THERMAL COMBUSTOR F-64175 2993

F65630 PROCESS HEATER, F-65630 2993

FE65630VNT PROCESS VENT FOR PROCESS HEATER F-65630 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
F66850 F850 EB 1 PROCESS HEATER 3346
F67800 EB1 PRIMARY REACTOR HEATER, F-67800 3346
F67800VNT PROCESS VENT FOR EB1 REACTOR HEATER F-67800 3346
F67830 EB1 SECONDARY REACTOR HEATER, F-67830 3346
F96800 EB2 REACTOR HEATER, F-96800 19613
FO6800VNT PROCESS VENT FOR EB2 REACTOR HEATER F-96800 19613
F96890 EB2 REGENERATION HEATER, F-96890 19613, 106.183/09/04/2000
F97950 POSM2 CATALYTIC INCINERATOR F-97950 19613
FO7950VNT PROCESS VENT FOR POSM2 INCINERATOR F-97950 19613
F97951 POSM2 THERMAL COMBUSTOR F-97951 19613
FL60730 POSM | EMERGENCY FLARE 4121
FL60730VNT PROCESS VENT FOR POSM1 FLARE FL-60730 4121
FL60731 POSM | PROCESS FLARE 2993, 4121, 83817
FL60731VNT PROCESS VENT FOR POSM1 FLARE FL-60731 2993, 4121, 83817
FL6103 MTBE EMERGENCY FLARE 19155, 83817
FL6103VNT PROCESS VENT FOR MTBE FLARE FL-6103 19155, 83817
FL6104 MTBE PROCESS FLARE 19155, 83817
FL6104VNT PROCESS VENT FOR MTBE FLARE FL-6104 19155, 83817
FL6105 BDO PROCESS FLARE, FL-6105 18103, 83817
FL6105VNT PROCESS VENT FOR BDO FLARE FL-6105 18103, 83817
FL68491 POSM2 PROCESS FLARE 19613, 83817, 106.261/11/01/2003
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

FL68491VNT PROCESS VENT FOR POSM2 FLARE FL-68491 19613, 83817, 106.261/11/01/2003

FL68493 POSM2 EMERGENCY FLARE, FL60493 19613, 106.261/11/01/2003

FL68493VNT PROCESS VENT FOR POSM2 FLARE FL-68493 19613, 106.261/11/01/2003

FL68910 DEEPWELL FLARE 19155, 2993, 83817

FUGITIVES ALL SOUTH PLANT FUGITIVE SOURCES 18103, 19155, 19613, 20416, 2993, 3286A, 3346,
4121, 106.261/11/01/2003, 106.262/11/01/2003,
106.472/09/04/2000

G57001 BDO EMERGENCY GENERATOR 106.511/09/04/2000

G61001 MIDPLANT EMERGENCY GENERATOR 106.511/09/04/2000

G64001 POSM1 EMERGENCY GENERATOR 106.511/09/04/2000

G68001 UTILITIES EMERGENCY GENERATOR 106.511/09/04/2000

G68002 DEEPWELL EMERGENCY GENERATOR 106.511/09/04/2000

G94002 POSM 2 EMERGENCY GENERATOR 106.511/09/04/2000

J6402 POSM1 ANALYZER SHELTER 106.261/11/01/2003, 106.262/11/01/2003

J6406 POSM1 ANALYZER SHELTER 106.261/11/01/2003

J6501 POSM1 ANALYZER SHELTER 106.262/11/01/2003

J6530 POSM1 ANALYZER SHELTER 106.262/11/01/2003

J6601 POSM1 ANALYZER SHELTER 106.261/11/01/2003

LR57BDORK BDO RAIL RACK LOADING BDO, AA, MPD & NPR 18103

LR57VOCRK BDO RAIL RACK LOADING MISC. VOC 18103, 20416

LR60HASRK POSM RAIL RACK LOADING HAS 19613, 2993

Renewal- Draft Page 398



New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
LR60PORK POSM RAIL RACK LOADING PO 19613, 2993
LR60SMRK POSM RAIL RACK LOADING SM 19613, 2993
LT57BDORK BDO TRUCK RACK LOADING BDO, AA, MPD & NPR 18103
LT57vOC MISC. VOC LOADING IN AA/BDO/DERIV. AREAS 18103
LT57VOCRK BDO TRUCK RACK LOADING MISC. VOC 18103, 20416, 106.472/09/04/2000
LT57WSFUEL BDO WASTE FUEL TRUCK LOAD SPOT 18103
LT59vOC MISC. VOC LOADING IN POLYOLS UNIT 20416, 106.261/11/01/2003, 106.262/11/01/2003,

106.472/09/04/2000

LT60HAS2A HAS TRUCK LOAD SPOT 19613
LT60HAS2B1 GLYCOLIC FUEL TRUCK LOAD SPOT 19613
LT60HASRK POSM TRUCK RACK LOADING HAS 19613, 2993
LT60MBA CRUDE MBA TRUCK LOAD SPOT 2993
LT60PORK POSM TRUCK RACK LOADING PO 19613, 2993
LT60SMRK POSM TRUCK RACK LOADING SM 19613, 2993
LT61ACET1 ACETONE MIX TRUCK LOAD SPOT NO. 1 19155
LT61ACET2 ACETONE MIX TRUCK LOAD SPOT NO. 2 19155
LT61IMEK1 MEK PURGE TRUCK LOAD SPOT NO. 1 19155
LT61IMEK2 MEK PURGE TRUCK LOAD SPOT NO. 2 19155
LT6IMTBERR MTBE RERUN TRUCK LOAD SPOT 19155
LT61TBAL TBA HEAVIES TRUCK LOAD SPOT NO. 1 19155
LT61TBA2 TBA HEAVIES TRUCK LOAD SPOT NO. 2 19155
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
LT61VOC MISC. VOC LOADING IN MTBE UNIT 19155
LT65VOC MISC. VOC LOADING IN POSM1 AREAS 2993
LT68RFO WFE TRUCK RACK LOADING RFO & PEA HVY 2993
LT68VOC MISC. VOC LOADING IN UTILITY AREAS 2993
LT97vOC MISC. VOC LOADING IN POSM2 AREAS 19613
LTHPIB HPIB LOADING 19155
MSS MSS ACTIVITIES 19155, 83817
P60551A POSM1 FIREWATER PUMP 106.511/09/04/2000
P60551B POSM1 FIREWATER PUMP 106.511/09/04/2000
P68485B POSM2 FIREWATER PUMP 106.511/09/04/2000
P68485D POSM2 FIREWATER PUMP 106.511/09/04/2000
PROALLYL ALLYL ALCOHOL PROCESS UNIT 18103
PROBDOHFRM BDO HYDROFORMYLATION UNIT 18103
PROBDOHGNT BDO HYDROGENATION PROCESS UNIT 18103
PROBIF LIQUIDS FED TO BIF BOILERS/FURNACE 2993
PRODPWELL DEEP WELL INJECTION SYSTEM 2993
PROEB1 EB1 PROCESS UNIT 3346
PROEB2 EB2 PROCESS UNIT 19613
PROGBL GBL PROCESS UNIT 18103
PROMTBE MTBE PROCESS UNIT 19155
PRONMP NMP PROCESS UNIT 18103
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

PROPOLYOLS POLYOLS PROCESS UNIT 20416

PROPOSM1 POSM1 PROCESS UNIT 2993

PROPOSM2 POSM2 PROCESS UNIT 19613

PROSTRIP1 EB1 WASTEWATER STRIPPER T66825 2993

PROSTRIP2 EB2 WASTEWATER STRIPPER T97942 2993

PROTHF THF PROCESS UNIT 18103

PROWWTP WASTEWATER TREATMENT PLANT 2993

PVAHG6001 ANALYZER VENT 19155

PVAHG68016 ANALYZER VENT 106.261/11/01/2003
PVAH68019 ANALYZER VENT 106.261/11/01/2003
PVAH68020 ANALYZER VENT 106.261/11/01/2003
PVAH68021 ANALYZER VENT 106.261/11/01/2003
PVAH682003 ANALYZER VENT 106.261/11/01/2003
R57110 ALLYL ALCOHOL REACTOR RS 18103

R57205 HYDROFORMYLATION REACTOR NO.1 &2 RS 18103

R57220 FIRST HYDROGENATION REACTOR RS 18103

R57225 SECOND HYDROGENATION REACTOR RS 18103

R57311 THF REACTOR RS 18103

R57410 GBL REACTOR RS 18103

R57440 NMP PUMP AROUND REACTOR RS 18103

R57445 NMP PLUG FLOW REACTOR RS 18103
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
R5901 PREPOLY/POLYMER REACTOR RS 20416
R5902 IMPACT REACTOR RS 20416
R6101 TBA REACTOR MTBE (2ND STAGE) 19155
R6102 TBA REACTOR MTBE (3RD STAGE) 19155
R6103 TBA REACTOR MTBE (4TH STAGE) 19155
R6104 TBA REACTOR MTBE (4TH STAGE) 19155
R6105A-D PRIMARY MTBE REACTORS 19155
R6106 SECONDARY MTBE REACTOR RS 19155
R6107 TBA REACTOR MTBE (1ST STAGE) 19155
R64140 OXIDIZER TRAIN NO. 1 RS 2993
R64190 OXIDIZER TRAIN NO. 2 RS 2993
R64300 CATALYST MAKEUP REACTOR RS 2993
R64310 FIRST STAGE EPOXIDIZER RS 2993
R64311/312 SECOND STAGE EPOXIDIZERS RS 2993
R65610 DEHYDRATION REACTOR NO. 1 RS 2993
R65620 DEHYDRATION REACTOR NO. 2 RS 2993
R65760A HYDROGENATION REACTOR RS 2993
R65760B HYDROGENATION REACTOR RS 2993
R67800 EB1 ALKYLATION REACTOR 2993
R67830 SECONDARY ALKYLATION REACTOR 2993
R68790 POSM1 WASTEWATER REACTOR 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

R68980 POSM2 WASTEWATER REACTOR 2993
R94140 1ST & 2ND STAGE OXIDIZER RS 19613
R94310 FIRST STAGE EPOXIDIZER RS 19613
R94311 SECOND STAGE EPOXIDIZER RS 19613
R94360 CAUSTIC TREATER RS 19613
R95610 FIRST DEHYDRATION REACTOR RS 19613
R95620 SECOND DEHYDRATION REACTOR RS 19613
R95760 HYDROGENATION REACTORS A & BRS 19613
R96800A ALKYLATION REACTOR RS 19613
R96800B ALKYLATION REACTOR RS 19613
SMLTKO08 STYREX 310 106.472/09/04/2000
SMLTK42 STYREX 43 TOTE 106.261/11/01/2003, 106.262/11/01/2003
SMLTK656 STYREX 310 106.472/09/04/2000
SMP11119 LAB SUMP 106.472/09/04/2000
SP64964 EB1 RECOVERY COALESCER A/B 2993
SP66850 PROCESS SUMP 2993
SP68516A BOILER FEED WATER CHEM. TANK (CORROSION INHIBITOR) 106.472/09/04/2000
SP68516B BOILER FEED WATER CHEM. TANK (POLYMER) 106.472/09/04/2000
SP68516C BOILER FEED WATER CHEM. TANK (POLYMER) 106.472/09/04/2000
SP68516D BOILER FEED WATER CHEM. TANK (02 SCAVENGER) 106.472/09/04/2000
SP68544A POSM1 COOLING TOWER CHEM. TANK (SCALE INHIBITOR) 106.472/09/04/2000
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
SP68544B POSM1 COOLING TOWER CHEM. TANK (DISPERSANT) 106.472/09/04/2000
SP68544C POSM1 COOLING TOWER CHEM. TANK (CORROSION INHIB) 106.472/09/04/2000
SP68544D POSM1 COOLING TOWER CHEM. TANK (DISPERSANT) 106.472/09/04/2000
SP68792 SUPERNATE THICKENER SUMP 106.472/09/04/2000
SP97945 EB2 HOT WELL COALESCER 19613
SP97972 POSM2 EMERGENCY GENERATOR 106.511/09/04/2000
T57120 PROPYLENE OXIDE COLUMN DS 18103
T57130 ALLYL ALCOHOL HEADS COLUMN DS 18103
T57140 ALLYL ALCOHOL PRODUCT COLUMN DS 18103
T57160 ACETONE COLUMN DS 18103
T57170 HOT OIL COLUMN DS 18103
T57190 ALLYL ALCOHOL STRIPPER COLUMN DS 18103
T57210 EXTRACTOR DS 18103
T57215 CO STRIPPER DS 18103
T57240 PROPANOL RECOVERY COLUMN DS 18103
T57245 PROPANOL DRYING COLUMN DS 18103
T57260 1ST & 2ND EVAPORATOR COLUMNS DS 18103
T57265 DIOL DRYING COLUMN DS 18103
T57270 HEAVIES REMOVAL COLUMN DS 18103
T57280 BDO STRIPPER DS 18103
T57290 MPD PRODUCT COLUMN DS 18103
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.

T57320 THF EXTRACTIVE DISTILLATION COLUMN DS 18103
T57330 THF LIGHTS REMOVAL COLUMN DS 18103
T57340 THF SOLVENT STRIPPER DS 18103
T57420 GBL LIGHTS COLUMN DS 18103
T57450 NMP LIGHTS COLUMN DS 18103
T57460 NMP HEAVIES COLUMN DS 18103
T57480 MA/WATER SEPARATION COLUMN DS 18103
T57640 ALLYL ALCOHOL WASTEWATER STRIPPER 18103
T6101 WATER STRIPPER 19155
T6102 WATER STRIPPER 19155
T6104 ISOBUTYLENE SCRUBBER DS 19155
T6105 ACETONE SPLITTER 19155
T6106 DEBUTANIZER DS 19155
T6164 HEAVIES PURGE TOWER 19155
T6174 ISOBUTYLENE PRODUCT TOWER 19155
T6177 HPIB PRODUCT TOWER 19155
T6301 LIGHT ENDS COLUMN 2993

T6302 HEAVY ENDS COLUMN 2993

T6304 AZEO COLUMN 2993

T6305 PEA COLUMN 2993

T6306 TOLUENE COLUMN 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
T6307 MPG COLUMN 2993
T6325 TOLUENE RECOVERY COLUMN 2993
T64210 2ND CONCENTRATION PO SCRUBBER TRAIN NO. 2 2993
T64220 CONCENTRATOR TRAIN NO. 1 2993
T64260 2ND CONCENTRATION PO SCRUBBER TRAIN NO. 2 2993
T64270 CONCENTRATOR TRAIN NO. 2 2993
T64330 HIGH PRESSURE DE-PROPANIZER 2993
T64340 DE-ETHANIZER 2993
T64350 C3 SPLITTER 2993
T64380 LOW PRESSURE DEPROPANIZER 2993
T64390 CRUDE PO COLUMN 2993
T64410 HEAVY ENDS COLUMN 2993
T64420 ALDEHYDE COLUMN 2993
T64430 SOLVENT LIGHTS COLUMN 2993
T64440 EXTRACTION COLUMN 2993
T64450 SOLVENT STRIPPER COLUMN 2993
T64510 EB COLUMN 2993
T64520 MBA HEAVIES SPLITTER 2993
T64530 MBA LIGHTS COLUMN 2993
T64540 MBA SPLITTER 2993
T65640 LIGHTS COLUMN 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
T65650 STYRENE COLUMN 2993
T65660 FLUX TOWER 2993
T65670 STYRENE RECOVERY COLUMN 2993
T65710 HYDROGENATION FRACTIONATOR 2993
T65720 RESIDUE STRIPPER 2993
T66850 BENZENE COLUMN 2993
T66860 NO 2 EB COLUMN 2993
T66865 #1 EB COLUMN 2993
T66870 PEB COLUMN 2993
T66880 BENZENE DRYING COLUMN 2993
T67810 BENZENE PREFRACTIONATOR COLUMN 2993
T67840 STABILIZER 2993
T94210 FIRST CONCENTRATOR DS 19613
T94220 SECOND CONCENTRATOR DS 19613
T94260 FIRST CONCENTRATOR DS 19613
T94270 SECOND CONCENTRATOR DS 19613
T94340 DE-ETHANIZER DS 19613
T94350 C3 SPLITTER DS 19613
T94370 CRUDE PO COLUMN DS 19613
T94390 CRUDE PO COLUMN DS 19613
T94410 HEAVY ENDS COLUMN DS 19613
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

T94420 ALDEHYDE COLUMN DS 19613
T94430 SOLVENT LIGHTS COL./WATER PURGE SCRUBBER DS 19613
T94440 EXTRACTION COLUMN DS 19613
T94450 SOLVENT STRIPPER COLUMN DS 19613
T94500 SUPPLEMENTAL EB COLUMN DS 19613
T94510 EB COLUMN DS 19613
T94520 MBA COLUMN DS 19613
T94530 MBA LIGHTS COLUMN DS 19613
T94540 MBA STRIPPER DS 19613
T95640 LIGHTS COLUMN DS 19613
T95650 STYRENE COLUMN DS 19613
T95660 STYRENE FLUX COLUMN DS 19613
T95710 HYDROGENATION FEED FRACTIONATOR DS 19613
T96810 BENZENE PREFRACTIONATOR COLUMN DS 19613
T96820 BENZENE RECOVERY COLUMN DS 19613
T96850 ETHYLBENZENE RECOVERY COLUMN DS 19613
T96860 POLYETHYLBENZENE RECOVERY COLUMN DS 19613
TK11153 DIESEL FUEL TANK 2993

TK11154 UNLEADED FUEL TANK 2993

TK40001 FIRE FIELD TRAINING AREA DIESEL TANK 2993

TK40002 FIRE FIELD TRAINING AREA GASOLINE TANK 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
TK57260 DIOL DRYING COLUMN FEED TANK 18103
TK57637 LIQUID FUEL TANK 18103
TK57639 INCINERATOR FUEL TANK 18103
TK57677 PROCESS WASTE NEUTRALIZATION TANK 18103
TK57701A ALLYL ALCOHOL TEST 18103
TK57701B ALLYL ALCOHOL TEST 18103
TK57702A ALLYL ALCOHOL PRODUCT TANK 18103
TK57702B ALLYL ALCOHOL PRODUCT TANK 18103
TK57703A BUTANEDIOL PRODUCT TANK 18103
TK57703B BUTANEDIOL PRODUCT TANK 18103
TK57704 OFFSPEC ALY TANK 18103
TK57705 PROPANOL PRODUCT TANK 18103
TK57709 RECYCLE CATALYST TANK 18103
TK57710 PROPANOL TANK 18103
TK57713A MPD TANK 18103
TK57713B MPD TANK 18103
TKS7717A NMP PRODUCT TANK 18103
TK57717B NMP PRODUCT TANK 18103
TK57719A THF PRODUCT TANK 18103
TK57719B THF PRODUCT TANK 18103
TK57721A BDO TEST TANK 18103
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
TK57721B BDO TEST TANK 18103
TK57723A THF TEST TANK 18103
TK57723B THF TEST TANK 18103
TK57725A NMP TEST TANK 18103
TK57725B NMP TEST TANK 18103
TK57727A NMP HEAVIES TANK 18103
TK57727B REFINED GBL TEST TANK 18103
TK57729A MPD TEST TANK 18103
TK57729B MPD TEST TANK 18103
TK57741 G-BUTYROLACTONE TANK 18103
TK57742 PROPYLENE GLYCOL FEED TANK 18103
TK57743 INCINERATOR WATER FEED TANK 18103
TK57745 ALLYL ALCOHOL SLOP TANK 18103
TK57747 BUTANEDIOL SLOP TANK 18103
TK5902 GLYCERINE STORAGE TANK 20416
TK5903 TK5903 - PROPYLENE GLYCOL 20416
TK5904A IMPACT CHECK TANK 20416
TK5904B IMPACT CHECK TANK 20416
TK5905 CRUDE POLYOL SURGE 20416
TK5906 RECYCLE WATER STORAGE TANK 20416
TK5907A POLYOL TEST TANK 20416
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
TK5907B POLYOL TEST TANK 20416
TK5908 HEXANE STORAGE TANK 20416
TK5909 WASTEWATER COLLECTION TANK 20416
TK5910 POLYOL PRODUCT STORAGE TANK 20416
TK5911 PREPOLY STORAGE TANK 20416
TK5912 POLYOL PRODUCT STORAGE TANK 20416
TK5913 PREPOLY STORAGE TANK 20416
TK5914 POLYOL PRODUCT STORAGE TANK 20416
TK5915 POLYOL PRODUCT STORAGE TANK 20416
TK5916 GLYCERINE STORAGE TANK 20416
TK5917 POLYOL PRODUCT STORAGE TANK 20416
TK60001 INTER PEA STORAGE TANK 2993
TK60003 FRESH TOLUENE TANK 2993
TK60004 MPG STORAGE TANK 2993
TK60005 PEA PRODUCT STORAGE TANK 2993
TK60006 PEA STORAGE TANK 2993
TK6006 STORAGE TANK 4121
TK60108 FIRE FOAM TANK 4121
TK60110A ETHYLBENZENE STORAGE TANK 3346
TK60110B ETHYLBENZENE STORAGE TANK 3346
TK60114 BENZENE STORAGE TANK 3346
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
TK60220 CRUDE MBA (DEHYDRATION) TANK 2993
TK60221 CRUDE ACP TANK 2993
TK60222 CRUDE EB SCV TANK 3346
TK60223 HAS STORAGE TANK 2993
TK60224 POLYETHYLATED BENZENE TANK 3346
TK60225 OCTANE SOLVENT TANK 2993
TK60226 OCTANOIC ACID STORAGE TANK 2993
TK60285A WFE FEED TANK 2993
TK60285B WFE FEED TANK 2993
TK60285C ACETONE TANK 19155
TK60310A PO PRODUCT TEST TANK #1 2993
TK60310B PO PRODUCT TEST TANK #2 2993
TK60310C PO PRODUCT TEST TANK #3 2993
TK60311A PO PRODUCT STORAGE 2993
TK60311B POLYOL/PO STORAGE TANK 2993, 106.261/11/01/2003, 106.262/11/01/2003,
106.472/09/04/2000

TK60312A BENZENE SERVICE PO PRODUCT STORAGE TANK 2993
TK60312B MTBE PRODUCT TANK 19155
TK60314 PO STORAGE TANK 2993
TK60320 CRUDE STYRENE TANK 2993
TK60321A STYRENE TEST TANK 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.
TK60321B STYRENE TEST TANK 2993
TK60321C STYRENE TEST TANK 2993
TK60322A SM PRODUCT TANK 2993
TK60322B SM PRODUCT TANK 2993
TK60322C SM PRODUCT TANK 2993
TK60340 CHILLED WATER TANK 4121
TK60440A PO PRODUCT TANK 19613
TK60440B PO PRODUCT TANK 19613
TK60449 REFRIGERATED WATER HEAD TANK 19613
TK60450 CRUDE MBA TANK 19613
TK60451 RFO 637 TANK 19613
TK60460 CRUDE STYRENE TANK 19613
TK60461A/B/C SM TEST TANK 19613
TK60462A SM PRODUCT TANK 2993
TK60462B SM PRODUCT TANK 2993
TK60463 RFO 635 TANK 19613
TK60469 STYRENE TANK FARM REFRIGERATED WATER HEAD TANK 19613
TK60470 CRUDE ACP TANK 19613
TK60471 700 HEAVIES TANK 19613
TK60480 BENZENE FEED TANK 19613
TK60481 EB PRODUCT TANK 19613
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process Emission Unit Name/Description New Source Review Authorization
ID No.
TK60482 OFF SPEC EB TANK 19613
TK60483 HAS TANK 19613
TK60492 SM PRODUCT TANK (TK60462C) 19613
TK60550A DIESEL TANK 2993
TK60550B DIESEL TANK 2993
TK60561 TK60561 106.478/09/04/2000
TK60630 TBA FEED TANK 19155
TK60631 HAS WASTE TANK 2993
TK60722 GLYCOLIC FUEL STORAGE TANK 2993
TK6077 HPIB PRODUCT SPHERE 19155
TK60791 MTBE STORAGE TANK 19155
TK60810A TBA HEAVIES PURGE TANK 19155
TK60810B MTBE SERVICE DEINVENTORY TANK 19155
TK60830 PEA PRODUCT STORAGE TANK 107594, 2993, 106.478/09/04/2000
TK60897 WASTE WATER EQUALIZATION TANK 2993
TK60898 WASTEWATER EQUALIZATION TANK 2993
TK6101 TBA DAY TANK 19155
TK6102 METHANOL DAY TANK 19155
TK6103 MEK PURGE TANK (O0S) 19155
TK64100 DILUTE CAUSTIC TANK 4121
TK64131X RECYCLE GAS COMPRESSOR LUBE OIL RESERVOIR 4121
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

TK64181X RECYCLE GAS COMPRESSOR LUBE OIL RESERVOIR 4121

TK64305 CATALYST STORAGE TANK 2993

TK65635 WFE BOTTOMS (PEA HEAVIES) TANK 2993

TK65637 RFO 635 TANK 2993

TK65672 IPC INHIBITOR I-5 TANK 2993

TK65676 TBC STORAGE TANK 2993

TK65677 TBC DRUM 2993

TK66845 CONTAMINATED WASTEWATER TANK 2993

TK6802 POSM1 STORMWATER SURGE TANK (1ST FLUSH TANK) 2993

TK68225A STORMWATER TANK 2993

TK68225B STORMWATER TANK 2993

TK68407 SLOP OIL TANK 2993

TK68491 POSM2 STORMWATER TANK 19613

TK68492 POSM2 APl SEPARATOR SLOP OIL TANK 2993

TK68522C CLARIFIER POLYMER STORAGE TANK 106.472/09/04/2000
TKG68550A POSM2 STORMWATER TANK 106.472/09/04/2000
TK68550B POSM2 STORMWATER TANK 106.472/09/04/2000
TK68632A RFO 637 STORAGE TANK 2993

TK68632B MTBE RERUN TANK 19155

TK68690 FIRE FOAM TANK 106.472/09/04/2000
TK68782 API SLOP OIL TANK 2993
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New Source Review Authorization References by Emissions Unit

The following is a list of New Source Review (NSR) authorizations for emission units. The NSR authorizations are applicable requirements under 30 TAC
Chapter 122 and enforceable under this operating permit.

Unit/Group/Process

Emission Unit Name/Description

New Source Review Authorization

ID No.

TK68784 WASTEWATER SURGE TANK 2993
TK920516 PROCHEM 3F34 TANK 4121
TK95601 CATALYST STORAGE TANK 19613
TK97920 REFRIGERATED WATER TANK 19613
TK97935 OCTANOIC ACID TANK 19613
VENT1IMTBE ANALYZER VENT 19155
VENT1POSM1 ANALYZER VENT 2993
VENT1POSM2 ANALYZER VENT 106.261/11/01/2003, 106.262/11/01/2003
VENT2BDO ANALYZER VENT 18103
VENT2MTBE ANALYZER VENT 19155
VENT3BDO ANALYZER VENT 18103
VENT4BDO ANALYZER VENT 18103
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;2 i UNITED STATES ENVIRONMENTAL PROTECTION AGENCY Towy

e
£ FIASTINTEANATIONAL AUILDING »
Pag mgh® 1201 €LM STRETT 1 ("'("
OALLAS, TEXAS 75270 nu ( ) O
[ wiR 7 :
178 . }‘ |2 RECEIVED g
Mr. D. K. Sacken .y 7 =
Oxirane Chemical Campany L2T g 1978
P. 0. Box 580 : D'KSACKEN

Channelview, Texas 77530 -
Dear Mr. Sacken:

*
|

Your performance test results submitted on December 16, 1977 for your
Boilers Mos. 1 and 3 located at Channelview, Texas, pursuant to the New
Source Performance Standard (NSPS) testing requirements for Fossil Fuel
Fired Steam Generators, Subpart D, have besn evaluated.

X

We wish to advise you that your Boiiers Nos. 1 and 3 were determined to

be in compliance with NSPS at the time the tests were conducted. Should
there be any significant change in the method of operation of the piant,
the conditions under which it was tested may no longer be considered
"representative.” Any such changes should be reported to this office
within 20 days of the change, so we may determine whether it is appropriate

to retast.

I 7

Our records show that you will normally operate Boilers Mes. 1, 2, and 3
while burning pyrolysis fuel oil, a non-fossil fuel. The requirement to
continuously monitor your emissions for particulate matter, sulfur 5

—dioxide, mitrogen oxides, and oxygen or carbon dioxide is applicable !
only during periods when these bcilers operate on 100% fossil fuels. In
lieu of the quarterly reports required in 40 CFR 60.7{c)-we request that
for each quarter, you specify the times when each of Bailers Nos. 1, 2,
and 3 burned 100 fossii fueis. Nothing in this letier shall prevent us
from requiring additional monitoring requirements at a2 future date.

I3

I 7

Your test results for Boiler No. 2 submitted to us on January 31, 1978

- ——.aracurreatly being evaluated. We will inform you of the resuits of the
performance tests on 8oiler No. 2 when the evaiuation is complefed. S

We appreciate your efforts to date to comply with NSPS, and Took forward
to working with you in the future. If you have any questions concerning
this, you may contact Mr. Stanley M. Spruiell of my staff by letter to
this office or by telephone at (214) 767-2755.

Sinceiely. .-

4

v 7 .
i

Cirl E. Edland N

Chief, Air Ccmpliance Branch

) [} (TRt S 22l 2o

£ ..

it Y L vy e -"é";‘-!.“g.“’"' #.“.,' s - ey e T T 2 s
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Attachment 1

- fﬂ:
, / + ‘;"* UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
F REGION 6
SURVEILLANCE SECTION
4

/ k% - 10625 FALLSTONE RD.

Anpwat

M L ddemindlimg

[PE

o HOUSTON, TEXAS 77099
To: Mike Shannoa Fax §; 281-250-6063
Telephone: 281-860-4607 Mail Code: Not applicable
From: Daniel Meyer Telephone: 281-983-2150
Dase: Apeil 11, 1997 # Pages (incl. caver): |
Dear Mr. Shannen, '

-

ACC does not prompt the monitoring provisions of NSES Subpart D,

determination here.

£ Mep—~

Ever

_I}am'elL

This correspondence is in response to your request (facsimile transmission to EPA) dated
April 10, 1997 for an EPA determination regarding NSPS Subpart D applicability at ARCO
Chemical Company (ACC). Specifically, ACC is proposing to charge the pilots in 2 boiler
with 100 percent natural gas in order to maintain the boiler in 2 stand-by mode. While in
the stand-by mode, ACC will supply neither fossil fuel nor non-fossil fuel to the burners
and no sicam will be produced by the boiler. The ACC requests EPA to determine whether
or not stand-by operation prompts the monitoring provisions of NSPS Subpart D.

The EPA kas determined that operation of the boler in stand-by mod as proposed by ACC
in its April 10, 1997 request does not constimite operation of the boiler with 100 percent
fossil fuel in the context of either NSPS Subpart D or the March 7, 1978 letter from EPA I
to ACC (formerly Oxirane Chemical Company). The EPA, in its March 7, 1978 letter,
intended gperation of the boiler with 100 percent fossil fuel to mean pperation of the boiler
ing i i Stand-by operation 2s proposad by

The EPA’s Office of Enforcement and Compliance Assurance was consulted in making the

PANAFAX: 281-983-2124 XEROX: 281-983-2248

TELEFHONE: 281-983-2100

200 2
éﬂ?h?-‘i AseS repus

Renewal- Draft Page 419



il = L&, i =

RECEIVED
- ‘n.:%. UNITED STATES ENVIRONMENTAL PROTECTION AGency U | 6 1995
§ 1 REGION 6 ). W. BAVER
i@ . 1445 ROSS AVENUE, SUITE 1200 ~
g s DALLAS, TX 75202-2733

JUN 121995

Mr. James W. Bayer
Plant Manager
ARCO Chemical Company

Post Office Box 30
Channelview, TX 77530-0030

Re: NSPS Subparts IIT and NNN Waiver Request
Dear Mr. Baver: - —_—_— S

In your letter dated March 20, 1995, you reguested a waiver
from the flow indicator location requirements of 40 CFR Part &0,
Subparts IIT ("Standards of Performance for Volatile Organic
Compound Emissicons From the Synthetic Organie Chemical
Manufacturing Industry Air Oxidation Unit Processes") and NNN
("Standards of Performance for Velatile Organic Compound
Emissions Frem Synthetic Organic Chemical Manufacturing Industry
Distillation Operations"). More specifically, your reguest for a
waiver pertains to the compliance demonstration for flow
indicator location as specified in 40 CFR Part 60, § 60.613 and
§ 60.663. Moreover, ARCO requests that the Environmental
Protection Agency (EPA) grant a waiver that would allow the flow
indicator to be installed “at the entrance" to any bypass line
rather than "in the vent stream." ARCO has argued that the
proposed alternative method of coppliance will meet EPA’s primary
intent and will be consistent with subseguent regulations
(40 CFR Part 63, subpart G).

After reviewing the requirements of 40 CFR Part 60, Subparts
IIT and HNN and 40 CFR Part 63, Subpart G, we agree with your
assessment that the flow indicators can bes located at the
entrance to bypass lines, thus, we are granting the equipment
listed above a waiver from the regquirements of 40 CFR Part 60,
§ 60.613 and § 60.663, providing there is no cutstanding
enforcement action invelving Subparts III and NNN at Arco’s
Channelview, Texas, facility. Please submit to EPA a list of all
specific process vents and their corresponding emission inventory
information that will have the flow indicators located in the
entrances to the bypass lines. We are alse taking this
opportunity to remind you that the flow indicators remain subject
to the reguirements of § 63.114(d).

Racychad'Recyciable
% [Prinied with Sy Cansla Ink on paper lhal
ecmining ol lesed S8 recycisd fher
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If you have any gquestions or would like to discuss this
matter further, please contact Mr. Willie Kelley, of my staff, at

(214) 665-7229.
o Sincerely yours,
Samuel Coleman

Director
Alr, Pesticides and
Toxics Division (6T)

- ce:—Mrs: Robert-Todd; TNRCC - —- —- - - - -
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& UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
HEGION &
1445 ROSS AVENLE, SUITE 1200

S e,
| iﬁogﬂ} DALLAS, TX 75202-2733
DEC .17 2003

L g

Mr. Thomas Wamement
Environmenial Affairs
Lyondell Chemical Company
2502 Sheldon Road
Channelview, TX 77530

Re:  Request for Waiver of Flare Performance Testing
Request for Alternative Monitoring Period
Lyondell Chemical Company

Dear Mr. Warnement:

This letter is in response to a letter from Lyondell Chemical Company (“Lyondell”) dated
December 17, 2001. In this letter, you requested a waiver of testing from your Butanediol
(BDQ), Propylene Oxide/styrene Monomer I (POSM I), and Propylene Oxide/Styrens Monomer
II (POSM II) flares, which are subject to 40 C.F.R. 63.11, located at your Channelview facality in
Chanmelview, TX. In a subsequent letter dated November 18, 2003, you subrnitted additional
data on the POSM I and I flares, while withdrawing the request for the BDO flare.

You stated in your request that your Bayport facility continuously meonitors the flow and
net healing value combusted m your POSM I and POSM II flares. You requested a waiver from
performance testing pursuant to 40 C.ER. 60.8(b)(4) and 40 CER. 63.7(e)2)(iv). You stated
that the basis for this request was thal compliance could be demonstrated using the installed
Panametric flow meter and calorimeter (Fluid Data calorimeter), Your submittal incloded a
previous determination made by EPA in which performance testing for flow measurement was
granted using similar equipment to that which Lyondell uses. You also requested that the
monitoring and reporting of compliance for heating value and velocity be made on & one hour
average. You submitted data which compared the results of the calorimeter against the heating
value determined by a Method 18 test. In subsequent telephone conversations with Anupa Ahuja
of my staff, you explained that the flow rate is measured in pounds and converted to fi/sec.
When the velocity of the stream approaches 60 ft/fsec, the maximum sllowable velocity of a
streamm with a beat value of 300 BTIVscf, the gas stream heat value is automatically mcreased
about 300 BTU/scf by adding natural gas. The amount of natural gas needed is determined using
the equation in 40 C.F.R. 60.18(f)(5).

EPA Region 6 has examined the data you submitted with respect to your calorimeter for
POSM I and POSM 1L

Imntemat Address (LIRL) - hitps:lwatnwapa. qowlaarh] g/
FecydediRacyciabl - Printsd with Vegetabla il Based Inks on Hacyclad Papar (Minkmum 30% Posiconsumer)
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Analysis of POSM I data:

For the three runs, you provided calorimeter data as well as the heating value determined using
Method 18 for the gases combusied in POSM I The preatest difference between the two
methods was an overestimation of the heating value of the stream by 20 BTU/scf, as measured by
the calorimeter. Therefore, the minimum BTU value as measured by the calorimeter must be set
at 320 BTU/fsef. You stated that Lyondell will maintain this minimum heating value, with the set
point of the system at 338 BTU/scf, and a critical alarm at 320 BTU/scf. Lyondell will also set an
advizory alarm at a given point in this range such that personnel can take cormrective action before
the eritical alarm point is reached,

Analysis of POSM II data;

For the three runs, you provided calorimeter data as well as the heating value determined using
Method 18 for the gases combusted in POSM II. The greatest difference between the two
methods was an underestimation of the heating value of the stream by 3 BTUlscf, as measured by
the calorimeter. Therefore, the minimum BTU value as measured by the calorimeter must be set
at 300 BTU/scf You stated that Lyondell will maintain this minimum heating value, with the set
point of the system at 318 BTU/sef, and & cntical alarm at 300 BTUfscf Lyondell will also set an
advisory alarm at a given point in this range such that personnel can take comrective action before
the entical alarm point is reached,

Based upon the data you submitted and previous determinations, EPA Region 6 makes the
following determinations about the POSM I and POSM II flares at the Lyondell Channelview
facility: .

1. Pursuant to 40 C.FR. 60.8(b)}(4) and 40 CE.R. 63.7(e)(2)(iv), EPA grants the waiver of
performance testing for flow measurement and heat content for the POSM I and POSM II flares
since the facility has demonstrated compliance using alternate means,

2. As a condition of this waiver, the minimum heating value of the stream combusted in the
POSM I flare is set at 320 BTU/scf. Lyondell Channelview must report any one hour periods in
which monitoring indicates that the average heating value of the stream sent to the flare has fallen
below 320 BTU/scf.

3. As a condition of this waiver, the minimum heating value of the stream combusted in the
POSM I flare is set at 300 BTU/scf. Lyondell Channelview must report any one hour periods in
which monitoring indicates that the average heating value of the stream sent to the fare has fallen
below 300 BTU/scf :

4. As a condition of the waiver, Lyondell Chanmelview must report any one hour periods in which

the average velocity of the streams exceeds the velocity limit as calculated using the equation in
40 C.FR_ 60.18(f)(5).

Renewal- Draft Page 423



3

This approval of an AMP is based on the information submitted to EPA Region 6 on

December 17, 2001. If any information is found that would reverse this determination, then it
would become invalid and a new determination would be needed,

If you have any questions concerning this determination, please contact Ms. Anupa Ahuja
of my staff at (214) 665-2701.

Sincerely yours,

(e —

Wiltiam K. Honker, P.E.
Chief
Air/Toxics and Inspection
Coordination Branch
cc:  Jeff Greif (TCEQ)
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(AT 57y
-‘?ﬂ’t'- UMNITED STATES ENVIRONMENTAL PROTECTION AGEMNCY
£ AEGION &

3 m 1445 ROSS AVENUE, SUITE 1200
‘((f DALLAS, TX 75202-2733

AggHet

JuL 12 2004

Mr. Thomas Wamement
Environmental Affairs
Lyondell Chemical Company
2502 Sheldon Road
Channelview, TX 77530

Re:  Request for Waiver of Flare Performance Testing
Request for Altemative Monitoring Period
Lyondell Chemical Company

Dear Mr. Warnement:

This letter is in response to a letter from Lyondell Chemical Company (“Lyondell”) dated
June 23, 2004. In this letter, you have requested a waiver of testing from for your Butanediol
(BDO) flare, which is subject to 40 CFR 63.11, located at your Channelview facility in
Channehiesw, TX

You stated in your request that your Bayport facility continuously monitors the flow and
net heating value combusted in your BDO flare. You requested a waiver from performance
testing pursuant to 40 CFR 60.8(b)(1) and 40 CFR 63,7(e)(2)(iv). You stated that the basis for
this request was that compliance could be demonstrated using the installed Panametric flow meter
and calorimeter (Fluid Data calorimeter). Your submittal included a previous determination made
by EPA in which performance testing for flow measurement was granted using similar equipment
to that which Lyondell uses. You also requested that the monitoring and reporting of compliance
for heating value and velocity be made on a one hour average. You submitted data which
compared the results of the calorimeter against the heating value determined by a Method 18 test.
In subsequent telephone conversations with Anupa Ahuja of my staff, you explained that the flow
rate is measured in pounds and converted to ft/sec. When the velocity of the stream approaches
60 fi/sec, the maximum allowable velocity of a stream with a heat value of 300 BTU/scf, the gas
stream heat value is automatically increased about 300 BTU/sef by adding natural gas. The
amount of natural gas needed is determined using the equation in 40 CFR 60.18(f)(5).

EPA Region 6 has examined the data you submitted with respect to your calorimeter for
BDO flare.

Infemet Address (URAL) « hitp:/Awww e pa.gow
RecycisdFecyciubds « Prinled with Vepalatls (il Based inks on Herycled Papar (Mintmom 25% Poslcansame)
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For the three runs, you provided calorimeter data as well as the heating value determined using
Method 18 for the gases combusted in BDO flare. The greatest difference between the two
methods was an over estimation of the heating value of the stream by 22 BTU/scf, as measured by
the calorimeter. Therefore, the minimum BT value as measured by the calorimeter must be set
at 322 BTU/scf  You stated that Lyondell will maintain this minimum heating value, with the set
point of the system at 327 BTU/scf, and a critical alarm at 320 BTU/scf. Lyondell will also set an
advisory alarm at a given point in this range such that personnel can take corrective action before
the critical alarm point is reached.

Based upon the data you submitted and previous determinations, EPA Region 6 makes the
following determinations about the BDO flare at the Lyondell Channelview facility:

1. Pursuant to 40 CFR 60.8(b){4) and 40 CFR 63.7(e)(2)(iv), EPA grants the waiver of
performance testing for flow measurement and heat content for the BDO flare since the facility
has demonstrated compliance using alternate means.

2. As a condition of this waiver, the minimum heating value of the stream combusted in the BDO
flare is set at 322 BTU/scf. Lyondell Bayport must report any one hour periods in which
monitoring indicates that the average heating value of the stream sent to the flare has fallen below
322 BTU/scf

3. As a condition of the waiver, Lyondell Bayport must report any one hour periods in which the
average velocity of the streams exceeds the velocity limit as calculated using the equation in 40
CFR. 60.18(£)(5).

This approval of an AMP is based on the information submitted to EFA Region 6 on
June 23, 2004. If any information is found that would reverse this determination, then it would
become invalid and a new determination would be needed.

If you have any questions concerning this determination, please contact Ms. Anupa Ahuja
of my staff at (214) 665-2701.

Sincerely youss,

Mike Michaud
Acting Chief
AirfToxics and Inspection
Coordination Branch
cc:  Jeff Greif (TCEQ)
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Acronym List

The following abbreviations or acronyms may be used in this permit:

O Y PSSR actual cubic feet per minute
AMOC ... alternate means of control
AR P e e — e e e ——— e e e e e e e e ————retaeeaaa————rraaaeeaaararaees Acid Rain Program
ASTM e American Society of Testing and Materials
BIPA e Beaumont/Port Arthur (nonattainment area)
CAM e Compliance Assurance Monitoring
D e control device
CEMS L continuous emissions monitoring system
G R e Code of Federal Regulations
COMS e continuous opacity monitoring system
VS closed vent system
T Dallas/Fort Worth (nonattainment area)
E P e —————____]_]_] ], emission point
E P A e ——————————— U.S. Environmental Protection Agency
B e e e e e e e emission unit
FCAA AMENAMENES ...ttt Federal Clean Air Act Amendments
O P e federal operating permit
G100 SCF ..t grains per 100 standard cubic feet
[ T PP PRPTR PP hazardous air pollutant
HIGIB.. e Houston/Galveston/Brazoria (nonattainment area)
L P T PR SURRPRR hydrogen sulfide
10 N PP PUPPRRPPPPRR identification number
1 ) ] pound(s) per hour
MACT oo Maximum Achievable Control Technology (40 CFR Part 63)
MMBRU/NE L. snansneesnnnsnnnnnnnnnnnnnnnnnnns Million British thermal units per hour
L PP P PP POPPRPPPPPRP nonattainment
NS not applicable
NADDB ... National Allowance Data Base
NESHAP.....ooviiieiiieeeee e National Emission Standards for Hazardous Air Pollutants (40 CFR Part 61)
N1 O RSERR nitrogen oxides
NSPS . New Source Performance Standard (40 CFR Part 60)
5T PP New Source Review
ORI e Office of Regulatory Information Systems
[ o TP PP PO PUPRPTPPPRRN lead
P Permit By Rule
PEIMS oo —————————————————————— predictive emissions monitoring system
P M Lt — e et ————at et e £ e £ ntnt st et n £ st s £ st st s £ n £ s £ s £ n £ s £ s £ s e e £ e nntnennnrnrnnnrnrnrns particulate matter
] 011 1775 parts per million by volume
P R O et e e et e e e e e e et e e et e e et e e e e e s process unit
P O DD e e prevention of significant deterioration
1S = PR pounds per square inch absolute
R | PP PP PP PP PP PPPPPPPPPT state implementation plan
S PR sulfur dioxide
TCEQ oo Texas Commission on Environmental Quality
LIRS 1 PP PP PR total suspended particulate
TV P true vapor pressure
L0 10 T O PP PPTPRPPT United States Code
LY L O PP PRTURT PP volatile organic compound
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